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PREFACE. 

Although during the past year or two, the additions to the 
literature on cement and concrete have been especially notable, 
it nevertheless has appeared to the author that a complete de- 
scription of the methods of handling practical tests of cement 
has not yet been brought before the public. The methods usu- 
ally given in text books assume too much knowledge for the use 
of the student or beginner, while to the practical operator the 
directions are too general to be of much value. The excellent 
standard methods of testing recently issued by committees of 
several technical societies have already done much to promote 
uniformity in testing, but are of little real assistance either to 
the novice or the expert in enabling him to increase the ac- 
curacy or to simplify the routine of his work. This volume 
therefore has been designed primarily for the use of the stu- 
dent, the novice, and the practical operator in conducting actual 
routine tests of cement to determine its suitability for purposes 
of construction, but it is hoped that both the expert and the 
engineer who directs this work may also find something of in- 
terest in its pages. 

The general scope of the book covers a description of the 
properties of cement, the objects of the various tests, the 
methods of conducting them, the common influences and errors 
that are most likely to affect the determinations, and the prac- 
tical interpretation of the results which are finally obtained. 
No attempt has been made to consider the practical use of ct' 
:nent and concrete except in so far as the conditions of actual 
work regulate the use of the various tests, while the data ^ven 
are also applicable more to the conduct of tests than to the 
final use of the material. In other words, the scope of the book 
is intended to cover only the methods and the application of 
the tests of cement commonly employed in routine work, and 
not to consider theoretical properties, investigations of a re- 
search character, nor the use of cement. 

Chapters!., II. and III. are of an introductory nature, and 
are included only for the informatic|n of the student, and for the 
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logical development of the subject. The constitution of cement 
is considered very briefly, while the chapter on manufacture is 
purely descriptive and makes no attempt at being technical. 

The body of the book, Chapters IV. to XII., is devoted to the 
conduct of routine tests of cement. The chapter on Chemical 
Analysis was prepared in collaboration with Mr. Charles S. 
Reeve, Chemist of the Philadelphia Laboratories, 

Chapter XIII, deals with simple tests by which the character 
of a cement may be ascertained with practically no apparatus, 
and which might be of considerable service to the small con- 
sumer or to the expert when it is impracticable to obtain ap- 
paratus to make tests in the orthodox manner. 

The practical operation of a cement laboratory is considered 
in Chapter XIV., which also describes the organization, the 
labor required, and the cost of testing. 

To avoid an endless number of qualified statements, in de- 
scribing the different properties and tests, the body of the book 
is devoted entirely to Portland cement, while in Chapter XV. 
is given a description of the properties and tests of natural, 
improved, slag, sand, and other varieties of cement. 

Chapter XVI. is devoted to the subject of cement specifica- 
tions, while the different Appendices give the standard speci- 
fications and methods of testing issued by various scientific 
bodies. 

The methods of testing used in the author's laboratory are 
given at some length throughout the course of the book, and it 
is hoped that the frequent allusions to them will be pardoned on 
account of the long and varied experience of the laboratory, 
and on account of the large amount of testing performed, which 
has required both development of system and limplification of 
method. 

The author wishes to express his appreciation of the kindness 
of Mr. George S. Webster, Chief Engineer of the City of Phila- 
delphia, in permitting him to describe the methods employed, 
and to use data obtained in the Philadelphia Laboratories, and 
also to acknowledge the interest that has enabled the Labora- 
tories to attain their present stage of development. 

Acknowledgements for the use of cuts are also due t6 The 
Allis-Chalmers Co., J. W. Bramwell, The Bonnot Co., The Brad- 
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ley Pulverizer Co., The Cement Age, F. L. Smidth & Co., The 
Geo. V. Cresson Co., F, D. Cummer & Son Co., The Fairbanks 
Co., The Kent Mill Co., Lathbury & Spackman, Tinius Olsen & 
Co., Thos. Prosser & Son, Riehle Bros. Testing Machine Co., 
Frederick W. Taylor, Henry Troemner and the International 
Instrument Co. 
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CHAPTER I. 
CLASSIFICATION AND STATISTICS. 

Deflnitioiii. — Hydraulic cement may be somewhat broadly de- 
fined as a material which, when pulverized and mixed with water 
into a paste, acquires the property of setting and hardening un- 
der water. In engineering construction, four classes of cement 
are generally recognized — (i) Portland cement, (2) natural 
cement, {3) Pozzuolana cement, {4) mixed or blended cement. 

Portland cement is the product resulting from the process of 
grinding an intimate mixture of calcareous and argillaceous 
materials, calcining the mixture to incipient fusion, and grind- 
ing the resulting clinker to a fine powder. It must contain no 
materials added subsequent to calcination other than small 
amounts of certain .>iubstanccs used to regulate its setting prop- 
erties. The German Association of Portland Cement Manu- 
facturers has adopted the following definition of Portland 
cement : 

"A hydraulic cementing material having a specific gravity of 
not less than 3.10 in the calcined condition, and containing not 
less than 1.7 parts by weight of lime to one part each of silica, 
alumina, and ferric oxide, the material being prepared by in- 
timately grinding the raw ingrcdicntb, calcining them to not less 
than clinkering temperature, and then reducing this clinker to a 
proper fineness." 

English and American societies* also have adopted standard 
definitions of Portland cement similar in tenor, although not as 
explicit, except that they limit the amount of substances that 
may be added after calcination to two or three per cent. 

Natural cement is the product resulting from the burning and 
subsequent pulverization of an argillaceous limestone or other 
suitable rock in its natural condition, the heat of burning being 
insufficient to cause vitrification. 

•Sm Appendices, 
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This class of cement is also commonly known as "Rosendale, ' 
it being so named from the district in the eastern part of New 
York State which is the greatest producer of natural cement. 
This term, however, when applied to all naturals is a misnomer. 
In England the name "Roman" is applied to certain grades of 
this material, 

Pozzuolana cement is obtained by grinding together an inti- 
mate mixture of slaked lime and blast-furnace slag or volcanic 
scoria. The cement is not burned, the hydrauhc ingredients 
being present only as a mechanical mixture. This material 
must not be confused with slag Portland, which is a regular 
Portland cement in which the slag furnishes the silicious ingre- 
dients, thus replacing the day or shale in the mix. 

Mixed cements cover a large variety of products made by 
cbmbining the other forms of cement or by mixing them with 
an inert material. The so-called "second-grade" Portlands gen- 
erally belong in this class, since they consist usually of Portland 
cement mixed either with natural cement or with raw rock, 
cinder or slag. Sometimes, however, these cements are merely 
' made of inferior clinker, in which case they are to be classed 
with Portlands, "Improved cements" are naturals containing 
from ID to 30 per cent, of Portland clinker. Sand cements are 
made by finely grinding a mixture of Portland cement and 
sand, usually in equal proportions. These varieties of mixed 
cements are those most commonly encountered, although many 
other forms are to be found on the market. 

Bistingniihii^ CharMteriitioL — The distinguishing character- 
istics of Portland cement are — in manufacture, the use of an 
artificial mixture, the grinding before burning, and the calcina- 
tion to incipient fusion — and in use, its heavier weight, its slower 
set, and its greater strength. 

Natural cement is distinguished in manufacture by its produc- 
tion from a single variety of material, unground, and burned at 
a low heat, and in use by its lighter weight, quicker set, and 
lower strength in the earlier stages of hardening. 

/« wAat follows in this book, the discussion will be limited to 
Portland cement (except tor Chapter XV.), so that whenever the 
unqualified term osmsnt is employed, Portland cement alone is to 
be understood. 
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HistoricaL* — Although Smeaton, when building the Eddystone 
lighthouse in 1756, discovered that the addition of clay to lime 
would render it capable of setting under water, no real Portland 
cement was produced until 1824, when Joseph Aspdin, a brick- 
layer, of Leeds, England, took out a patent for producing a 
cement by calcining a mixture of lime and clay. He gave to it 
the name "Portland" on account of its resemblance when hard- 
ened to the famous oolitic limestone, used extensively for build- 
ing, found in the "Isle of Portland," a peninsula on the southern 
coast of England. The first works for producing this material 
were established at Wakefield bj Aspdin in 1825, while the con- 
struction of the Thames tunnel in 1828 was the first important 
piece of engineering work lo use it in any quantity. 

This early cement, however, was very different from that o£ 
modem days, chiefly in that the burning was never carried up 
to the point of vitrification, so that the elements could never 
have been properly combined. It was not until about 1845 
that the manufacture began to be placed upon a scientific basis, 
and Portland cement, as we now know it, to be produced. In 
Germany, the first works were established near Stettin in 1852, 
while 1875 marked the beginning of the industry in the United 
States. 

Statirtici of Indnitry. — The development of the Portland 
cement industry, particularly in the past decade, has been of such 
remarkable proportions, that a brief summary of statistics re- 
garding it cannot fail to show the importance of the scientific 
study of a material so widely employed. The following data 
are taken largely from the report of the Geological Surveyf foF 
1903: 

Table 1. shows the domestic production of Portland, natural 
and slag cements. It will he observed that the production o( 
natural cement has remained practically constant for the past 
fifteen years, while the Portland production, particularly since 
1895, is remarkable in its rapid increase. The chief reason 
that Portland cement production, prior to 1895, advanced so 
slowly, was the deep-seated prejudice of our engineers agatodt 

•Par mora eomplate d^ta en the blitary or c«iii»it oonialt SMIcnna'a **CU- 
etTMaa Omenta," «na Cununlnis" "AmBrloui CemenlB." 

f'Th* pradBcUon ol CBDwnt In IfKB.'' b^ L. L. KLmball-eitracl from "Mim- 
wak Btwonw «t tb« TTnltod States" for IMB-lMned t>r DItIMdd «t Utnlnc aai 
Mmm lleMiirM*, V. S. Oeologlcal Snrver. 
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the domestic and in favor of the foreign material. Even as late 
as the end of the past decade, it was not uncommon for the 
specifications of important work to call for foreign cement, or at 
least for a cement "that shall be equal to the best German 
brands." The excellence of the domestic product and it« 

TABLE I.— Toul Prodaclion of Natural, PortUiid and Slag Cement in the 

United Stales, iSitt-igoj, 

(Prom Mineral Resources of tbe United Stales, 1903. ) 

■ Nmnbcrof Butali. . 
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373.689 
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17.330.644 


Sill 


7.030.171 


33.341.973 


309,131.516 


79,608.196 


3,370.338 



equality to the best foreign material is now, however, generally 
conceded. 

Table 11. gives the distribution of production by States, Penn- 
sylvania leading both in the number of mills and in quantity of 
output. 

The distribution by sections (Table III.) divides the produc- 
tion into the "Lehigh district" of Pennsylvania and New Jersey, 
the New York district, both of which operate on limestone, and 
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(c) Includes product of Arkansas. 

(d) Includes product of Alabama, Georgia and West Virginii 



TABl^ III.— Showing the Development of Ihe Portland 
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the Ohio-Michigan district, which generally employs marl. The 
Lehigh district produces over half the Portland cement made 
in the country. The recent development of the industry in 
Michigan is also a feature of the table. 
The diagram, Fig. i, shows a comparison of the consumption 
Bairel* 
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Years. 

Fig. t.— Diagram Showing the Quaolity of Cement Consumed 
in the United States Daring the Twenty Years, 1883-1903. 

of Portland cement in the United States with the entire amount 
of hydraulic cement imported in the last few years, which illus- 
trates not only the growth of the industry, but also the marked 
increase in the ratio of domestic production to total consump- 
tion. 
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CHAPTER II. 
COMPOSITION AND CONSTITUTION. 

Composition. — The essential components of Portland cement 
are silica, alumina and lime. Other ingredients always occurring 
in appreciable quantities are iron, magnesia, alkalies, sulphuric 
and carbonic acids, and water. 

Le Chatelier has stated* the following to be the limits of these 
ingredients in good commercial cements : 

Silica 21 to 24 per cent. 

Alumina (. 

Iron oxide i 

Lime 60 " 65 

Magnesia 0,5 " 

Sulphuric acid 0.5 " 1.5 " 

Carbonic acid and water ... 1 "3 " 
Bleininger, in a chaptert on the Nature of Portland Cement, 
sets the following limits : 

Silica 19 to 26 per cent. 

Alumina 4 " 11 " 

Iron oxide 2 " 5 " 

Lime 58 " 67 " 

Magnesia o " 5 " 

Sulphuric acid o " 2.5 " 

Alkalies o " 3 " 

The percentages given by Le Chatelier should be considered 
as average rather than limiting values, since many good cements 
have an average composition largely out of these limits ; Blein- 
inger's limits, on the other hand, are somewhat extreme. 

Table IV. gives the results of chemical analyses of many 
standard brands and serves to show the composition of commer- 
cial cements. In addition to these important ingredients, the 
following usually occur in very small quantities: Titanium, 
phosphoric acid, sulphur, manganese, silicious sand, coal and 
ash from the kilns, flint and iron from the mills, etc. The sum 
total of these elements, however, rarely equals one per cent. 

TruirarUonB A.iicrlcBn Itisdtuts of MlnlDS p^glneera. 1893. 
f'Msnufaclure ct PoHland Cements." by A. V. BloJninger. Pourlh Series. 
BuIIellD 3. Oblo Slale QeotoslCBl Surrey, 
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COMPOSITION AND CONSTITUTION. g 

Silica (SiO,). — Silica constitutes from 19 to 24 per cent. oE a 
Portland cement, and combined with lime to form calcium sili- 
cate furnishes the active factor in its hardening. It should 
exist entirely in a combined state and not as quartz sand, in 
which condition it does not combine with the lime, and is inert 
in the subsequent reactions. 

Lime (CbO). — A well proportioned cement will contain from 59 
to 67 per cent, of lime, depending upon the amounts of silica 
and alumina present. Provided all of it exists in a combined 
stat(', the greater its amount, the higlier will be the strength 
of the product. If, however, more lime is present than will 
combine with the silica and alumina, an unsound cement will 
result, since the excess of lime in slaking will expand and so 
cause disintegration. The recent demand for high strength 
values at early periods has caused many manufacturers to pro- 
duce very high limed cements, often passing the limit of safety 
unless exceptional care has been taken to so finely grind the 
raw materials and to burn so perfectly that the theoretical limit 
of combination can be approximated. A high proportion of 
lime also requires greater heat in burning, and forms a slow- 
setting cement. 

•"Too low a proportion of lime, on the other hand, produces 
a fusible clinker, liable to overburning. This is especially the 
case with aluminous materials. If hard-burned, such mixtures 
give a fused clinker liable to fall to dust on cooling, hard tc^ 
grind, and yielding slow-setting cement of poor hardening prop- 
erties. If light burned, an over-clayed mixture yields soft 
brownish clinker, grinding to a brownish, quick-setting cement 
of inferior strength." 

Alnmina (AljO^). — From 5 to ro per cent, of alumina is usually 
present in Portland cement, mostly combined as calcium alumin- 
ates, and since the setting properties are due to these alumin- 
ates, the greater the proportion of this ingredient, the quicker 
will be the setting of the product. The ultimate tensile strength 
of high alumina cements is also apt to be inferior. The presence 
of alumina tends to facilitate the burning, since its compounds 
are much more fusible than those of silica, and if present in 

•S. B. Newberry In "Concrelc. Plain aod Reinforced," by F. W. TBjIor and 
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10 PRACTICAL CEMENT TESTING. 

excess make a mixture difficult to burn uniformly and hard to 
grind. 

Iioa Oxide (Fe,0,). — According to Le Chatelier, ferric oxide 
and calcium carbonate on burning yield products which slake 
with water and possess no hydraulic properties, Schott and 
Richardson, however, have prepared cements in which all of the 
alumina was replaced by iron, and therefore conclude that the 
function of these two ingredients is practically similar. The 
investigations of S. B. and W. B. Newberrj also appear to show 
that the action of ferric oxide and alumina in promoting the 
combination of silica and lime is practically identical. The 
amount of iron usually present in Portland cements is less than 
4 per cent., and it exerts but little influence on the physical prop- 
erties of the material. The dark gray color of cement is due 
to the presence of iron compounds, cement prepared from silica, 
alumina and Hme only being colorless. 

HagneBia (MgO). — The role of magnesia in Portland cement 
has not yet been definitely determined. Certain investigators, 
including Le Chatelier, claim that magnesia may replace lime, 
and form silicates and aluminates of magnesia whose character- 
istics are similar to those of calcium. Others, including Erd- 
menger, Richardson and Newberry, consider that magnesia re- 
mains free in cement and is present only as an adulterant. 

Investigation of two or ihree failures of important engineer- 
ing works placed in sea water developed the fact that the con- 
crete was high in magnesia, but it has been claimed that its 
presence was due to a deposition of magnesian salts from the 
water, and that the magnesia originally present in the cement 
was not responsible for the failures, A committee of the Asso- 
ciation of German Portland Cement Manufacturers in 1895 
presented a report stating that their investigations had shown 
that a content of magnesia up to 8 per cent, was harmless. 
Djckerhoff, however, presented a minority report, stating that 
his experiments had shown that more than 4 per cent, of mag- 
nesia, whether added to a normal mixture or substituted for an 
equivalent portion of lime, caused a steady falling ofT in the 
strenglh of the cement, although actual cracking was observed 
only with 8 or more per cent. S. B. Newberry has stated that 
he has made a cement containing 9 per cent, magnesia which 
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Stood the boiling test, but that one containing 15 per cent, failed 
after several hours' boiling. 

American Portland cements contain on an average from 2 to 
4 per cent, magnesia, the latter value being the limit placed by 
the specifications* of the American Society for Testing Ma- 
terials. 

StUphnrio Add (SO,). — Portland cement contains usually from 
1.25 to 1,75 per cent, of this ingredient, a large proportion oi 
which is due to the admixture of calcium sulphatet with the 
finished cement for the purpose of regulating the setting proper- 
tics. Such additions, however, should not exceed 2 or 3 per 
cent, which is equivalent to about i or 1.5 per cent, of the 
anhydrous sulphuric acid, since an abnormal amount is injuri- 
ous to both the strength and soundness of the product, especially 
if placed in sea water. The standard French specifications limit 
sulphuric acid to i per cent., while American practice is to per- 
mit from 1.5 to 2 per cent. The specifications of the American 
Society for Testing Materials place the limit at J.75 per cent. 

Snlphnr (S). — A small amount of sulphur is sometimes intro- 
duced from the coal in burning, and occasionally from the reduc- 
tion of sulphates in the raw materials. These sulphides cause 
the cement in hardening to become mottled with dark blue spots, 
and if present in appreciable quantities may cause disintegra- 
tion, due to the expansion in oxidizing on exposure to the air. 

Alkalies (KjO and NajO). — These appear to have but little in- 
fluence on either the burning or quality of the cemenl. It has 
been held that alkalies acted more or less as a flux in facilitating 
the combination of lime with the silica and alumina, but later ex- 
periments have apparently disproved this theory. Excess of 
alkalies, under certain conditions, is said to be responsible for 
unsoundness, although this fact has never been definitely proven. 
The percentage of alkalies is usually from 0.5 to 2 per cent. 

Carbonic Acid (CO;). — Provided the temperature of burning 
has been sufficiently high, the presence of this element is due 
solely to absorption from the air, and since lime when insuffi- 
ciently combined is very active in this absorption, an abnormal 
percentage of carbonic acid must show either underbuming or an 
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12 PRACTICAL CEMENT TESTING. 

excess of lime. Normal cements contain from 0.5 to 1.5 per cent.. 
of carbonic acid. 

Constitntioii. — Although Portland cement has been extensively 
manufactured for well over halt a century, it is onlj' in com- 
paratively recent years that a scientific study of the constitution 
of cement has been undertaken, and even at present the exact 
state of combination in which the difTerent components exist has 
not been definitely ascertained. For many years it was the 
practice to proportion raw materials and to study the finished 
product by means of the "hydrauhc modulus," or the ratio of the 
weight of lime to that of silica, alumina and iron, which varied 
between 1.8 and 2.2, but it soon became understood that the 
lime combined in different ratios with the other components,, 
and the inadequacy of the formula was thus recognized. 

Le Chatelier in 1887 was the first to attempt scientifically to 
explain the constitution of Portland cement.* Following petro- 
graphic methods, and examining with a microscope thin sections 
of clinker and hardened cement, he succeeded in separating them 
into two chief constituents, which later were named by Torne- 
bohm alit and celit. two accessory constituents, belit and feiit, 
and in addition an amorphous isotropic mass of matter. He 
considered alit to be composed of tri-calcium silicate, 3 
CaO SiO;, which is the active element in the hardening of 
cement, and which hydrates as follows : 

3 CaO SiOi + Aq = CaO SiOi2.5 H^O + 2 Ca (OH),. 
Cement also contains a tri-calcic aluminate, somewhat un- 
stable, but setting rapidly in water, hydrating according to the 
formula ; 

3 CaO A1,0, + Aq = 3 CaO Al,0,i2 H,0 

Portland cement, according to Le Chatelier, therefore consists 
of tricalcium silicate mixed with calcium aluminate and ferrate 
and also containing mono and dicalcium silicates. He expresses 
the hydration of cement by the following two reactions : 

2 (3 CaO SiO,) + 9 H,0 = 2 CaO SiO, 5 H,0 ^^ 4 Ca (OH)„ 
and 

3 CaO A1,0, + Ca(OH\, + 1 1 H,0 =■ 4 CaO A1„0, t2 HA 

•Reieirclieii Bxpsrlmentalea Sur ]> ConatltoUon Das Mortiers Hrdnoltqan— 
AnnalcB dM HIdhh— 1R8T. 
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The calcium tri-siiicate is produced by precipitation from a. 
-complex silico-aluminate, which permits the combination of the 
silica and lime. 

He then fixes the amounts of lime and magnesia in Portland 
ce"ients by the expressions: 
Cap + MgO ^ 
SiO, + AUG, = ^ 

"* CaOj|:MgO > 

SiO, — A1,0, — Fe.Os = ^ 
in which chemical equivalents and not weights are used. Good 
commercial Portland cement nearly approaches the maximum 
of the first formula. 

In 1897, S. B. and W. B, Newberry* prepared synthetically a 
number of compounds of silica, alumina and lime, which were 
thoroughly examined, and as a result of their investigations con- 
cluded that the essential constituents of Portland cement are 
tri-c!.!cium silicate with varying proportions of di-calcic alum- 
inate. This composition may be expressed by the formula : 

X (3 CaO SiO,) + Y (2 CaO AI^OJ 

or substituting weights for equivalents, the formula becomes 

Lime = silica x 2.8 + alumina x i.t. 

S, B. Newberry statest: "It is understood that this formula is 
merely empirical, representing the relative proportions present, 
since the aluminate remains for the most part in the magma in 
combination with part of the silica and with other substances." 

"It should be remembered that this formula represents the 
ma.vi>num of lime which a Portland cement, burned in the usual 
manner, may contain without showing unsoundness. This maxi- 
mum can be reached only by extremely fine grinding of the raw 
material. This formula, also, by no means represents the com- 
position of finished cement, since the ash o( the fuel lowers the 
lime and raises the silica and alumina, above that calculated 
from the raw material, by at least 2 per cent." 

"In the laboratory, using gas as fuel, it will be found practi- 
cable to prepare sound cenient^orrespomjirfAfo the above for- 
mula. ■ In actual manufacture ff^ safer to reduce the lime 

*Tlie CaDBllIullaD at Hydraulic Ccmeuta. b; S. fi. and W. B. Newberrr Jour- 
nal 0[ lh» StKlftr lor CtaamkBl Indualrr. Vol 111. No, 11. 

tin Taylor and TbompMa's "ConcrMe, Plain and Relatoroad." 
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slightly, to counterbalance possible defective grinding of raw 
material or unavoidable variations in composition. It will be 
found that the raw material at factories where the best Portland 
cements are made rarely falls below the composition, 
Lime ^ silica x 2.7 + alumina x t.o. 

"This may be taken as a safe practical formula for commercial 
use." 

In the past five or six years numerous investigators have 
worked on the problem of the nature of Portland cement, and 
many theories as to its constitution and hydration have been 
advanced, although it can be said that none of the essential 
theories based on Le Chatelier's original investigations have 
been positively disproved. 

The subject of the constitution of cement should not be dis- 
missed without allusion to Mr. CliiTord Richardson's exhaus- 
tive researches. As a result of the examination of a series of 
synthetically prepared compounds, he arrives at the conclusion 
that the components of cement are present in a state of solid 
solution, and that alit and celit, which are the chief minerals 
found in Portland clinker, are composed — one of a solution of 
tri-calcic aluminate in tri-calcic sihcale, and the other of di-calcic 
aluminate in di-calcic silicate. These, though miscible in the 
molten state, are not so in the solid form. The ratio of alit to 
celit may vary from 3 to i up to 6 to i and possibly over, depend- 
ing on the relation of silicate to aluminate, and on the basicity 
of the chnker as a whole. 



NOTE:— For further d*t* on tbis subject, tbs nmder la refarred to Air. Rlcb- 
srdnon'B papar on "Tha ConttltuMon of Portlaod Cemeat Irom ft Pbralco- Chemical 
Stand po In I." read belore tbe AasoclUlan ot Portland dm ant Uanutictureni. 
June IS, 1S04. A good remaie at the dltlerenl tbeorlea on the nfttara ot cement 
will be louad Ln a report on "The Manufacture ot Portland OunenC." br A. V. 
Blelnlnsei^Fourth Series— Bulletin No 3-OblD BUIe Oeologlcal Surrsr. Alio k 
review or the Literature on the subjsct prepared br Ur. Rlchardenn waa pnbllahMI 
In '■<hipent"— Volumea 4 and e— Progreu Publlablnc Company, New Tork. 
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CHAPTER III. 
MANUFACTURE. 
RAW KATEBIALS. 

Cement is composed essentially of a mixture of silica, lime, 
alumina and iron, so that an> materials containing the proper 
proportions of these ingredients might be employed in the 
manufacture of Portland cement. In fact, Mr. Richardson has 
shown that, theoretically, a true Portland cement may be made 
by substituting other elements of the same groups for those in- 
gredients which are considered to be essential, having made 
actual cements in which alumina is replaced by iron, lime by 
barium, and silica by tin, lead, and even phosphoric acid. From 
a commercial standpoint, however, only a limited variety of 
materials are adaptable. 

The raw materials employed in the Portland cement industry 
in the United States may be divided into six classes ; 

(i) Cement Bock and Limertone, — Cement rock is an argilla- 
ceous limestone, low in magnesia, occurring chiefly in Lehigh 
Co., Pennsylvania, and Warren Co., New Jersey, although occa- 
sionally found .elsewhere, as in the Virginias. Its composition 
averages from 35 to 40 per cent, of lime, and from 18 to 20 per 
cent, of silica. To produce Portland cement, an admixture of 
from 10 to 30 per cent, of pure limestone is generally required, 
although some manufacturers in the Lehigh District are so fortu- 
nate that they are able to make a proper mixture from different 
strata of rock occurring in the same quarry. About two-thirds 
of the Portland cement produced in this country is made from 
this combination of raw materials. 

(2) Iiimestone and Clay. — These materials are most extensively 
employed in New York State, where clays averaging in com- 
position about 55, 25 and 10 per cent, of silica, alumina and lime 
respectively are mixed with nearly pure limestone, the average 
mixtuie being about 20 to 30 parts of clay to roo parts of lime- 
stone. 

(3) Karl and Clay.— Marl is a soft, wet, calcareous earth, 
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almost a pure carbonate of lime, usually originating from shell 
deposits, although sometimes existing as the result of a chemical 
■ formation. It is found chiefly in the States of Ohio, Indiana and 
Michigan, but also occurs in New York and other localities. 
As with the second class, it generally requires an admixture of 
from 20 to 30 per cent, of clay. The ease with which the marl is 
excavated and reduced is the economical feature of this process, 
Dut this is counterbalanced by the handling of a large amount 
of water, and by the increased fuel consumption required for the 
burning of a wet mixture. 

(4) Chalk and Clay. — This combination of raw materials is 
employed extensively abroad, but only to a hmited extent in 
this country. Pure chalk, in fact, is never used in the United 
States, but a soft, chalk-like limestone, occurring, principally 
in South Dakota, Arkansas and Texas, mixed with clay, is em- 
ployed in a fe^v mills. 

(5) Slag and Limeatone. — Certain blast furnace slags granu- 
lated and mixed with limestone may be burned to produce a 
true Portland cement. In Europe, slag has been utilized for 
this purpose for several years, but the process has only recently 
been introduced into this country. Sabin states* that, "whereas 
for tlic manufacture of slag (i. e., pozzuolana) cement, only the 
slag from gray pig iron is available, it is found that in most 
cases the slag from white pig iron may be used for the production 
of Portland cement from slag." 

(6) Alkali-Waste and Clay. — These materials are used by a 
Michigan plant for the making of Portland cement, the waste 
occurring from the manufacture of soda by the ammonia-soda 
process, and existing as caustic lime, which is mixed with a 
suitable proportion of clay. 

The average composition of these different groups of raw 
materials is shown in Table V., while Table VI. shows the ex- 
tent to which each group is employed in the industry of this 
country. 

The prime requisites for the suitability of any combination of 
materials are that the content of lime, silica and alumina is such 
that the resulting cement will contain these ingredients within 
the limits given in Chapter II. ,t that the percentage of mag- 
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l8 PRACTICAL CEMENT TESTING. 

nesia and ferric oxide in the finished product will be less than 
3 and 4 per cent, respectively, that the content of sulphur be as 
low as possible, not over i per cent, in any form, the presence of 

TABLE VI. — Showing ProdDctkm of Portl»Dd Cement from Various Materials. 

(From acdcle b j K C. Eckel, in Ehc. Nbws, April i6, 1903 ) 

OmwDt Roek knd t Llmeatoiw and 

LiiDflatoiw Clky 

Bkmli PBTCmt. ^•"•'" PetCmt. 

1898 prDdociion 2,681,304 74.9 315,608 8.8 
1S99 ■• 4,010,131 70.9 4S^.ooo 8.1 

1900 " 5,919,629 70.3 874,715 10.4 

1901 " 8.503,500 66.8 1,710,773 13.5 
190a " 10,600.000 67.9 2,100.000 13.5 

•Harl and Clar Chalk and Clay 

189S prodDCtioD 545.37a >5-* 39.000 1. 1 

1899 " I.09S.934 19-4 88,ioo 1.6 

1900 •' 1,444,797 '7-1 184.400 2.a 

1901 " 2.001,200 15.8 495.75* 3-9 

1902 " 3,100,000 14. 1 700,000 4.5 

• tnelndlni alu ths prodHt from alkali wnie ind cla;. 

t Including also Ihp prodiwl from ilaa and limr"!!™*. 

sulphides being particularly injurious, and that they are free 
from sand or silica in such a form that it will not enter into 
proper combination. 

Calculation of Kixtnrei. — Since the composition of Portland 
cement can only vary between very close hmits, it is evident that 
the chemical laboratory plays a most important role in the pro- 
cess of manufacture. Analyses of the raw materials, of the 
mixture before burning, and of the finished product are made at 
least once a day, and generally more often. 

In starting a mill, or experimenting on new materials, formulas 
such as Newberry's* are frequently employed to proportion the 
mix. As an example, suppose it was desired to obtain the 
proper mixture of cement rock and limestone, analyzing as fol- 

Cement Rock. Limestone. 

Silica (SiO,) 19.1 2.0 

Alumina (AljOJ 4.5 0.6 

Lime (CaO) 38.8 53.3 

Other ingredients 37.6 44.1 

100.0 100.0 

the formula being. 

Lime ^= 2.7 silica + i.o alumina. 
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The silica and alumina in the limestone require 2.7 x 2.0 + 
i.o X 0.6 = 6.05& lime, which, subtracted from 53,3, leaves ^7.3% 
available for combination. 

The silica and alumina in the cement rock require 2.7 x 19.1 
+ 1,0 X 4.5 = 56.1 % lime, but as only ^.8'^ is present, 17.3 
parts of silica and alumina are unprovided for. 

100 parts of cement rock will therefore require 17.3 x too 
-i- 47-3 =^ 36-6 parts of limestone. 

Several other formulas,* including the hydrauhc index, t are 
also employed for this purpose. In the actual control of a 
mill, however, it is customarj-, provided the run of the materials 
is fairly uniform, to proportion by the percentage of lime alone. 
Suppose it has been found by experience that the best results 
are produced from a mixture containing 75% carbonate of lime, 
and that it is desired to obtain the proper mixture of a clay, 
and a limestone, containing 24% and 91% carbonate of lime 
respectively. It is then obvious that 91 — 75 = 16 parts of 
clay, with 75 — 24 ^ 51 parts of limestone, or 31.4 parts of 
clay to 100 of limestone will give the proper mixture. The 
same method of course applies equally well when the oxides in- 
stead of the carbonates are known. 

Occasionally mixtures are proportioned from the percent- 
ages of silica, because of the greater ease with which this in- 
gredient is determined chemically, but the method is much less 
accurate and is apt to give unsatisfactory results. 



The various processes by which Portland cement is manu- 
factured are commonly classified as dry or wet according to 
the method by which the raw materials are mixed and reduced, 
while a second classification divides them into rotary or sta- 
tionary kiln processes according to the manner of burning. 
Each one of these methods consists essentially of three steps 
— the mixing and grinding of the raw materials, the cal- 
cining of the mixture, and the final pulverization of the clinker, 
the last of which is practically the same no matter what process 
is used, although the actual appliances may be very diflerent. 

*For dlscUBaliiii or nsTeral tormnliR □□ cement bate 
rsrred to "Tbs HinarBclura o! Porllaiid Cement," 
Serl«»-BDll«tlD 3— Ohio State OeolDglcal Surver. 
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The details of manufacture, however, vary considerably in dif- 
ferent localities and are dependent both on the nature of the raw 
materials and on other local conditions, so that although the 
general methods are subject to classification, the details are 
rarely alike in any two mills. 

Dry Process With Kotary Kilni. — This process is adaptable 
to any class of raw materials which can be mined and reduced 



Fia, X —Spindle Crusher of the Gates Type. 

in a dry condition. The cement-rock and limestone mixtures 
employed in the "Lehigh" district, as well as most of the lime- 
stone and clay cements are, in this country, treated almost ex- 
clusively by this process, over 80 per cent, of the American 
production of Portland cement being manufactured in this man- 
ner. In brief, the process is as follows : 

The raw materials, after being mined or quarried, and con- 
veyed to the mill, are first passed through crushers, either of 
the jaw or spindle type (Fig. 2), and reduced to a maximum 
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Fig. 3. — Boiary Drier of the Cominer Type, 

diameter of 2 or 3 inches, after which thej are sent to storage 
bins, where they are kept until their chemical composition 
has been determined so that the mix may be properly pro- 
portioned. The suitable mixture is then made on scales, which 
commonly are of the automatic type, and conveyed to a drier 
which is maintained at a temperature sufficient to drive off the 



Fig. 4 — BaU Mill of Ihe Krupp Tjpe. 
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greater part of the moisture contained in it. These driers are 
usually built in the form of a rotating cylinder (Fig, 3) 4 or 5 
feet in diameter, 40 or 50 feet long, and slighlly inclined to the 
horizontal, the materials entering at the upper or stack end, 
and being discharged hot at the lower end. A small furnace 
usually furnishes the heat, although it has often been attempted 
to utilize the waste heat from the kilns. 

From the drying cylinder, ihe materials are conveyed to a 
prcliminarj grinding machine of which the ball mill is the most 
common type, where they are reduced to a size small enough to 
pass a 20 or 30-mesh screen. The ball mill {Fig. 4) consists 
essentially of a revolving drum 5 to 8 feet in diameter, contain- 




Fia. 5. — The Komiaulei. 



ing a charge of 3 to 5-inch steel balls, the periphery of the drum 
being made of perforated plates, overlapping each other, 
through which the ground material falls on screens, that of 
sufficient fineness passing through to a hopper, while the tail- 
ings return to the grinding chamber through the spaces between 
the plates. Other forms of preliminary grinding machines are 
the "Kominuter" (Fig. 5), an improved form of ball mill; rolls 
(Fig, 6) in which the crushing is performed between two rolls 
revolving towards each other and pressed together by heavy 
springs and the "Kent" mill (Fig. 7) which consists of a re- 
volving ring with three rolls pressing against its inner face, 
the materia! being held to the tire by centrifugal force. Dis- 
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Fm. 6. — Bachaaau Cruahiag Rolls. 

integrators of the hinged hammer type are also occasionally em- 
ployed. 

After the preliminary grinding, the mixture of raw materials 
is passed to a fine grinder, where it is finally reduced to a size 
such that from go to 95 
per cent will pass a No. 100 
screen, or to about the 
fineness of the finished prod- 
uct. The most common 
types of fine grinding ma- 
chines are the tube mill 
{ Fig. 8 ) and the Griffin 
mill (Fig. g). The tube 
mill consists essentially of 
an horizontally rotating 
cylinder 16 to 24 feet long 
and 4 or 5 feet in di- 
ameter, about half filled 
with flint pebbles, the Fig. 7. -The Kent MiU. 
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Fic. S.— Tube Mill of tha D avidsen Type. 

material entering at the center of one end and leaving at the 
other. Ball and tube mills are commonly arranged in batieries, 
one ball mill supplying sufficient material for two of the tube 
mills. The Griffin mill is an ingenious device, the grinding 
being performed between a fixed circular tire, and a vertically 
rotating grinding disk suspended from a universal joint, which 
is pressed by centrifugal force against the tire around which 
it turns in a direction opposite to that of its rotation, the fine 
material passing out through vertical screens, while the coarser 
particles are caught up by the shoes under the disk and again 
acted upon. Although these two mills are the most common, 
several other forms may 
be employed. Mills like 
the " Kent" are some- 
times, in connection with 
an air separator, made to 
perform the final grinding. 
Rolls also may be used 
for this reduction, the 
Edison plant employing 
this form of grinder ex- 
clusively for both crushing 
and pulverizing. 

This method of hand- 
liny the raw materials is 
frequently varied, chief- 
ly in two particulars : 
First, when raw materials Fic. g.— GnflioMill. 
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of similar texture, such as cemeni-rock and limestone, are em- 
ployed, the mixture is often made prior to the preliminary 
crushing so that the materials are never handled separately, 
and, second, when very dissimilar materials, like limestone and 
clay, are used th(y are usually crushed, dried, and coarsely 
ground separately and the mixture made only before passing to 
the final grinding. Clay and marl may be handled by this last 




Fig. la — Cross-Seclion of a Rolary Kilr. 
method, although the wet process has usually been found more 
economical for this combination. The distinctive features of 
the process, however, are similar for all materials. 

From the grinding machines the mixture is conveyed to bins 
above the rotary kilns into which it is fed automatically. The 
rotary kiln (Figs. 10 and ii) is a steel cylinder varying in 
length from 40 to 150 feet, and from 4^ to 9 feet in diameter, 
lined with from 6 to 12 inches of fire-brick, inchned 8 or 10 



Fic. II.— Rotary Kilo as Made by The Bonnol Co. 

degrees to the horizontal, and arranged to rotate at a speed 
averaging about one turn per minute. The raw materials enter 
at the upper end in the form of a powder and in passing through 
are calcined to a clinker which leaves the kiln in small balls 
ranging from 1} inches to J-inch in diameter. The fnel gener- 
ally employed is finely powdered gas slack coal, although both 
oil and producer gas have also been used. The coal is blown 
into the lower end of the kiln by a fan or compressed air anil 



Digitizecoy Google 



26 PRACTICAL CEMENT TESTING. 

instantly ignited, forming a flame which reaches from 15 to 
25 feet into the kiln, and which creates a temperature of from 
2,600° to 3,000° Fahr, The pulverization of the coal is per- 
formed in tube or "Griffin" mills or in disintegrators, after hav- 
ing first been dried, and is so finely ground that about 90 per 
cent, will pass a No. 100 sieve. The temperature of burning, 
and the time required for it vary considerably with the charac- 
ter of the materials and of the fuel as well as with other condi- 
tions, but the temperature will average about 3,700° or 2,800° 
Fahr., while about half an hour is the average time required 
for the materials to pass through an ordinary kiln of about 60 
feet in length. Well burned clinker is of a greenish black color, 
of a honey-combed structure showing traces of fusion, and is 
fairly uniform in size. 

On leaving the kiln, the clinker is sprayed with a small 
stream of water which both cools it, and makes it more easy to 
pulverize, and then is passed through coolers which reduce the 
heat to normal. These coolers are either constructed in the 
form of a revolving cylinder, similar to the driers for raw ma- 
terials, the clinker passing through against an air blast, or in 
the form of a vertical stationary cylinder through which the 
clinker works its way down over a system of baflfle plates 
against a strong current of air. After cooling, the clinker 
should be stored for some little time before the final grinding, 
since the seasoning of tlie expansives is apparently most active 
at this time. 

The final reduction is effected by passing the clinker through 
batteries of coarse and fine grinding machines such as ball and 
tube mills, rolls and Griffin mills, Kent and tube mills, or some 
similar combination of these pulverizers. Recourse is frequent- 
ly made to air separation of the powder, as an economical fea- 
ture of the process, and, with these separators, mills such as 
the Kent may be used alone for the final reduction, thus dis- 
pensing with the second machine. The finished cement, finally, 
is conveyed to the stock house and, after a further storage, is 
packed in bags or barrels for shipment. 

The addition of sulphate of lime, either in the form cf gyp- 
sum or plaster of Paris, is usually made while the clinker is 
passing from the coarse to the fine grinding machine, although, 
in some mills, the admixture is made in the stock house, imme- 
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diately before packing. The first of these methods secures a 
more thorough mixture, although the sulphate is apparently 
more effective when the latter method is followed, the long 
storage at the high temperature of the bins seeming to affecE 
its activity. 

The plan of the cement mill shown in Fig. 12, illustrates the 
general lay out of the various machines and appliances used in ■ 
this method of manufacture. The dry process with rotary kilns 
may be considered the typical American method for the manu- 
facture of Portland cement. 

Dry Frocen Witli Stationary Eiliu. — This method, at one 
time, was largely employed in the United States, but has now 
been almost superseded by the rotary process. The advantage 
of the process is the reduced fuel consumption, which, however, 
is usually more than off-set by the increased amount of labor 
required. The relative economy of the two processes thus de- 
pends upon the relative cost of fuel and labor, in this country 
the rotary process being generally found the more economical, 
while, in certain foreign countries, the high cost of fuel com- 
bined with the cheapness of labor, often creates the reverse 
condition. The quality and properties of the cement made by 
the two processes are very similar, although that produced in 
rotary kilns is apt to be more uniform. 

In this method, the raw materials are mixed, dried and ground 
in a manner similar to that already described, but after the 
final grinding the material is passed through a pug mill where 
it is mixed with a small amount of water, then pressed and cut 
into bricks or cubes, the process being very similar to that em- 
ployed in the ordinary making of building brick, after which 
they are sent to drying tunnels where they are dried and 
hardened. 

From the tunnels, the bricks are taken to the kilns where 
they are burned to a clinker. Tlie more uneven character of 
the burning in stationary kilns usually makes imperative a 
sorting of the clinker, and a discarding of that which is either 
under or over burned, after which the process is similar to that 
employed with rotary kilns, except that the larger size of the 
rlinker usually requires a prehminary rough crushing before 
it is sent to the grinding machines. A plan of a cement mill 
using this process is shown in Fig. 13. 
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Stationary kilns are of three general t>pes — the dome kiln. 
the continuous or shaft kiln, and the ring or chamber kiln. 
The dome kiln consists of a single shaft in the form of an in- 
verted bottle in which the bricks of cement materials and the 
fuel, usually in the form of coke, are placed in alternate layers, 
and then fired and burned. After cooling, the clinker is drawn 
from the bottom, sorted for the purpose of discarding that 
poorly burned, and then ground to cement. The use of this 
kiln is uneconomical in the heat wasted when firing and when 
cooling, and also in the comparativelj small output, due to the 




intermittent character of the operation. The burning also is 
much more difficult to control so that the poorly calcined clinker 
amounts to a considerable proportion of the output. Its use is 
commonly limited to mills of very small capacity. 

Continuous or shaft kilns are of several types, among which 
the Aalborg, Dietzsch and Schoefer are the best known, but 
are all similar in that they consist of a tall vertical shaft into 
the upper part of which the materials and fuel are charged in 
alternate layers, while the finished clinker is drawn from the 
bottom. Most of these kilns are contracted near the center at 
the point where the temperature reaches its maximum. The kiln 
illustrated in Fig, 14 is an American adaptation of the Schoefer 
type used in one of the few mills that still follow this process. 
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Rinj; or chamber kilns consist of a series of chambers ar- 
ranged around a central slack in such a manner that while ihe 
materials are being burned in one chamber the exhaust heat 
passes through the other chambers, thus raising the tempera- 
iure of the materials about to be burned. This system is well 




Croja-Scclnn ihiougWfin. Elevation. 

Fig. 14.— CoatlnDons Kiln of tha Schoefer Type. 

known in the brick industry, but is not employed in this coun- 
try for the burning of cement. 

Discussing the relative economy of dome and continuous 
kilns as compared with those of the rotary tjpe, Mr. F. H. 
Lewis, in "The Cement Industry," gives the following data: 
Quantity of fuel required per day: 

Intermittent kilns 1510 30 barrels. 

Continuous shaft kilns 40 to 80 barrels. 

Rotary kilns 120 to 250 barrels. 
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Ratio of fuel consumed to clinker prbduced : 

Intermittent kilns 25 to 35 per cent. (coke). 

Continuous shaft kilns 12 to 16 per cent. (coal). 

Rotary kilns 30 to 40 per cent. (coal). 

Comparison of cost under American conditions: 

Continuous 
I Rotary kiln. shaft kiln. 

Labor cost per barrel 2} to 4 cents. 12 to 14 cents. 

Fuel cost per barrel i r to 15 cents. 5 10 6 cents. 

Wet Process With Rotary Kilns.— In the United States, this 
process is utilized only by the mills (see Fig. 15) operating on 
marl, with the exception of the one mill which utilizes the waste 
from the manufacture of soda, but it also may be applied to 
any other raw materials, such as chalk, that exist in a finely 
divided state, although not excavated in a wet condition. As- 
suming the use of marl and c!ay, the process is as follows: — 
The marl, after excavation, is passed through a disintegrator 
and sometimes a stone and grass separator, and run into stor- 
age basins, while the clay is dried, pulverized, and then mixed 
with a proper amount of marl in pans of the edge runner type 
(Fig. 16), the slurry containing enough water to give it a thick 
creamy consistency. In some mills, this process is varied by 
mixing the clay with water before adding it to the marl. The 
mixture then is ground, while still in a wet condition, in either 
edge runners or tube mills, from which it is run into slurry 
tanks where it is kept agitated by revolving paddles or by com- 
pressed air, and where chemical analyses are made to check 
the accuracy of the proportions, corrections being made if nec- 
essary. Centrifugal pumps and compressed air are both used 
for handling the slurry. 

The wet slurry is then pumped directly into the upper ends 
of rotary kilns which usually are somewhat longer than those 
employed in the dry process so that the waste heat may be 
utilized in driving off the excess water, .\bout 150 to 160 
pounds of coal per barrel of cement are necessary for the 
burning, which is 30 to 50 per cent, more than is required in 
the dry process, but this disadvantage is largely compensated 
by the cheaper method of handling and preparing the raw ma- 
terials. The treatment of the clinker is similar to that of the 
other processes. 
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Wet Process With Stationary Kilns. — This process also is 
only adaptable to soft, wet, or finely divided materials. The 
'day and marl, or chalk, are first ground, if necessary, and then 
mixed together in a wash mill with a large excess of water, 
the lumps being broken up by means of agitators. When the 
materials have thus been reduced to a very finely divided state, 



Fig. 16. — Mixing Pan for Marl and Clay. 

the mixture is run into settling basins, where the soliU matter 
settles and from which the excess of water is drawn off. The 
slurry when still further hardened is then formed into bricks, 
and burned in stationary kilns. 

A modification of this method, known as the semi-wet 
process, consists in mixing with a smaller amount of water, 
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siifFicient to give a creamy consistency, the operation being 
similar to the wet process with rotary kilns except that the 
slurry is partly dried and formed into bricks instead of being 
fed direct!\ into the kilns. 

The chief disadvantages of the process are the large space 
necessary for settling and drying the flurry, and the greater 
amonnt of labor required. It, however, is used extensively in 
Europe, and in England a few years ago might have been con- 
sidered the typical process. In this country, cement is not 
made by this method. 

Portland Cement From Slag^. — The only other distinctive 
process employed in the United States is in connection with 
the utilization of blast-furnace slag. The slag immediately after 
leaving the furnace, is sprayed with a stream of water which not 
only granulates it, but also drives off the sulphur, changing 
the calcium sulphide into calcium oxide and hydrogen sulphide 
which is evolved as gas. The slag is then dried, ground, mixed 
with the proper amount of ground limestone and burned in 
rotary kilns, following the dry process. 

EsKDtialB to Good HanTtfactore. — From the standpoint of the 
production of well-made material, in contradistinction from that 
of economy, the essentials to good manufacture are: 

(i) Proper raw materials; so that a mixture containing the 
correct proportions of silica, lime, alumina and iron may be 
made from them, and also containing but a small percentage 
of the injurious constituents notably magnesia, sulphur, and 
the alkalies. 

(2) Correct proportioning ; it being impossible to produce 
good cement from an incorrectly proportioned mixture. 

(3) Fine grinding of the raw materials. When the raw ma- 
terials are calcined, the formation of the different constituents 
of cement takes place by a process o( diffusion, so that only 
those particles which exist in a very finely divided state are 
capable of combining properly. The most common cause of 
unsoundness in cements is insufficient grinding of the raw ma- 
terials. 

(4) Proper burning. If the temperature of burning is too 
high or too low, or if the duration of the calcination is 
either lengthened or shortened, the character of the product 
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will be vitally affected, and if varying beyond a verj' limited 
range the material suffers exceedingly in quality. 

(5) Sufficient storage. Both the clinker before final grind- 
ing and itie finished cement should be kept in storage for a con- 
siderable time in order that any expansives that may be pres- 
ent will have sufficient time to absorb water and carbonic acid 
and thus become inert. Most cements require from 2 weeks 
to a month for this action to take place, and should never be 
used in less than that time. As a rule, the more finely the raw 
materials are ground, the less time is necessary for storage. 
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CHAPTER IV. 
INSPECTION AND SAMPLING. 

Keeeption and Ston^. — Portland cement is shipped from the 
manufacturers to the site of the construction work either in 
barrels of wood or in bags of cloth, canvas or paper, the net 
contents of four of these bags equaling that of a barrel. Ship- 
ments intended for distant points, especially when carried by 
water, are usually sent in wood, but under ordinary condi- 
tions bags are generally emplojed. In other words, barrels 
are employed when the material may be subjected to excessive 
dampness, or when it will not be used for a considerable time, 
since the cement is belter protected when thus packed, but, on 
account of the much greater ease in handling as well as be- 
ing more economical, bags are used whenever it is practicable. 
From 85 to 90 per cent, of the domestic product is shipped 
in bags. 

The common cloth bag has the advantage of being adapt- 
able to much rougher handling without danger of destroying it, 
but on the other hand paper bags are cheaper and have the 
additional advantage of being broken and so rendered unfit 
for filling a second time after the material has been removed, 
and thus make rebagging on the part of local dealers impossi- 
ble. Owing to the fact, however, that the paper bags are often 
broken in transportation and in handling on the work they are 
justly rather unpopular and hence used but infrequently. The 
danger of allowing an unprincipled dealer to rebag an inferior 
quality of cement in packages marked with a standard brand 
may be obviated by requiring the manufacturers to seal each 
of their bags with a wire and stamped lead seal, which is de- 
stroyed when the package is opened. The additional expense 
of this seahng is insignificant, and should be required on any 
important piece of construction where the material is not pur- 
chased from the manufacturers directly, and when sufficient 
facilities for testing are not at hand. 

Il is customary to inspect and test cement after it has been 
received on the site of construction, both as a matter of con- 
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venience, and to ensure against the substitution of inferior ma- 
terial after inspection, although the practice on two or three 
of the most important engineering works, notably that of the 
New York Rapid Transit Subway, has been to inspect the ma- 
terial in the stock house at the manufacturers. For works 
using an extremely large quantity of material produced at a 
single mill this may be advantageous, but otherwise it is im- 
practicable, and furthermore is lesg accurate for the reason that 
the conditions surrounding the cement during transportation 
may be of such a nature as to alter its physical properties com- 
pletely, so that the material tested is radically different from 
that used. 

The specifications for the reception of cement shipments 
usually stipulate a definite time, never less than eight or ten 
days, during which they must be held on the work while un- 
dergoing test, and this necessitates ample facilities for storage. 
The principles for storing cement properly are first to protect 
it from dampness or excessive heat, and secondly to allow the 
access of as much dry air as possible. Cement is generally 
received in car-load shipments of from too to 150 barrels, and 
ii is convenient to inspect, test and store the material in these 
car-load lots. Store houses, therefore, should be divided or 
partitioned into a number of bins, each being of. size sufficient 
to hold one car load and so arranged that each bin is readily 
accessible so that it may be filled or emptied with a minimum 
amount of labor. Over, or by the side of each bin, should be 
placed a board or placard on which is written the brand of 
cement, the number of packages, the name and number of the 
car in which it was shipped, and the date when received, and 
after test should be marked accepted or rejected, with the date. 
Rejected material should be removed at once under the super- 
vision of an inspector, and some or all of the packages marked 
with a private mark so that it can be recognized if attempt is 
made to ship it back again. 

When using standard brands of cement with which the en- 
gineer has had considerable experience, a seven-day test is 
usually sufScient. New or unfamiliar brands should, however, 
never be accepted on less than a twenty-eight -day test. Cement 
Fainng' in certain tests may, by reason of the additional season- 
'"? gained in two or three weeks, pass those tests at the expira- 



Digitizecoy Google 



36 PRACTICAL CEMENT TESTING. 

tion of that time, so that the retesting of cement failing in the 
first tests is perfectly justifiable in certain instances, and, more- 
over, the fact that there may be a wide discrepancy between the 
results of the two series of tests need not necessarily cast dis- 
credit on the laboratorv. 

Iiupeotioa. — The field inspection of cement shipments should 
include an examination of the condition of the packages and 
of the material, eitamination of the storage facilities, and, il 
required, a determination of the average weight of the pack- 
ages. 

The packages should each be plainly marked with the brand 
and name of the manufacturer; unbranded packages should 
be discarded and not allowed to enter the work. They should 
be in fairly good condition, securely tied, and, if so stipulated 
in the specifications, sealed properly with a lead seal. In case 
the seal and brand mark bear different names, the name on 
the seal should govern, but this should not be allowed to occur 
except in occasional instances. 

Regarding the condition of the cement as a whole, the field 
inspector often is able to form a more correct judgment than 
the tester in the laboratory. Old or well seasoned cement gen- 
erally appears rather lumpy, but these lumps can easily be 
crushed in the fingers and hence in making the mortar or con- 
crete are entirely broken up and thus are not detrimental. If 
the material, however, has been subjected to excessive damp- 
ness, or has actually been wet, lumps are formed, similar in 
appearance to those occurring in old cement, but are hard and 
can only be crushed by the exertion of considerable force. Al- 
though when a concrete machine mixer is used these lumps 
may be well broken up, the cement in them is, nevertheless, par- 
tially hydrated and hence inferior. In hand mixing the making 
of a smooth mortar from such cement is almost impossible. 
Material containing lumps of this character is occasionally 
screened and ihe sittings used, but even then the finer particles, 
which must have been subjected to nearly the same conditions as 
those that formed lumps, cannot be of as good a quality as 
originally. It is, therefore, usually advisable (o reject out' 
right a shipment containing any appreciable quantity of these 
hardened lumps, unless, of course, the conditions producing 
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this result only affect a certain part of tlie shipment, in which 
case only that part need be rejected. 

The color of Portland cement* affords no criterion of quality 
in field inspection, except in so far as uniformity is concerned. 
If it is observed that the contents of different packages are 
different in color, it is obvious that the shipment is not all of 
■the same material and tests should be made from separate 
packages to ascertain whether the cement is all acceptable, or 
whether it is a mixture of good and bad material. 

The store-house should be inspected to see whether the 
material is properly protected, so that it is impossible for the 
cement to deteriorate in quality while it is being held. It fre- 
quently happens thai a shipment may show excellent tests but, 
by the time of their completion, the material has been so mis- 
handled as to have become worthless. 

A provision of many cement specificationsf is that the net 
weight of the packages shall not be less than a certain fixed 
quantity. This determination being made in the field is con- 
sidered as part of the inspection rather than the testing and 
consists of weighing, say lo packages, either separately or to- 
gether, and then the bags or barrels after the material has been 
emptied from them, the difference being the net weight of the 
packages. 

A full report of the field inspection of every shipment should 
be sent to the testing laboratory with the sample and made a 
part of the permanent records. 

SampIing.-^The maximum size of a shipment of cement 
which can be represented by a single sample for testing, is a 
matter governed more by local conditions and the discretion 
of the engineer than by any fixed rules. In practice, since cement 
is usually shipped in car-load lots of lOO to 150 barrels, it is 
convenient to represent this quantity by a single sample, but 
this quantity is near to the safe maximum, so if a lot of ce- 
ment exceeds 150 barrels, it is advisable to separate it into por- 
tions of not over this amount, and to sample each portion sepa- 
rately. 

The sample for testing is generally taken in one of three 
ways: (i) An average sample from several packages; (2) 
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separate samples, each from a single package, tested separate- 
ly ; {3) from a single bag taken at random, 

A sample taken from only one bag is manifestly unfair and 
inaccurate and the method hence should never be permitted. 
The separate testing of a number of samples, each taken from 
a single bag, involves usually a large amount of unnecessary 
work, especially if the lot represents a shipment of not more 
than 150 barrels. When a shipment of about 1,000 barrels is 
received the method may be employed, but even then it is pref- 
erable to subdivide the shipment and test an average sample 
from each portion. Occasionally, however, the testing of such 
samples may be desirable, especially with a new brand, as a 
check on its uniformity. The inspectors of the cement intended 
for use in the New York Rapid Transit Subway make their 
test* at the mill on eleven samples taken from each bin, ten of 
which are from borings made at different parts of the bin while 
the eleventh is a nlixture of the other ten. For the usual con- 
dition, however, of shipments received in lots of 150 barrels or 
less, a single sample representing the average of the material 
is sufJicient. 

The proper number of bags to sample necessarily depends 
largely on local conditions which cannot be formulated. The 
Committee of the American Society of Civil Engineers* rec- 
ommends that "where conditions permit, one barrel in every 
ten be sampled," and since four bags equal a barrel, this is 
equivalent to sampling one bag in forty. Although this amount 
is representative of average practice for larger lots, it is entire- 
ly too little for the small lots frequently received for short sec- 
tions of sewer and other similar small jobs that are common in 
municipal work, where the entire amount of cement used may 
be only 30 or 40 bags, and which according to this method 
would be represented by a sample from only one bag. The 
author's practice is to sample 5 bags for every 50 barrels or 
less in the shipment, which agrees with the Committee's recom- 
mendation for large lots, but never permits less than 5 bags 
to be sampled. 

In selecting the packages to be sampled, care should be ex- 
ercised that the) are taken from different parts of the pile and 
so fairly represent the average of the shipment. If it is possi- 
ble, the best time to take the samples is when the cars are being 

*3ee Appendix A. 
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T unloaded at the store-house, every b% in thirty or 
forty beingf opened and sampled. 
The size of the samples depends on the number of 
tests to be made ; for the ordinary tests as given in 
any one of the standard specilications, the amount 
should be between 8 and lO pounds. 
The material taken from any one package should 
also be an average of its entire contents, since the 
Fio IT — *^*™*"t o" •** exterior is more liable to influences 
Sampling Operating to change its properties than that on the 
Augei. interior, and also on account of the separation 
of coarse and fine particles in cases where the package has been 
subjected to much jolting in transportation. In sampling a 
barrel, a hole should be made in one of the staves midway be- 
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Fic i8. — Can for Collecting Samples, 
tween the heads, and material removed from the center to the 
side. A sampling auger, or "sugar trier" (Fig. 17) is con- 
venient for this purpose. A bag should also be sampled from 
surface to center, using either the auger or a long narrow 
scoop. 

For collecting samples, the author uses the form of can 
shown in Fig, 18, which is divided into four compartments, the 
upper two of which are in a removable tray, the dimensions of 
the can being 14J inches x 5 inches x 8 inches, and each com- 
partment holding about 8 pounds of cement. Two of these 
cans are as much as a man can carrv with comfort. When the 
samples are brought to the laboratory, they are emptied into 
a paper wash basin, thoroughly mixed with a spoon or trowel. 
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then poured into sample cans similar to those in Fig. 19, ex- 
cept that they are provided with handles. The thorough mix- 
ing of a sample taken from several packages is a proceeding 
that never should be neglected. The 
laboratory of the Philadelphia Rapid 
Transit Co. uses square sample cans 
2H inches X 8 inches X 9 inches, and 
for collecting has a cover box holding 
four of these cans. This however 
I makes an additional weight to carry 

and has the further disadvantage of not 

Fig. 19.— Sample Cans. requiring the removal of the material 

on reaching the laboratory, thus en- 
couraging the assistants to shirk the trouble of thoroughly 
mixing it. The square cans also are less easily handled than 
round ones although they take up less space in storage. 

The on!) preliminary treatment required for the sample is 
in cases when it has become mixed with foreign matter such as 
sticks or stones or splinters from the barrel, or contains 
lumps, in which case it should be sifted through a coarse sieve, 
about 20-niesh, to remove them. This sifting has been recom- 
mended* for all samples to ensure a thorough mixing, but is 
not necessary nor as efficacious as a thorough mixing with a 
trowel or spoon. 

After placing the cement in the sample can, it should be 
given a consecutive number, tightly covered and placed in a 
dry atmosphere at a normal temperature until tested. Samples 
collected in extremely hot or cold weather should always be 
brought to a temperature of about 70° Fahr. before testing. 
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CHAPTER V. 

THE TESTING OF CEMENT. 

Tests of cement may be divided into two classes — research 
or experimental tests, and routine tests. Those of the first 
class are made for the purpose of determining how the mate- 
rial may be made and used to the best advantage and include 
such tests as investigations on the constitution of cement, de- 
terminations of its physical constants such as the coefficient of 
expansion and the modulus of elasticity, and also such tests 
as those of porosity, adhesion, effect of frost, effect of sea- 
water, and similar investigations which have as their object the 
study of the class of material as a whole. Routine tests are 
those whose purpose it is to determine whether a particular 
shipment of cement is of a quality sufficiently good for use in 
construction work. It is with this second class of tests that 
this book is chiefly concerned. 

For a cement mortar or concrete to give good service in 
actual work it must possess two essential qualities — stretch, 
or ability to carry the loads it is designed to sustain, and 
soundness, or ability to withstand any forces, either interior 
or exterior, which tend to destroy its permanency. 

The routine or reception tests to which a cement is usually 
subjected are soundness, tensile strength (both neat and with 
sand), fineness, specific gravity, and time of setting. Other 
tests less Trequently used are those of chemical analysis, com- 
pressive and transverse strength, apparent density, shearing and 
adhesive strength, microscopic examinations, etc. 

These different tests may be classified as primary or sec- 
ondary, the primary tests being those of strength and sound- 
ness, which qualities the material must necessarily possess, 
while the secondary tests, including those of specific gravity, 
fineness and chemical analysis, are those made 'to give addi- 
tional information as to the ability of the material to qualify in 
the primary requisites, and have no intrinsic value in them- 
selves. In the case of the fineness test, for example, no possi- 
ble reason can be given for requiring the cement to be ground 
fo a certain point, except that experience and investigations 
have shown that the fine material has greater strength and less 
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42 PRACTICAL CEMENT TESTING. 

liability to unsoundness, but otherwise the actual size of the 
particles can make no difference. 

The determination of the time of setting can hardly be 
placed in either of these classes, for while it bears a relation to 
■both soundness and strength, it is made chiefly for the purpose 
of ascertaining whether the material can be conveniently used, 
or that the time when it begins to harden will not be so soon 
that it cannot be properly placed, or so late that it will delay 
the progress of the work. 

It has just been stated that the common test for strength is 
made in tension, while the compressive and transverse strength 
is determined but infrequently. The reasons for this will be 
given in some detail in Chapter IX., but it can be said here 
that although there is and can be no fixed relation between the 
strengths in tension, compression, cross breaking and shear, 
nevertheless the tensile strength is a comparatively fair meas- 
ure of the ability of the material to withstand the other forms 
of stress, and, since if is by far the simplest of the strength 
tests to employ in routine testing, its adoption for this purpose 
is almost universal. The old argument that, since mortar and 
concrete are most frequently subjected to compression, the 
tests should also be so made, has been generally abandoned, 
and as a matter of fact, it the failures of cement constructions 
be studied, it will be noted that almost all of the failures of 
strength are due to weakness in tension, cross breaking or 
shear and rarely if ever to compression. In fact, the cracks 
usually to be observed in heavy monolithic concrete construc- 
tion generally are due to temperature changes or shrinkage, 
the concrete actually failing in tension. 

Development of Testing. — The development of cement testing 
runs more or less parallel to that of production. Smeaton's 
first tests were made by forming small balls of tlie material, 
placing them under water, and observing their hydraulic prop- 
erties. 

The first crude strength test was employed by Pasley, about 
the year 1830, and consisted in cementing bricks against a 
wall one at time, the second being cemented to the first and 
so on, the bricks forming a projecting beam, and the cement 
holding the greatest number of bricks being adjudged the su- 
perior. No distinction was made between quick and slow 
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setting cements, and it is not even stated whether or not the 
bricks were added at fixed intervals. Pasley's next test was 
more scientific in its character and consisted of cementing to- 
gether two bricks^^n end and determining the weight neces- 
sary to pull them apart. This appears to have been the origin 
of the tensile test. Pasley also determined the time necessary 
for a cement paste to harden under water. In the light of 
recent investigations on the subject of cement testing and in 
view of the great difficulties encountered by our scientific 
bodies in formulating accurate methods of testing, it is most 
interesting to note that Pasley as a result of his experiments 
endeavored "to lay down rules for judging the quality of ce- 
ment offered for sale and for ascertaining whether it has been 
adulterated or not, by attending to which the most inexperi- 
enced person may easily detect such frauds in twenty-four hours 
or less," and also that "the comparative strength of cements 
may be judged of experimentally, and in a short space of time, 
such as ten days, with very little trouble, and the greatest 
accuracy." 

\"icat, in 1828, devised a form of apparatus for determining 
tile hardening of cement, consisting of a plunger loaded with 
a fixed weight which fell from a definite height inio a cement 
paste, its penetration being a measure of the hardening. A 
modification of this apparatus, known as the Vicat needle, is 
the present standard for testing time of setting. The first ce- 
ment briquettes made in France were molded in the form of 
a rectangle and when hard set were removed from the molds 
and notches cut in them to receive the clips. 

John Grant, in 1858, when making tests of cement in con- 
nection with the construction of the London Main Drainage 
Works was the first to place them upon a scientific basis, and to 
develop definite methods. The form of briquette which he 
finally adopted after a long series of investigations is essen- 
tially the same as the English and American standards of to- 
day. His testing machine also was very similar in form to the 
long lever types now generally used. 

Michaelis, in 1870, and Faija, in 1886, were the first to in- 
troduce forms of accelerated tests for soundness. 

Hethods of Tertii^.— The chief reason that it is difficult to 
secure uniform and accurate tests of cement lies in the fact 
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that this materia! is one in which the tests, or at least the im- 
portant ones, are made on artificially prepared specimens and 
not on the material in the form in which it is manufactured and 
sold. Cement is produced in the form of powder, tested for ■ 
the most part as a paste, and used as a mortar or concrete. A 
specimen of iron, steel, wood or brick is shaped to fit the ma- 
chine in which it is to be tested, but in so doing its physical 
properties remain unchanged, and the only errors that can be 
made are those due to incorrect manipulation of the machine. 
For the important cement tests, on the olher hand, it is first 
necessary to prepare the specimens, the making of which com- 
pletely changes the physical and chemical properties of the 
material, and which, therefore, must always be done in an ac- 
curate and uniform manner to produce true results. 

Considered in this light, the ordinary tests of cement may be 
classified as either absolute or relative; the absolute tests be- 
ing those of specific gravity, fineness and chemical anaylsis, 
which are made on the material as it is produced, while the 
relative tests include those of setting, strength and soundness, 
in which the material is changed both in form and in proper- 
ties before the actual determination is made. It will be noticed 
thaf the essential tests of strength and soundness both come 
under the head of relative tests, and it is for this reason that 
the other tests are made, to give additional information as to 
the character of the material, for if strength and soundness 
could be determined absolutely there would be no necessity for 
any other tests. 

Since the preparation of the specimens is so important a 
phase of the subject, it is especially necessary that uniform 
methods be followed if the results obtained by diflferent labora- 
tories and individuals are to be comparable. Recognizing this 
fact, committees of scientific societies have repeatedly attempted 
to formulate uniform methods of testing. The various com- 
mittees of the German Association of Portland Cement Manu- 
facturers, and the French Commission of 1891, on Standard 
Methods of Testing the Materials of Constniction, have done 
notable work along these lines. In the United States, a Com- 
mittee of the American Society of Civil Engineers, in 1885, pro- 
duced the first standard for methods of cement testing. These 
rules, however, soon became obsolete so thai the same body 
later appointed another Committee which submitted a Froqress 
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Report,* in January, 1903, which, although by no means per- 
fect, is a distinct advance on anything previously done (or 
the promotion of uniformity in the methods of cement test- 
ing. Acting along similar lines, a Committee of the New York 
Section of the Society for Chemical Industry, in 1902, formu- 
lated a standard methodf to be followed in the chemical an- 
alysis of cement. 

Unfortunately, some of the most important operations in 
cement testing cannot be performed mechanically, and this 
furnishes one reason why it is such a diflicult matter to formu- 
late uniform methods, since in any process where personal 
equation is an important factor, practical experience is more 
essential than any amount of theoretical training or knowledge. 
In regard to this, the report of the Committee, of 1885, of the 
American Society of Civil Engineers says : 

"The testing of cement is not so simple a process as it is 
sometimes thought to be. No small degree of experience is 
necessary before one can manipulate the materials so as to ob- 
tain even approximately accurate results. 

"The first tests of mexperienced, though intelligent and 
careful persons, are usually very contradictory and inaccurate, 
and no amount of experience can eliminate the variations in- 
troduced by the persona! equation of the most conscientious 
obser\'ers. Many things, apparently of minor importance, exert 
such a marked influence upon the results, that it is only by 
the greatest care in every particular, aided by experience and 
intelligence, that trustworthy tests can be made." 

Beqnisitea for Oood Testing. — The prime requisites for the 
accurate and efhcient testing of cement may be summarized as 
follows : 

(i) The operators should be' experienced and well-trained 
men, careful and conscientious. 

(2) The various operations should be based upon a standard 
or pre-determined method and no deviations should be tol- 
erated under any pretext. 

(3) The methods should aim at the greatest accuracy and the 
greatest simplicity combined with an expenditure of the least 
amount of time and labor. 

(4) Personal equation should be eliminated as far as possi- 
ble from all operations. 

(5) The records should be as complete as possible, but not 
unnecessarily complex. 



tSoe Appendix I 
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CHAPTER VI. 
SPECIFIC GRAVITY. 

Definition. — The specific gravity of a substance is the ratio 
of the weight of that substance to the weight of an equal vol- 
ume of water. Since, in the metric system, the cubic centi- 
meter of water is taken as the basis of the gram weight, it fol- 
lows that the specific gravity of a substance becomes the ratio 
of its weight in grams to its volume in cubic centimeters. This 
determination, therefore, consists of a measurement of weight 
and a measurement of volume. 

TTnderbnming. — The specific gravity of a well-burned cement 
is known to have certain definite limits. The higher the tem- 
perature used in burning, the more tiioroughly will the in- 
gredients be combined, thus giving by their contraction in vol- 
ume a greater density or specific gravity. An underburned 
cement contains a large proportion of uncombined or insuffi- 
ciently combined elements, some of which are sources of great 
danger, and in use may be sufficient to cause the disintegration 
of the cement, and the failure of the structure. Overburning, 
on the other hand, tends to break up some of the compounds 
which should be present in a normal cement, and to form other 
compounds that, although not generally injurious, are never- 
theless possessed of much more feeble hydraulic properties, and 
thus tend to weaken the material. 

It is thus evident that a norma! cement must have been 
burned within a certain small range of temperature, and as the 
specific gravity is a measure o( the degree of burning, it fol- 
lows that if the cement be normal its specific gravity must lie 
within definite limits. 

Adulteration. — Another important function of this test is the 
frequent detection of adulterants. Excluding plaster of Paris, 
or gypsum, the use of which is legitimate, the most common 
of the adulterants of Portland cement are raw-rock, slag, cin- 
der, and natural cement, all of which have a much lower spe- 
cific gravity, ranging from about 2.55 to 2.95. It a cement be 
of good quality it is frequently possible to add to it twenty, 
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twenty-five, or even a greater percentage of these materials, 
and, if thoroughly mixed, to have this addition escape detec- 
tion in all of the physical tests with the exception of specific 
gravity, in which test the substitution at once becomes appar- 
ent. For example, if a cement (sp. gr. 3.15) be mixed with 
10% of raw-rock (sp. gr. 2.64), the specific gravity will be low- 
ered to 3.10, and with 2^% will be reduced to 3.02, so that an 
addition of even 10% will be apparent to an operator familiar 
with the normal properties of that particular brand. 

The specific gravity test alone, however, should never be 
relied upon for the detection of adulterants, since many other 
causes also may operate to produce an abnormally low value, 
chief of which are the age and the composition of the material, 



TABLE VII.— ESeci of Age on Specific Gravhy of Cemeat. 
(Front Butlar'9 " PoTtlaad CemcDt.") 

No. 1 Kd. 2 No. 3 N'd.4 

Specific Graviiy when received 3160 3.175 3.(60 31*0 

" " in 1 inooih 3.055 3.113 313° 3i°9 

" " "3 moDtha 3 095 3 965 3 084 1 985 

"6 " 3016 2.930 3018 1915 

9 '■ 3.969 3.915 3.015 2.985 

Lobs in six months (per cent) 455 771 449 4-o°6 

and ill a lesser degree the fineness of grinding and the exterior 
conditions under which the test is made. 

Effect of A^. — Cement exposed to -the air gradually absorbs 
water and carbonic acid which, whether existing in a combined 
or in an absorbed state, materially tend to lower its specific 
gravity. 

Table VII. is taken from a paper read by Henry Faija be- 
fore the Society of Engineers, showing the results of experi- 
ments made to demonstrate this action. Unfortunately the 
conditions under which these tests were made are not given, 
but assuming them to be normal the falling off in specific grav- 
ity is unusually great. Such an extreme case as that of No. 2 
in which the specific gravity falls ofT 0,210 in three months 
could occur but very infrequently. Also the fact that in two 
cases an, increase is shown points either to peculiar conditions 
or inaccuracy in the work. The humidity of the atmosphere, 
of course, introduces a variable, but that could hardly oper- 
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ate to the extent of 0.04 as given for sample No. i. The trend 
of the valves, however, is unmistakable.' 

Table VIII. shows the results of a similar series of tests made 
by the author. The cement in this case was a rotary Portland 
cement from the Lehigh Valley district, and was exposed to 
the air of the laboratory. These tests also show the same 
tendency although in a lesser degree. 

Another series of tests, taken from the report of the Water- 
town Arsenal for 1901, is given in Table IX. This table also 
shows the effect of drying and igniting. 

Drying a sample of cement at a temperature of 212° Fahr. 
has the effect of driving off the absorbed water while igniting 

TABLE VIII.— Effect □£ Ago on Specific Gravity. 
(Tests by tba Author.) 

«» issg 

OripiuLl. 3- 134 

I Month 3' "S 

a MoDthi 3. 131 

3 " 3. 109 

4 " 3091 



TABLE IX.— Effect of Age on Specific Gravity of Cemeol. 
(From Watertown Arsenal Report, 1901.) 



— SpeeltteGra' 



OrWiuJ 1*^, *^ •'WHSt >>«"»■ 



Aim 
line hutlDB 
l>«C. 10 iwlnsu 

A 3-" 3-09 3-o8 3.07 316 

B 3-*3 3** 304 304 3IS 

C 3-'3 3°9 309 3'09 3- '3 

it with a blast lamp will restore it to the condition of the orig- 
inal clinker. This, however, is not true after a lapse of con- 
siderable time, since the water absorbed gradually attacks the 
cement and breaks it up into hydrated compounds, which when 
dehydrated have a lower density than that of the original ma- 
terial. A certain amount of storage is necessary for any ce- 
ment, during which time the unstable and expansive elements 
absorb water and carbonic acid and thus become inert. A pro- 
longed storage, however, produces the same action on the ce- 
ment itself, until eveniuallj it loses a great part of its hydraulic 
properties. 
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Effect of CompOiitiotL — The chemical composition of a cement 
affects its specfiic gravity both directly and indirectly, directly 
in that an excess of the heavier elements such as iron tends to 
increase its specific gravity, while the lighter elements tend to 
lower it, and indirectly in that the necessary degree of burn- 
ing depends upon its composition. The temperature required 
for burning increases as the proportion of lime increases, and 
decreases as the iron and alumina increase. Two cements, 
therefore, may be equally well proportioned and burned and 
be subjected to the same conditions, and yet give very different 
results in the specific gravity, due to the difference in their 
chemical composition. For this reason the test must be con- 



TABLB X.— Effect of Fineaess on Specific Gravity of Cement. 
(Tests by tbc Aathor.) 

. Flptnax Speeifla 

No. 90 No. 1(W No. 200 Gnvltr 

Original Cement 1.8 la.o 27.6 3. 159 

RegrouDd oDce o.O 4.0 11.3 3.164 

" twice <XO 0.0 0.6 . . 3.166 

TABLE XI.—The Specific Gravity of Different Sized Particlea of the 

Same Cement. 

(From Watertown Araeoal Report, 1901.) 

spECirto QRAvrrT 

Bin ot drain (liuli«) 
BBIND >.OOBa .OOBO .0084 .0087 <.Q037 

A 3-09 .... 3-1* 3 la i-o* 

B 307 3-1* 308 309 a.99 

C 308 30D 30a, 



sidered a comparative and not an absolute one, so that the 
result of every determination must be compared with the nor- 
mal value for that particular brand and not only with regard 
to a certain minimum specification: 

Effect of Fineness. — The fineness of a cement affects the spe- 
cific gravity in a slight degree, in that the coarse particles of 
clinker contain a small amount of air which cannot be elimin- 
ated by any process. The extent of this eflfect may be seen in 
Table X., which gives the results of tests made by the author, 
each value being the averageot ten determinations. The fine- 
ness of the cement also aflects the value in another ■ manner, 
in that the finer the material the greater will be the" absorption 
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of water, hence the specific gravity of the finer particles will 
always be lower than that of the coarse. This is illustrated 
in Table XI., taken from the tables in the Report of the Water- 
town Arsenal for 1901. These two conditions tend to neutral- 
i2e each other and for routine work need not be considered. 

Effect of Humidity. — The humidity of the atmosphere intro- 
duces a small variable from day to day which must not be over- 
looked, although its amount is practically negligible. This is 
caused by the absorption of water by the cement on damp days, 
and the reverse condition in dry weather. This, of course, can 
be entirely eliminated by drying the samples. For all but the 
finest experimental work, however, this slight variable need 
not be considered. 

In the routine testing of the specific gravity of cement, there- 
fore, the operator has two conditions to investigate — degree 
of burning, and adulteration — and two variables to consider — 
amount of seasoning, and composition. 

The Weight Test. — The original test to determine the amount 
of burning a cement received was the weight or the apparent 
density test, which consisted in mechanically filling a measure 
with cement, striking it off and determining its weight. This, 
of course, amounts to an extremely crude test of specific 
gravity, in which the measurement of volume is not made on 
the actual particles, but on the space loosely filled by those 
particles. The chief source of error in this method lies in the 
fact that the results are dependent so entirely on the uniform 
filling of the measure, the slightest jarring or irregularity in 
the process causing great errors in the results. The values 
also are dependent in a great degree on the fineness of the ma- 
terial, a coarser cement packing much closer, and hence 
weighing more than one which is fine and floury. Hence to 
require a high weight in this test is equivalent to asking for as 
coarse a material as will pass the actual specifications for fine- 
Four of the most common forms of apparatus used for this 
purpose are: (1) The double plane apparatus of the French 
Commission 6n Methods of Testing the Materials of Construc- 
tion {Fig, 20), consisting of two planes at angles of 45°, the 
cement being placed on the end of the short plane, whence it 
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runs through an opening at the bottom to the second plane 
and thence into the measure, (2) The apparatus designed by 
Prof. Tetmajer (Fig. 21), in which the cement passes through 
an oscillating sieve, {3) Faija's apparatus (Fig. 22). in which 




—Tetmajer's Apparent Densitj Apparaiui. 



Fio, 20. — AppaKDt Den- 
si tf Apparatus Recom- 
mended by Iha French 





ic. 32.— Faija's Apparent 
Densitj Apparatus. 



Fig. 33.— German Funnel 
Apparatus tor Determin- 
ing Appareot Density. 



the cement is passed through a screw conveyor; and (4) the 
German funnel apparatus (Fig. 23), having in the center a rod 
which is rotated to facilitate and equalize the flow of material. 
Several other forms of apparatus are used, but are gener- 
ally similar in type to those shown. This determination is used 
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extensively in European laboratories, but has never found favor 

in the United States, and is seldom, if ever, required. 

Forma of Apparatoa. — For making tests of the actual specific 
gravity of cement many forms of apparatus have been devised, 
all of which, however, are based upon the principle of meas- 
uring the amount of liquid displaced by a definite weight of 
material. Any liquid can be used provided it has no action on 




o 



Fig 14 Fig. aj. Fig a6. Fig 27. 

Forms of Apparatna Used for Omeimiiiatioos of Specific Gravity. 

the cement, the most common being benzine, kerosene, tur- 
pentine or paraffine. Care must be taken that, whatever tht 
liquid, it be free from water, and also that it be as little volatile 
as possible. 

tfanii'* Apparatni. — Figure 24 shows the apparatus of Dr. 
Mann, consisting of a small flask which, when filled to a mark 
on its neck, contains a definite amount of the liquid. A burette 
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graduated from the bottom and reading to one-tenth of a cubic 
centimeter is filled to a point equal to the volume of the flask. 
A definite quantity of cement is weighed and placed in the 
flask, which is then filled to the neck with liquid from the burette, 
the amount of liquid remaining in the burette after this opera- 
tion being equal to the volume of the cement. As shown in 
the figure, the graduations may be so arranged that the read- 
ing can be taken directly. 

The chief objection to this apparatus is the difficulty of re- 
moving the air held by the cement. By shaking the flask when 
a little over half full this error is partially but never wholly 
overcome^ Also the shape of the flask, and the necessity for 
frequently handling it make the liquid more than usually sus- 
ceptible both to evaporation and to changes of temperature. 

Mr. Daniel D. Jackson, in the Engineering Record, recently 
described a method and apparatus similar to this in all essential 
particulars, and claimed for it an accuracy exceeding the Le 
Chatelier form. He, however, was compelled always to make 
a correction for temperature. 

SolmmaiUL'a Apparatiia. — The Schumann apparatus (Fig. 25), 
consists of a long graduated tube having a funnel at one end, 
and the other end fitting closely into a flask of about 150 c, c. 
capacity, the tube being graduated from a mark near the bot- 
tom up to 40 c. c, in one-tenth c. c. divisions. The flask and 
tube are filled with the liquid up to the lower mark on the tube. 
A given quantity of cement, usually 100 grams, is poured slow- 
ly through the funnel, the elevation of the liquid giving the 
displaced volume. 

This apparatus is open to several objections — the difficulty 
of introducing the cement without its adhering to the sides 
of the tube, the difliculty of eliminating air bubbles and the 
awkwardness of form. The cement can be prevented from ad-, 
hering to the sides of the tube by using a long funnel, but 
since as much or even more material will stick to the funnel 
than to the tube, it is necessary to add enough material to 
elevate the liquid to a definite height, and to determine its 
amount by weighing the apparatus before and after its intro- 
duction. The size of the apparatus, moreover, makes the 
weighing difficult and awkward. With the exception of the 
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Le Chatelier, this form of apparatus, in spite of tlie many ob- 
jections to it, is probably the most generally used. 

Chandlot'a Apparatus. — Ctiandlot's modification of the Schu- 
mann apparatus is shown in Fig. 26, the modilication consist- 
ing in replacing the funnel end of the tube with a closed bulb. 
A mark is placed just below the bulb, so that when the bulb 
is inverted and filled with the liquid the amount contained will 
just equal that of the fiask when filled to the lower mark. In 
using this apparatus 100 grams of cement are placed in the 
flask, the inverted bulb filled with benzine, and the connection 
carefully made with the tube in a nearly horizontal position. 
The liquid is tlien allowed to flow into the flask, the' apparatus 
vigorously shaken to remove air bubbles, and the reading taken 
as with the Schumann apparatus. 

The objections to this form are similar to those previously 
given ; the impossibility of entirely removing the air by the 
rough shaking given, and the necessity of handling the ap- 
paratus, introducing probable errors through changes of tem- 
perature. 

Le Chatelier'a Apparatu. — Figure 27 shows the specific gravity 
bottle designed by Le Chatelier. The lower bulb with the tube 
above it contains 120 c. c. The bulb half way up the tube con- 
tains exactly 20 c. c, the 120 c. c. mark being placed directly 
under the bulb and the 20 c. c. mark above it. The tube 
above the upper mark is graduated into i-io c. c, starting from 
the upper mark and containing about 4 c. c, thus giving a ca- 
pacity of 24 c. c. from the mark below the bulb to the top of 
the tube. The apparatus is about 30 centimeters in height, and 
the tube about eleven millimeters in diameter. 

Two methods of using this apparatus were originally pro- 
posed : (i) The flask was filled with liquid up to the 120 c. c, 
mark. 64 grams of cement were then weighed out and gradu- 
ally introduced into the end of the tube by means of a fupnel 
until the liquid rose to the 20 c. c. mark. The remaining ce- 
ment was then weighed and subtracted from 64, thus giving 
the amount in the flask, which quantity divided by 20 gave the 
specific gravity. (2) The tower part of the flask was filled with 
the liquid as before. 64 grams of cement were then weighed 
and the entire quantity introduced into the tube, making the 
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liquid rise into the graduated portion. The reading on the tube 
plus 20 gave the volume displaced by the cement, 64 divided 
by this quantity giving the specific gravity. 

The French Commission on Standard Methods of Testing, 
in proposing this form of apparatus for standard use, recom- 
mended a combination of these two methods, first employing 
method (i) as given, and then introducing into the flask the 
cement remaining after weighing, thus following the second 
method. The result of the test was to be the average of the 
two values thus obtained. 

There are few objections to this form of apparatus, the air 
bubbles being freed from the material in its slow passage down 
the tube, the bulb preventing the cement from sticking to the 
sides, and there being no necessity for handling it. 

This apparatus is certainly used to a greater extent in the 
United States than any other form, and has been recommended 
by the Cement Committee of the American Society of Civil En- 
gineers, so that it may be considered the standard for making 
this test. 

The Picnometer. — In cases where the specific gravity of ce- 
ment is only determined at infrequent intervals, the picnometer 
or specific gravity bottle is often employed. This consists oi 
a small flask usually of 100 c. c. capacity, and provided with 
either a mark on its stem, or a close fitting glass stopper hav- 
ing a capillary tube in its center. In making determinations 
with this bottle, it is first weighed empty, and then again when 
filled with benzine. The benzine is then emptied out and a 
weighed quantity of cement introduced, after which the flask 
is filled about two-thirds full with benzine and shaken vigor- 
ously to remove the air bubbles. It is then entirely filled and 
weighed. This weight less that of the cement and of the bottle 
gives the weight of the benzine in the flask, and if this quantity 
be subtracted from the weight of the ben^ne necessary to fill 
the flask, it will give the weight of the benzine displaced by the 
cement. Hence if this last weight be divided into that of the 
cement it gives the specific gravity of the cement relative to 
that of benzine, and if this quantity be then multiplied by the 
previously determined specific gravity of the benzine it will 
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I^ve the specific gravity of the cement. Expressed in a formula 
this becomes : 

C X S 
Sp. Gr. = c + B-W 

in which 

C^ weight of cement. 

B^ weight of bottle filled with benzine. 
W = weight of bottle filled with cement and benzino. 

S = specific gravity of the benzine. 
The specific gravity of the benzine can be found either with 
an ordinary hydrometer or by use of the bottle itself. 
When the bottle is used determinations are made of the weight 
of the bottle empty, when filled with water, and when filled with 
benzine. The specific gravity of the benzine evidently then 
being : 

c r- B — b 

where 

b^ weight of bottle empty. 

B ^weight of bottle filled with benzine. 

H = weight of bottle filled with water. 

The specific gravity bottle is open to all the objections of 
presence of air, temperature changes, etc., that have been men- 
tioned in reference to some of the preceding forms. To all 
but the skilled chemist accustomed to handling such apparatus, 
this method is necessarily crude. 

Preliminary Treatment of Sample. — Since the object of this 
test is not only to determine whether the cement is underburned 
or adulterated, but also to find out in a measure the degree 
of seasoning received, it is recommended that the tests in rou- 
tine work be made on the samples in the condition the) are 
received and not on dried or ignited samples, although in 
every case where a cement falls below the specifications a sec- 
ond test should be made on a dried sample to ascertain whether 
an- excessive seasoning has caused the low value. 

Also for the reasons given on page 49. it is wrong to use 
cement that has been sifted for these tests, since there is con- 
siderable difference between the specific gravity of the coarse 
and fine particles. 
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SooioeB of Error, — The sources of error that are most likely 
to lead to erroneous results, and those most liable to escape 
detection are three: — (i) presence of air, (2) changes in tem- 
perature, (3) evaporation of the liquid. 

The error due to the presence of air bubbles in the liquid can 
only be overcome by the exercise of considerable care. It is 
almost impossible to avoid this error in any form of apparatus 
in which the liquid is poured on the cement, but in those forms 
of apparatus in which the cement is introduced into the liquid, 
the air can be almost entirely eliminated if the operation be 
performed slowly, and if the receptacle be given an occasional 
slight Jar to free any bubbles that may have found their way to 
the bottom. 

Changes of temperature probably cause the majority of the 
errors made in specific gravity determinations. The actual 
temperature at which the test is made does not affect the re- 
sults, but any change in that temperature at once introduces 
errors. For this rea.son the different forms of apparatus are 
often immersed in water before the initial and final readings 
are taken for a sufficient time to acquire the temperature of 
the water. This proceeding, however, requires considerable 
time, and is not necessary if care be taken that the room in 
which the tests are made is kept free from draughts of either 
hot or cold air, and that no other condition exists which is like- 
ly to cause changes in the temperature. Care especially must 
be taken never to touch the apparatus with the fingers, since 
their heat will appreciably affect the reading in a verj' short 
time. 

The error due to evaporation is never great in the ordinary 
forms of apparatus it only a reasonable amount of time be em- 
ployed in making the test. At ordinary temperatures, and 
where the entire determination can be completed in about five 
minutes, the evaporation may be entirely neglected. It should, 
however, be considered where a much longer time is required. 
In placing the apparatus in water to make the temperature 
correction, the top should always be tightly corked, since other- 
wise the error caused by evaporation may actually exceed the 
error that the operator is endeavoring to eliminate. Both the 
errors of temperature and evaporation can be detected by the 
use of a second flask, used as a blank, in which no cement is 
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put, but which is subjected to the same conditions as the first, 
and on which readings are made before and after the experi- 
ment, the difiference being the correction to be appHed. 

Another precaution that should always be employed is, after 
filling a flask, to allow a short time before taking the reading 
so as to permit the liquid on the sides of the tube to run down, 
this often making a considerable difference in the results. 

The Anthor's Method. — The following method is used by the 
author in the Philadelphia Laboratories for making determina- 
tions of specific gravity : 

All the samples which are to be tested, the apparatus, and 



Fia. z8.— Apparatus Used by IheAuiborfor Makicg DetermiDatJoos of Specific 

Gravity, 
the benzine are first allowed to stand in the room in which the 
tests are to be made for at least an hour in order that they 
all may acquire a uniform temperature, care being taken that 
the doors and windows are so arranged that there can be no 
draughts nor currents of air. Two Le Chatelier specific gravity 
bottles, which have been carefully calibrated, are used alter- 
nately in making the determinations, and benzine, which has 
been determined to be neither very volatile nor hygroscopic, 
is employed for the liquid. Sixty-four grams of cement are 
weighed, on a piece of paper, in a beam balance of 5 milligrams 
sensibility (see Fig. 28). The flasks arc filled with benzine a 
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little above the lower mark, allowed to stand half a minute, and 
then adjusted carefully to the mark by means of a glass tube 
used as a pipette. A funnel, four inches in diameter, having a tube 
of such a width that it will just enter the top of the apparatus, 
is placed in the ring of a retort stand at such a height that 
the bottom of the funnel reaches about half an inch below the 
top of the flask, and also so that the apparatus is free to be 
moved up and down slightly without disturbing the funnel. 
The entire sixty-four grams of cement are poured into the fun- 
nel, the last traces of material being removed from the paper 
by means of a camel's hair brush. 

The cement is then gradually forcea through the funnel with 
a narrow glass rod, and at the same time the ffask is given a 
jarring motion by raising it about a sixteenth of an inch and 
dropping it, holding it at the top of the tube where the tempera- 
ture of the fingers will not affect the benzine. Working on a 
wooden table, and exercising reasonable care, there is no dan- 
ger of breaking the apparatus, but if it is desired to further in- 
sure its safety, a piece of blotting paper may be placed under it. 
This jarring serves the double purpose of preventing the cement 
from clogging in the upper bulb, and also of treeing it from 
particles of air. 

When all the cement has been introduced, the last traces 
are removed from the funnel and rod with the camel's hair 
brush, and the funnel removed. If any cement is clinging to 
the sides of the apparatus, it is pushed down with the glass rod, 
which is in turn scraped against the edge of the tube to re- 
move the last traces of benzine. 

After allowing the flask to stand half a minute, the reading 
is taken, interpolating to i-ioo c. c. A mark is placed on a 
far wall at the same height as the upper mark of the apparatus, 
so that by sighting on this mark, parallax is avoided. By 
means of a table similar to Table XII., the specific gravity is 
at once obtained and entered on the record. Since great care is 
exercised to prevent changes in temperature the flasks are not 
immersed in water during the operation. 

The flasks are cleaned by inverting and shaking them over 
a precipitating jar about five inches in diameter, partially filling 
again and shaking until clean. The benzine is separated by 
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TABLE XII.— Values of Specific Gravliy in Terms of the Keadings of the 
Le Chalelier Apparatus, Wheu Using 64 Grams of Cemeo). 
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filtering, so that it can be used repeatedly, one gallon sufficing 
for about loo determinations. 

Two men make these tests, one weighing the cement and 
cleaning the flasks, and the other operating the flask and tak- 
ing the readings. Experienced men following this method can 
easily make from lo to 12 determinations in an Hour. Two 
men in the Philadelphia I-aboratories once made 54 tests in 
four hours, and some of these tests being repeated for curiosity 
it was found that in no case did the error exceed 0.006. 

Whenever a test falls much below the average value for that 
brand of cement, or whenever it falls below specifications (3.100) 
a check test is made, and also a test made on a dried sample, 
all of which are entered in the records. 

Determinations made by experienced men following this 
method can be considered accurate to the second decimal. 
The following are the results of ten tests on the same sample 
of cement made under the author's direction : These samples 
were mixed in with the regular tests of the day, and the oper- 
ators had no knowledge that any special tests were being made, 
and hence exercised no unusual precautions. The results were; 
3.143, 3.139. 3.141, 3.138, 3.138, 3.137, 3.136, 3.140, 3.143, 3.137; 
average, 3.1392; total range, 0.007; average departure from 
mean, 0.002; probable error of one result, 0.0017. It is thus 
evident that the statement that this method is accurate to the 
second decimal is well within the bounds of probabihty. 

Interpretation of Besolta. — With the exception of the test for 
soundness, there is probably no test in which incorrect or mis- 
leading inferences can be drawn so readily as in that of spe- 
cific gravity. This is chiefly due to the fact that the test is 
comparative rather than absolute. For example, one cement 
may average a specific gravity of 3.16 and another 3.11. Now, 
a sample of the first testing 3.12 might be underburned or con- 
siderably adulterated, and yet be higher than a normal value of 
the second brand. For this reason an operator must have con- 
siderable experience with average values before he can accu- 
rately interpret the result of a single test. Again, an abnormally 
low value may be the result of excessive seasoning. \ow, if 
this seasoning has not been sufficient to lower the strength be- 
low requirements, the cement is undoubtedly in far better con- 
dition for service than if it were fresh, because it will almost 
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certainly be volume constant. The greatest difficulty that many 
consumers experience is in the securing of well seasoned ma- 
terial, and yet testers of cement frequently reject such material 
merely because its specific gravity is low, thus defeating their 
Own ends. 

A sample of cement that tests below the average in specific 
gravity should be examined for adulterations and should also 
have tests made on dried and ignited samples, but if it is shown 
to be free from adulterations, sufiicientlj strong, and sound, it 
should never be rejected merely because its specific gravity may 
be somewhat below requirements. 

The specific gravity clause, however, should be a feature of 
every specification, in order that a cement proven to be under- 
burned or adulterated may be rejected on its strength, even 
though it may pass the other tests. 



Digitizecoy Google 



CHAPTER VII. 
FINEN'ESS. 

Although the fineness to which a cement is ground may be 
of little consequence in itself, yet its effects on the other prop- 
erties are so far reaching that the test becomes one of consid- 
erable importance. It is interesting to note how this condi- 
tion has gradually become realized with the growth of the in- 
dustry. In the old days of testing many of the records show 
cements leaving residues of as much as 25 or 30 per cent, on 
a No. 50 sieve, while a test leaving that much residue on a No. 
200 sieve is now considered poor, some of the modern cements 
leaving a residue of even less than 15% on this sieve. 

It has been definitely proven that, at least in the early stages 
of the hardening of cement, only the very fine particles are ac- 
tively hydraulic. The fineness of the material, therefore, is a 
measure of its cementing value, and a fine cement, accordingly, 
will be much the stronger when mixed in a mortar, or it can 
be mixed with a larger proportion of sand than a coarse one 
and yet attain the same strength. For reasons explained later, 
however, a neat cement mixture is usually less strong when 
made of fine material, although this is comparatively unimpor- 
tant on account of the infrequency of the use of neat mixtures 
in practice. 

Also, since the hardening of cement is caused by the solu- 
tion and subsequent crystallization of certain of its elements, 
it is evident that this action will be quickened by the fineness 
of the particles, hence the finer the grinding, the sooner will 
the ultimate strength be attained. Another effect of some- 
what doubtful advantage is that the finer cement will be quicker 
setting, the same reasons given for early hardening applying to 
the setting with equal force. 

Most important of all, however, is the fact that with finer 
grinding, the liability to unsoundness becomes less, since the 
small particles become seasoned more quickly and the expan- 
sive elements thus become inert. 
Detailed discussiona of the effect of fineness on time of set- 
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ting, strength and soundness will be found in the chapters de- 
voted to those subjects, but sufficient is here stated to show 
the reasons for and the importance of making this test. 

Hethoda of Seterminii^' FinenesB. — Fineness is customarily 
determined by sifting through a series of sieves of different 
mesh. Many other devices have been proposed, most of them 
attempting separation by currents of air or of a liquid, but 
none has yet proved sufficiently accurate and at the same time 
simple and quick enough to replace sifting in routine work. 
Separation by some such method is much to be desired, how- 
ever, for the reason that even the finest sieve now in use is not 
capable of determining the size of the smallest, and hence the 
most active particles, and moreover, the amount of material 
passing the finest sieve does not necessarily give a measure 
of the amount of flour present. 

"Dr. W. Michaelis,* the great German specialist, recom- 

TABLE XIII. — Giadation of Fineaeis Recommeiided by Michaelis for 

Cement Teatiag. 

(From Johnson's " Materials of ConttmctJOD.) 

Ntimb«ofM»liaip«r ^Dlamalar of Wllv. ^Wldth al Mnh-. . ArHotUHh , 

3aiun Sgniire In In In In In Sqiuu* InsqaBn 

CtDflmetn lofh UlllimMen Inchm UUIImaten lofhw UilUmsten Indisi 
900 4,200 o>>33 00052 0.20 0.00S0 0.04. 00000610 

3,600 23,500 0.067 0,0026 o.io 0.0040 0,01 0.0000150 

15,000 97,000 0.033 0.0013 ao5 o oozo 0.0025 o 0000040 

60,000 390,000 0.002 oooooS ao2 0.0008 00004 0.0000006 

mendst that two sieves be used, No. 75 and No. 150 {30 and 60 
meshes per cm.) and in addition to these the Schone washing 
apparatus with rates of upward flow of the alcohol of 2.8 inches 
per minute, giving particles of cement which would pass a No. 
300 sieve (120 per centimeter), and also of i inch per minute 
upward velocity, giving particles which would correspond to 
those passing a No. 600 sieve (240 meshes per centimeter)! 
This washing process added to the use of the two sieves would 
enable one to graduate the cement as in Table XIII. 

"The relation between the largest diameter of particle and 
the rate of upward flow for absolute alcohol and Portland ce- 
ment he finds to be 

d = 0.036 v ''" 
where d = largest diameter in millimeters, and v = upward 

" pp. 412-113. 
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velocity of flow in millimeters per second in the cylindrical part 
of the washing apparatus." 

"As a result of this further analysis for fineness, it appears 
thai the conclusions drawn from an analysis with the No. 75 
and the No, 175 sieves, (30 and 70 per centimeter) may be en- 



TABLE XIV.— Comparative Analyse of Two Cements. 
(From JohnsoD's " Materials of Coast mctioo.") 

. — Samidc No. 1 — . '-Sample Me. 3p-i 

inwnDlu»tBr<>rWin-WMIbotM«li ^"^ pM.Ini ■■ ""' Pminc 

Pec Cent Par Cent. PerCent. PerC«nt 

Betaiaed on No. 75 Steve 065 99.35 '55 98.45 

Faaaed No. 75 aad Retained on No. 175 Sieve 7.75 91.60 7 40 gi.05 

"175 " " " ■' 300 '■ 42.98 4861' 19.74 71-3' 

" "300 ■' ■• " " 600 " 177s 3087 15 17 4604 

" ■' 600 Sieve. 3° 87 .... 46.04 



tirely erroneous. Thus among the many analyses given by 
Michaelis in these articles are the two analyses in Table XIV. 
of cement ground in the same manner, on French buhrstones. 
5 feet ii diameter," 

"The total percentage passing the No. 175 sieve was 91.60 
for sample No, i, and 91.05 for sample No. 2. This would ap- 
pear to give No. I a slight advantage. There was stopped at 
the next stage, however, 43 per cent, of No. i and only 20 per 
cent, nf No. 2, thus leaving only 48.62 per cent, of No. i to pass 
the 300 sieve, while of No. 2 there passed 71.31 per cent. Final- 
h there was but 31 per cent, of No. r to pass the washing test 
which corresponded to a No. 600 sieve, while 46 per cent, of 
No. 2 passed this last test oi fineness. It thus appears that 
sample No. 2 is much finer ground than No. i, although this 
would not appear from the most severe sieve-test it is possible 
to make, it being impracticable to use any finer sieve than 
about 175 meshes per linear inch (70 per centimeter)." 

"Dr. Michaelis strongly urges, therefore, that in all scien- 
tific and expert investigations of fineness the washing tests be 
employed." 

Figure 29 shows a common form of washing apparatus for 
separating a powder into different sized particles. A liquid 
under a constant head flows into the small tube, rises into the 
large tube, and overflows at the side. Before the flow of the 
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liquid commences the powder is inserted into the large tube 
and vigorously stirred so that it is all in suspension, then, when 
the liquid begins to rise in the tube, the smaller particles arc 
carried off, while the latter remain 
in suspension or collect at the 
bottom, from whence they can be 
drawn off through the stop-cock, 
collected, and the percentage deter- 
mined. The size of the particles 
carried off, depends, of course, on 
the velocity of the liquid, which U 
reflated by adjusting the height 
of the reservoir. 

Another method sometimes em- 
ployed for crude washing tests of 
fineness consists in placing a 
definite amount of material in a 
beaker, filling it with water, stir- 
ring it, allowing it to settle for a 
few seconds, and then pouring off 
the water carrying the flour in sus- 
pension, repeating the process until 
the water is practically clear, dry- 
Fio. 39--Apparaius tor jng the residue, and determining 
Determining FineneM by . _ , , . 

WasbiDK amount. For rough tests, this 

method may be occasionally used, 
but for regular work it is crude and inaccurate. 

In routine testing, therefore, recourse is made to sifting, not 
so much on account of any intrinsic merit in the method, but 
because no other scheme has been devised which is both ade- 
quate and practicable. 

Sievet. — The sieves commonly found on the market for use 
in cement testing are the No. 50, No. loo and No. 200. Sieves 
intermediate between these, especially the No. 74, No. 120 and 
No. 175 have been, and even still are occasionally employed, 
but scarcely to an extent to warrant consideration. Of these 
different sieves, the No, 200 is by far the most important, 
since only that part of the cement passing this sieve is truly 
active, at least in the early stages of its hardening. More- 
over, it is not true, as many imagine, that any definite ratio ex- 
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ists between the residues on the No. 100 and No. 200 sieves. 
This is dearly shown in Table XV. The series of tests in this 
table are taken from regular routine determinations made in 
the Philadelphia Laboratories and show that the amount of 
residue on the No. 100 gives scarcely any indication of what 
will remain on the No. 200. It is, therefore, evident that the 
use of the No. 200 sieve is essential if the effective fineness of 
the cement is to be determined. 

The employment of the No. loo sieve is desirable since it 
shows the gradation of the material, and also since it marks 
in a measure the amount of material capable of possessing any 
cementing properties. Cement particles passing the No, lOO 



TABLE XV.— Showing Lack of ProportioDalitjr Betweeo Re«idii«s o 
and No. aoo Sieves. 
(Tola by the Author.) 



6-3 

147 
58 

3.e 



sieve always possess some activit>, but those remaining on this 
sieve may, for all practical purposes, be considered inert. 

The No. 50 sieve gives httle additional information, but as 
the results are often interesting in showing the character of 
the clinker, and sometimes in detecting adulterants, and since 
the test requires but an insignificant amount of time, when 
made in connection with the other siftings, its use is compara- 
tively general. 

The intermediate sieves give little or no additional informa- 
tion, and hence are not recommended. 

Wire Cloth. — Probably the greatest difficulty in the way of 
the standardization of the fineness test is encountered in the 
procuring of uniform wire cloth. At present, the greatest 
Tariation will be found even among the so-called standard 
sieves. No. 50 and No. 100 sieves of comparative accuracy 
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can be procured, but even the best Xo. zoo 
sieves rarely count over IQ4. The author 
has seen, in laboratories of considerable 
reputation, No. 100 sieves counting as low 
as 78 X 84, while No. 200 sieves counting- 
but 1 50 are by no means uncommon. Evi- 
dently, many of the seeming discrepancies 

Fig. 30.— Linen Taster's in the results obtained by different labora- 

MicToscope. tories can be traced to this source alone. 

Standardization of wire cloth can probably be reached best 

by stipulating definite limits by actual count of the number 




:- 31.— Illustra 



D o( Defective Wire Cloth. 



of meshes per inch. Two other methods, often adopted, are 
testing by comparison with a standard, and finding the diame- 
ter of the largest particles passing the cloth. The first of these 
methods, however, has the objection of removing a basis of 
comparison between different laboratories, while the second is 
rather 100 difficult for the average cement tester.* The sim- 
plest method of counting wire cloth is by ihe use of an ordinary 

Mcle br AllPK Huen In the /eporC ol 
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linen tester's microscope (see Fig. 30), which can be procured 
at an insignificant cost, is sufficiently accurate, and furnishes 
a method of standardization that caii be readily employed even 
by the poorest equipped of field laboratories. Of course, it is 
evident that a piece of wire cloth might count exactly the 
proper number, and yet be far from accurate. This is well 
shown in the photographs* in Figs. 31 and ;i2. Both of these 



Fig. 32 — lUustratinn of Defective Wire Clotb. 
sieves show irregularity in spacing, while the finer sieve also 
shows distortion of mesh probably caused in mounting. Dis- 
torted sieves or those as badly spaced as that in figure 31, 
should never be used, but if the only irregularity consists of 
one wide space it tnay, if desired, be stopped with solder. 

In regard to the diameter of the wire from which the sieves 
are made there is comparative uniformity, nearly all the mak- 
ers using the following sizes : — for No. 50. 35 O. E. gauge. 

■Pbotograpbs loined bj HtaiT B. SpaikmBD KnglnperLng Co.. rtalla,. Pa. 
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for No. loo, 40 O. E. gauge, and for No, 200, 42J B. and S, 
gauge. It has frequently been urged that, in order to obtain 
better uniformity, the wire in ail sieves be made one-half the 
width of tlie opening. This suggestion, however, is scarcely 
practicable, since none of the standard gauges in the market 
conforms to the diameter necessary to meet this requirement 
Moreover, the wire for the No. 20Q sieve would be only 0.0017 
inches in diameter, which would be difficult, it not impossible, 
to procure, and would at best make an extremely flimsy and 
easily broken sieve. The expense and difficulty of procuring 
this wire, therefore, would scarcely be warranted tor the sole 
purpose of obtaining a uniform ratio between the width of the 
wire and the opening. 

The following specifications* have been used by the author 
for the past four years, in purchasing wire cloth for use in the 
Philadelphia I-aboratories, and have been proven satisfactory: 

1. Cloth for cement sieves to be of brass wire of the follow- 
ing diameters: 

No. 50, No. 35 O. E. gayge, 0.0090 inches. 
No, 100, No. 40 0,-£.. gauge, 0,0045 inches. 
No. 200, No. 42i B. and S. gauge, 0.00235. inches. 

2. Me'sh to count as follows : 

No. 50, not less than 48, nor more than 50 per linear inch. 
No.. 166, not less than 96, nor more than 100 per linear inch. 
No. 200, not less than 188, nor more than 200 per linear inch. 

3. Cloth for No. 50 and No. 100 sieves to be woven; cloth 
for No.'aoo sieve to be twilled.t 

4. -Mesh to be square and to show no great irregularities of 
spacing. 

Kechanioal Sifting. — For the mechanical operation of sieves, 
a great number of devices, more or less ingenious and efficient, 
have been designed. Figure 33 shows a sifting machine for- 
merly used in the Philadelphia Laboratories. This was de- 
scribed by Ifr. R. L. HuniphreyJ as follows: "It is operated 

*Ttiese BpecincstloDs have recratlj been adapted bj tbe CommlttM at Ui> 
Amerlean Society er CItII BngLneera on Unirorm Tests of Cement. See AppeDdtx A. 

tWoTen wire OTeriapa ever/ alterusle hi rand— twilled wlra laps the strand! Id 
I>aln. Woven cloth at 'MO mesbeB cannol. be procured In tho market. 

tlD a paper entitled "A Pew Remarks on the Teetlog Laborstorr of tbe Cltf ot 
PhlladelpbU," read before tbe EoslneeiK' Club ol Ptalladelpbla, April 1, ISW. 
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by a small electric motor, and consists of a wooden frame (i 
ft. lo ins. long. 14 ins. wide and 10 ins. deep), supported by 
four legs; a box 14 ins. long, 10 ins. wide and deep, fits close- 
ly into the frame. This box has trunnions in the center of two 
sides which move in grooves in the outside frame ; and is moved 
to and fro by a crank connected to a crank-disk ^jV^ng a throw 
of i^ ins. The box holds four sets of brass ..jieyes, each set 




Elevation. ^ 

FlC. 33— Mechanical Sifting Machine Used in the 
Philadelphia Testing Laboratories. 

consisting of a No. 100 and a No. 200 sieve, a cover, and a pan, 
all nesting into each other. These sieves are held in place by 
means of two clamps. The driving pulley makes 100 revolutions 
per minute, and the box hoK'.ing the sieves makes 200 move- 
ments per minute to and fro. The sieving frame has a tilling 
motion, and the rapidity of the motion imparts to it a jerking 
movement." 



Digitizecoy Google 



72 PRACTICAL CEMENT TESTING. 

The Riehle hand sand sifter (Fig. 34), as its name implies^ 
was designed (or the sitting of sand, but may also be used for 
cement. The frame holding the sieves is fastened to an upright 
revolving crank at one end, while 
the other end is held in a slot in 
the upright. The turning of the 
hand wheel 'gives to the sieves a 
circular motion and also a jar at 
the point where the crank passes 
its dead center. 

A simple device for cement sift- 
ing: is shown in Fig. 35. This ap- 
paratus was designed and is used 
by Mr. S. S. Voorhees, and its 
operation is self-explanatory. An 
ordinary fan motor furnishes the 
_ _ _ power, driving the frame through a 

crank wheel having a throw of 2 
ins. The holes to receive the sieves 
are about half an inch larger than the sieves themselves, which 
are strapped in loosely to allow some plaj. A rubber mat is 
used to break the pound on the bottom of the sieve. The mo- 
tion given to the sieves is the same as that of the machine in 
Fig, 34, except that in this case the throw is vertical, while the 
other is horizontal. 

These three machines can be considered as types of the best 
of the many sifting devices in use, although the actual num- 
ber of different forms nearly equals the number of testing 
laboratories. 

Appliances for the mechanical sifting of cement are employed 
either (or the purpose of securing greater uniformity and accu- 
racy, or to economize time and labor. It has been the author's 
experience, however, that neither of these results is accom- 
plished for the following reasons: In machine sifting one of 
two methods must be followed, (i) the machine is given a defi- 
nite number of turns or shakes and the amount passing or re- 
tained on the sieves weighed directly, or {2) the sifting is con- 
tinued until a definite amount of material ceases to pass the 
sieves at the end of a definite number of turns or shakes. 
The first of these methods is manifestly unfair and inaccu- 
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rate, because of the different speeds with which cements will 
sift under different conditions, those most affecting it being the - 
age and specific gravity of the material, and the dampness of 
the material and of the atmosphere, conditions with which all 
practical operators are thoroughly familiar, but which are often 
overlooked by those directing the work. As an example of 
the effect of age on the speed of silting, the author tested a 
fresh cement on a mechanical sifter and obtained a certain 
result at the end of thirteen minutes ; four months later, it was 
again sifted under precisely similar conditions, and reached 




Fig. 3$.— a Simple Design for a Mechaaical SiEter. 

the same result in seven and a half minutes, and at the end 
of thirteen minutes showed a fineness 2.4^ greater than thai 
previously obtained. The effect of the other conditions is ob- 
vious. Other things being equal the heavier cement will sift 
faster than the lighter one, while excessive dampness will tend 
to retard it. Two cements, therefore, of actually the same fine- 
ness may give widely variant results if tested in this manner. 

The second of these methods is more accurate, hut the at- 
tendant disadvantages are: First, that it introduces the per- 
sonal equation, to eliminate which so much trouble has been 
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taken, because the exact point of completion is left more or less 
'to the discretion of the operator, and, second, that it actually 
takes more time to sift in this manner, where the sieves must 
be fitted together and put into the machine several titnes for 
each determination, than in the method of hand sifting, where 
the point of completion is more easily observed. 

To the arguments against mechanical sifting must be added 
the cost of installing another piece of apparatus, and the slight 
likelihood of this method being adopted by the smaller labora- 
tories, thus making comparisons of results difBcult. Although 
devices for machine sifting, therefore, may be valuable in per- 
manent laboratories for experimental work, they generally are 
neither economical nor more reliable in ordinary routine. 

Size and Shape of Sieves. — Cement sieves are usually circu- 
lar in shape, and 6 or 8 ins. in diameter. Those advocating 
the use of the larger sieve claim that the area of the smaller 
size is such that the time required for making a test is unnec- 
essarily prolonged. On the other hand, those favoring the 
six-inch sieve claim that the larger sieve is more difficult to 
manipulate, is less likely to contain uniform cloth on account 
of its greater area, and also, unless its sides are very heavy, is 
more liable to become distorted in use, thus either breaking 
the cloth, or, by stretching, rendering it inaccurate. Since both 
of these claims have undoubtedly good foundation, the author 
has compromised on a seven-inch, which is found, in a large 
measure, to overcome the objections made to both the other 
sizes. Of course, this applies only to the No. 200 sieves; tor 
(he No. 50 and No. 100, six inches is amply sufficient. Al- 
though cement sieves almost imiversaliy are circular, it is, nev- 
ertheless, sometimes claimed that square sieves are preferable 
on account both of the greater ease of mounting the cloth on 
them squarely in the first place, and also because they are less 
liable to become distorted. If, however, care is taken when 
purchasing sieves to see that the cloth is properly mounted, 
and that ihe sides are sufficiently heavy, this objection becomes 
trivial. 

Two and a half or three inches is a convenient depth for 
sieves, the cloth being placed half an inch from the bottom. 
The No. 200 should also be provided with a closely fitting pan 
about two inches deep. 
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Treatment and Sin of Sample. — It is frequently recommended 
that samples should be dried* before testing for fineness, al- 
though the only advantage gained by this process is a slight 
increase in the actual speed of sifting, the results being prac- 
tically unaffected. On the other hand, it involves the use of a 
drying oven, which takes time to operate, and money to in- 
stall, and only adds one more item to the already too compli- 
cated program of cement testing, so that for routine work it 
is not advantageous. The only necessary preliminary treat- 
ment of the sample is when the cement is lumpy, or when for- 
eign matter such as splinters from the barrel has become mixed 
with it, in either of which cases the material should be sifted 
through a coarse sieve, about 20-mesh, before being weighed. 

Although 100 grams are generally taken for making the fine- 
ness test, most experienced operators find 50 grams amply 
sufficient. The time of sifting is practically halved by this re- 
duction in the size of the sample, and at the same time the ac- 
curacy obtained is all that is necessary. 

necessary Degree of Accnracy. — It is the practice of most of 
the manufacturers to report the results of the fineness test to 
the nearest per cent. The majbrity of Government and mu- 
nicipal laboratories report to a tenth per cent., while many 
carry their results to hundredths. In one case, the author saw 
the report of a small field laboratory in which the results were 
given to three places of decimals. 

In this connection a test recently made by the author is of 
interest. Ten samples of cement were taken from ten different 
bags in the same car-load shipment, and presumably from the 
same bin at the works, and each sample was sifted separately 
to see what variation existed in the cement itself. The cement 
was a rotary Portland of high reputation. The siftings were 
made with extreme care and check tests made to insure the 
greatest accuracy possible. The results obtained are given in 
Table XVI., and show a range of o.y% on the No. 100 sieve, 
and 2.3% on the No. 200. Is it not absurd to report results to 
hundredths or even tenths, when the cement itself on the fine 
sieve shows a variation of over 2%? 

It will be found upon investigation, that even the most ex- 
perienced operators rarely work with a probable error of less 

•See Appendix A. 
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than one-half of one per cent., so that' generally this may be 
taken as the limit of accuracy in tests of fineness by sifting. 
Placing the limit this low has also the advantage of making 
check tests and duplications more easy. It is very hard for any 
two operators to agree as to when the sifting is complete, if 
it is carried to tenths or hundredths, but the point where the 
residue cannot be reduced by more than a half per cent, is 
comparatively well marked. 

Hethodi of Operatioii. — Although the manipulation of cement 
sieves appears to be comparatively simple, it is nevertheless 
surprising to find how many operators naturally take the in- 
accurate or the tedious method. If, however, the method is 



TABLE XVI.— Showing Variation in Fineness in Different Bags oi £ 
Shipment. (Tests by the Anlhor.) 



No. SO 


No. 100 


Nd. 300 




S.I 


19.7 




8.4 


ao.6 






30.S 


0.4 






0.4 


8.7 


M.t> 



based upon the following considerations, it cannot go far 
wrong : 

The residue on the sieves should always be weighed — not 
the amount passing through. No matter how carefully the test 
may be conducted, some of the fine powder is certain to escape, 
amounting in some instances to as much as one per cent. This 
lost powder is almost entirely that part which passes the Xo. 
200 sieve, hence the reason for weighing the residues. 

The method should be so arranged that the point of comple- 
tion can be readily observed. This may be accomplished by 
sifting over a sheet of paper, so that the amount passing the 
sieve can be seen at once, or if a pan is used, it should be 
emptied frequently so that the progress of the sifting may be 
noted. 
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Sifting simultaneously through a nest of sieves is not ad- 
visable. In the first place, when nests are used, there is a 
tendency for the fine powder to drift back through the various 
sieves, thus making clean sifting very difficult. Again, the nest 
is much more difficult to operate that a single sieve. Also, 
it is a longer method, since the greater part of the sample must 
pass through all three sieves, whereas, in sifting separately, 
only the residue from one sieve is put through the next. Of 
course, when using the sieves separately, the operation should 
begin with the finest sieve. Notwithstanding the obvious 
diminution of labor obtained by sifting in this order, it is re- 
markable how many operators start with the No. 50, thus 
wastuig considerable time and effort. 

The use of shot or pebbles, on the sieves, to force the ce- 
ment through more quickly, is permissible. Tests have fre- 
quently been made to ascertain whether the grinding action so 
produced is appreciable, and it has been found that in no case 
("oes it amount to more than a couple of tenths of a per cent., 
although their use often halves the time of manipulation. 

Common Sonrcea of Error. — The most common sources of error 
in determinations of fineness are : Flaws in the sieve. This 
can only be obviated by careful watching. The sieves should 
be carefully examined every day before making the tests, and 
those showing flaws should either be discarded, or, if the flaw 
be small, stopped with solder. A No. 200 sieve carefully used 
should last for 300 to 400 tests. 

Loss of powder: This is always due to carelessness in 
manipulation. The operator making these tests should be a 
man sufficiently conscientious to repeat his work in case he 
spills an appreciable amount of the material. 

Weighing amount passing sieves instead of residues: As 
previous!) stated this procedure will consistently lower the re- 
sults from one-half to one per cent. 

The Author's Method. — The sieves are circular, 2^ ins. in 
height: ihc No. 200 sieve is 7 ins. in diameter, while the No. 
50 and Xo. too are 6 ins. ; the pans are 2 ins, in depth. The 
wire cloth is made to conform with the specifications on pagf 
70. 

The cement, if lumpy, or if containing foreign matter, is 
first .sifted ihrough a No. 20 sieve, and any small lumps pass- 
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ing through are crushed. Fifty grains of cement are then care- 
fully weighed on a balance sensible to about five centigrams 
(see Fig, 36*), and placed on a No. 200 sieve, with a pan at- 
tached. The operator grasps the sieve in one hand, so that 
it slopes upward toward the other hand, which gives it a rapid 



Fig. 36.— Scales for the Fineness Test. 
succession of rather sharp blows; care must be taken to slant 
the sieve so that the cement is evenly distributed. It also 
must be struck squarely on the side, since hilling on the top 
or bottom tends to throw out the material. When most of the 
fine powder has passed 
the sieve, the pan is 
emptied, replaced, a tew 
ounces of shot poured 
in and the sitting con- 
tinued. This quickly 
forces the remainder 
of the powder through, 
and a point is soon 
reached, where it is 
impossible to reduce 
the residue by a half of 
a per cent, even after 

long sifting. The pan ?■« sr-Special Scales for the Fineness Test. 
is then emptied and placed under a No. 20 sieve, through which 
the residue is poured, thus freeing it from the shot. The resi- 

•F1gur« 37 Hhows Bnotber farm ot balance especlallr designed tor this tMt, 
UelDS DO grama, Itae beam Is » sraduated tbat the resldDe or amoual pamliiB maj 
be read dlrecUr. 
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due is then weighed and placed on the No. roo sieve, where 
the operation is repeated. The determination for the No. 50 
is made similarly, except that in this case it is not necessary 
to use shot. It is convenient, when using 50 grams, to have 
the weights of the balance marked double their real value, so 
that the amount of residue gives the percentage directly. 

Sifting through the No. 200 sieve by this method takes on 
an average 5 or 6 minutes ; through the No. 100 about a min- 
ute ; while 3 or 4 shakes will be sufficient for the No. 50. The 
total time occupied in making a complete determination of fine- 
ness is thus about 8 or ic minutes. With an experienced 
operator, the tests can be considered accurate to the nearest 
half per cent., although they are reported to the nearest two- 
tenths. 

IntnpretatioiL of Eenilti. — In considering the results of the 
fineness test, it must be remembered that fineness is not an end 
in itself, but only the means to an end, its purpose being to 
ensure the soundness and increase the strength of the material. 
Unless, therefore, the material is exceedingly coarse, it is gener- 
ally unwise to reject a shipment on the fineness test alone, if it is 
otherwise satisfactory. The manufacturer should be notified, 
however, and if future shipments show no improvement that 
brand should be prohibited on the work. 
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CHAPTER VIII. 
TIME OF SETTING. 

Deflnitioiu. — When cement is mixed into a paste with water, 
and allowed to stand, it gradually loses its plasticity and be- 
gins to offer resistance to external forces. When this resist- 
ance is complete and the material is ruptured by an attempt to 
change its form ir is said to have "set." The increase in 
strength afterwards acquired is known as "hardening." These 
two actions are more or less independent, there being no fixed 
relation between them. 

From a physical standpoint, two stages in the setting may 
be recognized: — first, when the mass begins to offer re- 
sistance, and second, when this action is completed, or when 
the mass cannot be appreciably distorted without rupture. In 
practice, these stages are terme:l "initial set" and "hard set," 
and determinations of time of setting are made to ascertain 
the time required for a cement paste lo reach these two critical 
points. 

Objects of Test. — That a cement paste or mortar should set 
within dclinitc limils of time is a practical consideration rather 
than one affecting its strength or permanence. In actual con- 
struction, a cement should not have begun to set before being 
placed in the work, since any subse<[uent working of the mor- 
tar, unless thoroughly retempered, tends to break up the crys- 
tals already formed, thus weakening it, and also rendering it 
more susceptible to disintegration. A partially set mortar 
also will not flow as easily into the voids of the aggregate 
thus making a poorer bond. On the other hand, after it has 
been placed in the structure, it should set and harden as quick- 
ly as possible so that it can offer a definite resistance to any 
external forces which might destroy it if still plastic. The best 
cemenis, therefore, should be slow in acquiring initial set, but 
after having reached that point, should become hard set quick- 
ly, and hence specifications usually give a cement a minimum 
time for acquiring initial set, and a maximum for hard set. 

Theory of Setting. — The chemical processes involved in the 
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setting and hardening of cement are not jet definitely known. 
"M. Fremy* considered Portland cement to be very complex 
in composition, and ascribed the setting to the action of lime 
upon certain puzzolanic compounds, composed of double 
silicates of lime and alumina, the calcination of the clay giving 
rise to a porous material which absorbs the lime by capillary 
affinity." 

"M, Landrin concluded that a substance corresponding to 
the formula 3 SiO;,, 5 CaO is found in both Portland cements 
and puzzolana, and he considered this to be the active element 
in the hardening of cement, although he states that aluminate 
of lime contributes to the setting and accelerates that action." 

"Prof. Le Chatelier. from his study of Portland cements, ex- 
plains the phenomena of selling by showing that certain salts, 
including the aluminate and silicate of lime which form the 
active elements of Portland cement, while soluble in an anhy- 
drous state, form insoluble salts when hydrated. When they 
come into contact with water in mixing mortar the anhydrous 
salt enters into solution, then, becoming hydrated, the hydrate 
is precipitated from the saturated solution in a crystalline 
form. Those salts which are thus capable of being dissolved in 
an anhydrous state and then becoming hydrated arrive at sta- 
bility in two ways — by decomposition and by combination." 

"The tricalcic silicate, which is the essential element of 
Portland cement, is decomposed in presence of water to a hy- 
drated monocalcic silicate and a hydrate ; thus 

SiO^Ca^ + Aq = SiO,, CaO, 2.5 H,0 + 2 CaO, H,0." 

"The monocalcic silicate crystallizes in the form of needle- 
like crystals and the hydrate in hexagonal lamina visible to the 
eye. The tricalcic aluminate is hydrated by simple combination 
with the water. 

AUO,Ca, + Aq = Al^O,, 3 CaO, 12 HA" 

Mr. Clifford Richardson describesf the setting of cement 
as follows: "On the addition of water to a stable system 
made up of the solid solutions which compose Portland cement, 
a new component is introduced which immediately results in 
a lack of equilibrium, which is only brought about again by 

•From Sfaliint't ■■Hyflrsollc Comonl." 
VTbt ScttlDB or Hrdrmtlon o( : 
AOclatloQ ol Fortluid Ceuieot M*n 
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the liberation of free lime. This free lime, the moment that it 
is Uberated, is in solution in the water, but owing to the rapidi- 
ty with which it is hberated from the aluminate, the water soon 
becomes supersaturated with calcic hydrate, and the latter crys- 
tallizes out in a network of crystals which binds the particles 
of undecomposed Portland cement together. From the char- 
acteristics of the silicates and aluminatcs it is evident that the 
latter are acted upon much more rapidly than the silicates, 
and it is to the crystallization of the lime from the aluminates 
that the first or initial set must be attributed. Subsequent 
hardening is due to the slower liberation of lime from the 
silicates. If the hme is liberated more rapidly than it is pos- 
sible for it to crystallize out from the water, expansion ensues 
and the cement is not volume constant." 

"The set of Portland cement is almost entirely due to the 
decomposition of the alit alone. Examination of a thin section 
of a neat Portland cement mortar will show that it contains 
large quantities of unattacked celit and a certain amount of 
unatCacked alit." 

"The strength of Portland cement after setting is due en- 
tirely to the crystallization of calcium hydrate under certain 
favorable conditions and not at all to the hydration of the 
silicates or the aluminates, since in this act of hydration noth- 
ing can take place which would tend to bind these silicates 
and aluminates together, Celit is certainly decomposed to but 
a slight degree in the process of setting. From this we may 
infer that the strongest cement is the one which contains the 
smallest amount of celit and such a conclusion is entirely justi- 
fied by experience." 

. Effect of Compoaition. — Since the aluminates are chiefly ac- 
tive in the setting of cement, it follows naturally, other things 
being equal, that the higher the percentage of alumina present 
the quicker will be the setting. Since the majority of Portland 
cements run rather high in alumina, and since they are re- 
quired to be very finely ground, which also accelerates the set- 
ting, under normal conditions they would set so quickly as 
to be entirely unfit for use. In order to retard the setting, 
it is now common practice lo add one or two per cent, of g>"p- 
BUm, or plaster of Paris, to the finished cement. This admix- 
ture is generally made immediately before the final grinding. 
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so that the mixture is a thorough one. The effect of this ad- 
dition of sulphate of lime on the setting and strength of ce- 
ment is of such importance that the following researches of 
M. Chandlot* are given at some length: 

"Setting, — The retardation of set caused by the addition of 
gypsum to cement varies according to the quantity of gypsum 
employed" (see Table XVIl.). 

"But the action of gjpsum on the setting of cement is not 
always permanent, and it very often happens that if a cement 
containing an admixture of gypsum is gauged a long while 
after the g>psum has been added, it sets very quickly; this 
effect is produced particularly with cements which set very 

TABLE XVII.— Effect of GTpsam od Portlutd Camsdi. 
(T«Ms by Cbaodlot ) 
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quickly when they have no admixture of gypsum, and which 
after the gypsum has been added, have been exposed to the 
air for several days" (see Table XVIII.). 

"Wheij a cement is preserved from contact with air. the set 
may again become quick after a lapse of a very long period. 
Table XIX. shows cement mixed with 2% of gypsum, and pre- 
served in an air-tight flask." 

"Cements containing an admixture of gypsum, present this 
peculiarity, that they often set more rapidly when gauged with 
sea water, than when gauged with fresh water." 

"When a cement containing pypsum has been exposed lo 

TruvtUIOD item 
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the air and has become quick setting again, it sets quicker when 
gauged to a thin consistency with an excess of water, than 
when it is gauged to a stiff paste with very little water. This 



TABLE XVIIl.— Effect of Gypran on Portland CemeDt 

(Tests by Chandlot.) 
Dcuprlption of Csmant 

Cement Mixed wftb 3 Per Cent. 
of Gypsnm — 

Tests made the same day 

" 4 days alter.... 



Cetneol Mixed with a Per Cent. 
of Gypsum — 

Tests made Ibe same day. . . . 
" ix days after 

Cement Mixed with i Per Cent. 
at Gypsum — 

Tests made the same day 

" 8 days after 

IS 
Cement Mixed with i Per Cent 

Tetis made the same day . . . . 
" S days after 



TABLE XIX.— Effect of Gypsnm on Portland Cement. 
(Tests by Ctiandloi. ) 



Tests made the same day. , 
" I month Alter.. 



is contrary to that which always takes place with cements 
not containing admixtures of gypsnm." 

"Strength. — The addition of small quantities of gypsum to 
Portland cement results in increasing its strength. When, 
however, a cement is kept in sea water and the proportion of 
gypsum added exceeds one to two per cent., the mortar is not 
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long before it shows traces of alteration, and the briquettes 
-are sometimes completely disintegrated" (see Table XX.). 

"If the cement containing gypsum is allowed to remain in 
sacks for several weeks, it develops very poor strains at the 
early dates of testing" {see Table XXI.). 

"As a result of a considerable series of chemical researches 
in the matter, M. Chandlot comes to the conclusion that the 
peculiar effects of adding gypsum to Portland cement' are due 
to the formation of a sulpho-aluminate of lime, a salt which 
he succeeded in producing artificially, and to which he attributes 
the formula (A1,0„ 3CaO) Z.5 (SOs,CaO). From this he de- 
duces the following theory : 

"It is well known that aluminate of lime is insoluble in a 
saturated solution of lime. If then, sulphate of lime and free 

TABLE XXII.— Effect o£ Gfpsnni on Portland Cemeni. 
(Tests by Chandlot.} 

•_ . ... m. ..a 1 . M«tl«r« in Si^BtlDB Per Llln of 

'•'•^ f-f*^:^''^ S'PP'" "' Uqnid in OniDiuM. 

tia Utmli W-r. TJiBd. ,j^ ^,^ O^ g^^ p^ 

On. Ob. 

10 mioutM 1.085 Nil '734 

Jhonrs 1.085 " ' '*3» 

" 0.87s " >*3» 



S days 1.08s 

t month 0-304 



lime are present, together with aluminate of lime, it follows 
that the combination of the sulphate of lime with the aluminate 
can take place but very slowly, because the aluminate cannot 
become hydrated on account of the immediate solution of the 
lime. Thus, a mixture of powdered aluminate of Hme, of sul- 
phate of lime and of slaked lime, having been shaken with an 
excess of distilled water, produced the results given in Table 
XXII." 

"The above shows that the combination of the sulphate with 
the aluminate only takes place after a considerable period, the 
aluminate becoming hjdrated but very slowly." 

"In Portland cements of the best manufacture, there always 
exists a little free lime, and as they contain very little alumina, 
this free lime, by rapidly dissolving, prevents the hydration of 
the aliuninate; the sulphate of lime becoming dissolved in 
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lurn, and not being able to combine with the aluminate, add* 
its action to that of the lime in annulling the function of the 
aluminate ; as it is to this salt that setting is attributable when 
il takes place rapidly, a slow-setting cement results," 

"If the free lime, by being sufficiently exposed to the air, 
becomes carbonated, at the moment when the cement comes 
into contact with the water, the lime dissolves less freely, and 
nothing prevents the solution of the aluminate; the combina- 
tion with the sulphate of lime can take place, and the sutpho- 
aluminate formed, as well as the excess of aluminate, by crys- 
tallizing, determine the rapid setting of the cement." 

Effect of A%t. — When cement is allowed to stand exposed to 
the air and to dampness, it gradually absorbs water and car- 
bonic acid. This absorption and consequent hydration affects 
the aluminates more readily than the silicates, so that cement 
thus exposed gradually becomes "slower setting, until eventu- 
ally it loses all of its hydraulic properties, although well pro- 
tected cement may be stored several years without appreciable 
deterioration. Generally speaking, however, it may be said 
that the tendency is for a cement to become slower setting with 
age, the pnly exception being in cases where a high percentage 
of sulphate of lime is present (see page 83). 

Table XXIII. gives the results of a series of tests made by 
the author to demonstrate this action. The cement was a high 
grade rotary Portland, and was kept in its original package in 
the air of the laboratory, all tests being made at a uniform 
temperature. 

Effect of Mixing Water. — Since the setting of cement is 
caused by a solution and subsequent crystallization of certain 
of its ingredients, it follows that the greater the amount of 
water present, the longer the time it will take for it to reach the 
saturated condition necessary for crystallization. The effect of 
different percentages of water on the setting may be clearly 
seen in Tables XXIV. and XXV. 

The temperature of the water also affects the setting, in- 
creased temperatures accelerating the rate of crystallization. 
Spalding* says: "Below a certain inferior limit, ordinarily 
from 30 to 40 degrees Fahr., the mortar sets with extreme 
slowness or not at all ; while at a certain upper limit, in some 

•"Hj-artullo Cement," br F, P. Spaldlni, p. ». 
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TABLE XXIII.— EffMI of Af|» oo Time of Selling. 
(Tests bjr the Author.) 
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TABLE XXIV.— iDSueDce of Amount at Mixing Water on Time of SetiiDg. 
(From Sabin's "Cement »nd Concrete.") 

Pw Cmt. Wiur, b; W«l^t. 24 ae 38 30 S3 34 at 
Portland (Time Of Setting (minutes) 

I ortland 1 ,j,j,j^ ^^ ^ ^ ^ ^ ^^ ^g ^g 

Lemeni ^ jj^^ ^.^^ ^^^ ^^jj ^^^ ^^ ^^^ ^^ ^^^ 

ParCent. Wa:<r, biWalfht. 38.. 38.8 308 33.3 38.4 U.O .... 
Natural (Time of Setting (minutes) 

c™^ i InitialSet »o ij 30 4J 46 jj 

Cement ^ j^ ^ get 28 4" S7 76 78 85 
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cements between roo and 140 degrees Fahr., a change is sud- 
denly made from a very rapid to a very slow rate, which then 
gradually decreases as the temperature increases, until prac- 
tically the mortar will not set." For the small ranges ordinarily 
occurring in routine testing, however, say between 65 and 75 
degrees Fahr., the effect is usually negligible. 

Effect of Futeneu. — It is obvious that a finely ground ma- 
terial will be more quickly attacked by a solvent than a coarse 
one, so that a fine cement is almost invariably quick setting un- 
less artificially retarded, even in cements thus treated the finer 
being generally the quicker setting. Table XXVI. gives the 

TABLE XXVI.— lafluence ot Piiuiiesa on Ihe Time of Settiog of 

Portland Cement. 

(From Butler's " Portland Cement. ") 

v.* H..T™,.d ^SS^ '"^."f.SS'"-' 

'"■ No. BO No. 7a No. 180 Inltl*l Sat HudSU 

(As received 0.0 6.0 13.4 15 45 

* (Regrouod 0.0 0.0 Tr. I s 

1 As received , z.y lao a6.6 30 90 

■(Reground 0.0 ao Tr. 6 15 

(As received i.j 7.6 14.4 30 110 

^" (Reground ao 0.0 Tr. 7 15 

j As received i.j 6.7 30.0 ao 60 

*■ jReKround 0.0 0.0 Tr. a 10 

(As received. 1.0 9.3 38.4 15 30 

*■ '^Reground ao 0.0 0l6 i 10 

, JAs received 0.5 7.7 26.4 Undetinable 360 

^ iBeground ao ao a4 8 35 

(As received 0.8 3.0 18,0 15 240 

'' jReground 0.0 ao 0.4 2 140 

o JAs received 3.6 16. □ 34,8 10 30 

(Reground 0.0 0.0 i.C z 5 

results of tests showing the effect of regrinding cements on 
the time of setting. The acceleration of the setting in this case, 
however, is not entirely dependent .on the fineness, but also 
on the seasoning, since the inlerior of the coarse particles con- 
tains fresh material practically unseasoned, while the original 
fine material has passed the early stage of rapid setting. To 
determine the effect of fineness alone, a clinker should be 
ground, at the same time, to different degrees of fineness, and 
the time of setting determined, in which case the variable intro- 
duced by seasoning would be eliminated. 

Effect of Exterior CoEditioiis. — Of the different exterior con- 
ditions affecting the setting of cement, temperature and hu- 
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midity are by far the most important. Increased temperature 
tends to accelerate the Crystallization and make the setting 
rapid, while increased humidity tends to retard it. High tem- 
peratures generally quicken the rate of setting whether acting 
before or during the test, so that if a sample of cement is ex- 
posed to an excessive heat its setting is usually accelerated, 
even if it be cooled to normal temperature before the deter- 
mination is made. For this reason, shipments of cement made 
in summer will often be slow setting when leaving the manu- 
facturers and quick when arriving on the work, the heat in 
the cars having brought about this condition. The tempera- 
ture of the laboratory exercises the same influence, as can be 



TABLE XXVII.— Inflaence of Temperainre od tbe Setiiog of Ponlasd 
Cemeni. (From " Builei's Portland Cement.") 



360 3-5 

inih KeoUth ttw>t< 



seen from Table XXVII. The effect of dampness on cement 
prior to the test, as has been shown, is to season it and thus 
retard its set. The same action also is apparent during the 
tests, those made in a damp atmosphere being much slower 
than those made in dry air. Test specimens stored in a dimp 
closet, accordingly, will set slower than if kept in dry air. 

Blie of Temperature.* — The rise of temperature in cement 
pastes during setting has been the subject of frequent contro- 
versy, some engineers having gone to the length of stating 
that the only necessary specification to ensure a good material 

mprebenalTe data on tbe rin In temperature ol mortars and concretea, 
- - . — . . . .Tgnt, 0, MBtalB, 
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was that it should show no appreciable temperature rise in 
setting. The reason for this was that the rise in temperature 
was supposed to be a direct measure of the so-called "free 
lime" in the cement. As a matter of fact, however, it is due 
more to the heat of crystallization of the normal ingredients, 
and its amount will generallj be found to be a function of the 
lime of setting. If, therefore, a cement is so made that it will 
develop no heat, it must, of necessity, be very slow setting, and 
to be brought to this condition, the majority of cements would 
require the addition of an excessive amount of sulphate of 
lime. 

It has been suggested that the time of setting be measured 
by temperature rise, the time taken to reach the maximum be- 
ing called initial set, and the return to the normal, hard set. 
This, however, has been proven impracticable, both by reason 
of the variable introduced by the presence of free or loosely 
combined lime, and also by reason of the very small rise oc- 
curring in slow setting cements, which would make readings 
of time very difficult, if not impossible. The author determined 
this rise of temperature on every sample of cement tested in 
the Philadelphia Laboratories for over four >ears, and at the 
end of that time abandoned the test as not only inconclusive, 
but also as often actually misleading. 

The rise in temperature of a paste of normal cement, in a 
mould the size of the ring used with the Vicat needle, will be 
found to average from 3 to 5 degrees Fahr., and also since 
its amount varies more or le^ with the time of setting, the 
effect of age, temperature, fineness, etc., will be similar. 

Normal Contittenoy. — Since the amount of water used in mix- 
ing exerts considerable influence on the time of setting, it fol- 
lows that this percentage must be definitely fixed and not left 
to the discretion of the operator. Some specifications, nota- 
bly those of the U. S. Army Engineers, require that all ce- 
ments be mixed with the same amount of water, but on ac- 
count of the varying composition and other characteristics of 
different brands the consistency of the pastes so obtained will 
be quite variable, and since it has been determined that the 
action of different cements is more nearly similar when gauged 
to a definite consistency, rather than with a fixed amount of 
water, the plasticity or the consistency of the paste should al- 
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ways be uniform. This "normal consistency" can be obtained 
by several methods, the three following being those most gen- 
erally employed: 

Ihe Ball Method. — The consistency obtained by this method 
is such that if a ball of the paste, about two inches in diameter, 
be dropped upon a hard surface from a height of two feet, it 
will not crack nor flatten to more than half its original thick- 
ness. This determination is extremely simple and easy to make, 
gives a consistency readily distinguished and suitable for mould- 
ing into any form, and for an experienced operator, is accu- 
rate to one-ha^f of one per cent. 

By the Vicat Needle. — (See page 94.) This method requires 
a consistency such that a cylindrical plunger, one centimeter in 
diameter and of 300 grams weight shall penetrate a definite 
distance into the paste contained in the rubber ring. The 
French Commission on Methods of Testing, recommended that 
this penetration be 34 millimeters ; the Committee of the 
American Society of Civil Engineers advises 10 milhmetcrs, 
while a consistency corresponding with that obtained by the 
ball method will be found to be about 7 or 8 millimeters. Al- 
though this method is somewhat more accurate than the ball 
method, it is much more tedious, usually requiring several trials 
before the proper consistency is obtained, and is often impos- 
sible for quick setting cements. 

The Fluid Method. — This method originated in the Royal 
Testing Station of Charlottenburg and consists of mixing the 
cement to a syrupy paste so that it will run from the blade of 
a spatula (6 x ij ins.) in long thin threads without forming 
lumps. Representing the amount of water required to bring 
the paste to this consistency by N, then ttie percentage to be 

used for neat pastes is , and for i : 3 sand — ^. So far 

2 4 

as the writer's experience has gone, however, this method is 
not as accurate as either of the two preceding, there being even 
greater room for difference of opinion as to when the cement 
will just run off the knife without forming lumps than as to 
when the ball or the plunger behaves properly. This method 
in common with the Vicat has the disadvantage of requiring 
a separate determination, whereas tn following the ball 
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method the consistency determination 
can be made in connection with the 
other tests. 

Consequently, in routine work, the 
ball method is generally preferred as 
being quick, convenient and sufficiently 
accurate. If it is desired to use the con- 
sistency recommended by the Committee 
of the American Society of Civil En- 
gineers, that of the ball method plus one 
per cent, will be found near enough for 
all practical purposes. 

Fonna of Apparatus. — But two forms 
of apparatus are used in the United States 
for routine determinations of time of set- 
ting — the Vicat and the Gillmore needles, 
^fe "f he Vicat needle, shown in Figure 38, 

..... consists of a stand supporting a needle one 
Fig. 38.-The Vicat Needle- .... ^ , .T j 1 j j » 

millimeter in diameter, and loaded to 

300 grams weight. The cement paste is 
placed in a rubber mould in the shape 
of a frustrum of a cone having an 
upper diameter of 6 centimeters, a lower 
diameter of 7 centimeters and 4 centi- 
meters in height, the mould resting on 
a glass plate an eighth of an inch thick. 
The specimen is placed under the needle 
which is let down upon it from time to 
time, the amount of penetration being 
read from the graduated scale. Initial 
set is said to have taken place when the 
needle ceases to penetrate within five 
millimeters of the bottom of the speci- 
men, and hard set is attained when 
the needle ceases to indent its surface. 
For making the normal consistency 
test, previously described, the plunger 
is substituted for the needle, the differ- 
ence in weight being compensated by Ficjg— An improved Form 
changing the upper cap. ot vicat Needle. 
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An improved form of Vicat needle, made by Jos. W. Bram- 
well, is shown in Fig, 39. The movable part, consisting of a 
square rod having the needle fastened to its lower extremity, 
weighs exactly 300 
grams and is grad- 
uated to indicate 
the amount of pene- 
tration, while for 
determinations of 
consistency, a sec- 
ond rod, terminated 
by the plunger, may 
be substituted for 
that carrying the 
needle, or, if it is 
desired, a single rod 
may be obtained, 
having the needle 
at one end and 
the plunger at the 
other. This form of 
apparatus eliminates 
the possibility of 
error due to the use 



0- 



Fig. 40.— The GiUmore Wires. 



of the wrong cap, and also commends it- 
self not only for its simplicity of construction and ease in manip- 
ulation but also by its lower cost. 

The Gillmore needles, shown in Figure 40, consist of two 
wires each supporting a weight, one having a diameter at the 
bottom of the wire of i/12-in, and carrying a weight of ^ of a 
pound, and the- other being i/24-in. in diameter and carrying 
a weight of one pound. The cement paste is moulded into a 
cake or pat, and the time observed when it will sustain these 
needles without perceptible indentation, the former giving the 
initial and the latter the hard set. These needles are often fur- 
nished without a permanent mounting in which case great care 
should be exercised to apply them vertically, since applying 
them at an angle will decrease the area under pressure and 
hence give false results. For accurate work they should al- 
ways be mounted in a frame as shown in the figure. 

For determinations of hard set, these two forms of appara- 
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tus are equally reliable, bui, lor initial set, the results obtained 
wiih ihe \ icat are generally more accurate, the point when 
a needle ceases to penetrate a certain depth being much more 
clearly marked than the point when it ceases to indent the sur- 
face. There is a long period during which It is almost impos- 
sible to tell whether a surface 
mark is made or not, since the 
needle invariably leaves a circu- 
lar white spot, probably caused 
by the crushing of some minute 
crystals, which may readily be 
mistaken for real penetration. 
In routine work, either of these 
■ forms may be used, with the 
preference, probably, in favor 
of the Vicat.* In point of 
value, the results of both ini- 
tial and hard set obtained with 
the \'icat needle will be found 

to average from a half to three- Fig. 41 -The Amsler-Uffon Appar- 
quarters of the results of the atus £or Au.omatically DctermiQing 
/..,, 4. Time of Sellme. 

Oillmore wires. T 

Many contrivances have been made to obtain the time of 
setting automatically, but none of them has been found capable 
of use in routine testing. The Amsler-Laffon apparatus (Fig, 
41) will automatically record the penetration of a needle and 
the temperature of the paste at intervals of a minute until the 
setting is complete. Cornell University has a machine in 
which a needle is moved over a trough of cement paste, re- 
leased every minute and the penetration recorded. Such 
machines, however, are constructed more for experimental pur- 
poses, their mechanism being too complicated for every-daj 



Hethodt of Operation. — In preparing cement pastes for this 

test it is not onh necessary that they should be of a standard 

consistency, but also that this consistency be obtained by a 

•The Vital needle is recommendea by tbe Commlltee at tbe Amerlran Society 
at Civil BngineerH. See Appendix A. 

ptrstUi', ibe reader Is relerred lo Ibe Watertown Arseaal Report, '*TesIa ol Uetale, 
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uniform method. The longer a paste is manipulated the wetter 
and more plastic it becomes, and, furthermore, the properties 
of cement pastes vary with different lengths of time employed 
in working, although the consistency be the same. That is 
to say, that although apparently similar, the properties of a 
cement paste mixed with a certain amount of water for a short 
time will be difTerent from one mixed with less water for a 
longer time. For this reason a uniform method of mixing 
must be followed, and in practice, it is generally advisable to 
follow the same method as that used for the making of neat 
tensile briquettes.* 

In making pats or cakes for use with the Gillmore wires, or 
in filling the moulds for the Vicat needle, care must be takeA 
that the mass of the specimen be uniform throughout. The ma- 
terial must never be tamped, or rammed, since this tends to 
(Create a variation in its density, and also to flush the water to 
the top, which causes errors in surface measurements. The 
American Society of Civil Engineers' Committeef recommends 
the following method for filling the moulds of the Vicat needle: 

"In making the determination, the same quantity of cement 
as will be' subsequently used for each batch in making the bri- 
quettes (hut not less than 500 grams) is kneaded into a paste, 
as described in paragraph 58, and quickly formed into a ball 
with the hands, completing the operation by tossing it si^ 
times from one hand to the other, maintained six inches apart; 
the ball is then pressed into the rubber ring, through the larger 
opening, smoothed off, and placed (on its large end) on a glass 
plate, and the smaller end smoothed off with a trowel," 

This Committee also advises that the test pieces be stored 
in a damp closetj during the time of setting, but this is gener- 
ally found to decrease, rather than increase the uniformity, on 
account of the frequent removing of the specimens in making 
the trial tests, and, moreover, has the disadvantage of so much 
prolonging the time for hard set, that it often exceeds the ordi- 
nary working day. In routine testing this proceeding will be 
unnecessary, provided care is taken to keep the specimens pro- 
tected from any extreme heat, the sun's rays, or a' draught of 
air that would tend to dr>- out the water. 
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In operating the Vicat needle or plunger for initial set or 
for normal consistency, the proper method is to bring it care- 
fully into contact with the surface and then quickly ' release it, 
and not to let it down gradually into the paste. 

The Antbor'a Method. — A sample of 500 grams is weighed 
and placed on a mixing slab of plate glass, this quantity being 
sufficient not only for the set test, but also for the making of 
the test-pieces to be used in the soundness tests described in 
Chapter X. The cement is formed into a crater and an amount 
of water about one per cent, short of that ordinarily required to 
bring that brand of cement to normal consistency, poured into 
the center, the water being at a temperature of between 65 and 
75 degrees Fahr, Material from the edge is turned in with 
a four-inch trowel until the water is absorbed, and the paste 
vigorously worked with the hands, as dough is kneaded,* for 
a minute and a half. Additional water is then slowly added 
from a burette and mixed in, until normal consistency is 
reached, and although this process is not strictly accurate it 
introduces an error so .small as to be negligible, and saves the 
time and trouble of making a separate determination for con- 
sistency. Actual determinations on the Vicat plunger for 
normal consistency are only made at intervals as a check, an 
experienced operator being able to recognize it and gauge 
it within a half per cent, at least. The paste is then formed 
into a ball, forced into the larger end of the rubber ring of 
the Vicat needle, smoothed on the bottom, placed on a piece 
of plate glass (4 ins, x 4 ins. x i-in.), the excess of material 
cut off the top and smoothed with the trowel without pressing 
or ramming. The specimen is kept in the open air of the lab- 
oratory, the temperature of which is maintained between 65 
and 80 degrees Fahr., and readings of the penetration made at 
intervals of from one to ten minutes as may be necessary. The 
records cover the percentage of mixing water, the time of add- 
mg the water, the time at which initial and hard set are attained, 
and the temperature of the room at the beginning and end of 
the test. 

It must be understood, however, that this method, while giv- 
ing sufficiently accurate results with experienced operators, 
could not be employed by a novice ; for any other than an ex- 

*TIm inaUuNI at kneadliic ■■ mors lulljr. dsBcrllMd an pas* 120. 
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pert a separate determination of consistency should always be 
made, and then the proper amount of watei added at once for 
the set test. 

SoQicei of Error and Accuracy. — Excluding the errors due 
to improper manipulation, which can always be traced, to in- 
experience or lack of proper knowledge, the chief source of 
error in this test is the subjecting of the sample to improper 
environment. Many testers collect their samples on one day 
and test them the following, and during the night leave them 
near a radiator, or exposed to dampness so that by the follow- 
ing morning their setting properties have entirely changed. 
Testing in a room too hot or too cold, or using water of an 
abnormal temperature, is also responsible for many errors, 
while the use of impure water may produce a chemical action 
and thus introduce irregularities. In operating the Vicat 
needle care should be taken to keep it clean and straight, to 
apply it vertically, near the center of the specimen and not on 
the edges. The needle must always be brought into contact 
with the surface of the paste and quickly released ; lowering 
it slowly into the paste will invariably give a shorter period 
for initial set. 

At best, the test of time of setting can be considered as only 
approximate ; a skillful operator should work with a probable 
error of about 10 per cent., but a novice will often be fortunate 
to duplicate his results within 30 or 40 per cent. 

Iutet|ffetatioii of Benilta. — On account of the approximate 
character of the determination, and the necessary presence of 
the personal equation, the requirements for setting should al- 
ways be interpreted liberally. A mortar or concrete on actual 
construction will generally, on account of the wetter mixture, 
and the presence of the aggregate, require from 2 to 4 times 
as long to set as the test-piece in the laboratory. Concrete 
for heavy construction usually requires about 20 minutes to 
be mixed and placed in the work, and on the hypothesis that 
the concrete requires twice as long to set as the cement paste, 
a test of less than 10 minutes initial set would show that the 
concrete had commenced setting before being tamped into 
place, and hence had been subjected to reworking, a]tlioagh 
not retempered. Cement mixed in a mortar box for brick- 
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laying, or similar purposes, will often stand over an hour after 
mixing and before being used, and if this is allowed, the re- 
quirements for setting should be more rigidly adhered to. 
Generally, if the test of initial set is less than a half or a third 
of the time required to mix and place the material on the work, 
the shipment should be rejected, or held for further seasoning. 
The determination for hard set is less important, and un< 
less prolonged beyond all reasonable bounds, so that the 
progress of the work will be delayed, rejection on failure to 
pass this requirement alone is rarely, if ever, justifiable. Gross 
failure in this test will almost invariably be accompanied by 
failure in tensile strength, on which ground it may be rejected 
without question. 
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CHAPTER IX. 
TENSILE STRENGTH. 

The test of tensile strength consists in mixing cement and 
water, or cement, sand and water into a paste, forming it into 
test-specimens, called briquettes, which are allowed to set and 
harden under definite conditions, and then determining the 
amount of force necessary to cause rupture in tension at the 
expiration of fixed intervals of time. 

The object of the test is to obtain a measure of the strength 
of the material as used in actual work. In construction, a con- 
crete is often subjected to every conceivable form of stress, ex- 
cept, possibly, that of torsion, while the testing is confined al- 
most exclusivelj to tension. This condition is the outcome of 
both tiieoretical and practical considerations. While it is im- 
possible to formulate definite ratios between the ultimate 
strengths of cement under different forms of stress, neverthe- 
less, the tensile strength is, more or less, a measure of the 
compressive, transverse, adhesive and shearing values,* and, 
furthermore, investigations have apparently shown that the 
strength of cement in tension is more susceptible to any good 
or bad influences operating on the material, and hence fur- 
nishes a better criterion of its value than tests made in any 
other manner, the results of the tensile test thus giving the 
most reliable basis for computing the values of the strength 
under other forms of stress. 

The practical considerations favoring the adoption of this 
form of strength test are the small and easily handled test- 
specimens, the lower stress, as compared with compression 
tests, necessary to cause rupture, and also the fact that uni- 
formity in the preparation of the specimens is only necessary 
in a small portion of the specimen, namely the breaking sec- 
tion, while accurate test-pieces for the other determinations 
must be homogeneous and uniform throughout their entire 

Although in practice cement is almost invariably mixed with 

trengtb and that ol comprentoo. crosn- 
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an aggregate, tests are usually made on both neat cement and 
sand mixtures. The objection to the use of test pieces of neat 
cement is that they are not similar to the conditions of prac- 
tice, while the reason that sand tests are of comparatively re- 
cent origin is that the sand introduces another variable in the 
influence exerted bj its character. 

The rupture of a neat briquette takes place when the force 
exerted exceeds the sum of the cohesive strengths of the par- 
ticles of cement lying in the least section to the adjacent par- 
ticles. In a sand briquette, on the other hand, rupture is in- 
duced by failure in cohesion of adjacent cement panicles, by 
failure in the adhesion of the cement to the sand grains, and 
by shearing of the cement between overlapping grains of the 
aggregate. The reason that the strength of briquettes of sand 
mortar apparently exceeds the sum total of these strengths is 
that, while a neat briquette ruptures in practically a plane sec- 
tion, a sand mortar fails along an irregular surface due to the 
projection of the sand grains, so that the actual area over 
which rupture lakes place is very much in excess of the cross- 
section. Now, since the stresses producing failure in sand 
briquettes are very complex in character, and since they bear 
no definite relation to the strength of pure cohesion, and, 
moreovei. Since in actual construction cement is commonly used 
with an aggregate, it follows that the strength of sand bri- 
quettes furnishes a better measure of the conditions of practice. 
Neat briquettes, on the other hand, are more susceptible to 
both interior and exterior influences, and hence are better cri- 
. teria of the character of the material. In other words, the sand 
tests are a measure of strength, while the neat tests are more 
a measure of quality. 

The sand mixture commonly employed for the testing of 
Portland cements is i part, by weight, of cement to 3 parts of 
sand. The periods at which the briquettes are broken have 
been arbitrarily fixed by usage at 7 and 28 days, although much 
longer periods are necessary for the accumulation of reliable 
data on experimental research. Twenty-four hour tests also 
are generally made on neat briquettes, and occasionally on 
sand. Tests after 3 days are frequently made in England and 
on the Continent, but are rarely employed in this country. 
Effect of Compositioii.-^Cement is composed essentially of 
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silicates and aluminates of lime, to which after burning is 
added a small amount oi sulphate of hme. The aluminates and 
sulphates* are responsible for the setting and early strength, 
anJ the silicates for the final hardening. It follows, therefore, 
that a large proportion of aluminates, and hence usually high 
sulphates, make cements of greater early strength and, on at 
count of the corresponding decrease in the silicales, lower 
ultimate strength. Moreover, the strength in the early periods 
of hardening, due to the aluminates and sulphates, is apparently 
not permanent in character, but is soon lost, the action being 
somewhat in the nature of a veneer on the true strength. The 
diagram (Fig. 42) rather crudely illustrates the idea, it cot be- 
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Fra. 43. — Dit^ram lUustratiag the Hardening of Portland 
CemeDt, Measured by Tensile SlreDgtii. 

ing intended to show actual values nor even the relative mag- 
nitude of one of the doited corves to the other, but only that 
the actual strength is the sum of the strengths of these sepa- 
rate ingredients. The reason for the frequently occurring loss 
in strength found in periods of from 28 days to i year can be 
thus readily explained. The subsequent retrogression will be 
discussed later in this chapter. Another important factor in 
producing high tests at early periods is an excess of lime, and 
this being the case, it frequently happens that to give good 
specification tests, a cement is produced so high in lime as to 
be unsound. For this reason, high tensile tests at 7 days are 
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often considered to be indicative of the presence o( an abnor- 
mal amount of lime, and have occasionally been excluded in 
specifications which place a maximum as well as a minimum 
on the seven-day neat, tensile test. 

Small amounts of magnesia, alkalies, etc., have little or no 
influence on the strength. Excess of these ingredients, or ab- 
normal amounts of lime and sulphates only affect the strength 
in affecting its soundness * since disintegration, either incipient 
or pronounced must vitally influence the resistance of the ma- 
terial. 

Effect of Age. — The effect of the age of cement prior to test- 



TABLE XXVIII.— Effect of SeasonJDg on ttia Teasile Strength of Portlaod 
Cemect. (Tests by the Author.) 

Am* of ' Tcntlla Stnurtb, Uw. ptr Bqnsn Itieh . 

Hlitan Ctment 24 7 sST 3 4 6 IS 

BtlonTMt bont* daji itn no*, moa. moa. mo*, 

fO"gi°»l 54" 739 ?« 77* 73* 7« 699 

I month SS3 717 769 769 743 762 -" 

Nsst i 3 raontllB 504 " ' " " 



" 485 623 673 680 661 701 670 

" 38a 531 613 6SS 659 639 67a 

" 345 50* 587 "503 60a 639 654, 

rOriginal 873 329 34* 33° 3SS 3*9 

I I month 143 302 339 339 336 34t 

I Cvment: 3 months 347 194 303 307 334 340 

3 Standard ^6 " 219 373 191 183 307 301 

guarti Sand 9 " 204 253 293 284 301 294 

167 241 aS9 243 *>i *93 

" 131 187 231 232 245 263 



ing is to lower the early strength and, if prolonged, the ultimate 
strength of the material. Cement, on standing, gradually ab- 
sorbs water and carbonic acid from the air, which first attacks 
the expansives such as free or loosely combined hme, then 
those iiiqTedients that give the early strength, and lastly, those 
responsible for the final hardening. A certain amount of stor- 
age, usually from a week to a month, is necessary to obtain 
a sound cement. Further storage gives a cement of lower 
strength in the early stages of hardening, but affects the values 
at later periods but slightly, iinless too much prolonged. When 
a cement contains a high proportion of sulphate^, the falling 

•See Cbapler X. 
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off in early strength is more pronounced.* Material from one 
to three months old will usually give the best results in 
practice. 

Table XXVIIT. gives the results of a series of tests made 
by the author to demonstrate the effect of age on the strength 
of cement. The tests were made on a rotarj-kiln Portland 
from the Lehigh Valley district, which was about a month old 
when the first tests were made, and so was seasoned sufficient- 
ly to be entirely sound. The cement was kept in its canvas 
bag in the ordinary air of the laboratory, and at intervals tested 
with the resiihs shown. 

Effect of Fineneu. — The effect of increased fineness is, gen- 
erally speaking, to increase the strength of sand mortar, and 
to decrease that of neat cement. It seems natural that the 
finer a cement is ground the more readily it will be acted upon 
by water, hence becoming more effective, while the interior 
of the coarser particles remains practically inert. The finer 
cement is, therefore, more active, and in a sand mortar will 
cover the surfaces of the sand grains more thoroughly, and 
thus will give higher values. The reason for the lower strength 
of neat briquettes is less apparent, but may be explained by 
the fact that the coarse particles give a coherence to the mass 
in furnishing something to which the finer particles can adhere, 
and that in breaking, rupture takes place around these parti- 
cles rather than through them, thus increasing the area of 
the breaking section, as is the case with sand briquettes. An- 
other possible reason may be that in the coarser cement the 
particles are better graded, and may pack more closely, thus 
giving a denser mass. 

It also follows that, because it is more readily acted upon 
by water, the finer cement will attain its ultimate or highest 
strength at an earlier period than the coarse one. 

The effect of fineness on tensile strength may be clearly seen 
in Tables XXIX. and XXX. 

The fact that the coarse particles of cement remain practi- 
cally inert, even after long periods of time, may be proven by 
regrinding old briquettes and remoulding them, or by fasten- 
ing together with a rubber band the broken halves of a neat 
briquette made from a coarse cement, in either of which cases 
it will be found that considerable strength is developed. 
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Efleot of EnTironment. — The environment of the cement prior 
to testing exerts less influence on the strength than on the 
time of setting. High or low temperatures have little effect, 
provided the sample is brought to normal when the test is 
made. Excessive dampness is equivalent to a longer period of 
seasoning, provided it is not sufficient to cause actual hydra- 
tion. 

The ternperature at which the briquettes are made exerts 
a somewhat greater influence, but for the ordinary ranges oc- 



TABLE XXX.— The Effect of Fineoess on Tensile Strength of 

Portlaad Cement. 

(A Short Series of Tests bj Ibe Author.) 

""• '**"' T™»t*d ^ ^g,,^ 7 ^, 3^ 

I. Neat cement. . . ai,o 54" S9 

a. Neat briquettes of material passing No. 200 sieve 33. o 481 50 

3. I— cement : 1 part standard quartz sand 13. 1 479 6j 

4. I — Nq. 3 materia] : i " " " " ia.4 456 68 

5. I— cement : 3 parts ■• " " 10.3 338 50 
o, I— No. 3 material : 3 •' '■ " " 10.6 413 53 
J. I — cement : 3 " " " '* 9-4 tCq 34 
8, I — N(x 3 material 13" " " " 9.7 383 35 
q. I — cement ;3 " bar sand 9.6 no 16 

10. I — No. 2 material 13" " " 9.8 181 31 

(Cement in which the material retained on the 

' (No. 3ooBieve«aarepUcedby sand of same size 17.6 493 55 

11. I — part No, II material : 3 parts standard 

quartz sand 9.0 164 33 

13. Cement passing No. too and retained on No. 3ao 



. Cement passing No. 50 and retained o: 



ament;— Ko. 6O-0.0%i No. 100-9.3%^ Mo. 200— 24.8' 
Bueh vmloe mTence o( 9 briqwttH. 



curring in the laboratory ihe effect is practically negligible. 
In regard to lower temperatures, Sabin* says: "It appears 
that the briquettes made in a low temperature (34° to ^y° Fahr.) 
are usually stronger than those made in the ordinary tempera- 
ture of 65° to 68° Fahr." The table of tests accompanying 
this statement, however, shows the differences to be but slight 
and not altogether consistent. It is advisable, nevertheless, to 
keep the temperature of the laboratory as near 70° Fahr. as 
practicable. 

•In ■■Cement and Conprple.' by L. C. Sabio. 
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THE FOBUKO OF BSIQVETTES. 
Aittoiuit of Miriiis Water.— Tables XXXI. and XXXII. shov 
the effect of different percentages of mixing water on the ten- 
sile strength of neat and sand briquettes. For the ranges that 
are practicable for purposes of testing, it will be found that for 
early periods, dry briquettes give the higher values, but that 
ultimately the wetter mixtures generally equal and occasionally 
even exceed them. As stated in Chapter VIII., it has been 
shown that different cement mixtures have more nearly similar 
properties when mixed to the same degree of plasticity ihan 
when mixed with a fixed amount of water. The amount of 



TABLE XXXI.— Effect of VarTing Percentages of Water on tbe Strength 

of Portland Cement. (Test* from paper on tha " Tnosile Strength of 

Cement," by E. S. Lamed, Proc. Am. Soc. Test. Mats., 1903.) 

B__a ' &^SSi ■"«5^~' ' TwnltaStninth . 

""^ W»tm No. No, No. u-^i Hmtt 9* ? « 8 6 IS 



A 13 a I 7.0 1S.0 13 370 366 775 Sj9 1067 89a 833 

14 18 303 404 7S0 891 972 853 781 

16 33 327 363 603 735 844 806 733 

18 IS 383 308 570 733 785 738 734 

10 56 703 225 S90 718 760 674 636 

33 53 833 166 554 649 731 643 604 
14 188 gi8 42 51a 691 695 633 574 

B IS 0.15 5-4 ai.a la 207 371 655 875 «i To 787 

16 39 397 303 750 973 1008 735 816 

18 So 3S5 260 649 773 831 64s 748 

ao 142 40a 233 500 693 ;i6 6ji 676 

aa 368 473 184 546 635 658 601 589 

34 337 912 167 539 649 644 629 755 

NOTB.-Xich Talin !■ Avansa of Six Brlqn*ltM. 

water required to bring different cements to the same consist- 
ency varies with the composition, age, fineness, etc., so 
that the proper amount must be determined experimentally in 
each case. Methods for determining normal consistency have 
already been discussed,* and either a consistency obtained by 
the ball method, or that recommended by the Committee of 
the American Society of Civil Engineersf will give good results, 
although the former will be found somewhat easier to manipu- 
late. Whatever consistency be adopted, it is advisable to use the 
same for both time of setting and neat briquettes. . The use of a 

•See pxii ea 
tSee Appendix A. 
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fixed percentage of water tor all cements, such as is given in the 
specifications of the U. S. Army Engineers* is incorrect in theory 
and difficult in practice. The average Portland cement requires 
about 20% of water to bring it to the consistency required by 
the ball method, and about 21% for the Am. Soc. C. E. Com- 
mittee method. 

One great advantage in the use of wetter mixtures is that the 
moulds can be filled more uniformly by hand, since it is almost 
impossible to compact very dry briquettes similarly ; but, on the 
other hand, the wet briquettes are difficult to manipulate prop- 
erly, are liable to shrink in the moulds, and often contain large 



TABLE XXXII.— Effect of Variation* in the Coniistancy of Mortar on the 

Stnngth of Portland Cement. 

(From Sabin's "Cement and Concrete.") 

Putt Stnii lo : Ttnille Slranrth. Pound* per SaoiT* Inch, . 

1 Csmeat tor Coniiitans; Hnmbet 

byWei^t 19S4D6789 

o 608 63s 763 744 708 707 7*9 685 ... 

1 513 543 6«8 S88 594 6i3 5^ 5^6 538 

' 429 .-. 447 398 393 38* -.. 

3 ■ . ; *89 ... 3*3 3*9 310 ... 379 ... 

5 108 . . . 130 »oi 189 . , , 167 

All TMt* ni*d« Bt S MoDthi. 8«id-Cniihsd QnsrU 

Coulitaneji ( 1.— Terji Dij; Uttle or no HoltCnn AppMnd 

ainlflcaDM at Mnmbm: i 5.-~Abont PiDiwr ContlitenFT tor BrtaoWlei. 
JnaraulncPtr Drat. Watar O.-Tarj Holit: MorUTwonld bmnlyHold 8hap*. 
tJaadforHlsharMnmban: I. and Stiruk In Moolda In Hudanlng. 



air bubbles which arc responsible for low results. The normal 
consistency recommended gives neither the highest nor the most 
uniform values, but is an excellent mean between the two, and 
at the same time is most convenient for manipulation. 

In mixtures of cement and sand, the amount of water re- 
quired to produce normal consistency is much more difficult to 
obtain. It is practically impossible to determine its consistency 
by direct measurement, the mixture being too incoherent for 
the use of the ball method, and the sand grains not permitting 
of determinations by penetration. Since the practice of using 
a fixed percentage of water for any mixture is just as incorrect 
for sand mortars as for neat pastes, although the effect is not so 
great, recourse must therefore be made to a formula by which 

•Sea Appendli D. 
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the proper amount of water may be found, if the neat consistency 
has been determined. 

Several of these formulas have been proposed, although no 
one of them can be recognized as a standard. Feret's formulas 
are among the best known, and were evolved empirically from 
the plotting of curves representing the average judgment of 
several operators. These formulas are: 
For mortars of plastic consistency: 

E = — NA + 60 
and for mortars of dry consistency : 

E = — NA+45 

in which E = weight of water in grams required for one kilo- 
gram of dry mixture of cement and sand ; 
N = weight of water in grams required for one kilo- 
gram of neat cement; and 
A = weight in kilograms of cement in one kilogram 
of the dry mixture. 
The first formula gives the consistency generally used for 
hand mixing, while the second gives a consistency suitable for 
mechanical apparatus such as the Eoehme hammer. While the 
first formula is well adapted for the average range of practice, 
it will be found that the extreme values are in considerable error. 
Moreover, it is impossible to vary the formula consistently for 
the use of different sands. 

The author has attempted to evolve a formula filr the con- 
sistency of sand mortars from purely theoretical considerations 
biit was unsuccessful, the great difficulty being due to the vary- 
ing void spaces in the different mixtures. However, by slightly 
altering the form and by introducing empirical constants, a 
formula was evolved which has given entire satisfaction in prac- 
tice for over three years. 

The formula is 

_ 3 N + 5n + r 
'^ ~ 4 (n + 1) 
in which 

x = per cent, of water for sand mixture; 
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N ^ predetermined percentage of water required to bring 

neat cement to normal consist en cj ; 
n =: parts of sand to one of cement by weight ; 
S=^a constant depending on character of sand and consist- 
ency desired. 
The empiric constants used in this formula were obtained from 
the results of almost 2,000 tests covering the greater part of one 
winter's experimental work. 

This formula has the advantages of being applicable to any 
mixture from i : i to i : 5, is adaptable to any sand, and may be 
altered to give any desired consistency. For ordinary processes 
of hand moulding, the constant S becomes 30 for standard 
quartz sand, making the formula read : 

3 (N + 10 n) + I 
4 (n + 1) 

the values for which are given in Table XXXIII. 

For Ottawa sand, 3^25, while for the bar and bank sands 
ordinarily used in construction, S varies from about 27 to 33. 



TABLE XXXIII. 


—PerccDtagea ot Water 


to Uk 


1 iD Mixtures ot Cement 




and Standard Qoarti Sand 


-Based on 


Formola. S. 


4 (n + 1) 


Neat 


1.1 


1-3 


1-3 


It 


1:S Nut 


11 


1:3 




1:4 1:9 


'5 


9S 


S.S 


8-5 


8'3 


8.Z x6 


13-6 


II.6 


10.6 


10.0 9.5 


16 


9-9 


91 


87 


8.S 


8.3 17 


I4-0 


II.S 


.08 


IO.I 9-7 


17 


SI 


9-3 


8.9 


8.6 


8.4 »8 


14-4 




10.9 


10. J 9.8 


18 


96 


9-1 


8.8 


8-S 39 


t4.8 


13.3 




10.4 9-9 


'9 


H.O 


9.8 


9.3 


8.9 


8.7 30 


'S-i 


13.6 


"■3 






"i 




9-4 


9" 


8.8 31 


'5-5 


n8 


ii.S 


10.7 I0.3 
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9.6 


9* 


8.9 3* 


IS9 


«3ii 


II.7 


10.9 '0-3 




12.1 




9.8 


9-4 


9.0 33 


16.3 


t33 


11.9 


ii.o 10.4 


'3 


K-S 


ia8 




9-5 


9.a 34 


i6.e 


"36 




11.3 las 


*♦ 


ia.9 






9-7 


9.3 35 


17.0 


138 


la.j 


1 1. 3 '0.7 


"5 


13-3 


11.3 


ia4 


9-8 


9 4 36 


i?.4 


14- 1 


13.4 


11.5 10.8 



If it is desired to use a somewhat drier consistency adaptable 
for use with mechanical moulders, S may be reduced to 26 or 27 
for standard quartz, and to 21 or 22 for Ottawa sand, and it will 
be found that the consistencies obtained are practically uniform 
throughout the entire range as given in the table. In routine 
testing with standard quartz sand the values given in TaBle 
XXXIII. will be found convenient and satisfactory. 
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Temperature of TSinag Water.— For the ordinarj ranges liable 
to occur in a laboratory, the temperature of the mixing water 
has little if any effect upon the strength. Extremely cold water, 
however, will retard the process of hardening, and hot water 
accelerate it, but it requires a very decided variation to affect 
the results appreciably. It is advisable, nevertheless, to insure 
against error by always using water as near to 70 degrees Fahr. 
as practicable.. 

Parity of Mixing Water. — Small amounts of salts in solution 
or impurities in suspension generally have but little effect on the 
strength. Care, however, should be taken that the water is 
neither acid nor strongly alkaline. Water from the storage 
tanks is often very alkaline, and, if used in mixing, may have an 
appreciable influence on the results. Sea-water should never 
be used in routine tests, although M. Alexandre* states that 
there is little difference in the strength of mortars gaged with 
fresh and with salt water. Suspended mineral or organic matter 
in sufficient quantity may introduce errors of no small mag- 
nitude, especially in tests of sand mortar. 

Sand. — It is scarcely within the province of this book to enter 
in detail into the effect of different varieties of sand on the 
strength of the resulting mortar.f It will be sufficient to state 
that ordinarily a rather coarse sand will give higher resuhs than 
a finer one, and that a sand whose grains are graded in size will 
surpass either one, and furthermore that the differences in 
strength caused by the use of different grades of sand may 
amount to as much as 200 or 300 pounds. For purposes of 
routine laboratory testing therefore, it is necessary to employ a 
standard sand, if the results obtained in different laboratories 
are to be at all comparable. 

The sand commonly employed in the United States for cement 
testing is artificially prepared crushed quartz, sifted to pass a 
sieve of 20 meshes to the lineal inch and to be retained on one 
of 30 meshes. The use of this sand was proposed in 1885 .by 
the Committee of the American Society of Civil Engineers. As 
sold, the sand is never sifted clean, and therefore must either be 

•ADQBles dM Fonts at CbausBeea, 1890. 

tFor GomprebeDsIve data on Ihe etttst al the sranulomeCrlc composlllon a( 
ekndB on ttta strengtlk at mortsT, the reader i« referred to "Cement mi Cod- 
crete." by L. C. SnblD: "Concrole— PlBfn and Reinforced," by F. W. Taylor 
and S. E. Thompson; "Cements, Mortars and CoQcretes." by M. 8. Fftik, and 
"UaterlalB ol Conitmctlon. " by J. B. JobnMQ. 
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sifted again in the laboratory, or else the sand as sold must be 
required to pass a limiting specification. It has been the author's 
practice to specify that not more than 3 per cent, of this sand 
shall cither pass the \o. 30 sieve or be retained on the No. 20, 
and then, if fulfilling these requirements, to use the sand as 
received without further sifting. 

• Although, if sufficient care be exercised, this sand may be 
procured of very uniform character, there are nevertheless 
several serious objections to it — the angular character of the 
grains which make it difficult to compact the mortar closely, 
the high percentage of voids (40 to 45 per cent.), and the ex- 
pense and occasional difficulty of procuring it. 

For these reasons, the later Committee of the American 
Society of Civil Engineers has recommended the use of a 
natural sand from Ottawa, Illinois, sifted, as with the crushed 
quartz, to 20-30 size. This is a pure sihcious sand, having grains 
almost spherical in shape, a void space of 30 to 35 per cent, 
and may easily be compacted into a dense mortar. Briquettes, 
broken at 7 and 28 days, made of one part cement to three parts 
of this sand will average from 20 to 30 per cent, higher than 
those made similarly from crushed quartz. If this sand is em- 
ployed therefore, the specification requirements for mortar 
briquettes should be increased by 20 or 25 per cent. Although 
Ottawa sand has several advantages over crushed quartz, its use - 
at the time of this writing is by no means general, chiefly for the 
reason that the majority of the present data on cements, and also 
the greater number of existing specifications, are based upon 
results obtained with crushed quartz. 

For field laboratories situated in places where it is difficult 
and expensive to procure either of these sands, it is permissible 
to employ a local sand, which has first been carefully tested in 
comparison with the standard sand on which the specifications 
are based. The sand should always be sifted to a definite size, 
preferably 20-30, since every natural sand varies considerably in 
different parts of the bed. 

The sieves for sand testing should be carefully calibrated in a 
manner similar to those used for testing the fineness of cement,* 
and the wire should be of the following sizes: No. 20, 0.0163 
inches; No. 30, 0.0112 inches. 
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The standard sands of England, France and Germany are 
natural sands occurring in definite localities, and sifted to a size 
nearly equivalent to 20-30. In France a compound or graded 
sand is also employed in certain tests. German normal sand 
gives results averaging 5 or 10 per cent, stronger than crushed 
quartz. 

Form of Briquette. — The standard American form of tensile 
briquette is shown in Fig. 43. This form was adopted by the 
Committee of the American Society of Civil Engineers in 1885. 
and endorsed by the later Committee except for the rounding 
off of the corners, which makes it more easy to fill, handle, and 
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Fir,. 43. —American Standard Form of Briquette, 
remove from the moulds. The standard English briquette* is 
practically identical. Each has a cross section of one square 
inch. The objections to this form of briquette are first, 
that the angle between the bearing surfaces is too small, 
thus inducing lateral compressive and cross-breaking strains; 
secondly, that the reduction in area at the least section is in- 
sufficient, and also that the distance between the least section 
and the plane of the bearings is not great enough to ensure an 
equal distribution of stressf in the former. 



■See Pis. 140. Appsndli 
'For a matbemBtlml d' 
OD at s briquette, see Jobneon'i 
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The German standard briquette (Fig. 44), also adopted as the 
French standard, having an area of 5 square centimeters at the 
breaking section, is superior to the American form in the angle 
of the bearing surfaces, but, on the other hand, has too sharp a 
reduction of area at the least section, which, while it insures all 
breaks occurring in that place, makes the distribution of stress 
very unequal and hence gives lower values. The more clumsy 
shape is another factor in its disfavor. Comparative tests show 
that the American form of briquette gives results 10 to 20 per 
cent, higher than the German. 

While the defects of both of these briquettes are well recog- 




FiG, 44. — The Standard Form of Cemeol Briquelte Used od 
the Continent of Earope. 

nized, it is doubtful whether they will be altered for some time 
to come, on account of the expense, difficulty, and confusion 
necessarily following such a change. 

Xonlds. — Moulds for tensile briquettes. are made almost uni- 
versally of brass. Cast iron is occasionally used, but moulds of 
this material soon rust and become unfit for use. 

Moulds are made either single or in gangs of three, four, five, 
and even ten, but when over four or five are, however, unwieldy 
and expensive to handle and maintain. Gang moulds of three 
and tour will be found to give the best results in practical work, 
and are the most economical. Single moulds are filled com- 
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paratively slowly, even under the most expert manipulation, 
while larger gangs must either be very heavily made or else 
will soon spread in the center, thus destroying the accuracy of 
the cross-section. Large g&ng:5 
are usually provided with one 
or more clamps or bolts in the 
middle, but these require time 
to manipulate and make the 
mould awkward to handle. A 
plain mould 3J ins, wide in gangs of three or four will main- 
tain its shape without spreading for several years. To give ad- 
ditional rigidity, the sides of the moulds are sometimes channel 
shaped, and although wider and hence stifFer are somewhat 
lighter. The additional width, however, makes handling the 
mould more awkward, and, for routine work, it is believed that 
httle is gained by their use. 
The clamps holding the two parts of the mould together are of 



Fig. 45. — Briquatte Moulds. 




Fic. 46. — Type of Briquette Mould Recommended by the A. S, C. E. Committee 

several forms. The screw clamp shown in Fig. 45 admits of 
greater rigidity, but is very clumsy in manipulation and requires 
unnecessary space in the damp closet. The end clamp used in 
the form of 'mould recommended by the Committee otthe Amer- 
ican Society of Civil Engineers (Fig. 46) is simple and" very con- 
venient. Fig. 47 shows another form of end clamp which is 
neither as simple nor as easily operated as that of Fig. 46. When 
end clamps are used, thej should always be fastened to the same 
half of the mould as in Fig, 46 and never opposite each other 
like those of Fig, 47. The two halves of the moulds are either 
hinged together at one end, or made separately and fitted to- 
gether over dowel pins. Either type may be used for single 
■moulds, but the halves should always be separate in gangs. 
After much experimenting the author has adopted the use of 
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the form of mould shown in Fig. 46 made in gangs of three and 
tour. In filhng and turning over, there are no clamps to get in 
the way, and in {facing them in the damp closet, they can be 
packed very closely together and can be stood on their sides. 
In removing the briquettes, ihe moulds are placed side by side 
and the clamps all loosened together by two or three blows with 
a flat iron bar. 

They are cleaned by first scraping the sides with a six inch 
pointing trowel ; the halves are then separated and placed side 
by side along a table, the briquette holes forming long grooves 
along the line. The inner surfaces are then cleaned all at once 
by first scraping them with an iron bristle brush of the kind 
called a "sink scrub brush," and then by rubbing with a piece 
of oily waste. Every other half is then placed on its mate, and 
the clamps fastened by knocking them down with the iron bar 



Fio. 47. — Another Form of Briquette Mould 

previously described. The moulds used for making 200 
briquettes may by this meihod be cleaned by one man in about 
half an hour. The life of a 3 or 4 gang mould used daily in 
this manner is about 2 or 3 years. 

Hethods of Hiziag and Uoolding. — In the uniform mixing and 
moulding of cement briqucitts is encountered the greatest dif- 
ficulty in the testing of cement, primarily on account of the 
great influence of the factor of personal equation. It is im- 
possible to describe on paper a method by which absolutely 
uniform results may be obtained unless such elaborate ap- 
paratus is employed that the method becomes impracticable for 
the ordinary laboratory. At best, therefore, any hand method 
produces results that are comparative among themselves rather 
than absolute. 

The first attempt in this country to prescribe a uniform method 
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for making briquettes was made by the Committee of the Amer- 
ican Society of Civil Engineers in 1885, and was as follows: 

"The proportions of cement, sand and water should be care- 
fully determined by weight, the sand and cement mixed dry, and 
the water added all at once. The mixing must be rapid and 
thorough, and the mortar, which should be stiff and plastic, 
should be firmly pressed into the moulds with a trowel, with- 
out ramming, and struck off level." 

On account of the man> obvious ambiguities in these rules, 
the later Committee in 1903 recommended the following 
method,* which is practically an elaboration of the preceding: 

"The material is weighed and placed on the mixing table, and 
a crater formed in the center, into which the proper percentaget 
of clean water is poured ; the material on the outer edge is 
turned into the crater by the aid of a trowel. As soon as the 
water has been absorbed, which should not require more than 
one minute, the operation is completed by vigorously kneading 
with the hands for an additional ij minutes, the process being 
similar to that used in kneading dough. A sand glass affords 
a convenient guide for the time of kneading. During the opera- 
tion of mixing, the hands should be protected by gloves, prefer- 
ably of rubber," 

"The moulds should be filled at once, the material pressed in 
firmly with the fingers and smoothed off with a trowel, without 
ramming; the material should be heaped up on the upper sur- 
face of the mould, and in smoothing off, the trowel should be 
drawn over the mould in such a manner as to exert a moderate 
pressure on the excess material. The mould should be turned 
over and the operation repeated." 

A method employed by several laboratories for mixing is, 
after the water has been added and absorbed and the materials 
formed into a pile, to take a large trowel and starting from the 
edge to work through.the pile, scraping it down little by little 
with the edge of the trowel under slight pressure. This, how- 
ever, requires the expenditure of considerabk time (to reach 
the same degree of plasticity about twice as long as the knead- 
ing method), and experiments by the author have shown it to be 
productive of less uniform and accurate results. For very quick 
setting cements the method is almost impossible. 
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■ Mr. Sabin* recommends for mixing the use of an iron box 
with a sloping bottom, in which the mortar is worked with a 
hoe. "The box is 2 feet 7J inches long, 6 inches wide at the 
bottom, and at the center is 6 inches deep. The level part of the 
bottom is 3 inches bj 6 inches, and from this level part the in- 
clined portions of the bottom slope up toward the ends at an 
inclination of about 22^ degrees. The sides of the box extend 
below these inclined planes to give a level bearing for the box 
when in use. It is also well to have the sides flare enough to 
give a width of 6J inches at the top to prevent the hoe from 
becoming wedged. A 'German clod hoe,* which is strong and 
heavy, yet a trifle flexible in the blade, is used in connection 
with the box." 

"The weighed quantities of the dry ingredients being put in 
the box and well mixed, the measured volume of water is 
added. Two minutes of hard work, in which the operator may 
put all his strength, is sufficient to bring the mass to plasticity 
if the amount of water added is correct." 

The author has experimented with this box at some length 
and found it crude, tedious, awkward, and no better than hand 
methods in regard to the elimination of personal equation, 
although Mr. Sabin says "A return to the trowel and slab method 
of mixing is not likely after a trial of this simple device." It is 
improbable, however, that a device of this sort would ever take 
the place of the simple and effective hand methods generally in 
vogue. 

The standard methods of the United States Army,t following 
German practice, recommend filling the moulds by tamping 
with a hammer. It is not believed, however, that tamping 
methods, unless mechanical, secure any greater uniformity of 
results than compacting under hand pressure, and the objection 
of the time required for this process is a serious one. Filling 
briquette moulds under blows from s hammer is a very un- 
common practice in this country. 

Many other methods of hand mixing and moulding are em- 
ployed here and there, but none have any recognized status. 
The trend seems to be more and more to adapt the hand knead- 
ing process, and in following the only recognized standard 
. io«. 

ira. U. a. Ann)'. 
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method of the United States, to arrive at greater uniformity both 
in methods and results. 

The Aathor'i Hethod. — The method outlined by the recent 
Committee of the American Society of Civil Engineers has been 
used by the author for several years except that a slightly drier 
consistencj (determined by the "ball" method) is taken, and the 
mixing is only continued for one, instead of ij minutes, and after 
repeatedly experimenting with many other methods and varia- 
tions, this method has been found to be the most efficient in 
routine work. It is not claimed that different operators in dif- 
ferent laboratories can obtain even substantially similar results, 
but a single operator, or several working together can, when 



Fic. 48. — Scales for Cement. 

employing this method, soon duplicate their results with consid- 
erable accuracy, and can day after day make uniform and accur- 
ate tests. The speed of making briquettes in this manner is 
probably greater than in any other, which is a most important 
consideration in routine work. 

On a scale (Fig. 48), sensible to j a gram, are first weighed 
1,000 grams of the ingredients, this quantity being just suffi- 
cient to make eigjit briquettes, and a convenient amount to ma- 
nipulate. The cement is formed into a crater and the pre-de- 
temiiiied quantity of water poured into the center. The author 
employs the normal consistency as obtained by the ball meth- 
od,* after one minute of kneading. It is essential that the 
kneading be always continued (or a definite time, since the plas- 
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ticity of the paste increases with the time of working, and it is 
believed that one minute of hard working is amply sufficient to 
obtain a uniform mixture. 

When sand mortars are gauged, the cement and sand are 
first thoroughly mixed dry (Fig. 49), by hand and trowel, until 
the pile is of a uniform cOlor, then formed into a crater, and 
the amount of water given in Table XXXIII. ,t poured into the 
center (Fig. 50). Material from the edge of the crater is turned 
into the center until the water is all absorbed, then the mixture 
is turned over loosely with the trowel two or three times to dis- 



Fic. 49.— Making Briquettes— M Wing Ihe Dry Ingredienia. 

tribute the wetted portions evenly, and finally formed into a 
rounded pile ready for kneading. A six-inch "pointing trowel" 
is the best form for mixing. 

The proper kneading of the mixture is extremely difficnlt to 
describe and yet is essential for correct manipidaiion. 1,000 
grams of material, alter the water is added and absorbed, form 
a pile which can just be comfortably covered with the two 
hands. The kneading is performed by placing the fingers 
across the pile and pushing the base of the hand towards them 
while exerting a downward pressure (Fig. 51). A fair idea of 
Ihe motion may be obtained if the reader will place his hands 
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on a table, arched so that only the ends of the fingers and the 
base of the hands by the wrists are touching, the thumbs off the 
table and crossed on each other above the back of the hands 
and the forefingers almost in contact, and then, without mov- 
ing the fingers, push the wrists quickly towards them, pressing 



Fio. 50.— Making Bri^uelles— Adding Ihe Waier. 



Fig. 51.— Making Briqne lies— Kneading. 

down at the same time. The movement of the wrists is re- 
peated five or six times without changing the position of the 
fingers; then the pile, which is now spread in a line across the 
direction of working is rounded, turned through 90°, and the 
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kneading repeated. The pile should be worked, rounded and 
turned about sixteen times in a minute. The downward pres- 
sure exerted should be about 10 or 15 pounds. 
In filling the moulds enough material to about half fill them 



Fig. 53— Making Briquettes— Filling the Mould. 



Fig. 55.— Makiag Briquettes— Com pacliag the Mortar. 

is first introduced and distributed evenK over the bottom with 
the fingers and thumbs (Fig. 52), but without exerting any ap- 
preciable pressure; this will be found necessary to make the 
mass of the briquette homogeneous. An excess of material 
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ts then placed in and on the mould, extending about half an inch 
above it, and pressed in firmly with the thumbs, without ram- 
ming. In filling a gang mould it Is turned to point away from 
;he operator, and then starting from the far end pressed with 
both thumbs (Fig. 53), 3 times in each briquette, once in each 
head and once in middle. The pressure exerted should be 
about 25 to jc pounds. The mould is then turned back through 
90°, an excess of material again placed on top, over which a 
trowel is drawn several times under a pressure of about 5 
pounds, each time cutting oft" more and more of the excess ma- 
terial until it is flush with the surface of the mould (Fig. 54). 



Fig. 54. — Making Briquettes — Troweliog the Surface. 

The material remaining on the sides of the top is then scraped 
off with the edge of the trowel, and the briquettes smoothed 
with two or three more strokes. 

The mould is then lifted from the table with a sliding mo- 
tion, turned over, an excess of material placed on the original 
bottom, now the top, and surfaced with the trowel as before. 
The moulds containing neat briquettes, after being surfaced on 
the first side, and lifted from the table, are placed on strips of 
glass 4 inches wide, J-inch thick, and of a length suited to the 
racks in the damp closet,* and are surfaced for the second time 
on these strips of glass, which are then placed in the damp 
closet. The moulds containing briquettes of sand mortar arc 
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surfaced both times on the mixing table and then placed in the 
closet on their sides. It is advisable to leave the briquettes in 
the moulds during the entire time they are in the damp closet, 
but, if necessary, they may be removed as soon as thoroughly 
hardened. 

The mixing of cement pastes and mortars should always be 
performed upon a slab of glass, slate or other non-absorbing 
surface ; glass will generally be found the most satisfactory on 
account of the ease of keeping it clean. A convenient mixing 




End EI«yQtion. SldS Elevation. 

Fig. 55.— Sketch of Mixing Table Used in the Philadelphia LalMratories. 
table for laboratory use is shown in Fig. 55, the mixing slab 
being of glass, and the top of the larger part of soapstone, A 
mixing slab may be placed on each end, if the volume of work 
requires the constant services of two operators. For small 
laboratories a plate of glass, two feet square and f-in, thick, 
fastened on an ordinary table is sufficient. 

The hands should always be protected by rubber gloves, when 
mixing cement, or the lime contained in it will, after a time, 
make them extremely sore ; and the paste also will get under the 
finger nails, from which it is often very difficult to remove. 
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XeohanioRl Hixing and Xonlding. — Many devices for the 
mechanical mixing and moulding of briquettes have been pro- 
posed, among the simplest of which may be 
mentioned ice cream freezers, milk-shake ap- 
. paratus, and sausage choppers, all of which 
have been tried for mixers, while many 
forms of presses and tamping devices have 
been employed in forming briquettes. 
One of the first of the mixing machines 
Fia. 56.-Faija-9 Mortar ( p; g) ^^^ designed by Henry Faija and 
Miiine Machine. , -,,,■, , ■ . . 

consists of a pair of paddles revolvmg m the 

mixing pan. The author has modified this machine (Fig, 57), 
adapting it to practical use in enclosing the gearing, thus pre- 




FiG. 57.— Improved Form of Mortar Mixer Designed by the Author, 
venting it from becoming clogged, and in making the mixing 
pan removable, thus much simpHfying the cleaning of the pan 
and paddles, which are brushed down with a bristle brush. The 
materials are placed in the pan, attached to the machine, turned 
20 times dry, then water inserted through a funnel and turned 
40 times. The mixing is very complete, but there is little of the 
working of the mortar necessary to the production of good 
results. 

Steinbruch's mortar machine (Fig. 58) is effective in working 
the mortar, which is accomplished by means of a wheel revolv- 
ing in a groove in the pan under which the material is forced 
by means of blades. A disadvantage of this machine, however, 



Digitizecoy Google 



TENSILE STRENGTH. 



12; 



is that the materials must first be hand mixed before being in- 
troduced. A combination of this machine with the preceding 
would give excellent and uniform results, if time could be af- 
forded tor so elab- 
orate a process. 

Of the briquette 
forming machines, 
that shown in Fig. 
S9, an American 
adaptation of the 
German Bbehme 
hammer, is one of 
the best known. In 
this device, a ham- 
mer of fixed weight 
e for Working 's made to fall on a 

disc placed over the 
mould containing 
the briquette. The number of strokes per minute is fixed, and the 
machine is automatical!} stopped at the end of a definite number 
of blows. The machine is also made in batteries of two, three 
or four hammers for the simultaneous treatment of several 
briquettes. 

Another simple device on the lines of a stamp mill and on the 
principle of the hammer form is shown in Fig. 60, The material 



Fig. 59. — BriqQetta Macbiac of the Hammer Type. 

is placed in a double mould, the upper being used as a guide and 
to hold Ihe excess material, and given a fixed number of blows. 
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Machines for compacting briquettes under static load are also 
employed. That shown in Fig. 6i, by turning the crank, applies 
a static load of either 250, 500, 750 or 1,000 pounds. When the 
desired load is reached, a clutch is automatically released and a 
second en^a^d which releases 
the load, although the crank is 
turned in but one direction 
throi^hout the entire opera- 
tion. Another machine of 
4,000 pounds capacity is illus- 
trated in Fig, 62, in which the 
load is applied and released 
by the hand wheel, and its 
amount indicated on the 
spring dial. 

The author has experi- 
mented at some lei^h on 
these different mixing and 
Fic. 60.— Briquette Machine of the Stamp moulding machines, and 
Mill Type. found that none of them is 

adapted to the requirements of routine testing. They require 
much more time to operate, and at best give results that are but 
a very slight improvement in uniformity over ordinary hand 
methods. Briquette formers operating under static load are ex- 
tremely unsatisfactory, it being im- 
possible to prepare a briquette of uni- 
form density even under a load of 
4.000 pounds unless made very wet, 
in which case great difficulty is expe- 
rienced in removing them from the 
machine. Hammer formers give bet- 
ter results, but are even slower to 
operate and are entirely impracti- 
cable where many tests are to be 
made unless several extra men are 
employed for operating these ma- 
chines alone. Moreover, the author's 
tests on the best of these machines 

gave a probable error in the results Fco. 61. —Machine for Forming 
of 3% gainst only 4% for hand Bciqueitea Under Static I.oad. 
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methods, so that the increased accuracy is disproportionate 
to the time expended. In routine testing, therefore, these ma- 
chines have no place. In experimental work, however, they may 



Fig. 62. — Machine for Forming Briquettes Under Sialic Load, 
be employed to advantage, a combination of the modified Faija 
mixer, the Steinbruch worker, and the hammer former giving 
the most uniform results. Figure 63 shows a battery of this 
apparatus as used in the Royal Testing Station at Berlin. 



Fig. 63.— a Batterr □( Mechaoical Briquette Formers in Iba Royal Testing 
Laboratory al Berlin, Germany. 
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STORAGE OF BBiaUHTTES. 
Environment During Setting, — It is common practice to place 
the cement briquettes, immediately after making, in a damp at- 
mosphere and allow them to remain there for 24 hours. The 
purpose of this procedure is twofold: — first, to insure greater 
uniformity, and second to prevent the briquettes, especially those 
made from neat cement, from drying out too quickly and thus 
developing shrinkage cracks, thereby greatly lowering the 
strength. Uniformity is gained by reason of the fact that all the 
specimens acquire their set under precisely similar conditions of 
humidity, which cannot be controlled in the outer air, and which 

TABI^ XXXIV.— Showing the Effect of Variations in the Time of Storage 

in Damp Closet on the Strength of A'a/ura/ Cement. 

(From Sabin's "Cement and Concrete.") 
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has been shown to have a great influence on the setting and 
hence early strength of the cement. Small ranges of tem- 
perature in the damp closet seem to aflect the strength but little, 
but endeavor should be made to maintain an even temperature 
of as near 70° Fahr. as practicable. 

The effect of duration of this treatment is shown in Table 
XXXIV., and generally is to increase the strength of the 
briquettes tested for short periods, especially those of neat ce- 
ment; the difference, however, is slight and disappears after 2 
or 3 months. The standard time tor storage in damp closets 
has been fixed at 24 hours, largely as a matter of convenience. 
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The author has, however, shortened this time to 21 hours, the 
briquettes being made from 11 to i o'clock every day, and re- 
moved from the damp closet at 9 o'clock the following morn- 
ing, thus giving time to mark the briquettes and clean the moulds 
before the briquettes for that day are ready to be made. The 
24 hour neat briquettes are replaced in the damp closet for 3 
hours. 

Figure 64 is a sketch drawing of the damp closet used in the 
author's laboratory. It is made of ij-in. soapstone. except the 



I* /?■ 




Fio. 64.— Sketch of Damp Closet Used in the Philadelphia Laboratories. 

doors, which are of wood covered with zinc, and is made in 
two sections for the reason that it was found that if the height of 
the closet was excessive the humidity varied considerably be- 
tween bottom and top. On the sides of each closet are fastened 
cleats, on the upper two of which rest the glass strips on which 
the neat briquettes are made, while the lowest pair of cleats sup- 
ports a wooden rack, on which the moulds containing sand 
briquettes are placed on their sides. The water is placed in the 
bottom part of each section. Each section will accommodate 
64 neat and 96 sand briquettes, and as many sections used as the 
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volume of work requires. The expense of tliis closet may be 
decreased by making it entirely of wood lined with zinc ; this will 
be quite good enough for any field laboratory, but will not give 
the satisfaction of the soapstone closet. 

A device employed in the temporary laboratory of the Atlantic 
Avenue Improvement of the Long Island Railroad was to utilize 
stationary laundry tubs simply by fastening cleats on the sides 
to hold the glass strips and, although somewhat inconvenient, 
this appeared to be entirely satisfactory as regards results. 

The use of some simple damp closet should always be required 
in even the most temporary of field laboratories. A damp cloth 
placed over the moulds may occasionally serve as a makeshift, 
but for regular work it is crude and inaccurate, unless given the 
most careful attention. If necessary to employ such a cloth, it 
should be so arranged that it never comes into contact with the 
briquettes and also that the ends of the cloth are placed in water, 
which prevents it from drying out quickly. 

Storage of Briquettes. — After briquettes have hardened 24 
hours in the damp closet, they are removed from the moulds and 
placed in water until ready for breaking. The chief reasons for 
storing in water rather than in air are that they are kept under 
conditions admitting of greater uniformitj and that the effect of 
the presence of injurious elements is more marked. Neat 
briquettes kept in air generally are stronger in the early periods 
and weaker in the longer periods than those kept in water. 
Sand briquetteh almost invariably are stronger in air (see Tables 
XXXV. and XXXVI.) 

The temperature of the water {Table XXXVII.) slightly 
affects the strength of the briquettes, especially for the first period 
of 7 days. M. Alexandre* found that briquettes stored in water 
at normal temperatures gave higher values at 7 days than those 
at low temperatures, but that at 28 days the conditions were re- 
versed for neat briquettes, and the sand briquettes gave almost 
equal values, while after 3 months no differences were apparent. 
The standard temperature is 70° Fahr. 

The water should never show an acid reaction, nor be ex- 
tremely alkaline. The gradual solution of certain salts from the 
briquettes soon makes the water strongly alkaline, and hence 
*"R«MarcheB EiperimMilalee sur les Mortlars Hydraullqasa. " 



DigilizocB, Google 



134 



PRACTICAL CFMENT TESTING. 



should either be kept running or frequently changed.* If 
running water is used the flow should be extreme!)' slow to pre- 
vent any possible washing action. It has been claimed that 
running water tends to produce low results after a year or two, 
but tests now over three years old made by the author have 
shown no appreciable difference between running water and still 
water changed every two weeks. 
The design of the storage tanks used in the Philadelphia 




ion- 5ia« CI«veitiori. 

Fig. 65,— Sketch of Storage Tanks Used in the Philadelphia Laboratories. 

Laboratories is shown in Fig. 65. They are made of \]^~m. so&p- 
stone supported on a steel frame work. Hot and cold water are 
fed through separate pipes controlled by valves to maintain a 
uniform temperature, and the rate of flow is sufficient to change 
the water in each tank every hour. The capacity of each tank 
is about 1,400 briquettes, and the author has 12 of these in con- 

*Ur. SiblD In "CMient and Concreta" atatea that tbe dlffvence In Btrnvtli ot 
neat and und brtauetlee nt natural rameat kepi In fr«sb and stale water majr 
amauDt lo ae much aa 40 to 00 per ceat. 
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stant use. Il has been suggested that baffle plates placed at in- 
tervals along the tank so arranged that the water flows over and 
under every alternate plate would be of advantage in preventing 
the water from flowing: across 
the top of the tank without 
running around the briquettes, 
but a long series of tests made 
by the author on briquettes 
stored at the top and bot- 
tom of the tanks showed no 
appreciable difiference, thus 

proving such plates to be un- p,^ «-P« tor Storing Bnq.ieu«. 
necessary. 

A more economical construction of these tanks, suitable for a 
temporary laboratory, may be made by building them of wood 
covered with zinc. If running hot and cold water is not obtain- 
able the> may be filled with a hose ; a good method in this case 
is not to use the uppermost tank except for water, which is first 
fed into it, allowed to acquire the temperature of the room, and 
then fed to the briquettes below, thus avoiding any sudden 
chilling. For a still cheaper equipment, pans similar to those in 
Fig. 66 may be used. The water in these pans should be changed 
not less often than once a week, while larger tanks may be 
changed every two weeks. 

Briquettes should always be placed in the water on their sides, 
never flat, so that the water may more readily circulate around 
them. 

Harking Briquettes. — The author marks the briquettes with 
their numbers by means of a soft lead pencil, when removing 
them from the moulds, these marks remaining perfectly legible 
for at least s years. 

Steel stamps are used in many laboratories, but it is necessary 
to place a thin strip of neat cement paste on the head of each 
mortar briquette to make the imprint visible. These stamps arc 
applied immediately after the briquettes are made. They require 
considerably more time for marking than the lead pencil, and 
" their use has no apparent advantage. 
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BREAEDTO THE BRiaiTETTES. 
Testing tfaohinei. — For breaking the briquettes, machines are 
employed to apply the load and to measure the force necessary 
to cause rupture. Exclusive of the form and arrangement of 
the clips holding the briquettes, the requisites for a good machine 
are that it shall apply the load at a uniform rate starting from 
zero, thai it shall be so arranged that the introduction of a sys- 
* — atic error is impossible, 
that it shall be adapt- 
r to rapid and at the 
e time accurate manip- 
ion. The common types 
hese machines used in 
United States may be 
ded into three classes : 
1: lever, shot and spring 
mce. The long lever 
hines are probably the 
;t accurate ; the shot 
machines have the ad- 
vantage of compact- 
ness and of operating 
[ without needing con- 
stant attention and 
hence are the most 

speedy; the spring bal- 
Fio. 67.— Ttie Olsen Hand Cement Tesling . ■ 

., .. ance machmes are nei- 

thcr particularly rapid 
nor accurate, but are the cheapest and probably best suited to the 
engineer, who makes but a few tebts at infrequent intervals. 

The Olsen and Riehle standard machines are the most gen- 
erally used of the long lever types. Figure 67 shows the Olsen 
hand power machine. The load is applied by means of a hand- 
wheel and lever, while the poise, moved by means of a hand- 
wheel and cord, registers the amount of stress applied. This 
design has many disadvantages, chief of which are that the stress 
is not uniformly applied, and second that the cord moving the 
poise ih not in line with the knife edge of the beam and hence 
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tends to pull it down, thus introducing a sysietnatic error of no 
small magTiitude. These objections have in a large measure 
"been overcome in the power machine, shown in Fig. 68. In this 
arrangement the poise is mechanically driven along the beam at 
a uniform rate, while the beam is balanced by the wheel in ihe 
center of the frame which applies the load, and which can be 
operated by hand or by power, preferably the former. When 
the briquette ruptures, an electric contact is broken, stopping 
the poise instantly. By means of the step pulley the load may 
be applied at six different rates 
of speed. 

The Riehle power machine 
( Fig. 69 ) is built on lines 
somewhat similar to the 
Olsen, and is described by the 
makers as follows : "This ma- 
chine is arranged for the stress 
to be applied to the specimen 
through belt and pulley, also 
by hand. Three speeds are 
obtained by shifting the belt 
on the cone pulley. A clutch 
controlled by the small handle 
starts and stops the movement 
of the screw; thus the belt can 
be run continuously. After the 
briquette is placed in position, 
this clutch is engaged and the 
screw applies the stress to the ^"^- 68. -The 01«i> Power-Driven C«- 

■_ wn. *i, u ■ ... ■"*■" Testing Macbine. 

specimen. When the bnquette 

breaks, the clutch is thrown out and the screw returned quickly 
to its original position by means of the hand-wheel under the 
clutch. The full capacity of the machine is registered on the 
beam, and no end weights or readjustment of the poise is neces- 
sary. The poise is operated by the hand-wheel near the beam; 
it is propelled by means of a screw and registers down to one 
pound. After the poise is moved out and the test completed, a 
lever which disengages the nut from the screw permits the 
operator to move the poise back to zero instantly." 
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Both of these machines are built of a capacity of 2,000 lbs., 
and both have attachments for making compression and trans- 
verse tests. The Riehle is also adapted for testing in torsion. 
While the general type of these two machines is very similar, it 
will be noticed that in the operation there is a radical difference 
in that the Olsen moves the poise at a uniform rate and balances 
it by hand application of the load, while the Riehle runs the 
screw appl>ing the load at a uniform rate, and balances the 
poise by hand. Since there necessarily is, in a geared ma- 



l'\ii 69 —The Riehle Cemem Teslmg MachJDe. 

chine, considerable lost motion, and also on account of lost 
motion in the clips, especiall) when rubber surfaces are used, it 
will be found that although the belt running to the machine 
moves at a uniform speed, the stress applied by the latter method 
is not uniform, but thai the rate increases with the stress, so that 
theoretically the former method is better. On the other hand, 
however, it is extremely difficult to apply the load in the Olsen 
machine at an absolutely uniform rate, especially in high testing 
briquettes, there being usually a more or less jerking motion 
which destroys the absolute continuity of the rate of stress. In 
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practice, therefore, there is but little difference in the accuracy 
obtained, or in the efficiency of these two forms. 

Since these long lever machines require power to operate them 
to the best advantage, occupy considerable space, and require 
more constant attention as well as some skill, a demand was 
created for a simple, automatic, compact device, requiring no 
power and little skill to manipulate. These conditions have been 
met in the "shot machines," of which the Fairbanks (Fig. 70) 
is the oldest and best known. The construction can be seen at 
once from the figure, and needs no further explanation. The 
sthod of operation given 
the manufacturers' cata- 
zvte is as follows : 
" Hang the cup F on the 
d of the beam D, See 
at the poise R is at the 
ro mark and balance the 
am by turning the ball 
Fill the hopper B with 
e shot. Place the bri- 
ette in the clamps N-N, 
(. using great care to 
I avoid eccentric- 
I ity. Tighten the 
' hand-wheel P suffic- 
iently to cause the 
F,G. 70. -The FairbMks Tes.iiB Macbm=. ^^^^^^^^^ team D to 

rise to tht stop K. Only enough pressure should be exe: ced to 
hold the beam firmly against the stop, not enough to transmit 
any strain to the specimen. Open the automatic valve J, so as 
to allow the shot to run into the cup F. At the point where the 
spout joins the reservoir will be noticed a small valve, by which 
the flow of shot may be regulated." 

"When the briquette breaks, the beam D will drop and auto- 
matically close the valve J. Certain cements stretch or give to 
such an extent as to allow the beam to strike the valve before 
the specimen breaks. If this should occur, carefully raise the 
end of the beam with one hand until it again touches the stop K ; 
with the other hand gently tighten the hand-wheel sufficiently to 
hold the beam in place, and again allow the shot to run. Under 
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no circumstances should the wheel be tightened before the 
beam has been lifted against the stop, as such action invariably 
causes the specimen to break, rendering an accurate test im- 
possible." 

"After the specimen has broken, remove the cup, with its con- 
tents, hanging the counterpoise G in its place. Hang the cup F 
on the hook under the large ball E, and weigh the shot, using 
the poise R on the graduated beam D and the weights H on the 
counterpoise G, The result will show the number of pounds re- 
quired to break the specimen," 

The catalogue then goes on to say : "It has several times come 
to our notice that many users of these machines have been in the 
habit of applying an arbitrary strain by means of the hand- 
wheel, adding this strain to the actual result obtained in the 
proper manner. As one young man expressed it : 'We apply 
pressure with the hand-wheel equal to about four hundred 
pounds, as the other way is so slow.' This is so obviously un- 
fair as to need no comment." 

In spite of this assertion, however, the author believes the 
"young man" is in the right, for the reason that in following the 
method of the catalogue, the raising of the shot bucket entirely 
releases the load and brings the stress to zero, then suddenly 
applies the whole load again and increases it to the point of 
rupture, thus entirely destroying the continuity of the increase 
in stress. Moreover, this readjustment must take place when the 
briquette has nearly reached its ultimate strength, and even if 
the bucket is let down slowly, the sudden application of the load 
is liable to cause premature failure, so that evidently it is more 
accurate to apply an initial load of 200 or 300 pounds than to 
make this readjustment, which is exactly equivalent to applying 
an initial load of over 500 pounds. The proper method of 
operating this type of machine therefore is to apply such an 
initial load that on rupture the graduated lever will have 
lowered to a horizontal position, and is almost touching the 
valve. 

This method, however, requires much experience and also a 
knowledge of about what value to expect from each briquette, 
so that even under the most favorable conditions it is not cap- 
able of precise determinations. This serious objection of 
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necessary initial stress has been overcome in the "Improved 
Fairbanks" machine, shown in Fig. 71 described as follows: 

"It is our regular cement testing machine equipped with a 
sub-base containing a worm and worm gear connected to an 
axis, which is threaded and passes up through the base and 
hand-wheel P into a block, and the latter connected to the lower 
clamp. The gear is actuated by the worm, the end of which 
is fitted to receive a key crank, passing through the front of the 
sub-base. A hook lever Y 
on the right hand end of 
the sub-base serves to dis- 
engage the worm from the 
gear, then the hand-wheel 
P may be used for rapid 
adjustment in returning the 
clamps to position to re- 
ceive the next briquette." 

"In operation, the bri- 
quette is placed in the 
clamps, and adjustment 
made by the hand-wheel 
P until the indicators are in 
line. By means of the hook 
lever Y the worm is now en- 
gaged with the gear. The 
shot valve is then opened, al- 
lowing the shot to run into 

the bucket, and the crank Fig. 71. — Improved Form ot Fairbanks 

is turned with sufficient Cemeni Tester. 

speed to hold the beam in equilibrium until the briquette is 
broken." 

A better method for practical operation is to adjust the lever 
as with the old machine to bear against the stop K, and then on 
those briquettes with which the lever drops too low, to engage 
the worm and float the lever with the crank. This may not be 
quite as accurate, but it avoids the constant attention of the 
operator, thus giving him lime to note the value of the preced- 
ing test, and to get the next briquette ready, while the test is in 
progress, thus effecting great saving in the time of operation. 
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The only systematic error of any importance in the operation 
of this machine is due to the fact that after the rupture of the 
briquette a small amount of shot escapes from the valve before 
it can be closed, and also the shot falling through the air is 
weighed in the bucket, although not effective in producing rup- 
ture. The amount, however, is very small, may easily be deter- 
mined by experiment, and can be either applied as a correction, 
or the beam so balanced that the error is compensated. 
The "Falkenau -Sine lair" shot machine (Fig. 72), sold by Olsen 
& Co., is similar in 
type to the Fairbanks, 
although operating 
somewhat differently. 
*"The load is applied 
through a system of 
levers by means of 
the weight shown on 
the extreme right. Be- 
fore starting a test this 
weight on the right 
is counterbalanced by 
shot held in the kettle 
on the left end of the 
same beam. To make 
the test the valve in 
the bottom of this 
kettle is opened, and 
Fio.7i.-TheFalkeMU-Smclair Cement Test- ^^ ^^^ ^*^°* escapes 
ing Machine. 'ts equivalent of the 

weight on the right 
hand end of the beam acts on the briquette. The cut off of the 
shot is affected by the upper grip striking the horizontal arm 
which extends just above it, and thus releasing the curved arm 
carried on the spindle immediately to the left, this curved arm 
in turn striking the valve and closing it. The small hand-wheel 
for adjusting the lower grip is arranged so that it will auto- 
matically slip on the adjusting screw as soon as a predetermined 
load has been applied to the briquette." 
The shot is weighed on a spring balance so graduated that the 
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load on the briquette is read directly. The advantages of this 
machine are the direct reading of the stress and the elimination 
of the errors due to the impact and weight of the falling column 
of shot; its disadvantages are the necessity of applying an initial 
load, the use of a spring balance which is less accurate and 
likely to introduce an undetected systematic error, and a rather 
complicated arrangement for closing off the flow of shot, liable 
easily to get out of order. 

The RiehJe machine (Fig. 73) eliminates the error due to 
initial loading by the 
use of a worm gear 
similar to that in the 
Improved Fairbanks, 
and, for stopping the 
flow of shot employs 
a piston valve, which 
is less easy to disar- 
range. Otherwise, it 
is very similar to the 
Falkenau-Sinclair. 

The capacity of the 
first two of these 
shot machines is t,ooo 
lbs., while the Riehle is 
made of both i.ooo 
and 2 ,000 lbs. capacity. 

An example of the 
spring balance type Fio. Jj—Shot Machine m Made by Riehle. 

of cement testing ma- 
chine as made by Riehle is shown in Fig. 74. The stress is ap- 
plied by turning the crank by hand and its amount indicated on 
the dial. The dial gauge has about an inch and a half of move- 
ment, and as it descends allows the wedge at the rear slide to 
drop and block the gauge and pointer from the shock of a 
sudden recoil at fracture, as well as leaving the register of the 
maximum load. The gauge is then relieved by means of the 
handle bar, the wedge withdrawn, and the pointer allowed to re- 
turn to zero. The capacity is either 600 or 1,200 lbs. as desired, 
Olsen and others make machines practically similar. 
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Several other forms of apparatus for test- 
ing briquettes have been designed, but 
none are in sufficiently general use to be 
considered. Of the forms of machine de- 
signed to test the tensile strength of cement 
using test specimens other than the nor- 
mal briquette, the Johnson ring machine 
(Fig. 75 ) is one of the best known. 
' The principle of operation is to burst 
an annular ring one inch high and half an 
inch thick by interior hydrostatic pressure. 
Such devices, however, although useful 
for certain classes of experimental work, 
are entirely impracticable for ordinary 
routine. 

In either a permanent or a field laboratory, the shot ma- 
chines will be found to be the most serviceable type for every day 
work, since they are quick to operate, have few parts to get out 



Fic 74.— Cement Tes- 
ter of the Spring 
Balance T^pe. 



Fio. 7S — Tho Johnson Cement Testing Macbim 
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of order, and give sufficiently accurate results. For experi- 
mental research, however, the long lever machines are prefer- 
able on account of their greater accuracy. The attachments 
for compressive and transverse tests are also a valuable feature 
of the latter type. The author uses a long lever machine for 
experimental, and a shot ma- 
chine for routine work, and 
believes this arrangement is the 
best for permanent laboratories. 
For the engineer makii^ only 
occasional tests, the spring [ 
balance type is cheap, occu- 
pies but little space, and gives 
a fair approximation of the 
true values. 

Form of Clip. — The standard 
form of clip (Fig. 76) recom- 
mended* by the Committee of 
the American Society of Civil 
Engineers has rigid bearing sur- 
faces of brass, i ){ ins. apart and 
}{ in. wide, this last distance be- 
ing shaped to fit the contour of ^ 
the briquette. A bolt i 
middle of the clip prevents the ' 
bearings from spreading. This 
rigid bearing is defective in 
that if there is any appreciable 
change in the volume of the 
briquette the contour of its 
sides and that of the bearings no ^'°\ ^~ 
longer agree and the bearing 
reduces to a line instead of an 
area, thus creating a greater tendency to breaking in the clip. 
To overcome this, many automatically adjustable bearing de- 
vices have been proposed, including roller bearings, conical 
bearings, adjustable plate bearings, pin-connected clips and 
several others. These devices when in good working order 
generally reduce slightly the proportion of clip breaks, but give 

*See Appendix A. 




—The Standard Form of 
Clip RecommcDdBd by the A. S. 
C. E. Comtnittee. 
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Strength values no greater than with the rigid form. The great 
objection to these adjustable bearings is the difficulty in keep- 
ing them clean and working smoothly, and if a small piece of 
cement becomes wedged in them, thus preventing freedom of 
motion, they are much worse than the rigid bearing. Roller 
bearings are especially objectionable in this particular, being 
easily clogged and then wearing flat. 

The use of cushioned clips has been frequently attempted 
by inserting strips of rubber, blotting paper or tin-foil, between 
the briquette and the bearing, but, although effective in pre- 
venting clip breaks, they give much lower strength values. 
Sabin* states that in a series of tests cushioned clips gave but 
86 per cent, of the strength of briquettes tested in bare clips. Tests 
by the author gave a smaller difference, but still an appreciable 
lowering of the strength. In routine work these cushions are 
annoying and unsatisfactory. 

The reason that briquettes break in the clips must be that 
cross-strains are developed, which cause premature failure, and 
furthermore, it is evident that the strength at the least section 
of the briquette should be greater than the result obtained 
from a clip break, because a stress of that amount has not pro- 
duced failure. Nevertheless, it is a fact that breaks in the clips 
average a greater strength than those breaking in the least 
section. Comparison of ihese values by the author on over 
i,ooo briquettes showed the clip breaks to average about 4% 
greater than those breaking normally. Sabin found this dif- 
ference to average 3J^, and says "this result is easily accounted 
for by saying that some of the briquettes that broke in the 
small section were made to do so by the cross-strain introduced 
by imperfect adjustment in the clips." This reason, however, 
seems scarcely sufficient. 

The standard form of clip will give' about 5 to 10 per cent. 
of chp breaks for neat cement briquettes, and almost none for 
sand briquettes. It is far the quickest and most convepient 
to operate, never gets out of order and will be found the most 
satisfactory for ordinary routine. The use of strips across the 
backs of the clips for purposes of adjustment has been found 
inconvenient better and quicker adjustment being made on clips 
open on both faces. 

■"Cement and CoDcrate," bj U C. Sablo. 



B, Google 



TENSILE STRENGTH. 



H7 



Great care should be exercised to see that the briquettes are 
properly centered and the bearings immediately over each other, 
Johnson* states that an eccentricity of i/i6-in. may reduce the 
tensile strength by as much as 15 or 20 per cent. 

Bate of Streu. — The more rapidly the load is applied to a 
cement briquette, as with all other materials, the greater will 
be the results obtained. The diagram (Fig. 77) gives the re- 
sults of tests made by Henry Faija in 1883, while Fig. 78 rep- 
resents a short series made by the author. The trend of both 
diagrams is seen to be similar. Both of these diagrams were 
based on tests of 
neat Portland cement 
briquettes only, but 
Table XXXVIII 
shows that the same 
law applies to bri- 
quettes of all composi- 
tions. The standard 
rate for many years 
has been 400 lbs. 
per minute, but the 
recent Committee 

Fig. 77.— Diagram UlnstratinK the Eifect °' \^^ American 
ot Rate of Application ot the Load on Society of Civil 
the TeQsile Strength of Cetneot. ( From Engineers has in- 
Faijas Tests-) creased this rate of 

applying the load to 600 lbs., which commends itself both for 
increased rapidity in testing, and also that, as shown by the dia- 
grams, small variations from the standard have less effect at 
the higher rate. Any testing machine should be carefully set 
and made to operate regularly at this fixed speed. In a long 
lever machine it must be remembered that it is the poise that 
must move uniformly, not the wheel applying the load. 

Wet Briquette!. — Cement briquettes must always be broken 
as soon as they are removed from the tanks and before they 
have commenced to dry out. Experiments have shown that 
this first drying out greatly lowers the strength, especially of 
neat briquettes, and that half an hour's time may appreciably 
affect the results. 
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No more than 5 neat, nor 10 sand briquettes, should be taken 
(at once from the tanks, and placed in air near the testing ma- 
chine. If the storage tanks are at some distance from the ma- 
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Fio. 78.— Diagram Illuatrating the Effecl of Rate of Application of StreM on tho 
Tenaile Strength of Cement, ( From Tests b; the Author.) 

chine, the briquettes ready for test should be kept in a pan 
filled with water placed conveniently near from which they can 
be taken 3 or 4 at a time. 
Mnmber of Briqnettet. — The number of briquettes to be broken 



TABLE XXXVIII.—Effect of Rate of Applying the Stress, on 

Tensile Strength. 

(From Sabin't "Cement and Concrete.") 

r^«ull« Strvncth. Poimdi par Squst^^ 
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7 and 14 days 
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Natural 
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7 days 
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. at each period depends upon the importance of the test, the ac- 
curacy desired, and the skill of the operators. In ordinary rou- 
tine, the author makes but 8 neat and 6 sand briquettes from 
each sample, breaking 2 neat briquettes at i, 7 and 28 days, 
and two sand briquettes at 7 and 28 days. If the average of 
these two values meets the requirements of the specification, 
or falls far below them, no other tests are made, but if the 
average is but slightlj below, especially if one test is over and 
one under, one, or if necessary, both of the remaining two 
briquettes are tested to corroborate one of the two values. If 
the additional briquettes are not thus needed they are stored 
and broken at later periods for the accumulation of data. The 
testing of so few briquettes is, however, only possible where 
the operators have attained a high degree of skill and accuracy, 
and is not advised for the ordinary laboratory. Generally, re- 
ception tests should be made on 4 or 5 briquettes for each 
period, which may be reduced to 3 or 4, as the accuracy of the 
operators increases. For experimental work, or where espe- 
cial accuracy is desired, as in a possible case of litigation, at 
least 10 briquettes should be tested for each period. If the 
number of briquettes to be made from any one sample is too- 
great to be made from one mixing and moulding, the briquettes 
for each period should be taken equally from egch mouldings 
that is, if 2 mouldings of 8 briquettes each are made, and 4 
briquettes are to be broken at 7 days, 2 should be taken from 
the first moulding, and 2 from the second. If gang moulds 
are used, and only one mixing is .made, then briquettes for 
■ any one period should be taken from different gangs and not 
from the same one. 

Average Talnes. — The result of the test is the arithmetical 
mean or average of the strength of the individual briquettes. 
Some writers claim that the highest value and not the aver- 
age should be taken as the result, but this is manifestly inac- 
curate tor the reason that the determination is not made to 
ascertain the greatest strength that the cement can develop, but 
the strength it will attain when treated in accordance with cer- 
tain fixed conditions, which is only represented by the aver- 
age. It is, of course, true that, most of the irregularities intro- 
duced by careless manipulation tend to lower,- rather than in- 
crease, the strength, but it, nevertheless, may well happen that 
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the highest value may also be the result of some abnormal con- 
dition and not be indicative of the true strength, 

Aoonraoy. — The accuracy of a test depends upon the skill of 
the operators in making uniform briquettes and upQn the num- 
ber of individual values from which the average is computed. 
The accuracy of a series of tests is determined by computation 
of the probable error* of a single determination and of the 
mean. A skilled operator should always work with. a probable 
error of not over 4 per cent, for a single briquette. Any test- 
ing in which the probable error of a single result exceeds 7 
or 8 per cent, is very inaccurate and is indicative of either gross 
Carelessness, or of the use of a poor method. An approximate 
method of stating the accuracy of a series of tests is b> means 
of the average departure from the mean which is the arithmet- 
ical mean of the individual errors. In cases where a long series 
of tests has been made to obtain a single result a method 
sometimes employed is to discard all values whose departure 
from the mean exceeds say 10 per cent, and then to average 
the remaining values for the final result. 

Thus supposing the 20 tests given in Table XXXIX. were 
made to determine the strength of sand briquettes at 28 days, 
all of them, apparently, being equally well made and broken. 
The mean value is 281 pounds; the probable error of one re- 
sult is 13.2 pounds, or 4.7%, of the mean, while that of the mean 
is 3,0 pounds, or 1.1%; the average error is 15.6 pounds, or 
5.5%. The probable error of the mean result is expressed by 
stating its amount with a plus or minus sign after the average. 
Thus to state that a cement has a strength of 281 pounds gives 
no indication of the accuracy of determination, but if it is stated 
that 20 tesiS gave a result of 281.0 + 3.0 pounds, the amount 
of dependence that can be placed on any value is positively 



• The probable enor U an error ot auoli a tkIds that OiS piobabllltr ol IM belBS 
«(oseded la equal to Ibe probabllltj ot ita not bsUiB eieeeled. nnm Uie prlnolplea ol 

tbn matmHl nrieaat aqQarea, the probable error o( »-•--■- -■-■ ■ — " — ■ ■ 

- .._ uoleaiialwelBbt,UooiPiniteato be 
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known. The method of correction by dropping values whose 
erior exceeds ten per cent, of the mean is also shown in Table 
XXXIX., by which it is seen that the average is changed from 
281.0 + 3.0 to 282.P+2.3 pounds. This series of tests is of 
but indifferent accuracy. 

TABLE XXXIX.— lllastrat ion of the Method o{ Compating Probable and 
Average Error, and of Correcting a Series of Determinalions. 
— Cottaet«d— 
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19- 29s 14 196 395 " 144 
20. 310 29 ' 841 

Total 5,6m> 313 7.3«4. 4.H3 '5^ ''3^ 

Origiital:— Liw, a 01 Heu 

Mean. 381.0 

Probable error ot one result 13.3 4-7 

Avera^ error 15.6 $•$ 

Total range 68.0 34.3 

Corrected;— 

Mean ?83.9 

Probable error of one remit 8.8 3.1 

" " " oaeaD 3.3 0.8 ' 

Average error 10.4 3.7 

Total range 41.0 14.5 

Of course, this method of stating accuracy and correcting 
results applies more to experimental work or other cases where 

extreme accuracy is desired. In ordinary routine the range 
in the values of 3 or 4 briquettes should not exceed 10%, while 

the probable error of a single value should not average over 
3J or 4 per cent. 
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The Tensile Strength of Cement. — On account of the many 
irregularities in the testing of briquettes, as well as the complex 
influences, both interior and exterior, operating upon the ce- 
ment, the curve of hardening of any one series of tests will 
present many apparent anomalies. The average values ob- 
tained in the Philadelphia Laboratories up to a period of one 
year are shown in Fig. 79, the curves of the neat and 1 13 sand 
briquettes being based upon an average of over 150,000 bri- 
quettes, while the other curves are based upon 300 to 500 
values each. The sag in the curve of the neat briquettes is plain- 
ly evident and the probable explanation of this condition has 
already been given.* After a period of one or two years the 



F:c. 7^.— The Average Streoglh of PortlaDdCemiDt. (FromTestsby ibeAathor.) 

values again begin to show retrogression from which there is 
no apparent recovery. This, apparently, is due to a change in 
the structure of the cement, for up to that time the fracture ap- 
pears dull and earthy, while later it becomes distinctly glassy 
and brittle, thus making more decided the effect of the irregu- 
lar crushing and cross-breaking strains that act in the least 
section of the briquette. It is probable, therefore, that the pure 
tensile strength is never developed after this change in struc- 
ture takes place, and hence the results show an apparent 
weakening although the real structural value of the material 
,is in no wise affected by the alteration. This action also is de- 
.veloped to a far greater extent in the small mass of a briquette 
than could take place in the large volumes of construction work. 
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and although often existing in apparently alarming proportions, 
it need never cause anxiet> as to the safety of the structure 
unless accompanied by a noticeable change in volume or by 
actual disintegration. 

There have been many formulas proposed by which the 
strength of cement at any period may be computed, it the values 
at 7 and 28 days are known, but they all assume that the rate 
of hardening progresses according to some definite law, and 
thus fall into such positive error that they fall little short of 
being absurd. 

It should be stated that both the first sag and final retrogres- 
sion in the curve of neat tensile strength is mucK more marked 
. in the case of cements manufactured by the rotary kiln process 
than in those made in stationary kilns, although there is but ■ 
little, if any, difference in the structural value of the two classes 
of material. The difference in briquettes of sand mortar is less 
apparent. 

Interpretation of Benilts. — Specifications for the tensile 
strength of cement usually stipulate merely that the material 
pass A minimum strength requirement at 7 and at 28 days, and 
the requirements, moreover, are so easily met that only a de- 
cidedly inferior cement will fail to pass them. It must not be 
understood, however, that the specification requirements should 
be raised, since many old and well seasoned cements which 
make the best material for service might then be rejected. The 
proper grounds for the judgment of the tests of tensile strength 
are four in number : — that both neat and sand briquettes shall 
pass a minimum specification at 7 and at 28 days; that the neat 
value at 7 days shall not be excessively great ; that there shall 
be no retrogression in the neat strength between 7 and 2S days; 
and that the strength of the sand briquettes between these 
periods shall increase at least 10 or 15 per cent. It must, more- 
over, be remembered that the sand test is the true criterion of 
strength, and no cement failing in these tests should be accepted 
even it the neat results are excellent. If the conditions are re- 
versed, however, the sand tests passing and. the neat fail- 
ing, it may be justifiable to permit the use of the material, pro- 
vided there is no accompanying indication of unsoundness. 

The reason that the. strength of cement shall satisfy a mini- 
mum requirement is obvious. The objection to .a high neat 
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test at seven days is that it usually indicates an over-limed ce- 
ment, which is practically certain to develop a decided retro- 
gression in 28 days, and is also more liable to unsoundness. 
An abnormal amount of sulphate of lime may also produce a 
similar effect. Portland cement tested neat in accordance with 
the method given and developing a strength in 7 days of over 
850 pounds should be looked upon with suspicion and gener- 
ally ought to be held for the 28-day test before allowing it to 
be used. Cement showing a retrogression in the strength of 
neat briquettes between 7 and 28 days is not necessarily of 
poor quality, but it may be considered as inferior to those giv- 
ing a good increase. On cements testing below 750 or 800 
pounds at 7 days, the lower the 7-day results, the more serious 
becomes any subsequent falling off in strength. If testing below 
700 pounds at 7 days, retrogression should mean rejection. In 
general, the greater the increase in strength between specifica- 
tion periods, the greater will be the strength ultimately attained. 
Thus one testing 550 and 700 pounds at 7 and 28 days is usually 
preferable to one testing 750 and 800. 

Cements failing to pass the sand requirements, or those not 
increasing in the sand strength, should not be accepted. Retro- 
gression in sand strength is indicative, in the majority of cases, 
of ultimate complete failure. 

A fair strength specification for Portland cement tested in 
accordance with the given method is 500 pounds for 7, and 
600 for 28 days, for neat briquettes, while those made of i part 
cement to 3 parts standard quartz should exceed 170 and 240 
pounds at the same periods. If Ottawa sand is used, the sand 
requirements should be increased to 200 and 280 pounds. On 
these figures material passing the 7--day tests and failing at 28 
days is unsafe, while one failing at 7 and passing at 28 may be 
accepted. Additional security may be obtained by specifying a 
maximum neat strength at 7 days (from 850 to 900 pounds), and 
an increase of 10 per cent, in the sand strength between 7 and 
28 days. 

One other point that must always be borne in mind is that 
cement has no absolute strength, but the strength is that de- 
veloped by a certain process of manipulation ; if, therefore, 
the process varies, the results will also. For this reason the 
method to be employed in obtaining the results should be a 
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feature of every strength specification. In many cases, after 
the rejection of a shipment, those furnishing the material have 
tests made by private laboratories and apparently disprove the 
original tests, but such tests deserve no consideration whatever, 
unless it be proven that the methods employed were identical 
in both cases and that both conformed to that stipulated in 
the specifications. An experienced operator may obtain al- 
most any result frcm any cement by changes in the manipulation. 
The following rules for the acceptance or rejection of ma- 
terial on the results of the tensile test represent safe and con- 
servative practice : 
At 7 days : Reject on a decidedly low sand strength. 

Hold for 28 days on low or excessively high neat 

strength, or a sand strength barely failing 

to pass requirements. 

At 28 days ; Reject on failure in either neat or sand strength. 

Reject on retrogression in sand strength, even 

if passing the 28-day requirements. 
Reject on retrogression in neat strength if there 
is any other indication of poor quality, or if 
the 7-day test is low — otherwise accept. 
Accept if failing slightly in either neat or sand 
at 7 days and passing at 28 days. 
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CHAPTER X. 
SOUNDNESS.* 

Defloition. — The soundness of cement may be defined as that 
property which resists any force tending to cause disintegra- 
tion or lack of permanency in the structure, and since, if such 
disintegration occurs, it is usually accompanied bj' change of 
volume, a sound cement is frequently termed "volume con- 
stant." This determination of "constancy of volume" or "sound- 
ness" is unquestionably the most important phase of the test- 
ing of cement, for although a sample may pass all the other 
tests with ease, if it is unsound, and will eventually disintegrate 
on the work, it is evidently worse than worthless for constructive 
purposes. 

Canau of UnaoiindneM. — The most important factor operating 
in a cement to cause unsoundness is an excess of lime, either 
free or loosely combined, which has not had opportunity to have 
become sufficiently hjdrated. The presence of this lime may 
be due to incorrect proportioning, to insufficient grinding of 
the raw materials, to underburning, to lack of seasoning, or 
to coarseness of the finished cement which prevents perfect 
hydration. Excess of magnesia or the alkahes and the pres- 
ence of sulphides are also sometimes responsible for disintegra- 
tion, while the presence of sulphate of lime may act in either 
direction, occasionally causing unsoundness, but generally tend- 
ing to make good an otherwise unsound cement, at least so 
far as laboratory tests are concerned. 

Although an excess of uncombined or loosely combined lime 
is generally conceded to be the most potent factor in causing 
unsoundness, it is nevertheless impossible to tell by any 
known method of chemical analysis just what proportion of the 
total lime present exists in this dangerous condition, so that 
unless any injurious constituent is present in gross excess, an- 
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alysis gives no indication as to the soundness of the material,* 
Excluding, therefore, the effect of composition, which is usual- 
ly indeterminable, the conditions most affecting the soundness 
of cement are its age or seasoning, and its fineness. 

Effect of Age. — The property of a cement most affecting the 
results of the tests for soundness is its age or the amount of 
seasoning it has undergone. Almost every cement, no matter 
how well proportioned and burned, will contain at least a small 
amount of free or loosely combined lime, which will often cause 
unsoundness if used or tested at once. This lime, however, 
will hydrate in a very short time on exposure to the air, thus 
rendering it inert and preventing any expansive action. It will, 

TABLE XL.— Effect of A^ of CemeDt od Remits of Boiling T«sL 
(Tests by the Antbor.) 

Ac* of Tenalla Stnnith h,„,«.i p.i Tot. 

C!J«~t ^. XS'l-^Z^-rj 1*8.53^ m'SSS mIw BoillM 



ThIsiI 



Id All Id WkUi 



I week sso 76s 7^ 17' "S Curled Slightly Partly djs- 
aad soft. checked. iategrated. 

1 weeks 548 767 771 170 346 Slightlj' Slightly Checkedand 
curled. carled. cncked. 

3 '■ 497 718 763 183 a44 "O. K," "O. K." SlighUy 

checked. 

5 " 427 691 747 183 349 "O.K." "O.K." Sound. 



therefore, be found that, in a large majority of cases, if a ce- 
ment failing in the normal or accelerated tests be stored for 
two or three weeks, this unsoundness will disappear, and the 
cement pass the tests with ease. A typical case of this is shown 
in Table XL., the specimens on which the boiling test was 
made being also shown in Fig. 80. It will be noticed that in 
this instance the cement has been made thoroughly sound by 
a seasoning of five weeks. The early strength values of the 
neat tests are also seen to fall off decidedly, while the sand tests 
generally show a slight increase. 

Effect of Finesen. — Coarseness of grinding is also a frequent 
cause of unsoundness for the reason that the larger particles 
are not readily susceptible to hydration, and contain for a long 
period of time expansive elements, which very rapidly develop 

■For furtber dlacuMloD od this point see Cbapter XI. 
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a disintegrating action when treated in the accelerated tests, 
and even in the normal tests often induce failure. A study of 
the tests given in Table XLI., the boiling test specimens of 
which are shown in Fig. 81, will clearly show that failure in this 
instance was caused by the presence of expansives in the coarser 
particles. 

Hethodi of Determining Sonndnen. — The soundness of cement 
is customarily determined in one or more of the three following 



On« WMk OU. Tbraa Wetki Old. 



rwo Waeki OM. FiisWetbOM. 

Fig, So.— Illusi rating Iho Effect of Age od Soundness. ( See Table XL.) 

ways : — by direct measurement of the change in volume ; by 
observation of s]>ecimens kept in a normal environment — 
called "normal" tests; by observation of specimens so treated 
by the action of heat or chemical salts that any disintegrating 
action is hastened — called "accelerated" tests, 

Heasurementa of Expansios, — Soundness was often tested by 
this method some years ago, but at present it has been vir- 
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Fig. 8i. — Illuslraiing the Ftfecl^fFineneEsoalhe Boiling Test. (SeeTableXLI.) 

tually abandoned in the United States, although still employed 
considerably abroad, U has been definitely shown that «ven 
an apparently high expansion or contraction is not necessarily 
indicative of disintegration, while on the other hand cases have 
frequently been observed in which a Lement has remained sound 
and without appreciable change in volume for several months, 
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then suddenly begun to disintegrate and finally failed entirely. 
In construction work, an expanding cement is deemed bene- 
ficial by many prominent engineers, as compensating in a meas- 
ure for settlement. Small specimens 
of cement kept in the laboratory 
will usually show contraction when 
kept in air, and expansion when 
kept in water. 

For measuring the amount of 

change in volume, the Bauschinger 

apparatus, shown in Fig. 82, is one 

of those most generally used. The 

\j principles of this apparatus can be 

plainly seen from the figure. The 

bars of cement are about 5 square 

centimeters in section and 10 cen- 

Fic. 8a.— Calipera for MeasDTiDg timeters in length, and have small 

B|P>nsicn, Acccrdi,>g to Ban- ^^^^^^ embedded in the ends to 

serve as bearing points for the 

micrometer screw, which will indicate a change in length of 

.0005 centimeters. The vertical needle and spring on the left 

TABLE XLI.— Effect of FiDSDcu of CemDnt on R«nilt9 of Boiling Tub 
(Tests bj ths Author.) 

CondlUom of CiOMit No. 50 No!uS)No 200 Bolllna Twt 

As received 0.5 13.2 33.4 Badly checked and cracked. 

Same cement •Jtled 0.0 ao 0.0 Soand. 

Same cement gronnd ao 0.6 3.0 Checked and cracked. 

Groond cement, i week later 0.0 a6 3.0 Very slightly checked. 

" " a " " 0.0 0.6 3.0 Sound. 

A« received 2 " " 0.5 13.2 33.4 Checked andcr«cked. 

of the figure insure a uniform pressure of the screw against the 
bearing plate. 

The Le Chatelicr apparatus (Fig. 83) is also infrequently em- 
ployed for this purpose and is said to be more easily oper- 
ated than any of the other forms. It is described by Le Chate- 
iier as follows: "A much more simple and yet sufficiently pre- 
cise measurement of the expansion can be made by letting the 
cement harden in cylindrical moulds of a diameter equal to 
their height, constructed of metal, slit along the generatrix and 
provided on each side of the slit with two long needles, which 
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serve to magnify any widening of the slit. The widening is 
equal to the enlargement, not of the diameter, but of the cir- 
cumference of the cyhnder of cement." 

This apparatus may be employed not only on specimens kept 
at normal tempera- 

tures, but also on ! I „"< 

specimens which v ""T 
have undergone (..3i/.-.>| 

some form of accel- J* ^— ^^^ 

erated test. The /"^y^, " ^ 

method of making \"^~^ ^ .^<u 

this test, ~ 



dcd by the Engi- p,^ 83._The LeChatelier ToDg.. 

neering Standards 

Committee in the British Standard Specifications,* is as foUows : 
"The apparatus for conducting the Le Chateiier test consists of 
a small split cylinder of spring brass or other suitable metal of 
0.5 millimeters in thickness, 30 millimeters internal diameter, 
and 30 miUimeters high, forming the mould, to which on either 
side of the split are attached two indicators 165 millimeters 
long from the center of the cylinder, with pointed ends." 

"In conducting the test, the mould is to be placed upon a 
small piece of glass and filled with cement gauged in the usual 
way, care being taken to keep the edges of the moulds gently 
together while this operation is being performed. The mould 
is then covered with another glass plate, a small weight is 
placed on this and the mould is immediately placed in water at 
58 to 64 degrees Fahr., and left there for 24 hours." 

"The distance separating the indicator points is then meas- 
ured, and the mould placed in cold water, which is brought to 
a boiling point in 15 to 30 minutes, and kept boiling for six 
hours. After cooling, the distance between the points is again 
messured, the difference between the two measurements repre- 
senting the expansion of the cement." 

While there exist many other forms of apparatus for making 
this determination, they all are more or less similar in princi- 
ple to those given, and since this test is seldom, it ever, re- 
quired in this country, it will not be considered further. Possi- 
bly allusion should be made to the once popular "lamp-chim- 
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ney" test, which was based upon the same idea, and consisted 
of filling a lamp chimney with a thin paste of cement, cracking 
of the chimney in hardening showing expansion, and being 
considered a failure. This test, however, was so crude, and the 
inferences drawn from it apt to be so erroneous that it has 
been almost entirely abandoned. 

Normal Testa. — Normal tests consist of making, from pastes 
of neat cement, pats having thin edges, being thus more sus- 
ceptible to any disintegration, keeping them in air and in water 
under normal conditions and observing them from time to time, 
to see whether they remain hard, sound and straight. This, 
undoubtedly, is a perfectly fair test, with a possible exceptioOj 
in that a neat cement is always more liable to disintegrate than 
a sand mortar, and hence a cement may occasionally fail in the 
normal tests, while the mortar in which the cement is used may 
be perfectly sound. Generally, however, failure in the normal 
tests is indicative of unfitness for use. 

The common form of specimen for these tests is a circular 
pat, 3 or 4 inches in diameter, about § to J-inch thick at the 
center, and tapering to a thin edge on the circumference. Some- 
times the specimens are made in the form of a wedge, with a 
thin edge on only one side. These pats should be made of 
neat cement of normal consistency and should be kept in either 
air or water at a temperature of as near 70 degrees Fahr. as 
practicable, although small variations (rom either normal con- 
sistency or normal temperatures fortunately seem to c.\ert but 
little influence on the results. A most important point, how- 
ever, always to be observed, is that the pats, as soon as made, 
be placed in a damp closet or covered with a damp cloth until 
they have entirely hardened (best for 24 hours), since other- 
wise, if allowed to dry out too quickly, they may show shrink- 
age cracks which by a novice might be mistaken for failure. 
It is also common practice to mould the pat on a small square 
of polished glass, and to allow it to remain attached to this 
glass during the entire period of the test. 

The specification test is generally for 28 days, although pats 
should be kept for a much longer time if reliable data concern- 
ing them are desired, and it is good practice to examine these 
pats at intervals of 3, 7, 14 and 28 days from the date of mak- 
ing, and then at such intervals as may be desired. To thorough- 
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ly examine a pat, it should be ascertained (i) whether it has 
left the glass, {2) if it has left the glass, whether it is straight 
or curved, (3) whether it has developed cracks due to shrinkage, 
expansion, or disintegration, 
(4) whether it is blotched, (5) 
whether the glass is cracked. For 
examination of the curvature a 
small steel straight-edge is con- 
venient. 

Pats kept in water should 
be straight, free from cracks, 
and not blotched. Fats in air 
should not show disintegration 
„. „ „ , „ cracks, should not be excessively 

curled, nor blotched. Crackmg the 
glass in the water pat, expansion cracks and slight curvature 
in the air pat, and leaving the glass in either air or water are 
not considered to be indicative of injurious properties. About 
30% of the water and 70% of the air pats leave the glass in 
seven days' time. 

Since a person with limited experience in cement testing 
often desires to make and test normal pats, the following dia- 
grams are given to illustrate the common forms gf failure in 
these tests: 

Figure 84 represents a normal pat in good condition. 





Fig. 85.— Shrinkage Cracks. 
Figure 85 represents shrinkage cracks. These are due or- 
dinarily to the use of too wet a mixture, or to too quick dry- 
ing out. If the pats are left exposed to dry air during setting. 
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these cracks frequently develop. Shrinkage cracks ordtnsrily, 
therefore, indicate only a lack of care in manipulation, and not 
dangerous qualities of the material. 




Fia. 86' — Expanrion Cracks. 

Figure 86 illustrates cracks caused by expansion or con- 
traction. In the air pats these cracks are developed in nin»- 
tenths of those adhering to the glass, and unless very decidedly 
marked, are not dangerous. If existing in the water pats, how- 
ever, it usually indicates an inadmissible proportion of expatv 
sive elements. 

Figure 87 represents pats curling away from the glass, but 
still adhering to it. This is due to the same action that causes 
the expansion cracks shown in Figure 86, and can be consid- 
ered identical in cause and effect. 




Fig.87.— PatBCuriingAwajfromtho Fio. 88.— Pats Which Havo Left the 

Glass. Glass, Showing Change in Volume. 

Figure 88 shows pats which have left the glass (A) by lack 

of adhesion, (B) by contraction, and (C) by expansion. (A) 

is never dangerous in either air or water. (Q is only danger- 
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ous when existing in a marked form. (B) rarely, if ever, occurs 
in water, but in air often is indicatve of dangerous properties. 
Air pats developing this concave curvature generally disinte- 




Fia. 89.— Pats Which Have Cracked the Glus. 
grate eventually. A curvature of about a quarter of an inch 
can be considered about the limit of safety in a 3-inch pat. 

Figure 89 indicates a peculiar condition in which the pat is 
perfectly sound and hard, but the glass on which it is made is 
badly cracked. This has been often erroneously attributed 
to chemical action, but is probably due entirely to the expan- 
sion of the pat, the adhesive strength of the cement to the glass 
exceeding the strength of the glass itself. It is only found in 
the water pats, and is rarely indicative of dangerous qualities. 
Figure 90 represents blotching which usually is indicative 
of either underburning or adulteration. This condition should 
always be followed by an investigation of the causes produc- 
ing it, which may or may not warrant rejection of the shipment. 
Figure 91 shows the radial cracks 
of incipient disint^ration. These 
are the danger marks to be looked 
for in the normal pats, and their 
1 presence is always sufficient to war- 
f rant condemnation. 

Figure 02 shows examples of 
complete disintegration, which al- 
most invariably begins first by 
showing the radial cracks of 
Fia. 9o.~A Blotcbed Pat. Figure gi. 
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The great objection to the normal pats as an acceptance test, 
is the length of time often required for unsoundness to de- 
velop, cases being on record where disintegration only com- 




Flo. 91.— Ridial Cracks. 



menced after five or six years. In the author's laboratory, but 
45 per cent, of the failures in the normal pats occur within 
28 days. It is frequently necessary in practice to use a ship- 
ment of cement within a week after reception so that only a 
seven-day test is possible, and in such a case it is evident that 
the normal tests are almost worthless. It is to overcome this 
difficulty that the accelerated tests have been devised. 

Accelerated Tests. — These accelerated tests are designed to 
hasten the action of the expansive ingredients and to produce 
the same results within a few hours or at most a week, for which 




Fig. 91. — DiiintegTated Pati ( See also Figs. 99 and 100). 

the normal pats require weeks, months or even years. Of the 
many varieties of accelerated tests the following are the best 
known and most used. 
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Tlie Warm Water Tert.— This was one of the first accelerated 
tests devised, and was proposed by Henrj- Faija in 1882. It 
consists in placing a pat, made of neat cement of normal con- 
sistency, and moulded on glass, in a 
closed vessel over water maintained 
at a temperature of 115 degrees Fahr., 
until it becomes hard set, after which 
it is lowered into the water for the re- 
mainder of 24 hours. The original 
apparatus designed by Faija is shown 
in Fig. 93, its construction being 
obvious. 

A modification of this test was 
or^nally recommended by the Com' 
mittee of the American Society of Civil 
Engineers*, and consisted in keeping 
a pat for 24 hours in moist air, and then 
immersing it in cold water 
which was slowly raised to 
Fio. 93.— Faija* Ho' Water Apporains. "S degrees Fahr., and main- 
tained there for 24 hours. 
The Hot Water Tnt. — Since the temperature of 115 degrees 
Fahr. was often considered too low, Deval and others have 
advocated the same test, except for maintaining the water at 
a higher temperature, different experimenters recommending 
temperatures of all the way from 130 to 200 degrees Fahr. 

Haclay's Tests. — These were the first accelerated tests used 
in the United States as a specification requirement, and con- 
sisted of making on glass plates six pats from neat cement of 
normal consistency. One of these as soon as made was placed 
in a steam vapor bath having a temperature of from 195 to 200 
degrees Fahr. ; the second put in the same bath as soon as it 
could bear the one-pound Gillmore needle ; the third in double 
this time ; the fourth after 24 hours. The fifth was placed in 
fresh water at 60 degrees Fahr. as soon as set, and the sixth kept 
in moist air at the same temperature. The first four of these 
pats remained in the vapor Cor three hours, then were immersed 
in hot water (about 200 degrees Fahr.) for 21 hours each, when 
they were taken out and examined. Mr, Maclay says "the 
*Tbi8 test wa> abandoiied in tbe anundmenli adopted In 1(KH. 
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cracking or swelling of the first pat alone can generally be dis- 
regarded," 

The Boiling Test. — ^This method was first proposed by 
Michaelis in 1870, and consists of making from neat cement 
paste, smalt balls about 5 centimeters in diameter. These balls 
are kept in moist air for 24 hours, then placed in cold water, 
which is gradually (in about half an hour) raised to boiling and 
maintained for six hours, when the specimens are removed and 
examined. Various experimenters have proposed many modi- 
fications of this test, some using pats instead of balls, others 
allowing the specimen more or less time to harden before test- 
ing, and still others making the duration of the test longer or 
shorter. 

The Steam Tett.— This test is recommended by the Committee 
of the American Society of Civil Engineers,* and consists of 
making a pat of neat cement paste of normal consistency, keep- 
ing it in moist air tor 24 hours, then "exposing it in any con- 
venient way in an atmosphere of steam, above boiling water in 
a loosely closed vessel, for 3 hours." 

The Steam and Boiling Teit. — A combination of the two fore- 
going methods is employed in several laboratories, consisting 
of putting a 24 hour old specimen in steam for 3 hours, then in 
boiling water for from 2 to 6 hours. 

Other forms of accelerated tests less extensively used are the 
following : 

The Kiln Teit. — A cake of neat cement is made on a sheet of 
moist blotting paper upon a glass plate, and after it has set the 
cake is detached from the paper and preserved in moist air for 
'24 hours. It is then heated to 212 degrees Fahr. upon a metal 
plate in an air bath, heated with boiling water, until no more 
moisture is evolved, this requiring about 3 hours. This test has 
been modified by using a n*jis[ atmosphere in place o( dry air. 

The Heints Ball Test. — ^A ball of neat cement paste about 2 
inches in diameter is made and, when hard set, is placed on a 
thin iron plate above a Bunsen burner. The heat at first is 
gradually applied, then increased until the plate is red hot. The 
test is completed when no further moisture is evolved from the 
ball, this point being observed by condensation on a glass plate. 

*S«e AppMidli A. 
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Pnudng'i Prew Osfce Tert.— This consists of making a dry mix- 
ture of neat cement, using from 5 to 8 per cent, of water, plac- 
ing it in a mould and pressing it with a die under a load of 50 
atmospheres. Two of these cakes are made, allowed to harden 
24 hours in moist air, then one of them is used for the normal 
water test, and the other is placed in cold water for 2 hours, and 
then put into a water bath having a temperature of from 90 
to 100 degrees C, where it is examined at the expiration of 4, 
and of 24 hours. 

The Steam Ttamn Tett. — Erdmenger devised this method, 
which consists of allowing pats to harden 3 days in water at 
ordinary temperatures, then exposing them for 6 hours to steam 
at a pressure of from 3 to 20 atmospheres. 

Derol's Hot Tert. — This test consists of comparing the tensile 
strength of briquettes of sand mortar, one to three, at the age 
of 7 and 28 days when preserved in water at 15 degrees C. and 
at the age of 3 and 7 days when in hot water at 30 degrees C. 
It has also been proposed to test neat briquettes in a similar 
manner. 

Le Cfaatelier'B Tert. — This method is to determine the expan- 
sion of a cylinder of cement which has been subjected to boil- 
ing.* 

Chloride of Caldnm Test. — Pats of cement are made of cement 
mixed with water containing 40 grammes of chloride of calcium 
to the liter, and, after setting, are immersed in the same solution 
for 24 hours. 

In addition to the foregoing, many other methods for conduct- 
ing accelerated tests have been devised, but their employment 
is too infrequent to warrant consideration. 

Ketbods of Condaoting Accelerated Tests. — With the. possible 
exception of the Deval hot briquette test, only those forms of 
accelerated test made in steam or in hot or boiling water are 
employed in the United States in routine testing, and there- 
fore the others will not be discussed further than to state that 
the results obtained from them give no better indication of good 
quality, and that in general they are more difficult to make and 
less easy to interpret properly. 

The objection most frequently made to accelerated tests, and 

■Described on page 161. 
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particularly to the boiling test, is the great variance in the 
methods used, different laboratories usin^ different forms of 
test piece, and different periods of time before the test and for its 
duration. The variance in the results obtained under these 
several methods is, however, far less than it is generally sup- 
posed. The form of the test piece has practically little or no 
influence on the results, whether it be a cake, a ball, a wedge, 
or a pat, if the duration of the test be sufiicient. The only advan- 
tage that the pat has over the other forms is that curvature can 
readily be ascertained, but a mere curvature of the pat should 
not be considered as a failure in boiling unless accompanied by 
checking. The requirement sometimes given that a pat should 
not leave the glass in boiling is not reasonable, as a small amount 
of expansion may naturally be considered normal. 

The greatest difference in the methods of conducting the boil- 
ing test probably lies in the duration of the treatment, different 
specifications requiring the test to be made from one to as high 
as forty-eight hours. To determine the effect of different 
lengths of treatment a large number of tests on different cements 
were made by the author and the time at which failiire occurred 
was observed. It was found that of those samples which did 
not pass the test, 22 per cent, failed in the first half hour, 57 per 
cent, failed in the first hour, 85 per cent, failed in .two hours. 96 
per cent, in three hours, and 99 per cent, in four hours. Only i 
per cent, of the tests that failed developed this action in over 
four hours, although many of them were carried up to twenty- 
four, and a few to forty-eight hours; thus showing generally 
that a test piece of cement standing three or four hours of boiling 
will almost invariably stand a much greater length of time, and 
also that at least three or four hours should always be allowed 
for the test. 

The time allowed for the specimen to harden before it is 
tested may cause considerable differences in the results, but if it 
always be given time to fully develop hard set the differences 
will be slight. Pats of cement allowed more than about twelve 
hours to harden will, if unsound, tail when tested by boiling at 
almost any time in the future. The aufhor has had normal 
pats as old as six months and apparently perfectly sound, which 
when put through the boiling test showed a failure almost identi- 
cal with that obtained on the original test six months previously. 
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If, however, the specimen is tested before it has fully hardened, 
the differences obtained in the results are often very decided, 
and, curiously enough, may operate in either direction— that is 
to say, a pat of cement may fail more readily when one hour old 
than when twenty-four hours old, or a one-hour pat may pass 
the test, while the twenty-four-hour pat may fail. The reason 
for this action is by no means apparent, but it may be observed 
that, in the ordinary case of a cement high in free lime from 
underburning, the failure will usually be more marked in the 
fresher specimens, and that in the more infrequent case of a 
cement normally burned, but high in lime by reason of poor pro- 
portioning, the failure is often more marked in the older speci- 
mens. It would seem in this case that the cement was sufficiently 
strong to retain coherence in the test ahhough insufficiently 
hardened, and that in this condition the lime was capable of be- 
coming hydrated without causing disintegration. 

For the same reasons a treatment of the specimen in a bath 
of steam before immersion in boiling water is generally less 
severe than if the specimen be boiled without this treatment, 
particularly so if the test be made before the test piece has be- 
come fully hardened. 

It is also evident from the foregoing that tests made in steam 
alone without subsequent immersion in hot or boiling water may 
often give rise to erroneous conclusions regarding the results, 
especially if the specimens be tested soon after making. Tests 
made at temperatures below 140° or 150° Fahr., also, are not 
sufficiently severe to serve as an indication of quality, there 
being frequent cases on record in which samples have withstood 
the 115° hot water test and yet have failed in the normal pats in 
less than 28 days. 

Apparatns. — Figure 94 shows an elaborate form of apparatus 
used in the Philadelphia Laboratories for conducting all hot 
water and steam tests. It consists of a double copper box cov- 
ered with felt and asbestos. The inner tank contains two tiers 
of shelves of wire netting and is filled with water to a point be- 
tween these tiers so that the test specimens may be either im- 
mersed or kept in the vapor above the water, which is main- 
tained at a fixed height by means of constant level bottles. The 
space between the two boxes serves as a steam jacket into which 
the steam is introduced after passing through a pressure regti- 
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lator. The temperature is controlled by a Heintz steam thermo- 
regulator so that the water may be kept at any fixed tempera- 
ture for an indefinite time. For all but the largest laboratories, 
however, such an apparatus is unnecessarily elaborate. 

Figure 95 shows a much simpler form of hot water bathj con- 
sisting of a double copper box, 18 ins. x 22 ins. x 18 Ins., outside 
dimensions, and operating in manner exactly similar to that 
given before. The jacket, however, contains water, instead of 



Fta. ^ — Appamns for Accalenited Tests Used in the Philadelphia Laboratories. 

steam, the heat being furnished by one or more Bunsen burn- 
ers, the gas for which comes through a regulator, such as is 
shown in Fig. 96, and which is inserted in the vent at the top 
of the jacket. Excellent results may be obtained with this ap- 
paratus. 

For boiling tests the simple copper box (6 ins. x 10 ins. x 
7 ins.), shown in Fig. 97, is all that is necessary. A Bunsen 
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burner furnishes the heat, and the screen ol wire netting an 
inch above the bottom prevents the specimens from coming 
in contact with it. For steam tests, an exactly similar box is 
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Fig. 95.— Simple Apparatus for Hot Water Tetts. 

used, except that the wire shelf is raised to a height of two 
inches above the water level. Any rough vessel may be used 
for occasional boiling tests, provided care is taken that the 
sx)ecimen does not come in contact with the bottom, 
and also that the evaporated water be replaced slow- 
ly, thus preventing- a sudden chilling. Any perma- 
nently mounted apparatus for any of these tests 
should be provided with a constant level bottle as 
shown in Fig. 98, which is a large bottle pro- 
vided with an openii^ at the bottom, and havii^ 
at the top a tightly fitting rubber cork through 
which passes a glass tube. If the bottom of 
the bottle be connected with the boiling appar- 
atus, the water will be maintained at a level 
equal to the height of the bottom of the glass 
rod. 
Teats Used by the Antlior. — From all samples of Portland 
cement the author makes two pats 3^ inches in diameter, |-inch 
thick at the center on plates of glass {4 ins. x 4 ins. x J-in.), 
and also a small ball about rl inches in diameter, which is shown 
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in Figs. 80 and 81. These are made from neat cement paste 
of normal consistency, the material left over from the set test* 
being used for this purpose. They are marked as soon as made 
with a pointed piece of steel, and placed in the damp closet for 
24 hours. At the expiration of that time, one of the pats is 
placed in water at a temperature of 65 to 70 degrees Fahr,, and 
the other put in a closet protected from dampness, heat and 
sun's rays. The tanks used for storing the water pats are simi- 
lar to those used for briquettes.f These two pats are examined 




Fio. 97. —Apparatus tor Making Bailing Tests, 
at 7 days, 28 days, and thereafter at intervals of a month as 
long as they are kept, and their condition carefully recorded. 
The ball, as soon as it is removed from the damp closet, is 
placed in cold water in an apparatus similar to that shown 
in Fig. 97. The water is gradually (in about half an hour) 
raised to boiling, and maintained at that point for 3 hours, 
after which the specimens are removed and examined. Care 
must be taken to use fresh water every day, since, if repeatedly 
used, the water becomes strongly alkaline, sufficiently to often 
seriously affect the results. 
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Value of the Aowlerated Teit«. — Regarding the relation be- 
tween the accelerated tests and the other tests for soundness 
and strength, there is but little question that the results are 
more or less corroborative. The author has recently com- 
piled some data on this point covering over a thousand tests 
on many varieties of cement with the following results : 

Of atl samples faihng to pass the boiling test, 34 per cent, 
of them developed checking or curvature iii the normal pats 
or a loss of strength in less than twenty-eight days. Of those 
samples that failed in the boiling test, but remained sound at 
twenty-eight days, 3 per cent, of the normal pats showed check- 
ing or abnormal curvature in two months, 
7 per cent, in three months, 10 per cent, 
infourmonths, 26percent insix months, 
and 48 per cent, in one year ; and of these 
same samples, 37 per cent, showed a fall- 
ing off in tensile strei^th in two months, 
39 per cent, in three months, 5S!,per cent, 
in four months, 63 per cent, in six months, 
and 71 per cent, in one year. Or tak- 





Fio. gS. — llliutrating the Principle of ibe CoDBUot Level Bottle. 

ing all these together, of all the samples that failed in the boil- 
ing test, 86 per cent, of them gave evidence in less than a year's 
time of possessing some injurious quality. 

On the other hand, of those cements passing the boiling test, 
but one-half of i per cent, gave signs of failure in the normal 
pat tests, and but 13 per cent, showed a falling oflf in strength 
in a year's time. 

To show roughly the relation in tensile strength of those 
cements failing and passing the boiling test, Table XLII. was 
compiled from 200 nearly consecutive tests of a single brand, 
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100 of them failing in the test and 100 passing. The high lime 
in those samples failing to boil is easily apparent in the high 
value of the seven-day neat test and its subsequent retrogres- 
sion. While covering but a comparatively small number of 
tests, this table may, however, be considered fairly typical of 
the relations of strength to the accelerated tests, although ex- 
ceptions, of course, frequently occur. 



TABLE XLU.— Comparisoo of the Tensile Slrenglh of firiqaettes Failing 
and Passing in tha Boiling Teat. 

(Tests by the Aatbor.) 



749 3"4 



In order to show the great value sometimes obtained from 
the results of the boiling test, several examples are given in 
Table XLIII. of tests of cements occurrmg in the regular rou- 
tine work of the author's laboratorj-. The photographs of two 
of these tests are shown in Figs. 99 and too. The first example 
is particularly remarkable in that at twenty-eight days there 
was absolutely no sign of failure whatsoever, except in the 
boiling test. All of these samples were normal in specific 
gravity, fineness, and time of setting, and both the tensile 
strength and the normal pats passed a good test at seven days, 
the boiling test giving the only indication of an unquestion- 
able failure occurring at a later period. It should also be 
stated that these are not exceptional or "freak" cases, but ex- 
amples of a common, although not frequent, occurrence. 

.Another point of considerable interest regarding the boiling 
test is this : The statement is often made that although a ce- 
ment failing in this test may be otherwise sound, a cement 
passing the test may always be considered entirely safe, and 
while this is generally true, it is by no means an invariable rule. 
It occasionallj happens that a cement may pass the boiling 
test well, and yet check and disintegrate in the normal tests, 
particularly if the cement be slow setting, high in lime, and the 
test made sooi^ after the specimen is moulded. In these cases 
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Fia 99. — BxampleaoE Uq- 
souoilncss Indicated by 
the Boiliag Tesl. (See 
Table XLIII, No, i.) 
Photographed at Four 
Mod lbs. 
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F:g. loo, — Examplas 
of UosouDdness Indi- 
cated by the Boiling 
Test. (See Table 
XLIII.No. 2.) Pho- 
tographed at FoDf 
Months, 
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it seems that the boiling at first tends to hydrate the lime and 
render it inert, although it would be active under normal con- 
ditions. It thus may be possible to add small quantities of lime 
to a sound cement and treat it in such a way that it will pass 
the boiling test perfectly, and yet fail under normal conditions. 
The author has seen the photogjaph of a test made in which as 
much as 15 per cent, of lime was added to a cement, and boiled, 
with excellent results, although the normal pats failed in a 
very short time. 

Although it has been shown, however, that the results of the 
accelerated tests generally corroborate the other laboratory 
tests, it, nevertheless, cannot be denied that, in the vast ma- 
jority of cases, work done with cement determined in the lab- 
oratory by means of the boiling test to be unsound will give 



TABLE X LI v.— Examples of Retrogression in the Sirength ot Neal 

Briquettes, WitboDt Simila.r Action in those of Sand Mortar. 

(Tests by the Author.) 
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most excellent results in practice, and show not the remotest 
sign of any sort of failure. 

One reason that most cement shows such a radical differ- 
ence in the results of the laboratory and in actual use is the 
fact that almost invariably the test is made considerably be- 
fore the cement is used, a week almost always elapsing and 
often as much as a month, thus giving it plenty of time to 
season, and render the expansive elements ineffective, the short- 
est time customarily allowed, that of one week, being very often 
sufficient to make the difference between a radically unsound 
.cement and one which is normal. 

Another reason is that the disintegrating action of a cement 
is always far greater when mixed neat than when mixed with 
an aggregate, and the greater the amount of the aggregate the 
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less the tendency to unsoundness. This can often be observed 
in the laboratory tests, cements often completely disintegrat- 
ing in the neat briquettes, but retaining their strength in the 
sand tests. Table XLIV. shows a few instances of this sort. 
(See also Fig- loi.). 

Even eliminating these two conditions, however, many Cases 
are on record in which failure in boiling has not been cor- 
roborated by failure in the work, even though the cement was 
used at once and in a rich mixture, showing that even when 
the conditions of testing and actual work are most nearly alike, 
the indications of the accelerated tests are by no means 
infallible. 

Concerning the value of the boiling test, the Report* of 
the Board of Engineer Officers (U. S. A.) says: "Of all these 
tests the boiling test is the simplest, requires only apparatus 
everywhere available, and is recommended by the Board. It 
has been the experience that this test detects material that is 
unsound by reason of the presence of active expansives; but 
in some cases it rejects material that would give satisfactory 
results in actual work and will reject material that would stand 
this test after air slaking." 

"The great value of the test lies in its short-time indications 
and in at once directing attention to weak points in the cement 
to be further observed or guarded against. Of two or more 
cements offered for use or on hand, the cements that stand the 
boiling tests are to be taken preferably ; it should be constant- 
ly applied on the work among other simple tests to be noted, 
for although the boiling test sometimes rejects suitable ma- 
terial, it is believed that it will always reject a material un- 
sound by reason of the existence of active expansives. Sul- 
phate of lime, while enabling cements to pass the boiling tests, 
introduces an element of danger." 

"This test is proposed as suggestive or discriminative only. 
Except for works of unusual importance it is npt recommended 
that a cement passing the other tests proposed shall be rejected 
on the boiling test." 

A committee of the Society of German Portland Cement 
Manufacturers has reported ; "After having made tests for 
the length of two years, the Commission Deciding as to the 

■ProreH«lon«l papers, No.38. Corpa of EDglnesrs. V. 6. Ju 
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Constancy of Volume and the Adhesive Power of Portland 
Cement came to the conclusion that none of the so-called ac- 
celerated tests, boiling tests, etc., was capable of affording in 



all cases a quick and reliable judgment in regard to the prac- 
tical usefulness of a cement." 

The Committee of the American Society of Civil Engineers* 
says: "In the present state of our knowledge it cannot be 
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said that cement should necessarily be condemned simply for 
failure to pass the accelerated tests ; nor can a cement be con- 
sidered entirely satisfactory, simply because it has passed 
these tests." 

Interpretatioii of Beaolta. — To properly interpret the results 
of the soundness tests requires large and varied experience, and 
is undoubtedly the most difficult phase of the testing of cement. 

Although not infallible, it is sate to consider the results 
of the normal tests, assuming correct manipulation, as abso- 
lute criteria of quality, and to reject all samples that fail to 
pass them. 

If a sample fails in the accelerated test, as typified by the 
boiling test, it is the safe course to hold the shipment for at 
least 28 days, and then to make a second determination upon 
a fresh sample. If this second sample passes the test, it shows 
that the additional seasoning has made the shipment entirely 
sound and fit for use. If the second sample fails, and the neat 
tensile strength shows any decided retrogression in 28 days, 
the shipment should be considered as suspicious and probably 
unsafe, at least for the important parts of a structure. Gen- 
erally, however, if all the other physical requirements are sat- 
isfied, and the boiling test alone fails, it is neither advantageous 
nor justifiable to reject the shipment, except, possibly, in a com- 
petitive test, in which case the samples passing the boiling test 
are to be considered preferable. 
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CHAPTER Xr. 
CHEMICAL ANALYSIS. 

Compouenti. — The components of Portland cement whose 
amounts are usually determined by chemical analysis are: — 
silica (SiOj), alumina (AljO,), iron (FcjOj), lime (CaO), mag- 
nesia (MgO), and sulphuric acid (SO,), Other ingredients 
less frequently determined are:^arbonic acid (COj), water 
(H,0), alkalies (NajO + KjO). and sulphur (S). In practice, 
alumina and iron are often determined together (written as 
RjO,), and carbonic acid and water together as "loss on igni- 
tion," The average amounts of these ingredients, together 
with a table of typical analyses have already been given in 
Chapter II, 

Signifloanoe. — While chemical analysis plays a most impor- 
tant role in controlling the product in cement manufacture, it 
has comparatively small value in the testing of the finished 
material. This is due to the fact that the quality of the product 
depends not only upon the proportions of the different ingredi- 
ents, but also upon their arrangement or the form of combina- 
tion in which they exist. Thus it may happen that the content 
of lime, silica and alumina in a cement may be perfectly nor- 
mal, and yet, by reason of defects in the process of manufacture, 
the material be of decidedly faulty character. For the detec- 
tion of adulterants, or to determine whether certain constitu- 
ents are present in amounts exceeding that believed to be safe, 
chemical analysis is of considerable value. 

Analyses for silica, iron, alumina and lime are made in con- 
trolling the manufacture, but give little information in regard 
to the quality of the finished product, unless their proportions 
are grossly incorrect. Regarding this point the Committee of 
the American Society of Civil Engineers says:* "Faulty char- 
acter of cement results more frequently from imperfect prep- 
aration of the raw material or defective burning, than from in- 
correct proportions of the constituents. Cement made from 
very finely ground material, and thoroughly burned, may con- 
tain much more lime than the amount usually present and still 
be perfectly sound. On the other hand, cements low in lime 
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may, on account of careless preparation of the raw material, 
be of dangerous character. Further, the ash of the fue] used in 
burning may so greatly modify the composition of the product 
as largely to destroy the significance of the results of analysis." 

Determinations of magnesia, sulphuric acid, sulphur, alka- 
lies, and carbonic acid are made to ascertain whether these 
ingredients are present in inadmissible quantities. Best Ameri- 
can practice in specifications limits magnesia to 4% and sul- 
phuric acid to i-7Sfo. 

In the following description of methods of chemical analy- 
sis, it is assumed that the reader has an elementary theoretical 
knowledge of chemistry, and is familiar with the ordinary 
processes of manipulation of chemical apparatus. No engineer, 
however well informed, should ever attempt chemical analy- 
sis without either a course of study in college, or a practical 
apprenticeship in some laboratory, for, unless he does so, it is 
impossible to obtain results of even approximate accuracy. 

Kethods of Analyiu. — The general method given here for 
the analysis of Portland cement is in all essential particulars 
an elaboration of the method* proposed by the Committee on 
Unitormitj in the Analysis of the Materials for the Portland Ce- 
ment Industry of the New York Section of the Society for 
Chemical Industry, and which was indorsedf by the Committee 
on Uniform Tests of Cement of the American Society of Civil 
Engineers, This method is supposed to give the greatest ac- 
curacy consistent with a fair amount of rapidity, and, while 
scarcely practicable for control work on account of the many 
corrections, gives just about the degree of accuracy that should 
be obtained in an experimental laboratory. Following the 
system for general analysis are alternative methods that will 
enable the operator to secure greater refinement or greater 
rapidity as may be desired, and also short-cut methods suit- 
able for control work. 
QEVERAL METHOD FOR THE AITALTSIS OF POBTLAHI) CE- 

TSEST, LIMESTONE AND SAW MATERIAL HTXTURES. 

The sample should first be finely ground in an agate mortar, 
and a sufficient quantity for all determinations preserved in ? 
tightly stoppered bottle. 
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Lou on Ig:uition. — 0.5 gram of the sample is placed in a 
weighed platinum crucible and ignited, over a blast lamp, to 
constant weight. The crucible should be covered and the flame 
applied to the bottom at an angle of 45°. Ten minutes over 
a good blast should be sufficient for a cement and about 20 
minutes for a limestone or slurry. The weight should be 
checked by 5 minutes further blasting. 

Silica, — Having determined the loss, the ignited residue is 
transferred to a casserole and digested on a warm plate with 
20 c. c. hydrochloric acid (i — I), until completely dissolved, 
the casserole being covered with a watch glass. The ignited 
cement or slurry should be entirely soluble in dilute acid; the 
presence of any gritty particles which can be felt with a stirring 
rod is an indication of incomplete solution. In such cases, 
these particles should be filtered off, the filter and contents be- 
ing ignited in a platinum crucible. The residue should then be 
fused with a small quantity of sodium carbonate, the fusion 
taken up with hot water and added to the main solution, which 
is then evaporated to hard dryness. The residue is digested, 
for about 5 minutes, with 15 c. c. hydrochloric acid, after which 
the solution is made up to lOo c. c. with hot water. The sepa- 
rated silica is filtered off on an ashless filter and well washed 
with hot water, the filtrate and washings being caught in a sec- 
ond casserole. The filtrate is again taken to dryness, the 
residue treated exactly as before, and the small second precipi- 
tate of silica filtered oft on a second filter. The two precipi- 
tates of silica are burned together in a weighed platinum cru- 
cible, first over the Bunsen burner until the carbonaceous mat- 
ter is destroyed, and then over the blast for 15 minutes, after 
which it is cooled and weighed. Its weight should be checked 
by 10 minutes further blasting. 

Silica almost invariably carries with it very small percentages 
of other constituents — usually iron and alumina. But as iron 
and alumina commonly contain small percentages of silica, 
which have not been removed by evaporation with hydrochloric 
acid, the errors practically counterbalance one another and, for 
ordinary purposes, a correction is not necessary. One con- 
stituent, moreover, should not be corrected without also cor- 
recting the others. 

To determine the amount of impurity in the silica, it is mois- 
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tened, after weighing, with a couple of drops of sulphuric acid, 
after which the crucible is filled about i full with hydrofluoric 
acid and left on the hot plate until the contents have evaporated 
to dryness. The crucible is then carefully heated to redness, 
after which it is blasted for a few minutes, cooled and weighed. 
The loss in weight is pure silica — (SiO,). 

The residue is added to the iron and alumina. It is advis- 
able to use the crucible containing the residue from the silica 
correction for the ignition of the iron and alumina precipitate. 

Iron and Altuniaa. — To the filtrate from the silica, which 
should be made up to about 250 c. c, a very slight excess of 
ammonia is added ; the solution is boiled to expel the excess 
of ammonia, after which the precipitate is allowed to settle. 
The solutioii should be filtered, while hot, into a large beaker, 
and ihe precipitate washed a couple of times with hot water. The 
funnel containing the iron and alumina is inverted and the pre- 
cipitate carefully washed back into the original beaker with 
a spray of hot water. It is dissolved in hydrochloric acid, the 
solution diluted to 250 c. c. and the iron and alumina again 
precipitated with ammonia. The precipitate is then brought 
on the same filter and is thoroughly washed as before, the 
filtrate and washing being united with the first filtrate. In 
washing the gelatinous precipitate, the stream from the wash 
bottle should be so applied as to completely break up the mass 
each time and wash it free from the paper. 

The precipitate and filter are transferred to a weighed plat- 
inum crucible, carefully ignited over a Bunsen flame until all 
the paper is burned off, after which it should be blasted for 
5 minutes, cooled and weighed.' The weighed residue is iron 
and alumina (FcjO, + Al^O,). 

Ins Oxide. — The crucible containing the weighed oxides of 
iron and alumina is half filled with potassium bisulphate, cov- 
ered and placed over a low Bunsen flame which is gradually 
raised as fusion proceeds. When fusion is complete and no 
more dark particles are floating about, the crucible is removed 
from the flame, manipulated so that the fusion runs up the 
sides, and cooled. When cold, the fused mass is transferred 
to a casserole, any adhering particles being washed out with 
hot water ; 50 c. c. should be sufficient for solution of the fu- 
sion. Five c, c, concentrated sulphuric acid are added, and the 
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solution is evaporated until fumes of SO, are evolved. It is 
allowed to cool, diluted with water to 50 c c and filtered from 
the separated silica, which is ignited, weighed, and its weight 
added to the original silica. 

The solution, made up to 150 c. c, is placed in a fiask and 
reduced, while hot, by hydrogen sulphide. The flask is then 
connected with a carbonic acid generator, and the excess 
of hydrogen sulphide boiled o£E in an atmosphere of carbon 
dioxide. Any separated sulphides are filtered oS, after which 

Ythe iron may be determined by titration with 
standard potassium permanganate. 
Some operators prefer reducing the solution 
with zinc; but in this case titanium is also re- 
duced and determined with the iron, a diffi- 
culty which is obviated by reduction with 
hydrogen sulphide. The titanium may be 
determined colorimetrically after the titra- 
tion.* 

In making the reduction with zinc, the 
Jones reductor ( Fig. ro2 ) is the most con- 
venient form of apparatus. The tube, having 
a small plug of mineral wool at the bottom, 
is filled to within a couple of inches of the 
top with pure shot zinc. To start the appara- 
tus, the main tube containing the zinc is filled 
with 5% sulphuric acid, with the stop-cock 
open. When a good- reaction has started, the 
— Tto Jones solution of the bisulphate fusion is poured into 
Reductor. the funnel, which should then be covered with 

a watch glass. Suction is applied at once to the flask, and 
the tube is kept filled, if necessary, by occasionally loosening 
the stopper at the top of the tube. The solution is never al- 
lowed to fall below the top of the zinc, and the level should be 
kept up by continual additions of water, being careful to rinse 
off the watch glass and the vessel which contained the solu- 
tion. When all reaction in the tube ceases, the suction flask is 
disconnected, brought to the burette containing standard per- 
manganate and the iron titrated. 

Before beginning any determinations, blanks oF acid and 
•W. T. Hinebmna, Bulletin No. 176. U. S. aeologlcal Sor»«y. 
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water should be run through the reductor exactly as in mak- 
ing a determination, and titrated with permanganate until the 
amount required is iound to be constant — about o.i to 0.2 c. c. 
This must be deducted from the amount required in analysis. . 

The permanganate solution may be standardized against iron 
wire, and should be made at least 24 hours before standardiz- 
ing and kept in dark bottles. Two grams per liter is a good 
strength. 

For standardizing, 0.2 gram of piano wire, having been pol- 
ished with emery cloth and carefully cleaned, is made into a 
small coil and accurately weighed. In a 4 oz. Erlenmeyer 
flask provided with a valve stopper, 40 c. c. of i — 3 sulphuric 
acid are heated to boiling ; the coil of wire is then dropped 
in, and the stopper quickly inserted with the valve open. When 
the wire has completely dissolved the solution is boiled for a 
couple of minutes, after which it is allowed to cool with the 
valve closed. When cold, the solution is transferred to a 
beaker, and the flask washed out a couple of times with cold 
water. Permanganate is then run into the solution from a 
burette until the pink color appears. 

The weight of wire taken (less 0.^% for impurities) divided 
by the number of c. c. of permanganate equals the strength of 
the solution per c. c, in terms of iron. This result divided by 
0.7 equals its strength in terms of FCjOj. 

lime. — The combined filtrate and washings from the iron and 
alumina — about 500 c. c. — are brought to a strong boil on a 
hot plate, and, while boiling, there are added 25 c. c. of a hot 
saturated solution of ammonium oxalate. Boiling is continued 
for 5 minutes, after which the beaker is set aside in a warm 
place. When the precipitate has completely settled — which 
should be in about 20 minutes — the solution is filtered into a 
large beaker, the precipitate being brought on the filter paper 
and washed a couple of times with hot water. The funnel is 
then inverted and the precipitate washed back into the original 
beaker. The precipitate is dissolved in hydrochloric acid, and 
the solution diluted to 300 c. c. Five c. c. ammonium oxalate 
are added, the solution brought to a strong boil, after which 
ammonia is carefully added until the solution smells strongly 
of it. After boiling for 5 minutes, the beaker is set aside, and, 
when the precipitate has completely settled, it is collected on 
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the same filter as before, washed several times with hot water, 
the fihrate and washings being united with those from the first 
precipitation. 

The precipitate is dried by placing the funnel in an oven or 
supporting it over a hot plate. When dry, it :s carefully brushed 
on a piece of black glazed paper, and the filter paper ignited 
in a weighed platinum crucible. When all the carbonaceous 
matter has burned ofT, the remainder of the precipitate is trans- 
ferred to the crucible and the whole ignited to constant weight 
over a strong blast. With the crucible covered, twenty minutes 
over a good blast are usually sufficient. The crucible should 
be weighed as soon as cold. The final weight gives lime — CaO. 

In precipitating the calcium oxalate, the solution should be 
strongly boiling before any attempt at precipitation is made, 
ot!:erwise there will not be sufficient ebullition to keep the 
precipitate in suspension and the beaker will bump and likely 
break, 

Vag&esia. — The combined filtrate from the lime precipita- 
tion, after boiling for a few minutes to make sure that.no more 
calcium oxalate comes down, is acidified with hydrochloric acid 
and evaporated on a hot plate to about 200 c. c. when 20 c, c. 
of a freshly prepared solution of microcosmic salt are added 
and the solution boiled for about 5 minutes longer. It is then 
transferred to a smaller beaker of suitable size and cooled by plac- 
ing the beaker in a tray of ice water. When perfectly cool, 
ammonia is added a few drops at a time, with constant 
stirring, until the precipitate of magnesium ammonium phos- 
phate is formed. A slight excess of ammonia is then added 
and the beaker set aside over night. The precipitate is filtered 
off and thoroughly washed with a solution of 1 — 4 ammonia. 
It is dried and ignited in a platinum crucible, first over a Bun- 
sen burner, until most of the carbon is burned off, and then 
over a strong blast until perfectly white, being well broken 
up with a platinum rod. The ignited residue is magnesium 
pyrophosphate — Mg^PjO,. Its weight multiplied by .362 gives 
the weight of magnesia — MgO. 

The Mg^PjO, should be completely soluble in hot hydro- 
chloric acid, but is likely to contain amounts of silica depend- 
ent on the quality of the glassware used for evaporating. In 
this event, the silica is filtered off. the filtrate and washings 
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caught in a small beaker and diluted to 100 c. c. Three c. c 
of saturated microcosmic salt solution are added and the mag- 
nesium ammonium phosphate reprecipitated by the addition of 
ammonia and treated in the manner previously described. 

Snlphnrio Acid. — For this determination a separate sample 
of 0.7 gram is taken ai)d digested on a warm plate with 50 
c. c. of r — 4 hydrochloric acid until nothing remains in suspen- 
sion other tiian a few particles of flocculent insoluble siiicious 
matter. This is filtered off, the filtrate and washings made up 
to about 200 c. c. and brought to boiling. Ten c. c. of a hot 
10% solution of barium chloride are then added, with brisk 
stirring, and the boiling continued for 5 minutes, after which 
the covered beaker is set aside for several hours on a warm 
plate — about 50° C. When the precipitate has completely set- 
tled, it is filtered on a small paper, washed several times with 
hot water and then carefully ignited, with the filter, in a 
weighed platinum crucible over a Bunsen flame until perfectly 
white. This weighed precipitate is barium sulphate — BaSO^ — 
multiplied by .343 gives the weight of sulphuric anhy- 
dride— SO,. 

Allowing the precipitate to settle out in a warm solution has 
been found advisable, since it is then easily retained by the 
filter ; otherwise it is apt to run through and give consider- 
able trouble. 

AKALTSIS OF CEMENT KOCK, CL&T ASH NATTTBAL 
CEMENT. 
In cases where the substance is not decomposible by hy- 
drochloric acid, recourse must be made to fusion with sodium 
carbonate. A 0.5 gram sample, after the loss on ignition has 
been determined, is intimately mixed with about 10 times its 
weight of sodium carbonate, with which a few small crystals 
of potassium nitrate have been ground. The mixture is trans- 
ferred to a platinum crucible with a tight fitting cover and 
heated over a strong flame until it is in a state of quiet fu- 
sion. A few minutes over the blast lamp is advisable before 
cooling. The fusion is then run up the sides of the crucible, 
and allowed to cool, afte'r which the crucible, with its contents 
and the lid, are placed in a casserole, covered with water and 
allowed to digest on a hot plate until the fusion is well disin- 
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tegrated. The crucible and lid are then removed, washed, using 
hydrochloric acid if necessary, and sufficient hydrochloric acid 
is carefully added to bring everything into solution. The 
solution is then evaporated to dryness for the separation of 
silica, after which the procedure is exactly similar to that used 
for Portland cement and limestones. The precipitates, how- 
eyer, all require considerably more washing owing to the fixed 
alkali from the fusion which is difficult to wash out. The in- 
experienced operator should test a few drops of the washings 
with silver nitrate — a precipitate of silver chloride indicates that 
the washing has been insufficient. 

ALTIXKATIVE AFD ADDITIONAL HETHODS. 

Lime — Volmnetrio Method. — In mill laboratories and where 
greater rapidity is necessary, the lime generally is determined 
volumetrically. The method depends on the following reaction : 
5 H,C,0, + 2 K MnO. + 3 H,SO. = 

K,SO. + z MnSO. + 8 H^O + 10 CO,. 

Six grams per liter is a convenient strength for the perman- 
ganate solution. It should be made not less than 24 hours — 
preferably several days — before standardizing, should frequent- 
ly be well shaken during that period and kept in dark bottles. 
It may be standardized against oxalic acid. The acid, howr 
ever, should be recrystallized, dried between filter paper and 
finally in a current of dry air, and preserved in a tightly stop- 
pered bottle. 0.2 gram of the crjstals so prepared is dissolved 
in 100 c. c. of water; 5 c, c. concentrated sulphuric acid are 
added and the solution bTought just to a boil. The perman- 
ganate solution is then run in from a burette until the pink 
color is permanent. The weight of acid taken divided by the 
number of c. c. permanganate solution used gives the value of 
the solution in terms of oxalic acid. This result multiplied by 
0.444 gives the value in terms of CaO. Duplicate determina- 
tions should not vary more than 0.00002. 

When pure calcite (CaCO,) can be obtained, it is preferable 
to dissolve a weighed quantity, precipitate the lime by am- 
monium oxalate, and standardize the solution against it as in 
the regular course of analysis. 

For the determination of the lime, the precipitate of cal- 
cium oxalate is obtained as tor the gravimetric method. It is 
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washed five or six times with hot water, or until a few drops 
of the washings fail to decolorize a similar quantity of dilute 
permanganate. The funnel is then inverted and the precipitate 
washed back into the original beaker, after which the filter 
paper is spread out on the inner side of the beaker, and washed 
with I — 4 sulphuric acid to dissolve any adhering particles of 
precipitate, followed by hot water. The precipitate in the 
"beaker is then stirred with a spray of the i — 4 sulphuric acid 
until solution takes place. 

It is diluted to 200 c. c, brought barely to a boil, and titrated 
with standard permanganate. The number of c. c. taken mul- 
tiplied by the CaO value gives the amount of Time, 

Xagneaia — Volvmetrio Kethod. — The simplest method depends 
on the following reaction : 

Mg (NHJ PO, + H,SO, = (NHJ H,PO, + MgSO*. 

The filtrate from the lime precipitate having been consider- 
ably reduced in volume by evaporation, is transferred to a 
large Erlenmejer flask and made strongly ammoniacal. 20 
c. c. of a saturated solution of microcosmic salt are then added 
and the mixture is thoroughly shaken until the precipitate is 
well formed. The precipitate is allowed to settle, filtered out 
and washed as usual. Tfie paper is then spread out on a bisque 
plate. This will rapidly absorb the greater part of the water 
and ammonia, after which the paper is removed from the plate 
and dried in an oven at 50° or 60° C, for fifteen minutes. 
When this is accomplished, tKe paper and precipSate are thrown 



the precipitate has entirely dissolved, the excess of acid is 

N 
titrated back with — ammonia. 
10 

I c. c.~ H,SO. = .002 MgO. 
10 

Mr. R. K. Meade* has evolved a method, briefly described 
by Suttonf as follows: "When a solution of arsenic acid con- 
tains sufficient sulphuric or hydrochloric acid, the arsenic is 
quickly reduced to arsenio-is acid even in the cold. For every 

f R. K. Headc. 
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molecule of arsenic acid so reduced there corresponds two 
atoms of magnesium, two molecules or four atoms of iodine 
are liberated. This latter is titrated with sodium thiosulphate, 
and from the volume of standard solution required, the mag- 
nesium calculated. 

"The standard solutions are conveniently made as follows: 

"Standard sodium arsenate is prepared by dissolving 12.29 
grams of pure arsenious acid in nitric acid, evaporating on a 
water-bath to drjness, neutralizing with sodium carbonate in 
solution, and when dissolved made up to a liter with distilled 
water. Each c. c. ^ 0.005 S^- of MgO. 

"The standard solution of sodium thiosulphate is made to 
correspond to this either by direct titration, or by making it 
equal to a standard iodine solution made by dissolving 52.24 
gm. of pure iodine, and 75 gm. of potassium iodide in about 
200 c. c. of water, and making up to one liter. Each c. c. = 
0.005 S^- MgO- 

"Process. — Pour the magnesia solution, which should not con- 
tain too great an excess of ammonium chloride or oxalate into 
an Erlenmeyer flask or a gas bottle of sufficient size. Add 
one-third the volume of the solution of strong ammonia and 
50 c. c. of sodium arsenate. Cork up tightly and shake vigor- 
ously for ten minutes. Allow the precipitate to settle some- 
what, then filter and wash with a mixture of water and strong 
ammonia (3 — i) until the washings cease to react for arsenic; 
avoid, however, using an excess of the washing fluid. Dis- 
solve the precipitate in dilute hydrochloric acid (1 — i), allowing 
the acid solution to run into the flask in which the precipitation 
was made, and wash the filter paper with the dilute acid, until 
the washings and solution measure 80 or 100 c. c. Cool, and 
add from 3 to 5 gm. of potassium iodide, free from iodate ; 
allow the solution to stand a few minutes, and then run in the 
standard thiosulphate until the color of the liberated iodine 
fades to a pale straw color. Add starch, and titrate until the 
blue color of the iodide of starch is discharged. If preferred, 
an excess of thiosulphate may be added, then starch and stand- 
ard iodine until the blue color is produced. On adding the 
iodide of potassium to the acid solution, a brown precipitate 
forms, which, however, dissolve.'! when the thiosulphate is 
added. 



Digitizecoy Google 



CHEMICAL ANALYSIS. 



195 



"Experience has proved that the whole process can be done 
within an hour, and the results are very near those given by 
gravimetric methods." 

StUpimio Acid. — Mr. D. D. Jackson has devised* a photo- 
metric method for this constituent depending upon the tur- 
bidity of a solution holding barium sulphate in suspension. The 
cement is dissolved as in the regular method of determination, 
and the solution transferred to a 100 c. c. Nessler tube. When 

icold, crystals of barium chloride are added, after 
which the tubes are corked, well shaken, and set 
aside for a short time. 
For the determination there is a tube gradua- 
ted into millimeters and inclosed in an opaque 
sleeve to shut out the light. Fig. 103. It is sus- 
pended in a rack so that the bottom is 3 inches 
above the flame of a standard candle ; and on 
looking down through the tube there is visible a 
bright circle of light. 

To make the determination, the precipitated 
solution in the Nessler jar is made up to the 
100 c. c. mark and thoroi^hly ^itated. Suffi- 
cient of it is then slowly poured into the gradua- 
ted tube until the last addition just shuts out the 
circle of light at the bottom of the tube. This 
point is very well defined. For the number of 
lillimeters of solution required, a table prepared 
by Mr, Jackson gives the corresponding amount 
Fig. 103.— Ja«kton'9 of sulphuric acid. 
Apparatus for De- While the method cannot be called an exact 
termimng Salpbar- oj,g (he results ate accurate enough for ordinary 
purposes, and the method is convenient where 
a great ntmiber of determinations are required. 

Total Snlphnr. — Sulphur in clay and rock usually exists as 
iron pyrites, FeSj. For its determination, I gram of the fine- 
ly pulverized sample is intimately mixed with about ten times 
its weight of a mixture of 10 parts sodium carbonate and i 
part potassium nitrate. The mixture is transferred to a tightly 
covered platinum crucible and heated to qtliet fusion over a 
strong Bunsen flame. It is advisable to have the crucible 

■Jminul Amerlcu Obemlcal Socletr, VoL XXIII.. N». 2. 
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placed in a hole through an asbestos board, in order that the 
gas from the flame ma\ not contaminate the fusion. 

The fusion is treated exactly as for the complete analysis 
of cement rock, etc., excepting ihat when it has gone into solu- 
tion upon the addition of hydrochloric acid, the solution is 
filtered into a beaker of suitable size, brought to a strong boil, 
and the sulphur (now oxidized to sulphate) precipitated, while 



TABLE XLV,— Foe the Reduction of Ol>MrTatioii* MnJo With Jaclaoo's 
Sulphate Apparatus. 
(Compiled by Mr, Jackson.) 
h Par Cent. Depth PtiCta 



Depth Per C«i 



4-8 



BO,. 



7.0 



8-3 
S.4 

?-5 













0.6 




0.6 




0.6 


IO.« 




ia8 


O.S 



3* 

3-9 



boiling, with 10 c. c. of 10% barium chloride solution. After 
boiling 5 minutes longer, the beaker is set aside in a warm 
place. When the precipitate has completely settled it is filtered 
off, ignited and weighed. 

The weight multiplied by .258 gives the amount of iron py- 
rites FeSj. However, any sulphate sulphur, determinable by 
the method of solution in hydrochloric acid, should have its 
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corresponding weight of barium sulphate subtracted from the 
above weight before multiptying by the factor, 

SoIphnT (aa ddoiimi Sulphide). — While this determination is 
not frequently made, it is sometimes desirable, especially with 
slag cements. Five grams of the sample are introduced into 
a 6-ounce Erlenmeyer flask, provided with a rubber stopper, 
having a small tap funnel and a delivery tube leading to the 
bottom of an 8-inch test tube. The test tube is f filled with an 
ammoniacal solution of cadmium chloride; 50 c. c. of i — i 
hydrochloric acid are run into the Erlenmeyer flask through 
the tap funnel, the solution gradually heated to boiling and 
boiled for several minutes. The hydrogen sulphide evolved 
precipitates cadmium sulphide in the test tube. When the solu- 
tion has boiled suflUciently, the delivery tube is disconnected, 
and the contents of the test tube transferred to a casserole. 
A drop of starch solution is added and sufficient dilute hydro- 



tion is then run in from a burette until a blue color appears. 
I c. c. — iodine — .0036 calcium sulphide ( CaS ). 

Alkaliei. — For the determination of .the alkalies the method 
of J. Lawrence Smith is generally employed, as follows; 

One gram of the finely divided sample is intimately mixed 
with an equal weight of ammonium chloride. Eight grams 
of precipitated calcium carbonate are then thoroughly incor- 
porated with the mixture ; the mass is transferred to a capa- 
cious platinum crucible with a tight fitting lid, and heated 
over a Bunsen flame. The heat is applied gently at first, until 
fumes of ammonium salts cease, after which the crucible is 
heated to a bright red for one hour. After cooling, the fusion 
is transferred to a platinum dish, covered with water and al- 
lowed to slake. When thoroughly slaked, the solution is 
filtered into another dish, and evaporated to about 50 c. c, 
when 2 grams ammonium carbonate are added. As soon as 
the ebullition ceases, the clear liquid is filtered off into a weighed 
platinum dish, and evaporated. A crystal of ammonium car- 
bonate should be added during the evaporation ; if a precipi- 
tate separates it must be filtered. When there is no further 
precipilation, the solution is acidulated with hydrochloric acid 



Digitizecoy Google 



198 PRACTICAL CEMENT TESTING. 

and taken to dryness on the water bath. When perfectly dry, 
the chlorides are broken loose from the dish and carefully 
ig^nited at a dull red heat to constant weight. This gives the 
combined chlorides — NaCl + KCl, 

For their separation, the mixed chlorides are taken up with 
a few c. c. of water and a drop or two of hydrochloric acid, 
and heated on the water bath. There are frequently a few 
grains of insoluble matter; this should be filtered oS. and 
ignited, and its weight deducted from that of the combined 
chlorides. To the solution of the chlorides, 1 to 2 c. c. of a 
solution of platinic chloride are added, after which it is evapo- 
rated on the water bath until crystallization begins. A few 
c. c. of water and an equal quantity of alcohol are added ; the 
insoluble potassium platinic chloride is filtered of!f on a 
■weighed Gooch crucible or tared filter, washed with alcohol un- 
til the washings are colorless, dried at 100° C. for one hour, 
and weighed as potassium platinic chloride (K^PtO,). We 
then have: 

Wt. KjPtCI, X .194 = K,0. 
Wt. K,PtCl, X .307 = KCl. 
Wt. NaClx.53i = Na,0. 

Carbon Dioxide. — For the accurate determination of carbon 
dioxide in rocks or cements, a train, such as is represented in 
Fig. 104, is employed. It consists of a washing bottle, contain- 
ing dilute sulphuric acid, followed by a tower of caustic potash 
connected to a tap funnel leading to the bottom of a 4-or. Erlen- 
meyer flask. From this flask a tube leads to an upwardly in- 
clined condenser, followed in this order by a "U" tube of calcium 
chloride, a tube of anhydrous copper sulphate, a second tube of 
calcium chloride, and then the two weighed "U" tubes, filled 
with soda lime for the absorption of the carbon dioxide and pro- 
vided with stop-cocks. These are followed by a "U" tube con- 
taining soda lime in its inner and calcium chloride in its outer 
arm, which leads to a suction pump or aspirator bottle. Before 
using the apparatus a current of COj should be passed through 
the first three "U" tubes, in order to saturate any free lime. It 
should be followed by a hter of purified air. 

To operate the apparatus, a weighed portion of the sample, 
ranging from 0.5 gram of a limestone to 5 grams of Portland 
cement, is introduced into the Erlenmeyer flask and covered 
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with water. All the stop-cocks are opened and a liter of air 
is aspirated through the apparatus. The soda lime tubes are 
then removed (with stop-cocks closed) and placed in the bal- 
ance case for 15 minutes, after whicii they are weighed. The 
operation is repeated until both tubes reach a constant weight. 
Fifty c. c. of I — r hydrochloric acid are then introduced into 
the tap funnel, and, with the train connected up, allowed to 
run into the flask. When the reaction becomes weak, air is 
filowly aspirated through, the solution in the flask gradually 
brought to boiling and allowed to boil for several minutes. 



Fig. 104 — Apparatoi for Detennining Cartmn Dioxide. 

after which the flame is removed and a couple o( liters of air 
aspirated. The stop-cocks are then closed, the weighed tubes 
removed to the balance case, and, after standing 15 minutes, 
are weighed. They are then again connected with the train, 
and, after a liter of air is aspirated, weighed, and this is re- 
peated until a constant weight is attained. The gain in weight 
is carbon dioxide — COj. 

For more rapid work, some operators prefer the small gas 
bottles, an excellent form of which is shown in Fig. 105. A 
weighed quantity of the sample is introduced into the lower 



Digitizecoy Google 



200 PRACTICAL CEMENT TESTING. 

part of the bottle and covered with water. The inlet tube which 
leads to the bottom of the flask is filled with i — i hydrochloric 
acid, white the other is i tilled with strong sulphuric acid to 
absorb any moisture that might escape during the operatioa 
When everything is prepared the bottle is wiped clean and 
weighed, after which the hydrochloric acid is admitted to the 
sample. When the first reaction is over, a light suction is ap- 
plied to the outlet and air is aspirated until the bottle reaches 
a constant weight. The loss from the original weight is car- 
bon dioxide — COj, 

Carbon Dioxide and Water.— For the determination of both these 
constituents in a cement or rock, the Shimer crucible (Fig.io6) is 
found very convenient, 
and its operation is de- 
scribed at some length 
by Meade.* The newer 
form of crucible is a con- 
siderable improvement 
over the old type in that 
it is provided with a 
circulating chamber for 
water. The crucible is 
Fio. io5.-Appar>ins set Up in a train having 
for DeiermiDing on one side an aspirator. 
Carbon Dioxide by a calcium chloride and 
Lob of Weight. ^ ^ygtic potash jar to 

purify the air entering the apparatus, and on the other side a 
weighed calcium chloride tube followed by a weighed potash 
bulb and guard tube filled with calcium chloride. 

The weighed sample is placed in the crucible, and the cap is 
made air tight by means of a rubber band between it and the 
crucible. A circulation of water keeps this band from becom- 
ing hot. With a slow current of air passing through the ap- 
paratus, the crucible is heated by a strong Bunsen burner for 
lo minutes, followed by a blast for 20 minutes longer. The 
lamp is then removed, after which the aspiration is continued 
for about 10 minutes. Tlie tubes are then disconnected and 
weighed, observing the same precautions as in the preceding 
methods. 

•"BxamlnaMon of Portland Cement." by R. K. Meade. 
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BAPID METHODS FOB COKTBOL WOBE. 

In making complete analyses of the raw materials or the 
finished product, the methods customarily followed in the mills 
are practically a condensation or simpHhcation of the preced- 
ing general method. Corrections are never applied, the silica 
is evaporated but ijnce and generally baked for 15 or 20 min- 
utes; only one precipitation is made for lime and magnesia, 
the former of which is determined volumetrically, while both 
gravimetric and volumetric methods are employed for mag- 
nesia. The accuracy thus obtained is less than that of 
the general method, but the errors are usually systematic and 
hence are comparatively unimportant in control work which 
requires the determination of variations, rather than absolute 
quantities. 

For the proportioning of the raw materials, the lime alone 
is customarily determined, it being assumed that the other in- 
gredients vary in more or less of a fixed ratio. Proportioning 
is occasionally fixed by the silica content, but the use of this 
method is infrequent, and much less accurate and satisfactory. 
For the rapid determination of lime, the following two methods* 
represent the best practice, the first method depending upon 
titration with potassium permanganate, and the second upon 
titration with standard acid and alkali solutions. 

"Method 1. — In American practice this method is used most 
commonly and seems to enjoy the greatest favor among ce- 
ment chemists. It requires a potassium permanganate solu- 
tion of such strength that i c. c. == 0.005 gram calcium car- 
bonate or calcium oxide, depending on whether a raw mixture 
or burnt cement is to be analyzed. The method is carried out 
for limestone as follows : 

"Weigh out 0,5 gram of the finely ground sample into a plat- 
inum crucible and ignite over the Bunsen burner to destroy 
all organic matter. Transfer the sample to a 300 c. c, beaker, 
add 30 c. c. of water, cover with a watch glass, add ro c. c. of 
hydrochloric acid and a tittle nitric acid. Hoil till all the soluble 
matter is dissolved and all the carbon dioxide expelled. Wash 
ofT watch glass and dilute to about 150 c. c. with water pre- 
viously boiled. Add ammonia slightly in excess and heat to 
■. boiling. If the insoluble residue is low and it is not desired 

A. v. BIslnlDgcr, 
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to weigh the insoluble matter it is not necessary to filter it 
off. The calcium oxalate is precipitated in the boiling hot solu- 
tion as usual by the addition of 40 c. c. of a hot solution con- 
sisting of 20 c. c. of concentrated ammonium oxalate solution 
and 20 c. c, of water. Stir for several minutes and let settle for 
five minutes. 

"Decant the supernatant solution through an ashless filter, 
add 40 c, c. of hot water, decant, add another portion of hot 
water and decant for the third time. Now transfer the pre- 
cipitate to the filter and wash three or four times with hot 
water. To determine whether or not the precipitate has been 
washed sufficiently, catch a few c. c. of the last filtrate on a 
watch glass, add a drop of sulphuric acid and one drop of potas- 
sium permanganate solution. If the hquid shows a strong red 
color the washing is finished, if the color is discharged further 
washing is necessary. The calcium oxalate is now washed back 
into the beaker in which it was precipitated, using hot water 
and diluted to about 200 c. c, if necessary. Place the beaker 
under the funnel and run through the filter into the beaker 
30 c, c. of dilute sulphuric acid (i volume of acid to 3 of water). 
Wash the filler thoroughly with hot water and stir the con- 
tents of the beaker while running in the acid. Heat liquid 
to about 80° degrees C. and titrate with the permanganate solu- 
tion to a faint pink color which should not disappear for two 
minules. 

"The potassium permanganate solution should not be stand- 
ardized against iron or ammonium ferrous sulphate, but against 
calcite checked repeatedly by the gravimetric method of cal- 
cium determination. 

"R, K. Meade* proposes to keep the iron and alumina in 
solution by the addition of 5 per cent, oxalic acid, the calcium 
being precipitated by ammonium oxalate and determined vol- 
umetrically with a .standard permanganate solution. The re- 
sults have been found by Meade to be very satisfactory. 

"Hethod 2. — The acid alkali methods, owing to their rapidity 
and simplicilj, are frequently made use of, but great caution 
is necessary in their use, and the results should be carefully 
checked gravimetrically from time to time owing to the fact 
that these methods are subject to errors. Larger amounts of 

*"Cement and Englaeerlag Nevs," June, leOS. 
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alumina and iron influence the results most decidedly. S. B. 
Newberry* proposes the following working method: 

"Prepare a n/5 solution of hydrochloric acid and a n/5 caus- 
tic soda solution, standardizing with pure Iceland spar, which 
has been analyzed gravimetrically. One-half gram of pure spar 
should exactly neutralize 50 c. c. of acid. 

"Weigh out i gram of a finely ground limestone, transfer to 
an Erlenmeyer flask of about 500 c. c. capacity provided with 
a rubber stopper and a thin glass tube 30 inches long, to serve 
as a condenser. Run into the flask 60 c, c. of the 1-5 normal 
acid, attach the condenser and boil gently, allowing no steam 
to escape from tube, for about two minutes. Wash down the 
tube into the flask with a little water. Remove the condenser 
and cool the solution thoroughly by immersing the flask in 
cold water. When quite cold add five to six drops o' phenol- 
phthalein solution (1 gram in 200 c. c. alcohol) and titrate back 
to first pink color with 1-5 normal caustic soda solution. It 
is important to recognize the point at which the first pink color 
appears throughout the solution, even though this may fade 
in a few seconds. If the alkali be added to a permanent and 
strong red color the lime will come too low. The amount of 
acid used is called the first acid and the alkali used to titrate 
back, the first alkali. 

"In case the materials contain a very small amount of magne- 
sia the operation ends here and the calculation is simply : Num- 
ber of c. c. acid minus number of c. c. alkali multiplied by 2 x 
0.56 =^= per cent, calcium oxide. In this case it is unnecessary 
to cool the solution, and a permanent red is obtained at the 
point of neutralization. 

"The determination of magnesia proceeds as follows: 

"Transfer the neutral solution to a large test tube 12 inches 
long and i inch inside diameter marked at 100 c. c. Heat to boil- 
ing and add 1-5 normal caustic soda solution, about one c. c. at a 
time, boiling for a moment after each addition until a deep red 
color is obtained which does not pale on boiling. 

"This point can be easily recognized within one-half c. c. after 
a little practice. Note the number of c. c. soda solution added 
to the neutral solution as second alkali. Dilute to 100 c. c, boil 
for a moment and set the tube aside to allow the precipitate to 

*"CemeDt and EnglDeerlng News." Msrch. I<X>-1. 
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settle. When settled take out 50 c. c. of the clear liquid by 
means of a pipette and titrate back to colorless with 1-5 normal 
acid. Multiply bj 2 the number of c, c. of acid required to neu- 
tralize and note as second acid. 

"Calculation: 

"Second alkali: second acid x2xo.40 = per cent, magnesia. 
First acid x (1st alkali + 2d alkali — second acid) x 2 x 0.56 = 
per cent, calcium oxide." 

STTPPTiEltF.'WTA'RT. 

The Deteotioii of AdnltcrantB. — The common adulterants of 
Portland cement are natural cement, limestone, cement rock, 
slag, cinder, sand and in foreign cements, hydraulic lime. 
Some of these, moreover, so nearly approach the chemical com- 
position of cement that they may readily escape detection in 
ordinary analysis, so that recourse must be made to special 
methods in order to determine their character and amount. 

The chemical tests most generally employed for this purpose 
are : — lohs on ignition, weight of carbon di-oxide absorbed, 
and reduction of potassium permanganate. 

The determination of loss on ignition has already been de- 
scribed,* and for a normal Portland cement should rarely ex- 
ceed zj per cent. If much above that figure and the cement is 
not underburned, as shown by the specific gravity, it would in- 
dicate the presence of natural cement, a carbonate rock, or hy- 
draulic lime. 

The amount of carbon di-oxide absorbed is obtained by plac- 
ing about 3 grams of finely ground material in a stream of the 
gas, then drying it over sulphuric acid and determining the in- 
crease in weight. Normal cement rarely absorbs over 0.05 per 
cent.; excess indicates natural cement or hydraulic lime. 

The reduction of potassium permanganate test is made by 
treating one gram of finely ground cement with a mixture of 50 
c. c. of dilute sulphuric acid and 100 c. c. of water and then 
titrating with a potassium permanganate solution of known 
strength. A gram of normal Portland cement should not reduce 
more than 3 milligrams of permanganate, while a gram of slag 
reduces from 45 to 75 milligrams. 

The presence of cinder or sand may be detected readily by 



Digitizecoy Google 



CHEMICAL ANALYSIS. 



205 



treating the cement with dilute (i :i) hydrochloric acid, the sand 
or cinder remaining as an insoluble residue, which may be ex- 
amined to determine its character. The presence of slag also 
may generally be detected by the same treatment, due to the 
evolution of hydrogen sulphide gas which can be recognized by 
its characteristic odor or by placing over the vessel a filter paper 
moistened with lead acetate which will be turned black if this 
gas is present. 

The specific gravity of Portland cement is much greater than 
any of its adulterants and this gives another method of detec- 
tion. Portland cement averages a specific gravity of 3,15, nat- 
ural cement 2.85, slag 2.85, limestone 2.60, sand 2.65, and cinder 
2.70, so that a large amount of adulteration could readily be 
observed in the ordinary specific gravity test. However, on ac- 
count of the many other conditions that also operate to produce 
3 low specific gravity this test alone is never positive, but the 
difference in specific gravity between cement and its adulterants 
may be utilized in the following -method devised originally by 
Le Chatelier; 

This method consists in preparing a liquid with a specific grav- 
ity of about 2.95 by diluting iodide of methylene (sp. gr. 3.34) 
with benzole or turpentine and adding the cement, which sinks 
in the liquid while the adulterant floats on the surface. The 
liquid is conveniently prepared by placing about 12 c. c. in a 
small test tube with a crystal of aragonite which has a specific 
gravity of 2.95 and then slowly adding benzole with constant 
stirring until the liquid is neutral to the crystal so that it will 
neither sink nor float. It is then quickly transferred to the sep- 
aratory funnel (Fig. 107) which should be about four-fifths full. 
One to two grams of the sample to be tested are then weighed 
and brushed into the liquid, stirred a few moments with the 
platinum rod, then tightly stoppered and set aside for about half 
an hour, while the separation takes place. By careful manipu- 
lation the two portions may be drawn off separately, caught on 
tared filters and after washing with benzole, dried and weighed, 
thus giving the relative amount of the adulteration, which may 
then be subjected to analysis and its character determined. Care 
must be taken in operating this apparatus to keep it tightly 
closed or the specific gravity of the liquid will rapidly increase 
due to the evaporation of the benzole. 
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The microscope affords another means for the detection of 
adulteration. It is best to employ a low power objective about 
S inch, and to examine that part of the cement which passes the 
No. loo and is retained on the No. 200 sieve. The cement clinker 
can easily be recognized by its honeycombed appearance and 
its dark, almost black, color. Underburned clinker appears 
brownish and semi-transparent. Plaster of Paris appears soft 
and white. Slag is characterized by its grey color and angular 
fracture. Raw rock has about the same color as clinker, but 
lacki; its honeycombed appearance. The debris of iron and 



FiQ. 107, — Apparatus for Detecting AdnltoratioDs by Separk- 
tioD with Metbytene Iodide, 

flint from the mills as well as particles of unburned coal may be 
readily recognized. 

Equipment. — The following list gives the apparatus and chem- 
icals necessary in a practical routine laboratory running an 
average of say four samples a day. The aniclcs marked with an 
asterisk (•) should be increased or diminished for greater or less 
volume of work, while those marked with a dagger (f) are only 
required in determinations of carbonic acid and the alkalies or 
in tests for adulterations. The cost of the list as given should 
be from 250 to 300 dollars. 

A small equipment adapted to the occasional testing of single 
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samples for the common constituents will cost from 100 to 150 
dollars. 

AFPABATUS. 

t2 6-itich U tubes (with ground 



Chemical balance (sensible 

to ai mg.). 
Rough balance (sensible to 

-I 8-)- 
*4 platinum crucibles. 

fi " Gooch crucible. 
I ■• dish— TOO c. c. 

I 2j-inch agate mortar. 

I small steel mortar. 
•2 5-inch desiccators. 
*ia 4- inch casseroles. 
•12 No.. 3 beakers. 
*i2 No. 4 
•6 No. 6 
•6 No. 8 
*t2 4' inch watch glasses. 
•12 6-inch "' " 
*I2 2- inch funnels. 
•12 3J-inch funnels. 

3 SO c. c. burettes. 

I 100 c. c. burette. 

I 1,000 c. c. graduated cylinder. 

3 100 c. c. graduated cylinders. 

3 pipettes (10 c. c. — 25 c. c. 



- soc 



c). 



:. volumetric flasks. 
2 I litre flasks. 
2 soo c. c. flasks. 

1 500 c. c. filter flask. 

2 12 oz, Erlenmeyer Rasks. 
t2 8OZ. 

ti washing bottle. 
tl CaCI, jar. 
■fi 12-inch condenser. 
T4 8-inch U tubes. 



Hydrochloric acid. 
Sulphuric acid. 
Ammonia. 
Nitric acid. 
Oxalic acid. 
Hydrofluoric acid. 
Sodium carbonate. 

fAmmonium chloride. 
" carbonate. 

t " oxalate. 

Microcosmic salt 
Barium chloride. 

Potassium permanganate. 
tSoda lime. 

Calcium chloride. 
tPotassium hjidrate. 

" bi sulphate. 



glass stoppers). 
tl 2-oz. separator/ funnel 
ti CO, bottle. 
I aspirator bottle or suction 

ti special separatory funnel 

(for adulterations), 
*I doz. specimen bottles. 

1 doz. 6- inch test tubes. 
•! doz. No, o porcelain crucibles. 

I doz, rubber tips. 

I 200° C. thermometer. 

I water still. 

I water bath. 

I hot plate (n X l8). 

1 drying oven. 
•4 Bunsen burners. 
*i blast lamp and bellows. 
*6 retort stands. 

2 burette stands. 
*4 filter stands (double). 

I test tube rack. 
12 clay triangles. 
I pair crucible tongs (nickel). 

1 cork borer. 
* Glass rods and tubing. 

Wire gauze. 
Asbestos board. 
Rubber tubing. 

" stoppers. 
Corks 
Files. 

2 small camel's hair brushes. 
2 6-ineh spatulas. 

CHEUCAXS. 

Sodium hydrate, 
t Copper sulphate. 



fPlatinic chloride. 

Lead acetate' 
tCaleium carbonate. 

Alcohol. 

Iron wire. 

Phenol-phthalein. 
tMethylene iodide, 
tBenzole. 

Limestone. 

Iron sulphide. 

Qualitative filter paper, g cm. 

Ashless qualitative filter 
paper, 9 cm. and ri cm. 

Ashless qualitative filter 
paper for sulphate, 7 cm. 



Digitizecoy Google 



2o8 PRACTICAL CEMENT TESTING. 

It would scarcely be profitable to give descriptions of the vari- 
ous fixtures, hoods, sinks, water and gas arrangements, etc., 
necessarj- to equip a chemical laboratory, since each particular 
laboratorv has different conditions to meet, and each chemist 
has individual preferences as to their arrangement. A conven- 
ient bath for running down solutions and evaporating silicas 
can ,be made by placing a steam coil in the bottom of a hood 
and covering it with 2 or ^ inches of sand. An automatic motor 
driven blast will also be found a great convenience and time- 
saver. The author has installed in the Philadelphia Laboratories 
a system of ovens and plates heated by electricity which have 



TABLE XLVI.— Symbols and Alomic Weights of the Elements Enleriog 

into the Analj'sis of CemeDt. 

(Atomic Weights Based on H — i.ooa) 
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Al 


26.9 

Hi 

79-36 


riutn 

>mine... . 


Ba 
Br 



Cadmium 

Calciam Ca 39.S Platinum Pt i93-i 

Carbon C II. 91 Potassitim K 3S.86 

Chlorine CI 35.18 Silicon Si 38.3 

Chromium Cr 51.7 Silver Ag 107.11 

H)>droften H i.oo Sodium Na ».8S 

Iodine I 115.9 Sulpbnr S 31.83 

Iron Fe 55.5 Tin Sn 118. i 



given great satisfaction and are recommended where an elec- 
tric current is convenient and cheap. 

Value of Chemical Analjnis. — Only the mills and the large 
private and permanent laboratories have need of a chemical 
laboratory for the testing of cement. In the mills, the control 
of the product rests entirely on the composition of the raw ma- 
terials and there a laboratory is a positive necessity. From the 
consumer's standpoint it is only necessary to know that the in- 
jurious constituents, principally magnesia and sulphuric acid, are 
within allowable limits. With the magnesia little trouble is ever- 
encountered since none of the domestic cements average over 
3 O'' 3^ per cent., which is entirely safe for all ordinary construc- 
tion. The content of sulphuric acid should be checked from time 
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to time and not allowed to exceed 1,75 or at most 2 per cent., but 
the best method for the consumer, unless he has a permanent 
laboratory, is to send occasional samples to one of the many 
private laboratories for an analysis of sulphuric acid and occa- 
sionally for ma^esia, which will cost but 2 or 3 dollars a sam- 
ple, and thus will effect a great saving over the cost of making 



TABLE XLVIU.— For Bedacii^ Values o(B»S04 I 
Bued OB the Factor 0,343. 
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0.1921 1 0.195s 

0.2264 : 0.1298 
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Ml 

0.3018 
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0-3704 


0.3014 
0.2367 
0.3710 
0.3053 
0.3390 
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these tests himself. A few simple reagents and test-tubes will 
be sufficient for making the adulteration tests just described, 
but that need be the only outfit required. The complete analy- 
ses made by the permanent laboratories are more a matter of 
record and experiment, than of value in the acceptance of ma- 
terial. 
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TABLE XLIX.— For Converting Mg P. O, to Mg O— 
Based on (he Factor 0.363. 
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CHAPTER XII. 
SPECIAL TESTS. 

The tests considered in this chapter are employed but rarely 
in ordinary routine, and have little, if any, importance, so far as 
the customary reception tests are concerned. Only sufficient 
will therefore be given to enable the operator to understand the 
reasons for their occasional employment and the common 
methods of making the determinations. 

Comprettion Terti. — These tests usually are made for the com- 
parison of different sands and stones intended for use in con- 
crete, and for other purposes in which the (Concrete itself must 
be tested, and not the cement or mortar composing it. The test 
is frequently made for experimental purposes on cements or 
mortars, but rarely for purposes of reception. 

For tests of concrete, compression tests are the most suit- 
able for the reason that either tensile or transverse specimens 
must be of such a size, if reliable results are desired, that they 
are very unwieldy and awkward to handle. A 6-inch cube, 
however, is sufficient for tests in compression. 

The common form of specimen is that of a cube, 2 ins. on a 
side for mortars, and 6 ins. for concrete. The material fails gen- 
erally by pushing out the sides laterally leaving pyramidal pieces 
in the middle, the failure being in the nature of a shear along 
surfaces inclined about 30° to 35° with the vertical. Since the 
material fails at this angle, a cube evidently will not give theoret- 
ically true results, but its employment is so universal that it 
would be difficult to institute a change. Cylinders are often 
employed instead of cubes, because they can be filled more uni- 
formly, it being very difficult to thoroughly compact the cor- 
ners of the cube. The broken halves-of briquettes are also tested 
occasionally, but because of their small depth in comparison with 
the area they give abnormally great results. Johnson* states 
that half-briquettes should be multiplied by the correction factor 
0.83 to make the results obtained from them and from cubes 

■"The Uaterlalo ot Conxtrucllon," bjr J. B. JobnaoD. 
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comparable. For certain tests the author has used small cjl- 
inders r in. in area and i in, high with verj satisfactory results. 
The bearing surfaces of the specimens must be carefully 
dressed to true planes belore test, and it is advisable to have one 
surface bearing on a ball and socket joint to correct for any 
slight angle between the planes of the surfaces. To take up 
small irregularities, it is common to rest the block on blotting 
paper, sheet lead, or plaster of Paris. When plaster is employed 
it is gauged, put between sized paper at both top and bottom of 
the specimen, on which a very low stress is placed, the plaster 
setting while the cube is in position. The author uses three 
thicknesses of blotting paper at the top and bottom of each cube. 



;le Fig. 109.— Moold for fi.in. 

Cylinders of CoDcrete. 

and finds this surface most satisfactory for rapid and accurate 
work. The results obtained, when any of these cushions are 
used, will, however, be slightly lower than those from cubes 
having a direct bearing on the steel plates. For dressing the 
surfaces a machine like that shown in Fig. 117, page 220, may be 
used to advantage. 

For 6-in. cubes of concrete, a good form of mould made of cast 
iron, is shown in Fig. 108. Figures 109 and no give forms of 
cylindrical moulds, the latter being an inexpensive form made of 
sheet iron held by a clamp. The 2-in. cube moulds are mads 
either singly or in gangs (Fig. ill). 

The machines usually employed (or tests of concrete are the 



Digitizecoy Google 



214 



PRACTICAL CF.MEST TnSTI\C. 



so-called "universal" machines which can be made adaptable 
for tests of tension and cross-breaking, although entirely too 
cumbersome for making either of these tests on small briquettes 
or prisms of ::ement. A type of these machines is shown in Fig. 
112; power is necessary to op- 
erate them satisfactorily. For 
breaking: 6 '"■ cubes of the 
richer mixtures of concrete, a 
capacity of 150,000 pounds 
is necessary, and even this 
amount isoccasionallyexceed- 
ed, although most concrete will 
fail under 100,000 pounds. For 
6-in. cylinders, 100,000 pounds 
will usually be sufficient. 

For tests of 2-in. cubes a similar "universal" machine of 
smaller capacity may be employed, or a special machine such as 
is illustrated in Fig. 113. In this, the load is due to hydraulic 
pressure applied by the hand-«heel ai the side, while its amount 
is read on the gauge. This particular machine is of 30,000 pounds 
capacity. Hydraulic machines, however, are generally less ac- 
curate and satisfactory than those in which the load is supplied 
through direct gearing. The compression attachment furnished 
with the long-lever cement machines is convenient for testing 
one-inch cubes and cylinders of mortar. A 150,000 pound uni- 
versal machine, and a long-lever cement machine with attach- 
ments for compression and transverse tests will be sufficient to 
make all strength tests of cements, mortars and concretes. 

Strength in Compresuon. 
■ -The ratio of compressive 
rtreng-ih determined from! 
cubes or cylinders to tensile ' _ 

strength asdetermined from p,^ , , i.—Gftng Mould tor a-in. Cubes, 
the standard briquettes will 

vary all the way from 3 to 15, depending on the character of ths 
specimens, their age, condition, richness, and method of treat- 
ment. The average ratio varies from 5 to la Johnson* gives 
•■•Th» JlUerUlB of CoMtmeUon." by J- B. Johiiam. 
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the following formula (or this ratio based upon tests by Tet- 
majer on 1:3 mortar: 

con.p„.sive sTenglh ^ _ ^ , ^ 

tensile strength ^ " 

where A ^ the age in months. This gives a ratio of 8.6 for one 



Fig. Ill — ThB Olseo Universal Tssting Machine. 
month, to 10.6 for i year, which is high for this mixture. The 
ratio generally increases both with age and with the richness ol 

TABLE L. —Showing the Kelalion of the Strengths of Cement Under Different 

Fonni of Stress. 

(From "Cements, Mortars and Concretes," by M. S, Falii.) 

— "'^"lion — . '-ConprvKBlcnt-. * — BaDdJDf — . . r»i*m. . 

gliUncs Ult-RuLUuB Bltnm«mn 



luW«k< 



Ponndm ner PaanilA par 

Sqiun Incb Bqa-re Inch 



InLlw. 



SS'SS 



















( ■ 


iji aj4 


i860 




6M 


62, 


376 


171 










'M 








, n 








118 






166 104 


2460 


2490 




«(7 


116 


346 


3 148 169 




1040 




181 




iSi 


( I 


5 iiq :o3 


■*2 


977 


2B4 


276 


n". 


>3« 


( I 


257 292 










iwi 




io»to.i3. t 








748 








I I 


5 177 23» 


1510 


2960 


S4S 






^0* 




NDU.-EH 


h T.]<» > 


ar^BofS 


t«u. 









DigilizocB, Google 



2l6 PRACTICAL CEMENT TESTIS'C. 

the mort-r. Table L. gives a compilation by Falk* of the results 
of tests made by Baiischinger, and shows the relation between 
the strengths under different forms of stress; each value rep- 
resents g tests. The ratio in 
■ this table varies from 13.2 to 
8.0, for specimens i<ept in air, 
and from 16.0 to 7.3 for those 
in water. These values are on 
the whole typical, although 
the maximum is abnormal. 
• Tramvene TMts. — It has 
frequently been urged that 
transverse instead of tensile 
tests be adopted for ordinary 
routine, on account of the sim- 
pler machines required, and 
the doing: away with the ten- 
sile clip which is far from ac- 
curate. The great objections 
to them, however, are the lar- 
ger size of the specimen, the 
fact that the least imperfection 
or chip near the center makes 
them almost worthless, and 
F.r,. Ii3.-Hydraulic Machine for Com- (hat greater uniformitj or llO 
pression Tests. _ . 1 t- 

' mogeneity is required ror 

experimental purposes and for obtaining approximate data on 
strength, however, they are often employed 

The size of specimen most frequentl> tested is a prsm one 
inch square and either six or twelve inches W (tfi II 
long ; specimens two inches square are less 
often made. The standard of the French Com 
mission is two centimeters square and 12 cen 
timeters long. 

A common form of mould is shown in Fig 
114, which may be improved by the use of end 
clamps instead of the cumbersome arrangement 1 
given. Two forms of gang moulds for transverse 
prisms are illustrated on pages 231 and 232. vetse"T^t. 

•'-Cemeiits, Morlars snd Concretes." by M. S. Falk. 
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For testing these prisms, the attachments furnished with the 
long lever cement testing machines will be found most conven- 
ient. For rough tests three knife edges and a pail to hold sand 
or water are sufficient,* The knife edges should be rounded 
rather than sharp to prevent ' local crushing, and the prisms 
should be broken on their sides, so that the variation of the 
upper surface is minimized. 

The resuhs of transverse tests are customarily expressed by 
means of the "modulus of rupture,'' which theoretically is the 
tensile stress on the extreme fibre of the specimen, provided 
the material has not been stressed beyond its elastic limit. When 
extended to the point of rupture, the formula no longer holds, 
so that its use in the expression of ultimate values is purely 
empiric, and for this reason the ratio between tensile and trans- 
verse strength is not constant, but varies with certain conditions. 

The modulus of rupture is written M = — . . . . in which w 

a b h' 
^ the center load, 1 = the span, b = the width and h = the' 
depth of the specimen. To simplify calculations prisms one 
inch square are often tested on a span of 6^ ins., in which case 
the center load equals one-tenth of the modulus of rupture ; two- 
inch prisms on a sJ-inch span have the center load and modulus 
equal. 

The ratio between transverse and tensile strength varies from 
about 1.3 to 2.5, Generally, it varies inversely with the span, 
and directly with the cross-section, age and richness of the 
mortar. Durand-Claye, testing neat Portland cement on the 
standard specimen of the French Commission, found the ratio 
to be 1.92 at 7 days and r.86 at 28 days. The ratios given in 
Table L. vary from 2.25 to 4.65 and increase with age; these 
values are exceptionally high. A series of tests by the author on * 
specimensof i :3 mortar are given on page 235. The accuracy of 
care'ully made tensile and transverse tests is about equal. 

Tots of Adhesion. — That a cement or mortar should be capa- 
ble of adhering to an inert material is as important for purposes 
of construction as its cohesive properties, and yet this test is 
made only infrequently and then more for experimental research 
. than for practical purposes. The tests are commonly made to 
determine the adhesive strength of cement pastes and mortars 

•For descrlplloD ol rougli lr»a3verse teilLng machines, ,te pBge 'Jas. 
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to stone, metal, or to hardened mortar. The form of mould as 
recommended by the French Commission on Standard Methods 
of Testing is shown in Fig. 115. For the test, an adhesion block 
of a fine cement mixed with two parts 
of sand is first made in a special mould 
in the form of a half briquette, when 
hardened the adhesion surface is polished 
with emery paper, then fastened into the 
mould and the other half filled with the 
cement to be tested. Adhesion blocks of 
stone and metal are also employed. 

These tests may be made in an or- 
dinary mould filling half with a rich 
standard mortar and when liardened 
filling the other half with the mortar 
to be tested. A small block of iron 
in the center will give a smooth 
surface to the first mortar. Tests of 
adhesion to metal or stone may be simply made by preparing 
small pieces i x 1 x | in. of the adhesion surface material and 
placing them in the center of the briquette mould filling it on 




Fig. us —Form of Adhe. 
sioa Mould and Block 
Recommended by the 

ReprodDced from Spald- 
ing's Hydraulic Cem«nl 



F:g. 116. — Illustratiog tbe Method for CoDdncling Shearing Tests. 

both sides with the mortar to be tested. When many of these 
tests are to be made, it is convenient to cut grooves in the sides 
of the mould and make the plates slightly over an inch in width 
thus holding the plate firmly and accurately in the center. 
Adhesive strength, like cohesive, is subject to the same varia- 
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tions due to consistency and richness of the mortar, ape, envi- 
ronment, method of treatment, etc. The strength also increases ' 
. with the roughness and porosity of the surface to which it is 
tested. The retempering of mortar is said to affect the adhesive 
far more than the cohesive strength ; Chandlot states that this 
reduction may amount to 505&. 

The adhesion of cement mortar ( 1 : 3) to sandstone at 28 days 
averages about too pounds, to ground glass about 50 pounds, 
to iron from 50 to 75 pounds. 

Shearing Tests. — Although mortars and concretes are fre- 
quently subjected to shearing stresses, tests for shearing strength 
are but seldom made. The simplest method of making these 
tests is shown by the diagram in Fig. 116. The upper bearing 
should be slightly arched to avoid the introduction of other 
stresses and the load applied exactly in the center. A convenient 
specimen to test is a prism 1x1x6 ins., the distance between 
the upper bearings being 3 ins. and between the lower about 
3 1-16 ins., so that the upper bearing comes slightly within the 
lower. The total load is then twice the shearing strength in 
pounds per square inch. Tests are sometimes made by cement- 
ing three bricks together, the middle one projecting above the 
other two, and applying the load on the middle brick, but this 
method is liable to be inaccurate on account of the introduction 
of both adhesive and transverse stresses. 

From Table L., the ratio of shearing to tensile strength is seen 
to vary between 1.03 and 1.57. Mesnager gives the ratio as i.z 
to 1.3. Tests by the author seemed to show a ratio but shghtly 
over unity, but it may generally be considered safe to allow a 
shearing value of 1.2 times the tensile strength. On account of 
the frequent designing of structures to withstand shearing 
stresses, more data on this subject are much to be desired. 

Abrasion Teats. — These are made by forming a block of mor- 
tar or concrete and placing it in contact with a grinding surface 
under a definite pressure. A machine made by Riehle Bron. for 
this purpose is shown in Fig. 117. It consists of a revolving cast 
iron disc, on which the specimen rests, while the pressure on it 
can be regulated by means of movable weights on the long 
lever. Sand and water are automatically fed between the speci- 
men and the disc. The test consists of determining the amount 
of wear produced after the specimen has been subjected to a 
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given number of revolutions of the disc, under a definite 
pressure. 

The test has a certain value for determining the relative abra- 
sive properties of cement mixtures intended for use in sidewalks, 
floors, and other similar purposes. Sand mortars give better 
abrasion tests than neat pastes. Mr. E. C, Clarke* found that 
a mixture of i part Portland cement to 2 parts of sand gave the 
best resistance to abrasion. 

Poroiity. — The porosity of a mortar or concrete is the amount 
of void space in the hardened specimen, and is usually expressed 



as the percentage of voids to the total volume. The determina- 
tion consists, therefore, of the measurement of the cubical con- 
tents of the specimen and the actual volume of its ingredients. 
The measurement of ihc specimen is simple if it be of regular 
form; if not, it is weighed in water and again in air after it is 
completely saturated, the difference between these two weights 
divided by the weight of ^ cubic toot of water giving the appar- 
ent volume. Grease is sometimes rubbed on the specimen to 
prevent it changing its saturation and hence its weight during 
the process of weighing. The actual volume of the ingredients 

■Transactions. American Society of CIvt! Knelneer? Vol. XIV., p. 161. 
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obtained in the same manner by weighing the dried specimen 
air, and after saturation in water. The test pieces are dried 
a temperature of no" Fahr., weighed, then immersed in 
water until completely saturated, 
weighed in water, and then again 
in air. Complete saturation is 
effected either by exhausting the 
air by placing the specimen in 
water under a pump, or by boil- 
ing it, the former method being 
preferable. The porosity is then 

D — W .p. . ^ . 

p yjij , where D = weight air 

dry, W = weight in water after 
saturation and P = weight in air 
when saturated. The standard 
size of specimen for this test 
is a 3-inch cube, while the 
standard test is made on mor- 
tar (1:3) at the age of 28 days. 
The porosity of normal test- 
ily mortar averages from 20 to 
35 per cent. This test is never 
employed for purposes of recep- 
tion. 




Fra. 118.— Tetmajer's Apparati 
Testing Permeabilit]'. 



Permeability. — The permeability of a mortar 
is the rate with which water under a fixed head 
will pass through it under definite conditions. 
This must not be confused with the test of 
porosity, which is a determination of void 
space, while permeability determines the rate 
at which water passes through those voids. 
There is no fixed ratio between the two proper- 
ties. 

Figure 118 shows the apparatus of Prof. Tet- 
majer in which the specimen is made in the form 
of a disc, mounted in rubber cushions and sub- 
jected to a definite water pressure, the rate at 
which the water rises in the tube being a meas- 
ure of the permeability. 
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Figure 119 illustrates the device recommended by the French 
Cominission on Methods of Testing, which is merely a cube of 
mortar to which a circular glass tube is cemented with a paste 
of neat cement. A rubber hose is fastened to the tube and 
connected with a reservoir of water at a height of 4 inches, 3 
feet 3 inches, or 33 feet (o.i, i.o, or lo.o meters) above the 
specimen, according to its degree of permeability. The test 
consists in measuring the amount of water passing through in 
an hour. The standard specimen is a 2 or 3-in. cube of i :j 
mortar, 28 days old, and which has been immersed in water for 
at least 48 hours prior to the test. It is also advisable to allow 
the block to remain immersed during the determination. 

A rough test to determine the comparative permeability of 
concretes may be made in the same manner, by cementing a 
one-inch iron pipe to a cube or disc of the concrete. This test, 
like that of porosity, is only made for purposes of experiment, 
and never for reception. 

NOTE : — For dila oo porosity and permeability, the reader is referred tt>: 
R. Feret "Sur la Compacite des Mortiers Hydrauliques " in "ADOalea del 
PoDls et Chansseea" Vol. IV, 1892: L. voa Tetmajer io " Melhoden und 
Resaltate der Pnifang dcr Hydrauliachen Bindemiltel" (Zurich, 1893); 
E. Cbaodlot— "CimenCset Chaux Hydrauliques "; Keport of the French Com- 
mission on Methods of Testing the HaleriaJs of Construction, Vol. I, 1894, and 
Vol. IV, 1S95 : S. E. Thompson, Proceedings Am. Soc. of Civil Engineers. 
Aug. 1903, pp. 648-649, from which cut 119 was taken ; and F. W. Taylor and 
S. E. Thompson in " Concrete— Plain and Reinforced. " 

Tield Teit of Kortar. — This test is occasionally employed to 
determine the economy of different mixtures and consistencies 
of pastes and mortars. The yield of a mortar is the volume 
occupied by a paste or mortar gauged to a given consistency 
and made from a unit weight of cement or a mixture of ce- 
ment and sand. The test is made by weighing 1,000 grams of 
cement or sand mixture, gauging it with a fixed percentage of 
water arid introducing it into a graduated cylinder, in such a 
manner as to avoid the presence of air, and observing the vol- 
ume occupied. 

Another method of making this test is to form the paste into 
a block and after greasing the surfaces, to obtain its volume by 
weighing in air and suspended in water, or by actual dis- 
placement. 
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TESTS OT SAin). 

The testing of sand (or use in mortar is so closely allied to 
that of cement that a brief mention of the methods employed 
to determine the relative value of different sands may well be 
made. The common tests employed for this purpose are its 
fineness, its degree of purity, the character of the grain, the 
specific gravity, the percentage of voids, and strength tests in 
comparison with a standard sand. 

The fineness is tested by sifting through a series of sieves, 
such as the Nos, 10, 15, 20, 30, 40, 60, 74, lOO, 150 and 200.* 
A mechanical shaker, such as is shown in Fig. 34, page 72, is 
convenient for this purpose. The results are usually expressed 
as the percentage by weight passing each sieve. The size of 
sand is frequently indicated by its uniformity coefficient, which 
is the ratio of the diameter of those particles which have 60^6 
ol the sand smaller than itself, to the diameter of those which 
fiave lo^ smaller. f'Sand having a coefficient of over 4.5 is 
a good coarse sand for concrete work, and in comparing dif- 
ferent natural sands the one having the highest uniformity co- 
efficient may be considered the best." 

The purity may be ascertained first by chemical analysis and 
secondly by the determination of the presence of loam, clay, or 
similar extraneous materials by elutriation methods. Elutria- 
tion consists of placing 3 weighed quantity of sand in a beaker 
or similar vessel, adding water, stirring it vigorously, and de- 
canting off the material remaining in suspension after 15 sec- 
onds standing, repeating the process until the water pours off 
clear, then drying and weighing the residue. The effect of these 
impurities on the mortar depends both upon their own character 
and that of the sand, and also upon the richness of the mortar. 
The consensus of opinion seems to be, however, that generally 
organic loam is deleterious, while small percentages of clay or 
finely divided mineral matter are beneficial. 

The character of grain, is examined under a large reading 
glass, or microscope of low power. A rounded grain will give 
a denser mortar than an angular one, because it may be com- 
pacted more easily and hence has a lower void space. This is 
well shown by comparison between the two standard testing 
1 by Mr. ■ 
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sands — Ottawa and crushed quartz. The clause that sand 
should be sharp is a feature of many specifications, based upon 
a misconception or misunderstanding of this principle. 

The specific gravity may readily be determined in the same 
manner as cement,* or less accurately in a tall graduated glass 
cylinder by first filling it half full of water then introducing a 
weighed quantity of sand, a few grains at a time to eliminate 
air bubbles, and noting the displacement; the specific gravity 
being the weight of the sand divided by the computed weight 
of the displaced water. The sand should be dried at a tempera- 
ture of 212° Fahr., before making this test. Sand has an aver- 
age specific gravity of 2.65. 

The determination of voids is made by filling a measure with 
sand, and then weighing its contents. The sands tested should 
all be filled in the measure in an exactly similar manner either 
loose, shaken or compacted, since the void space is appreciably 
affected thereby. A tall r,ooo c. c. cylinder is a convenient 
measure, and can be filled to the upper mark very accurately. 
The weight of the sand in grams divided by 1,000, or the vol- 
ume in c, c, then gives the net weight of the sand per c. c, and 
this divided by its specific gravity (2,65) and multiplied by 100 
gives the percentage of voids. The determination is made 
sometimes by ascertaining the amount of water that can be in- 
troduced in a measure filled with sand, but this method is very 
inaccurate, both on account of the absorption of water by the 
. sand, and on account of the great difficulty of eliminating air 
bubbles. 

Strength tests are made by testing mortar briquettes in ten- 
sion in comparison with standard sand or another sand of 
known value. Although the ratio of tensile strength to that 
of compression, cross-breaking, shearing and adhesion, varies 
considerably with different sands, the tensile test is usually con- 
sidered sufficient for purposes of comparison. It is advisable 
to make other tests, however, particularly in compression and 
cross-breaking, if the facilities permit. 

TESTS OF STONE. 

The tests applied to stone are practically similar to those 

made on sand. For determining the size, sieves of 0.10, 0.15, 
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0.20, 0.30, 0.45, 0.67, 1.00, 1,50, 2.25, and 3.00 ins.* may be used. 

The specific gravity may be obtained in a manner similar to 
that employed for sand, or by weighing pieces of the stone in 
air and then suspended in water, the weight in air divided by 
the loss of weight in water giving the specific gravity. 

Voids are determined best in a cubic foot measure in the 
same manner as sand. The percentage of voids is then the 
weight in pounds necessary to fill the measure, multiplied by 
100, divided by the product of 62.3, the weight of water per 
cubic foot, limes the specific gravity of the stone. 

The comparative values of stone in compression are deter- 
mined both by crushing small cubes or cylinders prepared from 
the stone itself, and by tests of concrete made with it. Tests in 
compression are the only ones generally employed. 
i b7 Mr. W. B. Puller. 
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CHAPTER XIII. 
APPROXIMATE TESTS. 

This chapter deals with tests made not strictly in accordance 
with orthodox methods, but by means of which it is possible 
to obtain information as to the quahty of cement witli little or 
no apparatus and without much experience in testing. Such 
tests, are useful to the expert when examining material in a 
locality far removed from laboratories and apparatus, but are 
of especial value to the engineer of the small town, who uses 
but little cement, but wishes to know that what he does per- 
mit to enter his work is of the best quality. To send samples 
of the material to a distant laboratorv frequently causes un- 
necessary delays, is somewhat expensive, and is more or less 
unsatisfactory, for the reason that the samples in transit may 
be subjected to conditions which will appreciably alter their 
physical properties, and also because the method of testing 
cannot then be supervised and, unless an elaborate report be 
submitted, it is difRcult to know in what light to interpret the 
results. Generally speaking it is possible to obtain a very fair 
idea as to the quality of the cement by the use of the following 
tests, but on account of the inferior degree of accuracy they 
should always be interpreted rather liberally, or the material 
given the benefit of the doubt. Material positively unfit for 
service may, however, always be discovered by their use. 

These approximate tests cover those of fineness, time of 
setting, strength, soundness and purity. Two tests that can- 
not be employed are quantitative chemical analysis and specific 
gravity, but for the small consumer the results of these tests 
are comparatively unimportant, and unless made with accuracy 
are apt to lead to misleading and erroneous conclusions. 

Finencu. — For determining the fineness of cement by a rough 
method, the employment of the No. loo sieve alone is recom- 
mended. It is true that there is no fixed relation between the 
results obtained on the No. lOO and No, 200 sieves, but never- 
theless the average ratio is fairly constant, so that for this test 
it can be assumed with a fair amount of accuracy that the 
residue left on the No. 100 sieve is about a third of that on the 
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No. 200. For ordinary testing, the finer sieve is the more im- 
portant, but, on the other hand, the greater part of the difficul- 
ties and irregularities of the determination lie in the obtaining^ 
and use of this sieve. Furthermore, it may be taken for granted 
that the manufacturers will not change the process of grind- 
ing because a comparatively small shipment is not to be tested 
on the finer sieve. 

For the test, therefore, a No. 100 sieve alone is to be procured ; 
neither a cover nor pan is necessary. It should be purchased 
from a reputable manufacturer who will guarantee the wire to 
be of proper diameter, while the average mesh per inch in both 
directions should be determined by actual count, and if not aver- 
aging between 96 and 100 the sieve should be returned. For 
this counting, a linen tester's microscope with a half-inch open- 
ing, such as is shown in Fig. 30, page 68, should be used. It may 
be purchased for 25 cents and will be found useful not only 
for this purpose, but also as a small pocket magnifying glass. 

For the weighing, a chemist's or druggist's balance is ad- 
vantageous, but an ordinary postal scale, weighing to 4 ounces, 
and showing a quarter-ounce clearly, may be employed. 

Best practice in specifications limits the residue retained on 
the No. 100 sieve to 8%, and that on the No. 200 to 2^%. 
Assuming that the first residue is one-third of the other, if it 
is known that less than 8% or one-twelfth of the cement is re- 
tained on the No. 100 sieve, the cement may be taken as suffi- 
ciently fine. 

The test is made by weighing out 3 ounces of cement, plac- 
ing it in the fiieve, and shaking it over a piece of wrapping paper 
until only a few grains pass through after half a minute's sift- 
ing. From 10 to I3 minutes will generally suffice. The speed 
of sifting may be accelerated by placing half a dozen small 
coins in the sieve, which can be removed from the residue 
with ease. After sifting is complete, the residue on the sieve 
is shaken out on a clean piece of paper and brushed on the 
pan of the scales. If weighing less than i of an ounce the ce- 
ment is satisfactory. The accuracy of the test may be increased 
by weighing out 6 ounces originally, sifting about half at a 
time, and then weighing the combined residues which should 
not exceed half an ounce. 

Elutriation methods are occasionally employed for rough 
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tests of fineness, but except in the hands of the expert their 
resuts' are apt to be very inaccurate, so that [or the average 
engineer their use is not advised. 

Settii^. — For this test procure a pair of scales weighing a 
pound with comparative accuracy,* a druggist's graduate of a 
capacity of 8 fluid ounces, and an ordinary wash basin of china 
or paper, the former being preferable. Weigh out one pound 
of cement and measure 3J ounces of water. Place the cement 
in the basin, form it into a crater, pour the water in the center 
and knead it vigorously for a minute and a half in accordance 
with the method given for making briquettes on page 120. At 
the end of this time the cement should be nearly of the normal 
consistency, as obtained by the ball method,! or of such con- 
sistency that a ball of the paste about 2 ins. in diameter formed 
by rolling in the hands, dropped from a height of two (eet will 
not crack badly, nor flatten more than haU.t If the consistency 
of the paste is too wet or too dry, repeat the process using 
more or less water until the proper degree of plasticity is ob- 
tained. If the test is made at a place where the scales and 
measure cannot be procured, this consistency may be experi- 
mentally obtained after a few trials. 

When a paste of proper plasticity has been made, form it 
rapidly into a rounded cake about the size of the cans in which 
shoe-blacking is usually furnished. One of these cans may 
actually be used to form the specimen if desired. The cake 
should be placed on a small piece of glass or metal, smoothed 
on the surface, and set aside in a cool place protected from 
draughts of air and direct sunlight. 

Conservative specifications limit initial set to twenty min- 
utes, so at the expiration of that period, the time being taken 
from the moment the water is poured on the cement, the cake 
must be examined. If the surface appears and feels wet, and the 
cake can still be worked slightly without cracking, the require- 
ment is fulfilled. If, however, the surface appears dry and earthy, 
and an attempt to work cracks it, the material has failed. Ce- 
ment setting in less than 20 minutes usually heats up consid- 
erably, so if the specimen feels warm during any portion of 
this period, it can be considered to fail in initial set. 



Digitizecoy Google 



APPROXIMATE TESTS. 229 

At the end of 10 hours, the cake should be re-examined and 
at that time should have become so thoroughly hardened thi.t 
a firm pressure of the thumb nail, or a pencil point, will aot 
make an appreciable indentation. If it is not hardened, but 
still soft, the material has failed in hard set, and in construction 
may set up so slowly that it will seriously interfere with the 
progress of the work. 

This rough examination will probably be more satisfactory 
and even more accurate, for a person unaccustomed to cement 
testing, than a test with such apparatus as the Gillmore needles 
which are easily mishandled, thus giving false results. 

Strength — By the Tensile Test. — It is believed that but two 
thingo should be done with the tensile test — do it right, or leave 
it alone. There is room for so many inaccuracies in the con- 
duct of this determination that when rough methods are em- 
ployed, the results are apt to be very far from true, but the 
fact that the tensile test has been made in spite of many dif- 
ficulties, tempts the operator to assign to them an undue 
amount of accuracy, whereas if other tests are made, known 
to be only approximate, they are seldom taken for more than 
they are worth. 

The test in tension, even by approximate methods, cannot 
be made in a manner differing esseniially from that given in 
Chapter IX., although some of the appliances may be simpli- 
fied. Two things that should never be altered, however, are 
the moulds and the clips, for if any other form is employed, the 
values will be very different from those obtained under stand- 
ard methods. The mixing of the briquettes may be performed 
in a wash basin, the appliinccs and method being simi- 
lar to that already given under "setting," except that the 
quantity should be two pounds for neat cement, and for 
sand tests i^ pounds of sand, thoroughly mixed with J pound 
of cement. The amount of water for neat briquettes may 
generally be taken at 6J ounces, and 3 ounces for the sand mix- 
ture. The sand may either be a local or a standard sand, but 
if the local sand ib to be used, several careful tests should be 
made to obtain the correction factor to reduce the results to 
standard quartz, a few pounds of which should be kept on hand 
if possible. The mixing and moulding of the briquettes is 
performed exactly in the manner described in Chapter IX, 
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For twenty-four hours after making', the briquettes must be 
kept in a damp atmosphere. If no suitable box can be obtained 
for a make-shift closet, the briquettes must be covered with 
a damp cloth, the points to be remembered bein^ that the 
cloth must entirely cover even the sides of the moulds so that 
no dry air can penetrate under it, that the cloth must be kept 
wet by allowing the ends to rest in water, and that it must 
not touch the briquettes. A simple closet ma> be made by 
utilizing an ordinary wash tub. Two or three inches of water 
are poured in; a shelf made of two bricks and a short leni^h 
of board ; and a cover made from a piece of old blanket held 
on by a few tacks, the ends hanging inside of the tub and 
touching the water. Any such appliance should be kept in a 
cool and, if possible, damp place, never exposed to sunlight or 
a current or air. 



1 



I Fig. 130 — Hoine-M»le Cemeat Testing Machine. 

The briquettes may be stored in water in any suitable con- 
trivance, the same tub serving admirably. The briquettes 
should be placed on their sides, never flat ; the water 
should be fairly pure, neither hot nor cold, and must be changed 
at least once a week. Pouring in extra water to replace that 
evaporated will not answer. 

For breaking the briquettes a spring balance testing ma- 
chine, similar to that shown in Fig, 74, is recommended. This 
machine costs from 60 to 80 dollars and is a good investment 
for any engineer using much cement, and if many tests are 
made will soon save its cost in the time and trouble wasted in 
operating any rough contrivance. If, however, but a few tests 
are to be made and the magnitude of the work will not war- 
rant such an expenditure, a device like that shown in Fig. 120 
may be emplo>ed. This particular machine was devised by 
F, W, Bruce, and was described in Engineering News,* by 
Lieut. W. M, Black, as follows: 

'Vot XV., pile 364. 
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"The machine consists essentially of a counterpoised wooden 
lever 10 ft. long, working on a horizontal pin between .two 
broad uprights 20 ins. from one end. Along the top of the 
long arm rims a grooved wheel carrying a weight. The dis- 
tances from the fulcrum in feet and inches are marked on the 
surface of the lever. A clip for tensile tests is suspended from 
the short arm, 18 ins. from the fulcrum. Pressure for shear- 
ing and compressive stresses is communicated through a loose 
upright, set under the long arm at any desired distance (gen- 
erally 6 or 12 ins.) from the fulcrum. The lower clip for tensile 
strains is fastened to the bed-plate. On this plate the cube to 
be crushed rests between blocks of wood, and to it is fastened 
an upright with a square mortise at the proper height for 
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Fia. 111. — A Simple Moald for Making Priami of Mortar, 
blocks to be sheared. The rail on which the wheel runs is a 
piece of light T-iron fastened on top of the lever. The pin is 
iron, and the pin-holes are reinforced by iron washers. The 
clamps are wood, and are fastened by clevis joints to the lever 
arm and bed-plate respectively. When great stresses are de- 
sired, extra weights are hung on the end of the long arm. 
Pressures of 3,000 pounds have been developed with it." 

Another more elaborate home-made cement testing machine 
wiJI be found described in Engineering News, Vol. XV., page 
310. Such an apparatus, however, will cost almost as much 
as one of the spring balance machines, is much more difHcult 
to operate, and gives far less satisfactory results. Generally, 
therefore, it is advisable either to procure a small regular ce- 
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ment testing machine if the amount of testing will warrant it, 
and if not to make tests of strength by cross-breaking, for 
which the apparatus is much simpler and more easily operated, 
and the results fully as accurate, if not more so, than those ob- 
tained in tensile tests with a crude device. 

Strengt}! — By the TransTene Tert. — This test is made on rec- 
tangular prisms — i x i x 6 ins., or i x i x 12 ins., preferably the 
latter. As all tests for strength are better criteria of the quahty 
of the material when made of sand mortar than when of neat 
cement, the sand tests should be those generally made. As . 
with tensile briquettes, it is preferable to make them of standard 
sand, but a local sand may be used if the correction factor is 



Fig. 122.-A Moro Elaborate Prism Mould. 

first obtained. Sand-mortar prisms have the advantage of 
being made with greater uniformity than those of neat cement, 
and may be tested with the simplest sort of device. 

The same general method for the making and storing of these 
prisms, already described for briquettes, is followed. A mould 
may be made of planed one-inch boards, and some inch wide 
strips of irnn, or entirely of wood as shown in Fig. 121. A con- 
venient mould of cast-iron is shown in Fig. 122, which will cost 
but 2 or 3 dollars, and will last for many tests. Any mould 
should be well oiled before use. 

For breaking the mortar prisms the simple arrangement 
shown in Fig. 123 is all that is necessary. The knife edges are 
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made from a round piece of wood, one inch in diameter, and 
the load applied by pouring sand into a bucket. For testing 
short prisms, heavier prisms or those of neat cement, a stronger 
arrangement for carrying the load must be provided, or some 
other device employed, but generally this easily made arrange- 
ment will be entirely sufficient. A more elaborate machine for 
transverse tests is described in Engineering News, Vol. XXX., 
page 469, the load being applied by pouring water into a pail, 
which operates through a long lever, A lever machine like that 
in Fig, 120, may also be made if desired. The author believes, 
however, in either purchasing a tensile machine or else in mak- 



Fic. izj— IllnstratiDK Ihe Method of Making TraDsversa 
Tests Without Apparatus. 

ing rough transverse tests as described, for with the cheap ten- 
sile machines now in the market it is difficult to imagine a case 
in which a piece of work was too small to warrant such a pur- 
chase, but which would require the employment of an elaborate 
but tedious and inaccurate home-made device. 

The results of cross-breaking tests are expressed by the for- 
mula y, ^ , in which w = the center load, 1 = the span, b =; 

2 b h* 
the width and h = the depth of the specimen. For one-inch 
rectangles this becomes 3/2 w 1, The results of cross-breaking 
tests expressed by this formula have been shown to give values 
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from i^ to 3 times the tensile value, depending upon the length, 
dimensions, richness, age and method of treatment of the speci- 
men. For seven and twentj-eight day tests made on prisms of 
I : 3 sand mortar, one inch square and on a span of to inches 
the factor is very nearly 1,5. If, therefore, a prism 7 or 28 days 
old be broken on this span the center load will be exactly one- 
tenth of the tensile strength. The procedure, therefore, is to make 
prisms i x i x 12 ins. of i : 3 sand mortar and to break them 
on a span of 10 ins. at 7 and 28 days, the center load causing 
rupture equaling one-tenth of the tensile strength in both cases. 
It is safe to assume that the average of 3 prisms will 
give a tensile value accurate to at least 30 per cent., so that 
if 170 and 240 pounds are specified for the tensile strength at 7 
and at 28 days, tests carrying a center load of less than 12 and 
16 pounds at these periods can be considered as doubtful, and 
those carrying less than 9 pounds at 7 and 12 pounds at 28 days 
may be rejected with comparative certainty. Although this may 
not ensure absolutely first-class material, it is far better than 
nothing and will positively preclude the use of worthless ce- 
ments. No apparatus, other than a pair of scales, is required 
except what may readilj be made with a few tools. 

Table LI. gives a series of tests made by the author to show 
the accuracy of rough tests made in this manner (Fig. 123). The 
values of tensile strength are the average of 3 briquettes, while 
3 prisms make the average for cross-breaking. It may be ob- 
served that the mean error of the prisms between them- 
selves averages but 5.3%, while the average error between 
briquettes and prisms amounts to but 5.65^. It is believed that 
this will be found the most satisfactory method for making ap- 
proximate tests of strength. 

Soondncas. — The normal pat and boiling tests are recommend- 
ed for determinations of soundness, and their manner of conduct 
is exactly similar to that already described in Chapter X. A 
paste of neat cement of normal consistency is made, and two 
circular pats about 3J ins. in diameter, i^ in. thick at the center 
and tapering to thin edges, and a round ball ij ins. in diameter 
are formed. Enough paste will be left over from the setting 
test to make these specimens, so that only one mixing is re- 
quired for the two tests. The pats should be moulded on plates 
of glass about 4 ins. square and not less than J-in. thick. 
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The specimens, like briquettes and prisms, are kept in damp 
air for 24 hours, after which one of the pats is placed In water 
with the strength test-pieces, and the other kept in air protected 
from sunlight or excessive heat. These pats may be examined 
as often as desired, but sTiould be kept for at least 28 days. Their 
condition is examined in accordance with the methods outlined 
on page 163, 

The ball for the boiling test, after having been kept 24 hours 
in moist air, is placed in clear water at normal temperature and 
gradually heated so that the water is brought to a boil in about 
half an hour, and kept in boiling water for 3 hours, after which 
it is removed and examined for checking or cracking. Any 
pail or can may be employed for making the test, the only points 
to be considered being that the volume of water should be not 
less than a quart, and that some arrangement such as a bent 
piece of wire netting should be placed In its bottom to prevent 
the specimen from touching it. A second pail of water should 
be kept boiling beside the first, from wtiich water is poured from 
time to time to replace that evaporated : the addition of cold 
water may chill the specimen and affect the results. Illustra- 
tions of samples passing and failing in this test are shown in 
Figs. 80 and 81. Cements tailing in the normal pat tests should 
invariably be rejected. For the interpretation of the boiling 
test, see pages 175 to 182. 

Purity.* — For this test, provide a 4 ounce bottle of dilute 
(i : 1) hydrochloric acid, a ^ ounce bottle of acetate of lead and 
a deep china or glass saucer. Place about as much cement as 
can be lifted on a quarter-dollar coin in the saucer and pour on it 
enough acid to cover it, stirring at the same time. 

Pure Portland cement effervesces violently for a second or 
two, leaving a residue of reddish jelly, which on the addition 
of more water goes entirely into solution except for a few l^akes 
of silica. Adulterations of limestone, lime and natural cement 
effervesce much longer and generally leaves a residue of black 
gritty particles, which can be examined by adding more water 
to the mixture, the cement going entirely into solution except 
for a few floating flakes of pure white silica, while the residue 
remains. Adulterations with cinder, sand, slag, or similar ma- 
terials also leave the gritty residue. The presence of slag may 

•These as well as otber tesls Tor adulteration are descrlbea more full)' In 
Chapter XI., page 2M. 
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"be detected by the odor of hydrogen sulphide on the addition 
of the acid or by placing a strip of newspaper moistened in lead 
acetate over the saucer, which turns black or brown if slag is 
present. 

Apparatna. — The apparatus employed in the making of these 
tests, determining strength in cross-breaking, is as follows : 

Postal scale — 4 ounces — J ounce. 

Pan scale — 30 pounds — J pound. 

Sieve — 100 mesh. 

Glass graduate — 8 fluid ounces capacity. 

Lin en -tester's microscope — J-in. opening. 

Small box of standard quartz sand {2^ pounds). 

Six-inch pointing trowel. 

Six glass plates (4x4 ins.) 

Hydrochloric acid (l : i dilute) — 4 ounce bottle. 

Acetate of lead — J ounce bottle. 

The other devices employed are such as may be obtained in 
any place, or which may be made with a few carpenter's tools. 
The cost of the articles in this list should not exceed ten dollars. 
For making the tensile test a small machine and a few moulds 
must be purchased, which will cost from 70 to 90 dollars, but 
which, for any one using much cement, is money well expended. 
Most engineers will already have all or part of the articles listed, 
so that the actual cost of apparatus is practically nil and at the 
same time the results of the tests give a very fair indication of 
the quality of the material and will always preclude the use of 
worthless or dangerous cements. 

Interpretation of SenUta. — The general interpretation of re- 
sults has already been considered at some length so will not be 
repeated here, but it is advised that the standard methods of con- 
ducting the tests as well as the conditions affecting them and the 
consideration of results be studied carefully before attempting 
to employ these cruder methods, so that just what reliance to 
place on them may be clearly understood. It would also be 
well, before making tests for the purpose of accepting or reject- 
ing a shipment, to examine some cements known to be good, 
and if possible, one of inferior quality, to obtain practice in the 
conduct of the determinations. An unsound cement may be 
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prepared by adding from 5 to 10 per cent, of ground un-slaked 
lime to a normal cement. 

It is always safe to reject cement failing in tlie normal pat 
tests, and generally if failing in strength (less than 135 lbs. 
modulus at 7 days) or showing adulteration. Cement failing 
in boiling, fineness, setting, or giving a transverse modulus of 
less than 180 pounds at 7 days tested in a i : 3 mortar, should 
be regarded as suspicious and inferior to one passing these 
tests. 
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CHAPTER XIV. 



PRACTICAL OPERATION. 

Equipment. — It is difficult if not impossible to give a list of 
apparatus for cement testing, that would entirely satisfy the 
needs of any particular laboratory and yet not include much un- 
necessary equipment. Each case therefore requires individual 
treatment according to the nature of the work and the demands 
upon the laboratory. The following list, however, is an attempt 
to give all the apparatus required by a large, fully-equipped 
permaneni laboratory, or a field laboratory connected with con- 
struction of unusual importance. The outfit required for the 
testing connected with a mill, or witji a fairly large piece of con- 
struction work may be obtained by omitting from the list those 
articles preceded with a star {*). The quantities given are based 
upon a maximum testing capacity of eight samples a day, so 
that a greater or less estimated capacity will require alteration 
in the number of those articles marked with a dagger (f). 
I "shot" cement testing ma- 
chine (capacity 1,000 lbs.)- 
•1 "long lever" cement testing 
machine, with attachments 
for compressive and trans- 
verse tests {capacity 2,000 
lbs). 
•1 "universal" testing machine 
(capacity 150,000 lbs,). 
1 scales for cement (1,500 

grams — I gram). 
I scales for fineness (loo 
grams— a I gram). 
*i scales for specific gravity 
(100 grams — 0.01 gram). 
I pan scales for rough weigh- 
ing (.V> pounds^ ounce). 
ti6 4 gang briquette moulds. 
ti6 3 gang briquette moulds. 
■t4 iron moulds tor 6-inch cubes. 
*t4 moulds for 2-ineh cubes. 
*t4 moulds for i-inch cubes. 
*t4 moulds for prisms (t x I x 

13 inches). 
*t3 moulds for prisms (3 x 3 x 
13 inches). 
1 Vicat needle, with plunger. 



|8 additional rubt>er rings for 

Vicat needle. 
t4 No, 200 sieves for testing 

fineness. 
t2 No. 100 sieves for testing 

fineness. 
I No. 50 sieve for testing fine- 

1 each of No. x> and No. 30 
sieves for testing standard 

*i each of No. 10, No. 40. No. 

74 and No. 150 sieves for 

sand testing. 
•l each of sieves of ouenings of 

\". y. \" and i" for stone 

fa "Le Chatelier" specific grav- 
itv bottles. 
t ^inch funnel and stand. 

1 precipitating \Sc. 

2 each of No. 4 and No. 10 

2 graduates^iso c. c. 

2 graduates — 350 c. c. 
'i graduated cylinder — 1,000 c.C 
•1 cubic foot measure. 
t2 chemical thermometers — lOO" 
C. 
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1 room thermometer. 4 6-inch scoops. 

I steaming and boilinR appara- I sand glass {l or t'/i min.). 

tus for soundness tests. I clock. 

I mixing table, or glass mixing J ^f No. lo shot (25 pounds). 

slab (24 X 24 X Ji inches). t3 galvanized .ron waste cans, 

o. . 1 I 1 oil can, and motor oil. 

Storase tanks or pans for 6 brushes (assorted sizes). 

Driquette.,. q^^ ^f carpenter's tools. 

1 damp closet. Glass rods and tubing. 
taSO g ass plates— 4 x 4 x ii . ■ i each linen tester's micro- 

t8 glass strips (3 x! x length scopes (i" and i" opening) 

of damp closet). 'i microscope (l-inch objec- 

I doi. — 6 pointing trowels, tive), 

I 3" pointine trowel, i 4- evaporating dish. 

6 pairs rubber gloves (with Botlle hydrochloric acid 

gauntlets). (5 oi,). 
I doz. sink scrub brushes, 
i gro?s — marking pencils. 

fi barrel standard sand. oz.f. 

*2 Bunsen burners. Bottle benzole (4 oz.). 

t200 sample cans. tCan benzine (2 gallons). 

t3 collecting cans, Separatory funnel for testing ' 

I sampling auger. adulterations. 

In addition there must be provided tables, shelves, etc., as 
well as connections for gas. water and light. If a universal test- 
ing machine is installed, provision must also be made for power, 
preferably from an electric motor. A small fan motor should 
also supply power for operating the long lever cement testing 
machine. If it is desired to install an equipment for making 
chemical analyses, the list of apparatus required will be found 
on page 207. 

A simple equipment for a small field laboratory, testing not 
more than 2 or 3 samples a day, and only on specification re- 
quirements is contained in the following list : 

Cement testing machine (shot or spring balance). 

Pair scales for weighing cement. 

Pair scales for fineness. 

Briquette moulds. 

Mixing plate of glass 24" x 24" x J". 

Vicat or Gillmore needles. 

Sieves for fineness — No, 100 and No. 200. 

Sieves tor sand — No. 20 and No. 30. 

Le Chatelier specific gravity bottle. 

Can of benzine. 

Glass graduate (200 c. c.) 

Thermometer. 

Boiling apparatus. 

Storage pans. 
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Damp closet or arrangement for damp cloth. 

Glass plates (4''x4"x^"). 

Glass strips (3" wide — 3" thick and suitable length). 

6" trowel. 

Rubber gloves. 

Standard sand. 

Sample cans. 
For making occasional or approximate tests, an extremely 
simple outfit has already been described on page 237. The four 
classes of equipment given represent the average of most test- 
ing laboratories, but every particular instance is so markedly 
different, that the necessary equipment is a very variable quan- 
tity, so that each engineer must decide what is needed to meet 
his own individual conditions. The different lists given, how- 
ever, may possibly serve as guides in this selection. 

Force. — To operate properly even the smallest of field 
laboratories, the testing should be performed under the direct 
personal supervision of a technically educated man, for it is 
only the man trained to making scientific observations who 
fully appreciates the importance of standardizing details 
and following them closely. It is seldom that even the best 
practical operators, when pushed for time, will not shorten 
the time of mixing or increase the rate of breaking briquettes, 
unless he knows that he will be called to account for so doing. 
It is not that the man is not conscientious in his work, but that 
he fails to appreciate the amount of error introduced by seem- 
ingly trivial deviations from the fixed method. The technical 
man, on the other hand, fully understands these conditions, and 
his only excuse for permitting work of this character is wilful 
neglect or carelessness. 

The number of men required to operate a laboratory, mak- 
ing tilt ordinary specification tests, will average one man in 
charge, and one helper for every four samples per day on the 
estimated capacity. Thus two men can readily test four samples 
of cement a day ; three men, eight samples, and so on. This, 
however, implies well trained and experienced operators ; green 
men will be fortunate to accomplish half this amount of testing. 
If it is desired to make chemical analyses, another technically 
educated man must be added to tlie force. Also, if the daily 
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amount of testing averages over 12 samples, it may be necessary 
to employ a clerk for recording and reporting the results. 

The salary of the man in charge will be from 60 dollars per 
month up, depending upon the size and importance of the 
laboratory and upon the amount of responsibility placed upon 
him. The salaries of the helpers will range from 30 to 75 dollars 
per month, while the services of a chemist will cost from 60 to 
100 dollars. 

The average field laboratory connected with construction 
work can be operated by two or three men, at a salary charge of 
from 100 to 200 dollars a month. A mill laboratory at a plant 
of about 1,000 barrels daily capacity making both chemical and 
physical tests can be operated by a chemist in charge and 2 or 
3 helpers, at a salary cosi of about 200 to 300 dollars a month, 

Coit of Operation. — The cost of operation of a testing labor- 
atory is, of course, extremely variable, depending upon the 
number of samples tested, the number of tests made, the amount 
of experimental work performed in addition to ordinary routine 
and many other conditions, and hence may range anywhere from 
$1.50 to $10.00 per sample. Under the most favorable con- 
ditions a laboratory may reach the minimum figure given, but 
such cases must be infrequent. The cost of testing cement in 
the Philadelphia Laboratories, including salaries, supplies and 
repairs, but not including heat, light, power, rent or interest on 
money invested, averages from $2.00 to $2.50 a sample. 

; The cost of a field laboratory on construction work will 
average from $3.00 to $5.00 a sample, roughly equivalent to 
about 3 cents a barrel of cement, or from 3 to 5 cents per yard 
of concrete, although it may average considerably in excess 
of ihis figure under unfavorable conditions. Even at a cost of 

■ 5 or 6 cents a yard of concrete, the maintenance of a testing 
laboratory is tantamount to an insurance of t^e structure at a 

; remarkably low rate. 

The cost of the original equipment will be anywhere from ten 
to ten thousand dollars in accordance with the amount and 
character of the apparatus. That employed in the author's 
laboratory would amount to considerably in excess of the maxi- 
mum figure. The hst given on page 240 as a suitable equip- 
ment for a field laboratory should cost about $250, while the 
first complete list on page 239 would cost from $1,800 to $2,500. 
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A good outfit for a mill or large field laboratory could be pur- 
chased for about $350, or about $600 including apparatus for 
chemical analysis. Both the cost of equipment and mainte- 
nance are therefore seen to vary between wide limits, depending 
upon the particular conditions to be met, but the foregoing 
will serve as a rough guide for the estimation of cost in any 
individual instance. 

Operation. — Probably the most important factor in the 
efficient operation of a cement testing laboratory is in the em- 
ployment of experienced and conscientious men. \o mattei 
how carefully a standard method of manipulation be followed, 
an inexperienced operator will at first obtain most inaccurate 
results, and the only way to train him properly is to require 
him to work day after day beside an experienced man and from 
the differences in the results learn wlicre to locate his errors. 
Most of the operations of cement testino; may be learned after 
practice of a week or two, but the proper making of briquettes 
cannot be acquired in less than a month's hard work under in- 
telligent supervision. If it is necessary to emplo\ a green man, 
on first organizing a laboratory, the results of his early tests 
should be interpreted with a large provision for error. The 
uniformity of his work may be tested by computation of the 
probable or average error of his residts, but systematic errors 
can only be detected by most careful supervision and by com- 
parison of the values obtained with those of a well-established 
laboratory. Where the force consists of several men, it is also 
advisable to have trained under-studies for each man's work, so 
that in case of any one man's sickness or retirement another 
can take his place without the confusion attending the breaking 
in of a new man. 

Another advisable procedure is to have printed or type- 
written copies of the standard methods of testing in the hands 
of each operator, and to make certain that he is entirely familiar 
with all the steps of the process, and understands the importance 
of adhering to every detail. A wilful violation or departure 
from the fixed methods to gain time or to make the work easier 
should result in his instant dismissal from the force. The dif- 
ficulty of instilling the importance of detail in the minds of prac- 
tical but uneducated men makes imperative the constant super- 
vision of a man of scientific training, for otherwise the character 
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of the work soon becomes so slipshod that the results of the 
tests are almost valueless. 

In formulating a standard method of testing, the great diffi- 
culty lies in determining the line where economy of time and 
labor at the expense of accuracy must stop, the only proper 
method being first to learn what accuracy is essential to the cor- 
rect interpretation of each test, and then to ascertain whether 
the probable error or best the maximum error of the methods 
lies within that limit of accuracy. Thus, in the author's labora- 
tory it is the practice to remove briquettes from the damp closet 
after 21 instead of 24 hours, it first having been learned that this 
departure from standard practice had no appreciable influence 
on the results, while at the same time it much simplified the day's 
routine. The time of mixing briquettes also has been shortened, 
to economize labor, to one instead of ij minutes, the uniformity 
and accuracy thus obtained being still well within the allowable 
limit of error, but mixing for only half a minute was at the same 
time found to create errors of unjustifiable amount. Thus each 
step in the process should be considered and the best method 
adopted. 

Another important detail necessary to obtain accuracy, is the 
systematic recording on regular forms of the results of the tests, 
made immeilialely after each determination. Many operators 
jot down their figures on a slip of paper or the back of an en- 
velope, and then copy them after all the tests are finished, which 
is likely to cause the making of mistakes, and often creates a 
temptation to slightly alter the figures if the values are obviously 
abnormal or show much error. The author once saw an operator 
in a well-known laboratory break briquettes at values of say 238, 
300, 254. 2^8, and then record say 264, 275, 270, 271, saying "it 
is just the same thing, and it looks better, you know." This 
tendency of operators to make their reports look better is 
largely overcome by requiring each value to be entered on a 
printed form immediately after each result is obtained. 

Three of the laboratory sheets used by the author are shown 
in Figs. 124, 125 and 126, these being for fineness, setting and 
briquette reports. Similar sheets are used for pat tests, boil- 
ing tests, specific gravity and the other determinations. 

Becording Systems. — Different methods of recording and re- 
oorting the results are of course necessary to meet different 
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conditions, but it is thought that a description of those used in 
the Philadelphia Laboratories, where a large variety of materials 
are tested for use in many classes o£ construction, may be of 
Interest. After experimenting with several systems of record- 
ing, including record books, loose-leaf books and card-systems, 
,s found that the last method was tar more convenient than 
any other. A mill laboratory, or one in the field where only one 
brand of cement is tested for but one piece of construction, may 
use ledgers to advantage, while where several brands are used 
the loose-leaf books may be employed, but tor the average 
laboratory the card system will be found the most convenient 
and satisfactory in the long run. They may be indexed in any 
waj, may be referred to with great ease, while for obtaining 
average results or for examining the properties of any particular 
brand among those tested, the amount of time and labor saved 
is very marked. 

The following is a description of the methods employed in the 
Philadelphia Laboratories for recording and reporting results: 
Whenever a shipment of cement is received upon any municipal 
work, the field inspector sends to the laboratory a postal card, 
on which is stated the size of the shipment, the brand of the 
cement, the place received and the character of the work for 
which it is intended. On receipt of this notification a collector 
is sent to the work, who not only takes a sample of the material 
in accordance with the methods given in Chapter V., but also 
examines the shipment as a whole in regard to its condition, the 
soundness of the packages and its storage, a report of which is 
submitted with the sample. These samples are brought to the 
office, placed in sample cans, which are marked with a con- 
secutive number and the notification card given the same num- 
ber and filed. The sample is henceforth, during the progress 
of the tests, known only by its number, so that, even if it were 
so desired, it would be impossible for any operator to show 
favoritism to any sample or brand in the conduct of the deter- 
minations, the author making a point of marking the samples 
personally. 

After the samples for each day's testing are marked, a dis- 
tribution sheet (Fig. 127) is made out, giving the number of 
briquettes to be made from each sample and the ages at which 
they are to be broken, it being assumed that 7 and 28 day tests 
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are always made, while, if not otherwise stated, the number 
of briquettes is taken to be eight neat and six sand. At the 
same time, the briquettes to be broken at each period are en- 
tered in diaries arranged lo years ahead, so that they show for 
each date exactly what tests are then to be made. For example, 
if briquettes are put up on May i, 1905, to be broken at 7 and 28 
days, 3 months and i year, the sample number is entered under 
May 8th, May 29th, August 1st, 1905, and May ist, igo6. 

After the briquettes have been made, and on the following day 
removed from the moulds and marked, they are placed in the 
storage tanks, which are divided by sections into periods of i, 
7 and 28 days, 2, 3, 4 and 6 months, and i, 2, 3, 5, 7 and 10 
years. With the distribution sheet as a guide, each briquette 
is placed in the section marked with the age when the test is 
due, those in each section being placed in the order of making, 
so that the beginning of the first row contains the first briquettes 
to be broken. Each day a breaking sheet {Fig. 128) is copied 
from the diary giving the tests due on that date; with this sheet, 
the operator breaking the briquettes can go to each section of 
the tanks and remove the first briquettes in the dififerent rows, 
whose numbers should correspond with those on the sheet, thus 
avoiding any waste of time in hunting for the different 
briquettes, insuring that everj- test is made on the proper date 
since by this method it is impossible to overlook them, and also 
requiring a mmimum storage capacity in the 4anks. Of course, 
for handling a small ntrmber of briquettes, so elaborate a sys- 
tem would be tinnecessar;', but when the briquettes in storage 
run well into the tens and twenties of thousands, the lack of such 
system means much wasted time and energy. No matter how 
few tests are made, the use of diaries, in which, under each date, 
are entered the tests when due, will be found most convenient. 

When any determination is made, the results are at once en- 
tered on blanks similar to those shown in Figs. 124 to 126, 
eight different forms being employed in routine cement testing, 
all of which are sent to the laboratory office twice a day for 
entry. The permanent records consist of a consecutive num- 
ber book and a file of card records. In the consecutive num- 
ber book are entered, when each sample is received, its num- 
ber, the size of shipment, ihe number of the car (if in car load 
lots), the place and nature of the work where it is intended for 
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use, the date received, the date tested, the brand of the cement, 
the number of briquettes made and the periods when the tests 
are due. From this data the first two lines of the card (Fig. 129) 
are made out, while the other spaces are filled from the labor- 
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Fig. 130. — Report o£ Cement Tests. 
atory sheets as thej are reported, the sheets themselves being 
filed for possible future reference. Only the average strength 
is recorded on the card, while a special notation is employed for 
the pat tests, V. S. C. Lg. standing for very slightly curled, left 
glass, etc. The cards for natural cement are similar, e.Kcept 
that the strength is tested with 2 instead of 3 parts of sand, and 
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are of buff color, while the Portland cards are white. They are 
filed in rotation until the 28 day tests are made, after which they 
are cross-indexed and filed by brands and by the periods when 
the "long-time" tests are due. 

Reports as shown in Fig. 130 are made at the expiration of 7 
and 28 days, any values failing to meet the requirements being 
stamped with a red star. As an aid to averaging the results 
for the annual report, and also to enable one to examine 
rapidly the run of any particular brand, it has been found con- 
venient to employ balance sheets (Fig. 131), on which the valued 
are entered after the 28 day tests have been recorded, and the 
total value of each column, with the number of tests comprising 
it, completed on each sheet; with these sheets it is possible a^ 
any time to obtain the average of the results of any brand within 
a few minutes. 

The records of experimental tests and investigations, as well 
as of special tests not in regular routine, are kept in ordinar)< 
record books, the subjects being indexed on the card system. 

This system has been evolved after the experience of almost 
15 years in handling a great variety of many materials under 
varying conditions, and has been proven the most convenient 
and satisfactory of the many systems tried. 
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CHAPTER XV. 

NATURAL, SLAG AND OTHER CEMEXTS. 
KATUHAI CEHEirrS. 

Natural cements are those made by the burning and subse- 
quent pulverization of an argiUaceous or argillo-magnesian lime- 
stone, and, as the name implies, are made from a single variety 
of natural rock, without previous pulverization or blending with 
other materials. In burning the heat is never carried to clink- 
ering temperature. 

These cements are made from materials of widely variant 
character and composition, so that the characteristics of the 
different varieties bear little similarity to each other. The two 
best known groups of this material are the "Rosendale" and 
"Louisville," both of which, however, include several brands of 
more or less varying composition. These group names are 
often incorrectly used lo cover the entire class of natural ce- 
ments. 

FrodQction. — Natural cement was first produced in the United 
States in the year i8i8, six years prior to the date of Aspdin's 
patent on Portland cement and 57 years before it was made in 
this country. The first works were near Fayetteville, X. Y., 
and large quantities of the product were used in the construc- 
tion of the Erie Canal. The growth of the industry may be seen 
by reference to Table I., page 4. It will be observed tb::t tor 
the past 12 to 15 years the production has remained practically 
constant, this being due 10 the great increase in the popularity 
and use of Portland cement. The production by states or dis- 
tricts is shown in Table LII.. the Xew York or "Rosendale" 
district, leading in both number of mills and amount produced, 
with the Indiana- Kentucky or "Louisville" district second. 

Hanofactiure. — As compared with Portland, the manufacture 
of natural cements is a very simple process. The raw rock is 
either mined or quarried and conveyed lo the works in sizes 
from a "two-man" stone down. Some of the better mills make 
a practice of running al! the rock through a crusher of the Blake 
type to secure some uniformity in size, but most burn the stone 
as quarried, without any prcliminarv trentment. 
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The rock is burned in plain vertical cylindrical kilns (Fig. 
132) made of stone, brick, or iron, lined with fire brick, and 
operating continuously. The dimensions of the kilns vary 
greatly in different locahties, depending on the rock, the fuel 
and various other conditions, but usually are from 30 to 45 feet 
in height and from 8 to 16 feet in diameter, the lower 5 or 6 feet, 
tapering to a reduced section. Both anthracite and bituminous 
coals are employed in the burning. The rock and fuel are fed 
into the top of the kiln in alternate layers, the amount of fuel 
averaging from 10 to 20 per cent, of the weight of the rock, while 
the temperature maintained in the kilns varies from 700° to 



TABLE LII.— Prod action ot NWural Cement in 1903, by States. 
(From Mineral RasonTcec. 1903.) 
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1,000° C. The burning is continued until most of the carbonic 
acid is driven off, and until the rock is porous and friable, and 
when complete the material is drawn from the bottom. 

On account of the inability to control the burning exactly, a 
part of the material is overburned and some underburned, thus 
requiring sorting; the overburned material is often discarded, 
while that insufficiently burned is given a second calcination. 

The first step in the process of grinding is generally to run 
the calcined stone through a rough crusher known as a "pot 
cracker" (Fig. 133), which consists of an iron cone, revolving 
in a shell of similar shape, both surfaces being provided with 



Digitizecoy Google 



254 PRACTICAL CEMB.NT TESTING. 

corrugations. The process then varies greatlj' in different mills, 
in some it is screened, the coarse material returning to a finer 
cracker or edge-runner mill, others send all the material to the 
fine grinders. These last mills are usually of the old buhr- 
stone type, 3 to 5 feet in diameter. Emery mills are also em- 
ployed and often are more economical. A second screening 
is made in many plants after these mills, the coarse material 
returning again to them. 

In some works, tube mills are employed for the fine grind- 
ing; others have batteries of rolls and Griffin mills, or Kent 



Fig. 133. — Kilns for Burniog Natural CetnenL 

and tube mills. Disintegrators with tube and Griffin mills are 
also used. The calcined natural rock, on account of the lower 
heat of burning, is much softer and hence easier to grind than 
Portland clinker. Figure 134 shows a cross-section through 
a mill grinding with crackers and buhr-stones, and which is 
typical of the ordinary natural cement plant. 

The finished cement is seldom stored in bulk, but is packed 
in bags or barrels as soon as it comes from the mills. The 
net weight of a barrel of natural cement averages 280 pounds^ 
3 bags being the equivalent of a barrel. 
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The chief difficulty in the manufacture of natural cement lies 
in the variations due to the differences in composition between 
the different strata of rock. This is controlled to some extent 
by blending in the quarry, and again, in many mills, by a thor- 
ough mixing of the finished cement, but even the most thor- 
ough precautions will never ensure an absolutely uniform pro- 
duct, and it is this condition that constitutes the chief objection 
to this grade of material. 

Compcwition. — The composition of a number of varieties of 
natural cement is shown in Table LIII. It will be observed that 



Fio. 133,— Pot Cracker. 

the content of silica, magnesia, alkalies and carbonic acid is 
higher, while the lime is considerably lower than in Portland 
cement, thus giving a higher hydraulic index. The burning re- 
sults in the. forming of many complex silicates and aluminates, 
as well as substances of a pozzuolanic character, but unlike 
Portland this material admits of the formation of many com- 
pounds without materially altering its characteristics, whereas 
all Portland cements arc essentially of the same composition. 
Another lack of similarity between naturals and Portlands is 
that the content of magnesia in the former acts in a very dif- 
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ferent manner and may be present in considerable amount and 
used in the most unfavorable conditions without injury to the 
structure. An example of this is in the foundations of the 
"Brooklyn Bridge" in New York, the masonry foundations of 
which are laid in a mortar F natural cement containing over 
20% magnesia. 

Color and Weight. — The color of natural cement is much va- 
ried — ranging from a light yellow, to dark gray and even to a 
chocolate brown. Generally the color is no criterion of quality, 
except as a measure of the uniformity of a single grade of the 
material. 

On account of the much lower heat in burning, and hence 
the less complete combination of the ingredients, the weight 
of natural cements is much less than that of Portlands, being 
about 45 to 65 pounds per cubic foot against 70 to 90 pounds 
for Portland, in a loosely filled measure. 

Specific toavity. — The composition, and hence the degree of 
burning, of natural cements is so variable in character that the 
specific gravity is generally no criterion of quality regarding 
the class of material as a whole, but as a measure of the uni- 
formity of a single grade, the test has some slight value. Age 
and dampness tend to reduce the specific gravity, as with Port- 
lands. The method of conducting the test is similar ' to that 
alread) described, while the results will range from 2.70 to 3.00. 

Finenen. — The degree of fineness to which natural cement is 
ground depends both upon the composition of the material and 
upon the grinding process employed. Material reduced on 
buhr-stones will usually have a much larger percentage of very 
coarse particles than that ground in tube or Griffin mills. The 
percentage passing a No. 200 sieve averages nearly the same 
as Portland, although the ratio between the residues on the 
different sieves is much less constant. For example, the fol- 
lowing represents the average of many tests of two brands of 
natural cement tested in the author's laboratory, the first be- 
ing reduced on buhr-stones and the second in tube mills; 

Sieve Sieve Sieve 

. No. 50. No, 100. No. 200. 

\o. I 2.4 12.6 21.8 

Xo. 2 0.1 4.7 21.3 
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Cement testing less than 15% on the No. 100, and 30% 
on the No. 200, may be considered acceptable. In general, the 
effect of fineness on setting and strength, and the method of 
conducting the determination is similar to that already given for 
Portland cements. On account of the lower lime content, how- 
ever, fine grinding is not as essential to soundness with this 
material. 

Time of Setting. — The setting of natural cements is also very 
variable, but generally is much quicker than Portland, although 
slow setting naturals are not infrequent. One characteristic 
of the setting of natural cements is that the ratio of initial to 
hard set is much greater than with Portlands, the hard set fre- 
quently occurring within 15 minutes after an initial set which 
required 15 or 20 minutes to develop, while a Portland cement 
acquiring initial set in that time generally requires about 2 or 
3 hour.s, and even longer, to set hard. The effect of age on 
setting is generally less marked with naturals than with Port- 
lands, the effect of fineness is very similar, while the effect of 
varying prccentages of water is usually more decided with this 
material. 

The normal consistency employed for this test is similar to 
that for Portlands, hut a much greater percentage of water is 
necessary, ranging from 23 to 35 per cent., depending upon the 
composition, fineness, age, and other conditions; otherwise the 
method of testing time of setting is similar to that given in 
Chapter VHI. Specifications usually stipulate that it shall not 
acquire initial set in less than lo minutes, nor hard set in more 
than 5 hours. 

Tenrile Streatrth. — The methods and processes of testing the 
tensile strength of natural cements are similar to those em- 
ployed for the testing of Portlands, except that there is Ear less 
uniformity of practice in regard to the proportions of the sand 
mortar specimens, i : i, i : 2 and i : 3 mixtures all being used 
bj different laboratories. The i : 3 mixtures have the.objection 
of being so weak when removed from the moulds that they fre- 
quently are spoiled in handling, and also so low in strength at 
7 days that it is difBcuIt to obtain accurate results. Mixtures 
of I : I, on the other hand, are too rich to have the typical prop- 
erties of sand nwrfar. For these reasons, it is advisable to 
test natural cements in a mixture of one part of cement to two 
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parts of sand, this mixture containing enough aggrcgzle to 
be characteristic of sand strength, and >et strong enough to 
handle easily, and test accurately at 7 days. 

The strength of natural cement is much more regular in its 
increase with age, and the curves of hardening seldom show- 
retrogression in the strength of either neat or sand tests, in (act 
any retrogression may be considered as indicative of injurious 
properties. The effect of age on the cement is to lower gradu- 



TABLE LIV.— Effect of Varying Perceotagei of Water od the Streogtb 

of Natural Cement 

(Teste from Paper oa the "Tenuis Strenglb of Cemnll," bj- E. S. Lamed, 

Proc. Am. Soc. Test. Mats., 1903.) 
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ally both its early and ultimate strength until finally the ma- 
terial possesses little if any cementing properties, although it 
is always somewhat active as a pozzuolanic material. The ef- 
fect of the use of different amounts of mixing water is generally 
greater in natural cements, as may be seen from Table LIV., 
taken from the same source as Table XXXI, The effect of 
fineness and of the character of the mixing sand is mechanical 
in action and, therefore, is similar in both naturals and Port- 
lands. In general, the effect of exterior conditions, is prac- 
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tically similar for both grades of material; the conduct of the 
test is identical, except for the employment of the richer sand 
mixture. The normal consistency is obtained with much great- 
er ease by use of the ball method than with the \'icat needle 



Fig. 13s.— The Slrength of Natural Cement. (From Taytor and Thompaon'a 
" Concrete— Plain and Reinforced.") 

for the quick drying out and early setting of the specimen 
make the latter determination difficult for this material. As 
with Portlands, the ball method consistency plus one per cent 
gives very closely the Vicat needle consistency as recom- 
mended by the Committee of the American Society of Civil En- 



FiG. 136.— Tha Strength of Natural Cement. { From Tests by the Author.) 

gineers. The percentage of water for sand mixtures is given 
in Table XXXIII., page in. 

The average strength of natural cements is shown in Figs. 
'13S and 136, and a comparison with the similar curve for Port- 
land cements (Fig 79) shows the rate of hardening to be much . 
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more uniform and regular. A good nattral cement should de- 
velop a strength of 125 pounds at 7, and 225 pounds, at 28 days, 
tested neat, and 75 and 140 pounds at the same periods whea 
tested with two parts of standard quartz sand. When Ottawa 
sand is employed, the sand strength requirements should be in- 
creased 20 or 25 per cent., or to 90 and 170 pounds, respec- 
tively. Any retrogression in strength between 7 and 28 days 
in either neat or sand briquettes is usually indicative of future 
unsoundness, and such action should always cause the rejec- 
tion of the shipment. The strength of natural cements is, on 
account of the less perfect control in manufacture, much more 
variable than in Portlands, even in different samples of the same 
brand. Generally those developing the best increase in strength 
between 7 and 28 days give the highest tests for longer periods, 
although there are frequent exceptions to this rule. Material 
passing the above minimum specifications and developing an 
increase of over 20% between the two periods will, however, 
be sufficiently strong for all ordinary purposes of construction. 

Soandneu. — \ormaI tests, or those made on pats of neat ce- 
ment paste kept in air and water, are considered to be the only 
conclusive tests for the soundness of this material. The tests 
are made, and the specimens examined in accordance with the 
methods given in Chapter X. Natural cement pats in air sel- 
dom adhere to the glass plates, while those in water adhere 
even more strongly than Portlands. This adherence to the glass 
plates, however, is no criterion of quality. Excessive expan- 
sion, checking, or disintegration in normal pats, is similar in 
effect with both natural and Portland cements. 

Accelerated tests for soundness have frequently been tried, 
but the consensus of opinion seems to be that their results are 
misleading and inconclusive, Mr. Sabin* states that compara- 
tive- tests on briquettes of sand mortar kept in water at 80* 
C, and at normal temperatures, give a fair indication of the 
ultimate strengths attained. Tests on pats kept in hot water 
of a temperature of from 40° to 80° C. have also been advo- 
cated, but their employment is infrequent. In general, it is 
sufficient to employ the normal pat tests alone for natural ce- 
ment, both on account of the unreliability of the accelerated 
tests, and also because of the fact that unsoundness as a rule 

*ID "Cemenl and Coocrete," br L, C. Stbla, 



DigilizocB, Google 



NATURAL, SLAG AND OTHER CEMENTS. 263 

develops much more quickly in naturals than in Portlands, 
usually within 28 days. 

ChemioRl Analytit. — Except in the mills, analyses of natural 
cements have practically no value as a guide to their quality, 
except, possibly, that a measure of the degree of burning may 
be obtained from the content of carbon dioxide. Methods for 
chemical analysts, however, have been given in Chapter XI., 
page 191. 

. B«agli lefts. — For making rough approximate tests of nat- 
ural cement, as outlined in Chapter XIII., the same methods 
should be followed except for the omission of the boiling test, 
and the test for purity. 

For the fineness test, 85% should pass the No. 100 sieve. 
The setting cakes are mixed with from 23 to 35 per cent, of 
water, as may be necessary to produce normal consistency, and 
are examined after 10 minutes and 5 hours. Tensile tests are 
made on neat cement and i : 2 mortar, and should develop the 
different strengths Just given. Transverse tests also follow the 
same methods and are made on both neat and sand specimens, 
and the results interpreted as for Portlands, allowing at least 
25% for errors in the determination and in the reduction fac- 
tor. Normal pats in air and water are made for soundness tests. 

Interpretation of Sesnlta. — The strength and the normal pat 
tests are practically the only criteria of the quality of natural 
cements, since the fineness of the mateiial has little eflfect on 
its soundness or permanency. The fact that unsoundness or 
failure in strength develops as a rule much earlier in naturals 
than in Portlands much simplifies the interpretation of results. 
In general, a natural cement that is sound in the normal pats, 
passes the given minimum strength requirements, and devel- 
ops an increase in strength of over 20^, between 7 and 28 days, 
will be found entirely satisfactory in use. For avoiding diffi- 
culties and delays in construction it is well for it to pass the 
given requirement for setting, although failure in this test, as 
a nde, but little affects the structural value of the material. 

TXTROYED CEMENTS. 

Improved cements are of the mixed or blended class, and are 
made by grinding together natural cement mixed with from 
io to 30 per cent, of Portland cHnker. 
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The methods of tes'.ing and the interpretation of results are 
similar to those employed for naturals, the chief differences 
hetween improved and natural cements being the greater 
strength, the shghtly slower set, and the heavier specific gravity. 
The average results of tests on many samples of improved ce- 
ments made in the author's laboratory are shown in Fig. 137. 
The strength specification requirements for improved cements 
should' be increased to 200 and 300 pounds for 7 and 28 days 
neat, and to 1:20 and 200 pounds, for i :z mortar at the same 
periods. Ottawa sand mortar should give 145 and 240 pounds. 

The advantages of this material are first a more uniform 
product, on account of the controlling action of the Portland 
cement, and secondly a much increased strength, which in- 
creases more rapidly than the content of Portland cer.ient, or 
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FiQ.. 137. ^Tbe Strength of Improved Cements. ( From Tests by (he Anlbor.) 

the proportionate increase in cost. Results of tests of mixtures 
, of Portland and natural cements are shown in Table LV. Im- 
proved cements are especially adapted for masonry and brick 
work, on account of the fat. rich mortar formed, and the greater 
strength developed, as compared with those of natural cement. 

jraZZTTOLANA CEUEHTS. 

Pozzuolana cements (also spelled puzzolana and puzzolan) 
are hydraulic cements, made by grinding a pozzuolanic mate- 
rial, such as blast furnace slag or volcanic scoria, with dry 
slaked lime. , 

A number 'of natural pozzuolanic materials are employed in 
Europe for this class of cement, but none have been found in 
this country. This was the type of cement used by the old 
Romans in thdr extensive hydraulic constructions, the pozzuo- 
lana being of volcanic origin found near the foot of Mt, Vesu- 
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vius at a place called Pozzuoli, from which the material ob- 
tained its name. A similar material of volcanic origin known 
as trass occurs in Germany and Holland, and is employed for 
the same purpose. 

Arenes, a quartzose sand mixed with day, is another type of 
pozzuolana found in France. The greater part, however, of 
pozzuolanic cements, at the present time, are made from an 
artificial material resulting from the quenching or granulation 
of blast furnace slag, and since this is the only form of this ma- 
terial made in this country, the others will not be considered 
further, 

SLAO CEHEHTS. 
Although cement made (rom a mixture of lime and granu- 
lated blast furnace slag has been used in Europe over 20 years. 



TABLE LV.— Tensile Slrengib ol Mortars made wilh Mixtures of Natural 

and Portland Cement. 

(From Sabio's "Cement and Concrete." 
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it was not until 1896 that a patent was granted to Mr. Jasper 
Whiting, o( the Illinois Steel Company, for the production of 
this material in America. That year, this company made over 
12,000 barrels of slag cement, while in 1903, the production 
amounted to 525^96 barrels, made at seven plants, two in Ala- 
bama, and one each in lUinois, Maryland, New Jersey, Ohio 
and Pennsylvania. 

CoinpMition. — The method employed in preparing the slag 
for this cement is to plunge it when still in 3 molten state into 
water, which not only makes it granular, but also prevents the 
breaking down of the complex compounds into the simple ones 
which form on cooling, thus retaining its structure and giving 
to it pozzuolanic properties. Slag allowed to cool slowly pos- 
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sesses scarcelj any of these properties and is unfit for cement. 
Another great advantage of this granulation is the driving off 
of the excess of sulphur in the form of hydrogen sulphide gas. 

The slags employed for this material must be basic, and low 
in magnesia and sulphur. Prof. Tetmajer states* that slags in 
which the ratio of lime to silica is unity are not suitable, but 
that above this proportion their value increases with this 
ratio. He also states that the best results are obtained from 
slags having a ratio of alumina to silica of between 0.45 and 
0.50, the best ratio for the ingredients being — silica : alumina : 
lime = 30 : 16 :46. 

According to M. Prostf the slags used generally for the mak- 
ing of cements may be very nearly represented by the 
formula 2 SiOj, AljO,,. 3 CaO, while slags of the formula 2 
SiO„ AljOj, 4 CaO, may be used if quenched rapidly. He also 
states that a considerable proportion of sulphur may be pres- 
ent and not deleterious to the cement, although this is opposed 
to the consensus of opinion. 

The specifications employed by the Illinois Steel Company 
for slags suitable for cement are : 

"Silica plus alumina, not over 49 per cent. 
Alumina — 13 to 16 per cent. 
Magnesia — not over 4 per cent, 

"Slag must be made in a hot furnace, and must be of a light 
gray color, 

"Slag must be thoroughly disintegrated by the action of a 
large stream of cold water directed against it with consider- 
able force. This contact should be made as near the furnace as 
is possible." 

The sulphur content is commonly restricted to 1,25 per cent. 
The amount of slaked lime to be added depends upon the com- 
position of the slag and may vary from 5 to 30 per cent, of the 
finished product. It is customary in many plants to add a small 
proportion of caustic soda, from i to 3 per cent., for the pur- 
pose of accelerating the set, the soda being usually dissolved in 
the water in which the lime is slaked, and thus added to the 
material. Analyses of several slags, and the cements made 
from them are shown in Table LVI, 
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tCanofactiire. — The following description of the manufacture 
of slag cement is taken from a statement* of the process made 
by Jasper Whiting, of the Illinois Steel Company, and is typical 
of the customary methods : 

"Slag of the proper composition is made to flow from the 
furnace in which it is produced through an open trough to the 
chilling tank, where a large stream of cold water under high 
pressure is directed against it at right angles to its flow. Con- 
tact between the slag and cold water not only causes the slag 
to break up and disintegrate, but eliminates about one-third of 
its sulphur and changes it chemically in such a way as to render 
it suitable for the manufacture of cement. 

"After each lot of slag is chilled a sample of it is taken and 
examined both chemically and physically in the laboratory. 
If the results of this examination are satisfactory, an- 
other sample is taken and mixed with a definite proportion 
of prepared lime and the whole ground in a miniature mill where 
actual cement is produced, which is also submitted to physical 
and chemical tests. 

"The preliminary examination of the raw materials being 
complete, the slag is then passed through a dryer and conveyed 
by an elevator into bins located over grinding mills of the 
Griffin type, which are used for preliminary pulverization. It 
is then conveyed by means of another elevator into bins over 
grinding machines of the tube-mill type, where it is mixed with 
the proper proportions of prepared hme, as previously deter- 
mined, and the two materials ground and intimately mixed to- 
gether in the above mentioned tube-mills. The resulting pow- 
der, which is so fine that not over 4 per cent, is left on a 200- 
mesh sieve, is conveyed by means of screws and elevators into 
large bins, from which it is drawn and packed into barrels and 
bags for the market. 

"An important element in the manufacture of cement is the 
prepared lime. This lime, obtained from the calcination of 
limestone, is unloaded into bins beneath which are placed two 
screens of different mesh, the coarse at the top. A quantity of 
lime is drawn on the top screen, where it is slaked by means 
of the addition of water containing in solution a small percentage 

•Report or Boud ot BnslDeere V. 3. A. OD Steel Portland Cemeat, 1800, AiK 
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of caustic soda. As the material is slaked it Ealls through the 
coarse screen on to the finer screen, after passing which it falls 
into a conveyor and is conveyed to a rotary dryer. It would be 
perfectly possible to slake this hme and incorporate with it the 
desired quantity of caustic soda without any additional heat, 
but by so doing there is great danger of having present particles 
of unslaked lime, which would render the resulting cement unfit 
for use. The wet and perfectly slaked lime ,therefore, is con- 
veyed into the aforementioned dryer, and the final slaking done 
by the application of heat, so that every particle of lime is 
thoroughly slaked and the soda incorporated with it in the most 
perfect manner. The resulting prepared lime is then conveyed 
by means of elevators and screws into hoppers over the tube 
mills, where it is mixed with the ground slag in known but vary- 
ing proportions," 

Color and Weight. — Slag cement may usually be recognized by 
its bluish color and its very light weight, neither of which 
characteristics, however, may be considered as criteria of quality. 
The cement is packed in bags or barrels, which should weigh 
not less than 82^ and 330 pounds respectively, four of the bags 
equalling a barrel. 

Bpecififi Oravity. — Since the ingredients of this material are 
not burned together, the specific gravity of the cements equals 
the sum of the specific gravities of the ingredients {2.0 to 2.3 
and 2.8 to 3.0), thus averaging from 2.6 to 2.85. Some speci- 
fications require a specific gravity of not less than 2.7, while 
others place both a maximum and minimum limit of, say, be- 
tween 2.7 and 2.8, although the results of this test give but little 
indication of the constructive value of the material. The results 
lend to decrease with the age of the cement, due to the absorp- 
tion of carbonic acid by the lime. 

Finenesi. — To produce a proper reaction on the addition of 
mixing water, it is necessary that slag cements be ground to a 
much greater degree of fineness than is necessary with Port- 
lands, thus rendering them more susceptible to exterior con- 
ditions, some of which are beneficial while others are deleterious. 
Common practice is to require not less than 97% to pass the 
No. 100, and from 90 to 92% to pass the No. 200 sieve. 

Time of Setting. — Most slag cements, made of a simple mix- 
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ture of lime and slag, set so very slowly that they are difficult 
to use in practice, and hence it is customary to add a small per- 
centage of caustic soda to the water in which the lime is slaked, 
thus increasing the rate of setting. If stored for a long time, 
however, the soda becomes carbonized and its effect disappears, 
the cement thus becoming slower setting with age. The speci- 
fication requirements are generally similar to those for Portland 
cements, but it is especially important that the hard set require- 
ment (usually 10 hours) be fulfilled with this material. 

In spite of the fine grinding of slag cements, the amount of 
water required to bring them to normal consistency will average 
about iSfo or 2 to 3% less than Portlands; otherwise the con- 
duct of the test is similar. 

Tensile Strei^h. — The strength of slag cements is tested in 
briquettes, both ot neat paste and of sand mortar, made usually 
in the proportion of one part of cement to three parts of sand. 
Owing to the extreme fine grinding, the neat results are apt to 
be low, with the sand abnormally high, occasionally even equal- 
ling the neat. The tendency of the material prior to test is to de- 
crease in strength with age, owing to the carbonization of the 
lime, while most other exterior conditions operate in a manner 
similar to Portland cements. In general, the results of the sand 
tests equal those of Portland cements, while the neat values are 
lower. The specifications* of the U. S. Army require 350 and 
500 pounds neat, and 140 and 220 pounds with i : 3 mortar at 
the end of 7 and 28 days respectively. The reportf accompany- 
ing these specifications states: "Mortars and concretes made 
from Puzzolan approximate in tensile strength similar mixtures 
of Portland cement, but their resistance to crushing is less, the 
ratio of crushing to tensile strength being about 6 or 7 to i for 
Puzzolan, and 9 to 11 to i for Portland." 

SGundueBg. — The most important elements that may operate 
to produce unsoundness in slag cements are unslaked lime and 
excess of sulphides or magnesia. If the lime is not sufficiently 
slaked, or is coarsely ground, it will tend to produce swelling 
and disintegration, as with Portlands. The effect of sulphur in 
the form of sulphides is noticeable chiefly in air, where they 
oxidize to sulphates with a great change in volume, thus causing 
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disintegration ; in water this change does not occur, although 
the pats generally show blotches of a bluish or greenish gray, 
due probably to the formation of iron sulphide. 

The tests are made on normal pats and on specimens sub- 
mitted to boiling, and should at the end of 28 days give, in the 
normal pats, no indication of unsoundness other than blotching, 
and should also pass the boiling test. Failure in either case 
should mean rejection. 

Chemical Analyiis. — Analysis of the essential ingredients gives 
little or no indication of the quality of slag cements. An excess 
of magnesia or of sulphur in the form of sulphides may produce 
unsoundness, and hence these ingredients should be limited to 
4 and 1.3 per cent, respectively. 

T«lting of Slag Cementi. — The methods of testing slag cements 
are practically identical with those for Portlands, the only notice- 
able difTerence being the smaller amount of water required to 
produce normal consistency. The methods of approximate 
'testing given in Chapter XIII. are also entirely applicable to 
this material. 

The essential tests are those of strength and soundness. Of 
lesser importance are fineness and time of setting, while that of 
specific gravity is of almost no value. It is advisable that the 
amount of sulphide sulphur always be determined if possible 
and never allowed to exceed 1.3 per cent. The specifications of 
the U, S. Army Engineers for this material are given in Ap- 
pendix D. 

Adaptability. — Slag cements are well suited for constructions 
in sea-water or in heavy foundations or other constructions 
such as sewers, conduits or other underground work, where con- 
stantly exposed to moisture. They, however, are not suited 
for any construction much exposed to the air, for under such 
conditions they are liable to disintegrat.e by reason of the oxida- 
tion of the sulphides, nor for work subject to either wearing or 
shocks, even when subjected to moisture. The white efflor- 
escence usually appearing on the surface of slag cement con- 
cretes is an additional reason for not using this material where 
the appearance of the structure might thus be marred. 
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SAND CEICENT. 

This material is produced by the fine grinding of an intimate 
mixture of sand and Portland cement, usually in equal propor- 
tions, although mixtures as lean as i cement to 6 sand have been 
made to compete with low grade natural cements. The sand 
should be clean and silicious, while the degree of fineness of the 
finished material must be such that at least 95 per cent, shall 
pass the No. 200 sieve. 

Although neat briquettes of this cement are weaker than the 
Portland cement from which it is made, briquettes of 1 :3 sand 
mortar give almost equal strength, due to the extreme fineness 
of the cement, which enables it to form a more perfect coating 
on the sand grains, and also to the fine particles of sand, which 
produce a better graded and hence denser mortar. The fine 
grinding of the cement also is beneficial in furthering the season- 
ing of any expansives that may be present. 

The cement should be tested for strength (with sand only), 
soundness and time of setting, and should pass the specifications 
for Portland cement. The fineness should be such that 95% 
should pass the No. 200 sieve. A few tests made on sand 
cements of different proportions are shown in Table LVII. This 
cement is a patented article, but may be made by anyone on pay- 
ment of a royalty. Mr. Sabin states* that "in the construction 
of Lock and Dam No. 2, Mississippi River, this process was 
used, grinding with a tube mill one part of Portland cement 
with one part fine sand. The cost, exclusive of plant, was esti- 
mated as follows : 

i barrel of Portland cement at $2.85 $1.42 

i barrel of sand at $0.05 .03 
ost of grinding 50 

Cost of ro) ally .05 

Cost of one barrel sand-cement $2.00" 

thus effecting a saving of $0.85 cents per barrel less interest and 
depreciation of plant. 

Tin^^^ CEUEHIS. 

These are products resulting from the blending of Portland 
cements with raw rock, slag and natural cement, or from other 
•In "Cament Mni Concrete." by L. C. Sabln. 
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artificial mixtures. They are commonly sold either as "second 
grade" Portlands or as natural cements. They exist in so many 
different varieties that it is impossible to consider or discuss 
them as a class. Tests for strength, soundness and time of 
setting shouid be made on them, the other tests a6Fording but 
little information. Cements of this kind should never be em- 
ployed in high grade construction, but occasionally may be used 
to advantage in rough foundation work, or in other cases where 
the best grades of material are not essential. 
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CHAPTER XVI. 

SPECIFICATIONS. 

The requirements for a good cement specification, or indeed 
for the specification of any material, are, first, that it be suf- 
ficiently severe to insure good material without containing re- 
quirements that unnecessarily hamper the manufacturer ; second, 
that it be definite or free from ambiguous clauses, and, third, 
that it be well balanced. 

The clauses of a cement specification should cover require- 
ments for the storage and inspection of the shipments, the con- 
dition and weight of the packages, the method of testing to be 
followed, a definition of the material, the values to be obtained 
in the various tests, and the regulations regarding the accept- 
ance or rejection of the shipments. The tests to which a cement 
should be subjected are specific gravity, fineness, time of setting, 
tensile strength neat and with sand, soundness, and the chemical 
determination of certain ingredients. 

Although in the past there have been frequent examples of 
specifications of unnecessary seventy, such ca^es are much less 
common than heretofore, thanks to the work of various tech- 
nical societies in formulating standard specifications, and in 
bringing before the public, information regarding the values 
which should be obtained on a normal cement from each of 
these tests. Probabl> the most popular fallacy regarding the 
testing of cement is that great strength necessarily implies in- 
creased structural value, and hence there is a, tendency on the 
part of certain engineers who have not taken the trouble to in- 
vestigate the subject, to increase the requirements for tensile 
strength, with the purpose of securing an especially fine grade of 
material, when in fact the material furnished under such speci- 
fications is generally over-limed and plastered and, while giving 
high short time tests, will ultimately be inferior to ihe lower 
testily material, and also is mach more susceptible to influences 
cansmg' disintegration. Too low a requirement, on the other 
hand, will permit the use of an inferior or adulterated product. 
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which in service may be insufficient to meet the demands re- 
quired of the structure. 

The same principle applies to all the other tests to which 
the cement may be subjected, an abnormally high specification 
requiring a forced product liable to give unsatistactorv service, 
and a low one permitting the use of inferior material, so that it 
is only by a most careful study of the available data that an 
original specification can be dratted that will ensure the furnish- 
ing of the best material. 

While, as has been stated, the average qualities which a nor- 
mal cement must possess are becoming much better understood, 
there is nevertheless in many recent specifications a lack of 
definiteness which is often sufficient to almost entirely destroy 
their value. First and foremost is the common omission of any 
clause or reference indicating the method to be employed in 
making the various tests. It has been shown in the previous 
chapters of this book what a great influence the methods and 
appliances used have upon the final results, and yet the majority 
of specifications require in, say, tensile strength, that the ma- 
terial shall develop a neat strength of, say, 500 pounds, at 7 days 
without any further qualifications, although it may easily be pos- 
sible to obtain results of from 300 to 800 pounds according to 
the manner in which the material is treated. Although the 
method followed exerts probably a greater influence on tensile 
strength than on the other determinations, it nevertheless does 
apply to all of them, although in varying amounts, so that prac- 
tically, unless a definite method of testing be stipulated, the 
acceptance of the material depends actually more upon the 
quality of the tester than on that of the cement itself. 

For the average consumer, especially one just organizing a 
laboratory for the first time, it is best to stipulate in the specifica- 
tions that the methods to be followed shall be in accordance 
with one of the standard methods, preferably that of the Com- 
mittee of the American Society of Civil Engineers. In one 
particular, however, that of standard sand, the recommendations 
of this Committee are followed but rarely, so that it will generally 
be necessary to qualify the method in that detail if any other 
sand is to be used. The steaming test, moreover, has been 
found by all those who have investigated it in other than a 
superficial manner to be inferior to the boiling test in the re- 
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liability of its indications. Most consumers, therefore, should 
alter the method in these two particulars, but otherwise foUow 
it impHcitly in the conduct of the various tests. A clause to the 
following effect, therefore, will at once place the specification on 
a definite and standard basis, and will to a great extent preclude 
the rejection of good material, or the acceptance of bad material 
by reason of irregularities in the making of the determinations : 

"All tests shall be made in accordance with the methods 
prescribed by the Committee on Uniform Tests of Cement of 
the American Society of Civil Engineers, reported January 21, 
1903, and amended January 20, 1904, except in the following 
two particulars : 

"(i) Sand of crushed quartz shall be substituted for Ottawa 
sand, the standard size remaining the same. 

"(2) For the 'steam' test shall be substituted the boiling test, 
hereinafter described." 

An even better method to be followed in drafting specifications 
for which the tests will be made in an established, well-equipped 
laboratory, is to stipulate that "all tests shall be made in ac- 
cordance with the standard methods of testing now on file in 
the office of the Chief Engineer," these methods containing an 
exact description of every appliance and detail of the processes 
employed. The reason for this is that a well-organized labor- 
atory will discover many small variations from the standard 
method that will much facilitate the routine of testing without 
in any way affecting the results to an appreciable extent. Now, 
if the standard method is specified and any of these variations is 
employed, the whole series of tests may be discredited and with 
reason, whereas if the laboratory has a record of its standard 
method which is specified and followed in practice, no such ques- 
tion can be raised. It is advised, however, that except for the 
use of the sand and the form of accelerated test recommended, 
that the methods specified conform as closely as possible to the 
report of the Committee, and thus arrive at as nearly standard 
methods as can be. 

If no such method be stipulated, the specifications must con- 
tain complete information as to the essential points in the con- 
duct of the tests, especially the normal consistency employed, 
the method of making and handhng briquettes and pats, and 
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descriptions of the apparatus, for unless this is done any speci- 
fication, no matter how well drawn, is almost valueless. 

Lzck of definiteness in two other clauses also is often the 
cause of much annoyance — that relating to the facilities to be 
provided for inspection and testing, and that assigning the power 
of rejection to a certain individual. These provisions should be 
especially clear to prevent misunderstanding or friction. 

The foregoing criticisms, it must be acknowledged, aonly 
rather more to specifications of the past than the present since 
the wide publicity given in recent years lo this subject has done 
much to promote greater familiarity with the essentials for good 
specifications. One fault, however, that still exists in many 
specifications is a lack of balance between the various require- 
ments, which is apt to call for material almost impossible to 
produce, or to destroy the value of the other requirements. As 
a rule, specifications of this character show indications of having 
been drafted with a pair of shears, by an engineer who fully un- 
derstood the purpose of the various requirements, but was un- 
familiar with their inter-relations. 

For example, a specification recently issued by the engineer 
of a cily in the middle-west called for a slow-setting Portland 
cement, one liner than usiial, and at the same time limited to 
content of sulphuric acid i%, which would be a material prac- 
tically impossible for most mills to produce. The engineer un- 
doubtedly understood that a fine, slow setting cement was 
superior, and knew that high sulphuric acid might be deleterious, 
and having seen a specification, possibly of the French Govern- 
ment, limiting this element to i%, he combined the three re- 
quirements, intending to secure an especially fine grade of ma- 
terial, but in reality precluding the use of some of the best 
cements. As it also happened the nature of the work was such 
that even an abnormal amount of sulphuric acid would not have 
affected its structural value. 

Another "cribbed" clause often found is one limiting the con- 
tent of magnesia in Portland cements to 2%, which may be 
met by certain brands, but which at one stroke practically elimi- 
nates all the excellent cements of the Lehigh Valley District, 
and at the same time does not secure better material. Another 
instance of lack of balance is frequently found in the fineness 
requirements, the author having had brought to his notice sped- 



Digitizecoy Google 



SPECIFICATIONS. 279 

fications for Portland cement, one calling for a residue of less 
than 15% on the No, 100 and 25% onthe No. 200 sieve, and the 
other 8% on the No, 100 and 30% on the No. 200, the No. 100 
requirement in the first case and the No. 200 in the second being 
almost worthless. The same lack of balance often occurs be- 
tween the specifications for setting and fineness, fineness and 
strength, strength neat and strength with satid, etc., thus 
destroying much of their value. An engineer, unless well posted 
in the properties of cement, should therefore never attempt to 
combine the clauses from several specifications into one, but 
should either adopt one in its entirety or drop it altogether. 

The recently published and most excellent standard specifica- 
tions* issued by American, English and Canadian societies and 
also by such bodies as the Corps of Engineers of the U. S. Army 
have done much to better this condition. Considered only in 
the light of a clear, consistent and well-balanced specificalion, 
thai of the Corps of Army Engineers ranks easily first, although 
the methods of testing employed are often unscientific in char- 
acter and leave much to be desired. Those of the Committee 
of the American Society of Testing Materials are generally ex- 
cellent, but are detective in the indefiniteness of the strength 
requirements, and also in the extremely low minimum values 
recommended, especially when it is considered that Ottawa sand 
and not crushed quartz is used. 

Although it may be considered unwise to propose another 
specification, in view of the existence of these standards, it 
nevertheless cannot be denied that neither of these specifications 
is adapted to use exactly as it stands, the methods of testing in 
one instance, and the poor strength requirements in the other, 
leaving much to the discretion of the engineer, whose experience 
in these lines may not have been sufficient to properly make 
the necessary corrections. The following, therefore, is given 
as a cement specification which may be incorporated directly 
into the general specifications for construction work, and which, 
while insuring the furnishing of first-class material, will at the 
same time require only a normal product which any reputable 
manufacturer would be entirely willing to furnish, and moreover 
will not limit competition to any- class of cements, nor to those 
produced by any particular process or in any special locality. 
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SFECnrCATIONS FOR FOKTLANI) CEMENT.* 

1. Definition. — The cement shall be Portland cement of the 
best quality, dry and free from lumps. By Portland cement is 
meant the finely pulverized product resulting from the calcina- 
tion to incipient fusion of an intimate mixture of properly pro- 
portioned argillaceous and calcareous materials, and to which 
no addition greater than 3% has been made subsequent to cal- 
cination. 

2. Inspection. — All cements shall be inspected, and those re- 
jected shall be immediately removed by the contractor. Every 
facility shall be provided by the contractor and a period of at 
least twelve days allowed (or the inspection and necessary tests. 
Cement failing to meet the seven day requirements may be held 
awaiting the results of the twenty-eight day tests before rejec- 
tion. 

3. Storage. — While awaiting the results of the tests, the ce- 
ment shall be stored in a suitable weather-tight building, having 
the floor properly blocked or raised from the ground, and shall 
be so stored as to permit easy access for the proper inspection 
and identification of each shipment. 

4. Packages. — Cement shall be packed in strong cloth or can- 
vas sacks, or in sound barrels lined with paper, which shall be 
plainly marked with the brand and the name of the manufac- 
turer.f 

5. Weight, — A barrel of cement shall contain 4 bags and shall 
weigh not less than 376 pounds net. A bag shall contain not 
less than 94 pounds net of cement. The weights of the separate 
packages shall be uniform. 

6. Te>ta.{ — All tests shall be made in accordance with the 
methods prescribed by the Committee on Uniform Tests of Ce- 
ment of the American Society of Civil Engineers, reported 
January 2\, 1903, and amended January 20, 1904, except in the 
following two particulars: 

(1) Sand of artificially prepared crushed quartz of the 
same size shall be substituted for Ottawa sand. 

■TLeas speclflcatlons are taken largely Cram tbe TBrious aUiidard Bp«clB- 
catloDS. as well le those or muDlcipalltles. and Important engineer) db conBtructlans. 

tir tba E pec in<^at Ions are for the direct purchase ot cement, tbere ahould be 
added to tbii clause:— "PackB ESS received In broken Or damaged condlUon mt 
be rejected or accepted aa fractloaal packagee." 

tOr the rollowiniE elauee msv he subntltnted toe (OV— "All testa aball be made 
In accordance with the standard methods n'>w on file In tbe office ot tbe Cblet 
Bnglneer, copies of wblcb may be had on application." 
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(2) The boiling test, hereinafter described, shall be sub- 
stituted for the "steam" test. 

7. Aooeptouce. — The acceptance or rejection of a cement shall 
rest with the Chief Engineer, and shall be based upon the follow- 
ing requirements : 

8. Specific GraYity. — The specific gravity of the cement shall 
be not less than 3.10. 

9. Fineness. — It shall leave a residue of not more than %fo by 
weight on ihe No. 100, and not more than 25% on the No. 200 
sieve. 

10. Time of Setting. — It shall develop initial set in not less 
than 20 minutes, and must develop hard set within 10 hours. 

11. Tensile Strength. — Briquettes one inch square in cross sec- 
tion shall develop not less than the following tensile strengths 
and shall show no retrogression in strength within the periods 
specified ; 

NEAT CEMENT. 
Age. Strength. 

24 hours (in moist air) 175 lbs, 

7 days (i day in moist air, 6 days in water) 500 

28 days (i day in moist air, 27 days in water) 600 " 

ONE PART CEMENT, THREE PARTS STANDARD 
SAND. 

7 days (I day in moist air, 6 days in water) 170 lbs, 

28 days (i day in moist air, 27 days in water) 240 "* 



—Two pats of neat cement of normal consist- 
ency about 3 ins. in diameter, one-half inch thick at the center 
and tapering to thin edges, and a ball of the same material about 
I J ins. in diameter, shall be kept in moist air for a period of 24 
hours. 

(a) A pat is then kept in air at normal temperature, and 
observed at intervals for at least 28 days. 

(b) A pat is kept in water maintained as near 70° Fahr. 
as practicable, and observed at intervals for at least 28 
days. 

*Addltloiukl Becurltr nur b« attained br apecllrlns * maximum neat alnnBtli 
at 850 Iba. at seveo dan, and *leo aD Increaie la tbe aiod Btrenglh betircen 
the two periods of not le» than W7a. Eiccpt [or constructlODB oi unusual Im- 
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(c) The ball is placed in water at normal temperature, 
wliich is gradually (in about half an hour) raised to boiling 
and maintained there for 3 hours. 
The pats, to pass the requirements satisfactorily, shall remain 
firm and hard and show no signs of distortion, blotching, check- 
ing, cracking or disintegration. The ball when removed from 
the water shall show no signs of checking, cracking, or disin- 
tegration. 

13. Chemioal Reqniremeats. — The cement shall not contain 
more than 1.75% of anhydrous sulphuric acid (SO,), nor more 
than 4% of magnesia (MgO). 

SPECHTCATIONS FOR HATTTRAL CEXEST. 

1. Seflnition. — The cement shall be natural cement of the best 
quality, dry and free from lumps. By natural cement is meant 
the finely pulverized product resulting from the calcination of an 
argillaceous limestone at a temperature below that necessary to 
cause incipient fusion. 

2. Inspectioa. — All cements shall be inspected, and those re- 
jected shall be removed immediately by the contractor. Every 
facility shall be provided by the contractor and a period of at 
least twelve days allowed for the inspection and necessary tests. 
Cement failing to meet the seven day requirements may b6 held 
awaiting the results of the twenty-eight day tests before rejec- 
tion. 

3. Stor^e. — While awaiting the results of the tests, the cement 
shall be stored in a suitable weather-tight building, having the 
floor properly blocked or raised from the ground, and shall be 
so stored as to permit easy access for the proper inspection and 
identification of each shipment. 

4. Fackag:es. — Cement shall be packed in strong cloth or can- 
vas sacks, or in sound barrels lined with paper, which shall be 
plainly marked with the brand and the name of the manufac- 
turer.* 

5. Weight. — A barrel of cement shall contain 3 bags and shall 
weigh not less than 282 pounds net. A bag shall contain not 
less than 94 pounds net of cement. The weights of the separate 
packages shall be uniform. 
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6. Teats.* — All tests shall be made in accordance with the 
methods prescribed by the Committee on Uniform Tests of Ce- 
ment of the American Society of Civil Engineers, reported 
January 21, 1903, and amended January 20, 1904, except that 
sand of artificially prepared crushed quartz of the same size shall 
be substituted for Ottawa sand. 

7. Aceeptance. — The acceptance or rejection of a cement shall 
rest with the Chief Engineer, and shall be based upon the fol- 
lowing requirements : 

8. Specific GraTity. — The specific gravity of the cement shall 
not be less than 2.80. 

9. Fineneu. — It shall leave a residue of not more than 15% by 
weight on the No. 100, and not more than 30% on the No, 200 
sieve. 

10. Time of Setting. — It shall develop initial set in not less than 
10 minutes, and hard set in not more than 5 hours. 

11. Tensile Strength. — Briquettes one inch square in cross sec- 
tion shall develop not less than the following tensile strengths 
and shall show no retrogression in strength within the periods 
specified. 

NEAT CEMENT. 
Age. Strength. 

24 hours (in moist air) 40 lbs. 

7 days (I day in moist air. 6 days in water) 125 " 

28 days (i day in moist air, 27 days in water) 225 " 

ONE PART CEMENT, TWO PARTS STANDARD SAND. 

7 days (i day in moist air, 6 days in water) 75 lbs. 

28 days (i day in moist air, 27 days in water) 140 " 

12. Sonndneat. — Two pats of neat cement of normal consist- 
ency about 3 ins. in diameter, ^-in. thick at the center and taper- 
ing to thin edges shall be kept in moist air for a period of 24 
hours. 

(a) A pat is then kept in air at normal temperature. 

(b) The other pat is kept in water maintained as near 70° 
Fahr, as practicable. 

These pats shall be observed at intervals for at least 28 days, 
and to satisfactorily pass the requirements shall remain firm and 
■See fool note ta cliuie (6)— Portland Ccmsnl, page 280. 
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hard, and show no signs of distortion, checking, cracking or dis- 
integration. 

INTEBFBETATION OF SFECIEICATIOirS. 

In the interpretation of the resuhs of specification tests, it 
must always be borne in mind that the cement should be judged 
from the results of all the tests collectively, and not from the in- 
dividual values. It can be stated that only faiUtre in the normal 
pat tests, or abnormally low values in the sand strength, is 
sufficient to warrant the rejection of the shipment, without other 
evidences of poor quality. For example, let us consider the 
ten Portland cements in Table LVIII., all of which occurred in 
the routine of the author's laboratory, it being assumed that the 
specifications just given formed the basis of the testing. 

Cement i is normal in every particular and one which would 
be entirely safe to accept on the seven day test. The second 
cement fails in specific gravity, and is slightly below the speci- 
fications in sand strength. The boiling test, however, was good, 
and an examination showed neither underbuming nor adul- 
teration, thus indicating that the cement was merely old, as also 
was more or less apparent from its condition. The shipment, 
therefore, was accepted at 7 days, and the 28 day test confirmed 
this decision. 

Cements 3 and 8 both gave evidences of being over-limed in 
failure in the boiling test and in the high neat strength at 7 days. 
Both of these shipments were held at 7 days, second boiling 
tests made at 28 days, the first passing and the second failing, 
and as a result the first sample was accepted while the second 
was rejected. At the end of 3 months the normal pats of No. 8 
had completely disintegrated, while the others remained nor- 
mal except for a ver) slight curvature. Cement 4 is another ex- 
ample of low sand strength and failure in boiling, which was 
accepted on the 28 day test. 

Cements 5 and 6 are both coarse and fail to boil. At 28 days 
No. 5 boiled and No. 6 failed a second time. No. 5 was ac- 
cepted, therefore, while No. 6 was rejected, but at the same 
time the manufacturer who furnished cement No. 5 was notified 
that the shipment was coarse, and that future shipments would 
be condemned if this were not rectified. 

Cement 7 is extremely quick setting, and for most classes of 
construction should be rejected outright. No. 9 illustrates a 
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236 PRACTICAL CEMENT TESTING. 

thoroughly bad cement, both underburned and coarse, while TO 
shows a typical case of adulteration with slag, indicated by the 
low specific gravit>, the blotching of the normal pats, as well as 
by the special tests for adulteration. 

The point, however, which it is especially desired to emphasize 
is that while cements 2, 3, 4 and 5 all fail in some particular to 
pass the requirements of the specifications, all of them were 
accepted and proved satisfactory in service. To attempt to hold 
every shipment to pass an absolutely perfect test is not only un- 
warranted by experience, but often defeats its own purpose in 
rejecting excellent material, while it also creates tnudi u 
sarv annoyance and delay. 
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Standard Method ol Cement Testing. 

Progress Report of the Committee of the American Society of Civil 
Engineers on Uniform Tests of Cement, presented January 21, 1903, and 
amended January 20, 1904. 

Sampling. 

I.— Selection of Sample.— The selection of the sample for testing is a 
detail that must be left to the discretion of the engineer ; the number and 
the quantity to be taken from each package will depend largely on the im- 
portance of the work, the number of tests to be made and the facilities 
for making them. 

2. — The sample shall be a fair average of the contents of the package ; it 
is recommended that, where conditions permit, one barrel in every ten be 
sampled, 

3. — All samples should be passed through a sieve having twenty meshes 
per linear inch in order to break up lumps and remove foreign material ; 
this is also a very effective method for mixing them together in order to 
obtain an average. For dettrmininK the characteristics of a shipment of 
cement, the individual samples may be mixed and the average tested; 
where lime will permit, however, it is recommended that they be tested 
separately. 

4. — Method of Sampung. — Cement in barrels should be sampled through 
a hole made in the center of one of the staves, midway between the heads, 
or in the head, by means of an auger or a sampling iron similar to that used 
by sugar inspectors. If in bags, it should be taken from surface to center. 

Chemical Analyals. 

S.— Significance.— Chemical analysis may render valuable service in the 
detection of adulteration of cement with considerable amounts of inert 
material, such as slag or ground limestone. It is of use, also, in deter- 
mining whether certain constituents, believed lo be harmful when in ex- 
cess of a certain percentage, as magnesia and sulphuric anhydride, are 
present in inadmissible proportions. While not recommending a definite 
limit for these impurities, the Committee would suggest that the most 
recent and reliable evidence appears to indicate that, tor Portland cement, 
magnesia to the amount of 5 per cent, and sulphuric anhydride to the 
amount of 1,75 per cent, may safely be considered harmless. 

6.— The determination of the principal constituents of cement-'silica, 
alumina, iron oxide and lime — is not conclusive as an indication of quality. 
Faulty character of cement results more frequently from imperfect prepar- 
ation of the raw material or defective burning than from incorrect pro- 
portions of the constituents. Cement made from very finely-ground 
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material, and thoroughly burned, may contain much more lime than the 
amount usually present and still be perfectly sound. On the other hand, 
cements low in lime may, on account of careless preparation of the raw 
materia], be of dangerous character. Further, the ash of the fuel used in 
burning may so greatly modify the composition of the product as largely 
to destroy the significance of the results of analysis. 

7.— ilETHOD.— As a method to be followed for the analysis of cement, 
that proposed by the Committee on Uniformity in the Analysis of Ma- 
terials for tlie Portland Cement Industry, of the New York Section of the 
Society for Chemical Industry, and published in the Journal of the Society 
for January 15, 1902, is recommended. 

Specific Gravity. 

8. — SiCNiFiCANCE.— The specific gravity of cement is lowered by under- 
burning, adulteration and hydration, but the adulteration must be in con- 
siderable quantity to affect the results appreciably. 

9. — Inasmuch as the differences in specific gravity are usually very 
small, great care must be exercised in making the determination. 

10. — When properly made, this test affords a Quick check for under- 
burning or adulteration. 

ii.^Apparatus and Method. — The determination of specific gravity is 
most conveniently made with Le Chatelier's apparatus. This consists of 
a flask (D), Fig. I (see Fig. 138), of 120 cu. cm. (7.32 cu. ins.) capacity, 
the neck of which is about 20 cm. (7.S7 ins.) long; in the middle of this 
neck is a bulb (C), above and below which arc two marks (F) and (E) ; 
the volume between these marks is 20 cu. cm. (1.22 cu. ins.). The neck 
has diameter of about g mm. (.0.35 ins.), and is graduated into tenths 
of cubic centimeters above the mark (F). 

12.— Benzine (62 degrees Baume naphtha), or kerosene free from 
water, should be used in tru'king the determination. 

13. — The specific gravity can be determined in two ways : 

(i) The flask is filled with either of these liquids to the lower mark 
(E), and 64 gr. (2.25 oz.) of powder, previously dried at 100° Cent. 
(212° Fahr,) and cooled to the temperature of the liquid, is gradually 
introduced through the tunnel (B) [the stem of which extends into the 
flask to'ihe top of the bulb (C)l, until the upper mark (F) is reached. 
The difference in weight between the cement remaining and the original 
quantity (64 gr.) is the weight which has displaced 20 cu. cm. 

14.— (2> The whole quantity of the powder is introduced, and the level 
of the liquid rises to some division of the graduated neck. This reading 
plus 30 cu. cm. is the volume displaced by 64 gr. of the powder. 

15. — The specific gravity is then obtained from the formula: 
Weight of cement 
Specific gravity = ■ 

Displaced volume 

i€. — The flask, during the operation, is kept immersed in water in a i*r 
(A), in order to avoid variations in the temperature of the liquid. The 
results should agree within o.ol. 
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method for cleaning the apparatus is as follows: 
The flask is inverted over a large vessel, preferably a Jtlass jar, and shaken 
verlically until the liquid starts to flow freely; it is then held still in a 
vertical position until emply; the remaining traces of cement can be re^ 



Fid. 138 —Le Chatelier'3 Specific Gravitv Apparatus. 

moved in a similar manner by pourins into the flask a small quantity of 
clean liquid and repeatins the operation. 
18. — More accurate determinations may be made with the picnometer. 

Fineness. 

ig. — Significance. — It is generally accepted thai the coarser particles 
in cement are practically inert, and it is only the extremely fine powder 
that possesses adhesive or cementing qualities. The more finely cement is 
pulverized, all other conditions being the same, the more sand it will carry 
and produce a mortar of a t'ven strength. 

ao. — The degree of final pulverization which the cement receives at the 
place of manufacture is ascertained by measuring the residue retained on 
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certain sieves. Those known as the No. loo and No. 200 sieves are rec- 
ommended for this purpose. 

21. — Apparatus. —The sieves should be circular, about 20 cm. (7.87 
ins.) in diaraeter, 6 cm. (2.36 ins.) high, and provided with a pan 5 cm. 
(1.97 ins.) deep, and a cover. 

22.— The wire cloth should be woven from brass wire having the follow- 
ing diameters: 

No. 100, 0.0045 'n. : No. 200, 0.0024 in- 

23— This cloth should be mounted on the frames without distortion ; the 

mesh should be regular in spacing and be within fhe following limits: 

No. 100, 96 to 100 meshes to the linear inch. 

No. 200, 188 to 200 meshes to the linear inch. 

24. — Fifty grams (1.76 01.) or 100 gr, (3,52 oz.) should be used for 

the test, and dried at a temperature of 100° Cent. (212° Fahr.) prior to 

25. — Method. — The Comtriittee, after careful investigation, has reached 
the conclusion that mechanical sieving is not as practicable or efficient as 
hand work, and, therefore, recommends the following method : 

26. — The thoroughly dried and coarsely screened sample ia weighed and 
placed on the No. 200 sieve, which, with pan and cover attached, is held 
in one hand in a slightly inclined position, and moved forward and back- 
ward, at the same time striking the side gemly with the palm of the Other 
hand, at the rate of about 200 strokes per minute. The operation is con- 
tinued until not more than one-tenth of i per cent, passes through after 
one minute of continuous sieving. The residue is weighed, then placed 
on the No. lOO sieve and the operation repeated. The work may be 
expedited by placing in the sieve a small quantity of large shot The 
results should be reported to the nearest tenth of I per cent 

Normal Conalstency. 

27— Significance.— The use of a proper percentage of water in mak- 
ing the pastes* from which pats, tests of setting and briquettes are made, 
is exceedingly important, and affects vitally the results obtained. 

28.^The determination consists in measuring the amount of water re- 
quired to reduce tlie cement to a given state of plasticity, or to what is 
usually designated the norrral consistency. 

2g. — Various methods have been proposed for making this determina- 
tion, none of which has beet found entirely satisfactory. Tlie Committee 
recommends the following r 

30.— Method. Vicai Needle Apparatus,— This consists of a frame 
(K), Fig. 2 (see Fig. 139), bearing a movable rod (L), with a cap (A) 
at one end, and at the other the cylinder (B), i cm. (0.35 in.) in diam- 
eter, the cap, rod and cylinder weighing 300 gr. (10.58 01.). The rod, 
which can be held in any desired position by a screw (F). carries an in- 
dicator, which moves over a scale (graduated to centimeters) attached 
to the frame (K). The pa?t? is held by a conical, hard-rubber ring (I), 

*Tbs term "puts" la ueed In tbli report to deslKnat" & irlitara ot c< 
water, nnd l)i« word "murUr" a mixture o[ c 
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7 cm. {2.76 ins.) in diameter at the base, 4 cm. (1.57 ins.) high, restinjt 
on a glass plate (J), about 10 c. m. (3.94 ins) square. 

31.— In making the determination, the same quantity of cement as will 
be subsequently used for er.ch batch in making the briquettes (but not 
less than 500 grams) is kneaded into a paste, as described in Parajtraph 5S, 
and quickly formed into a ball with the hands. compIetinR the operation by 
tos.sing it six times from one hand to the other, maintained 6 ins. apart ; 
the ball is then pressed into the rubber ring, through the larger opening, 
smoothed off, and placed (on its large end) on a glass plate and the 
smaller end smoothed off with a trowel ; the paste confined in the rintb 



Fig. 139,— The Vicat N«odle. 

resting on the plate, is placed under the rod bearing the cylinder, which 
is brought in contact with the surface and quickly released. 

32, — The paste is of normal consistency when the cylinder penetrates 
to a point in the mass 10 mm. (o.jg in.) below the top of the ring. Great 
care must be taken to fill the ring exactly to the top. 

33.— The trial pastes are made with varying percentages of water until 
Ac correct consistency is obtained. 

34, — The Committee has recommended, as normal, a paste, the con- 
sistency of which is rather wet, because it believes that variations in the 
amount of compression to which the briquette is subjected in moulding are 
likely to be less with such a paste. 

35. — Having determined in this manner the proper percentage of water 
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required to produce a paste of normal consistency, the proper percentage 
required for the mortars is obtained from an empirical formula. 

36. — The Committee hopes to devise such a formula. The subject proves 
to be a very difficult one, and. although the Committee has given it much 
study, it is not yet prepared to make a definite recommendation. 
Time ol Setting. 

37-— Significance. — The object of this test is to determine the time 
which elapsed from the moment water is added until the paste ceases to 
be fluid and plastic (called the "initial set"), and also the time required 
for it to acquire a certain degree of hardness (called the "final" or "hard 
set"). The former of these is the more important, since, with the com- 
mencement of setting, the process of crystallization or hardening is said 
to begin. As a disturbance of this process may produce a loss of strength, 
it is desirable to complete the operation of mixing and moulding or iii- 
corporating the mortar into the work before the cement begins to set 

38. — It is usual to measure arbitrarily the beginninii; and end of the set- 
ting by the penetration of weighted wires of given diameters. 

39.— 'Method. — For this purpose the Vicat Needle, which has already 
been described in Paragraph 30, should be used. 

40. — In making the test, a paste of normal consistency is moulded and 
placed under the rod (L) ; Fig. 2. as described in Paragraph 31 ; this rod, 
bearing the cap (D) at one end and the needle (H), i mm. (aci39 in.) in 
diameter, at the other, weighing 300 gr. (10.58 01.). The needle is then 
carefully brought in contact with the surface of the paste and quickly 

41.— The setting is said to have commenced when the needle ceases to 
pass a point 5 mm. (0.20 in.) above the upper surface of the glass plate, 
and is said to have terminated the moment the needle does not sink visibly 
into the mass. 

42. — The test pieces should be stored in moist air during the test; this 
is accomplished by placing them on a rack over water contained in a pan 
and covered with a damp cloth, the cloth to be kept away from them 
by means of a wire screen ; or they may be stored in a moist box or 

43. — Care should be taken to keep the needle clean, as the collection of 
cement on the sides of the needle retards the penetration, while cement 
on the point reduces the area and tends to increase the penetration. 

44. — The determination of the time of setting is only approximate, being 
materially affected by the temperature of the mixing water, the tempera- 
ture and humidity of the air during the test, the percentage of water used. 
and the amount of moulding the paste receives. 
Standard Sand. 

45-— The Cwnmittee recognizes the grave objections to the standard 
Quartz now generally used, especially on account of its high percentage 
of voids, the difficulty of compacting in the moulds, and its lack of uni- 
formity; it has spent much time in investigating the various natural sands 
which appeared to be available and suitable for use. 
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46.— For the present, the Committee recommends the natural sand from 
Ottawa, III,, screened to pass a sieve having 20 meshes per linear inch 
and retained on a sieve having jo meshes per linear inch ; the wires to 
have diameters of 0.0165 and 0.0112 in., respectively, i. e., half the width 
of the opening in each case. Sand having passed the No. 20 sieve shall be 
considered standard when not more than one per cent, passes a No. 30 
sieve after one minute continuous sifting of a 500-gram sample. 

47. — The Sandusky Portland Cement Company, of Sandusky, Ohio, has 
agreed to undertake the preparation of this sand, and to furnish it at a 
price only sufKcient to cover the actual cost of preparation. 

Form ol Briquette. 

48.— While the form of the briquette recommended by a former Com- 
mittee of the Society is not wholly satisfactory, this Committee is not 
prepared to subtest any change, other than rounding off the comers by 
carves of J4-:nch radius. Fig. 3 (see Fig. 4.1)- 

Houlds. 

49. — The moulds should be made of brass, bronze or some equally non- 
. corrodible material, having sufficient metal in the sides to prevent spread- 
ing during moulding. 

5a — Gang moulds, which permit moulding a number of briquettes at 
one time, are preferred by many to single moulds; since the greater 
luantity of mortar that can be mixed tends to produce Kfeater uniformity 
in the results. The type shown in Fig. 4 (see Fig. 46) '3 recommended. 

51.— The moulds should be wiped with an oily cloth before using. 
Mixing. 

52. — All proportions should be staled by weight ; the quantity of water 
to be used should be stated as a percentage of the dry material. 

S3. — The metric system is recommended because of the convenient rela- 
tion of the gram and the cubic centimeter. 

54.— The temperature of the room and the mixing water should be as 
near 21 degrees Cent. (70 degrees Fahr.) as it is practicable to maintain it. 

55. — The sand and cement should be thoroughly mixed dry. The mix- 
ing should be done on some non-absorbing surface, preferably plate glass. 
If the mixing must be done on an absorbing surface it should be thor- 
oughly dampened prior to use.' 

56. — The quantity of material to be mixed at one time depends on the 
number of test pieces to be made; about ifloo gr. (S.S.aS oz.) makes a 
convenient quantity to mix, especially by hand methods. 

57.— The Committee, after investigation of the various mechanical mix- 
ing machines, has decided not to recommend any machine that has thus 
far been devised, for the following reasons : 

(i) The tendency of most cement is lo "ball up" in the machine, thereby 
preventing the working of it into a homogeneous paste; (2) there are no 
means of ascertaining when the mixing is complete without stopping the 
machine, and (3) the drfficully of keeping the machine clean. 
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58. — Method. — The material is weighed and placed on the mixing table, 
and a crater formed in the center, into which the proper pereentaRc of 
clean water is poured; the material on the outer edge is turned into t\e 
crater by the aid of a trowel. As soon as the water has been absorbed. 
which should not require more than one minute, the operation is com- 
pleted by vigorously kneading with the hands for an additional ij4 min- 
utes, the process being similar to that used in kneading dou^. A sand- 
glass affords a convenient guide for the time of kneadinn. DurinK the 
operation of mixing the hands should be protected by gloves, preferably 
of rubber. 

Moulding. 

59. — Having worked the paste or mortar to the proper consistency, it 
IS at once placed in the moulds by hand, 

60. — The Committee has been unable to secure satisfactory results with 
the present moulding machines; the operation of machine moulding is 
very slow, and the present types permit of moulding but one briquette at 
a time, and are not practicable with the pastes or mortars herein recom- 
mended. 

61. — Method. — The moulds should be filled at once, the material pressed 
in firmly with the lingers and smoothed off with a trowel without ram- 
ming; the material should be heaped up on the upper surface of the 
mould, and, in smoothing off, the trowel should be drawn over the mould 
ill such a maimer cs to exert a moderate pressure on the excess material. 
The mould should be turned over and the operation repeated. 

62.— A cheek upon the uniformity of the mixing and mouldinR is af- 
forded by weighing the briquettes just prior to immersion, or upon re- 
moval from the moist cbset. Briquettes which vary in weight more than 
3 per cent, from the average should not be tested. 

Storage of the TeU Pieces. 

63. — During the first 24 hours after moulding the test pieces should be 
kept in moist air to prevent them from drying out. 

6^.— A moist closet or chamber is so easily devised that the use of the 
damp cloth should be ab[indo<ied if possible. Covering the test pieces with 
a damp cloth is objectionable, as commonly used, because the cloth may 
dry out unequally, and. in consequence, the test pieces are not all main- 
tained under the same conditior. Wlierc a moist closet is not available, 
a cloth may be used and kept uniformly wet by immersing the ends in 
water. It should be kept from direct contact with the test pieces by means 
of a wire screen or some similar arrangement. 

65, — A moist closet consists of a soapstone or slate box or a metal- 
lined wooden box— the metal lining being covered with felt and this felt 
kept wet. The bottom of the box is so constructed as to hold water, and 
the sides are provided with cleats for holding glass shelves on which to 
place the briquettes. Care should be taken to keep the £ir in the cl(«et 
uniformly moist. 

66. — After 24 hours in moist air the test pieces for longer periods of 
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time should be immersed in water maintained as near 21° Cent. (70° 
Fahr.) as practicable; they may be stored in tanks or pans, which sbould 
be of non-corrodible material. 

Tensile Strength. 

67.^The tests may be made on any standard machine. A solid metal 
clip, as shown in Fig. 5 (see Fig. 76), is recommended. This clip is to 
be used without cushioning at the points of contact with the test speci- 
men. The bearing at each point of contact should be ^^-in, wide, and the 
distance between the center of contact on the same clip should be I'A ins. 

68. — Test pieces should be brcicen as soon as they are removed from 
the water. Care should be observed in centering the briquettes in the 
testing machine, as cross- strains, produced by improper centerioR, tend 
to lower the breaking strength. The load should not be applied too sud- 
denly, as it may produce vibration, the shock from which often breaks the 
briquette before the ultimate strength is reached. Care must he taken 
that the clips and the sides of the briquette be clean and free from grains 
of sand or dirt, which would prevent a good bearing. The ioad should 
be applied at the rate of 600 lbs. per minute. The average of the bri- 
quettes of each sample tested should be taken as the test, excluding any 
results which are manifestly faulty. 

Constancy ol Volume. 

69^ — SicNtncANCE. — The object is to develop those qualities which tend 
to destroy the strength and durability of a cement. As it is highly essen- 
tial to determine such qualities at once, tests of this character are for 
the most part made in a very short time, ind are known, therefore, as 
accelerated tests. Failure is revealed by cracking, checking, swelling or 
disintegration, or all of these phenomena. A cement which remains per- 
fectly sound is said to be of constant volume. 

TO — Methods. — Tests for constancy of volume are divided into two 
classes: (i) Normal tests, or those made in either air or water main- 
tained at about zi° Cent. (70° Fahr.), and (a) accelerated tests, or those 
made in air, steam or water at a temperature of 45° Cent. (115° Fahr.) 
and upward. The test pieces should be allowed to remain 24 hours in 
moist air before immersion in water or steam, or preservation in air, 

71.— For these tests, pats, about T'/i cm, (2,9s ins.) in diameter, ij^ cm. 
(0,49 in.) thick at the center, and tapering to a thin edge, should be 
made upon a clean glass plate [about 10 cm. (3-94 ins.) square], from 
cement paste of normal consistency. 

72.— Normal Test.— A pat is immersed in water maintained as near 
21" Cent. (70° Fahr.) as possible for 28 days, and observed at intervals. 
A similar pat is maintained in air at ordinary temperature and observed 

73.— Accelerated Test.— A pat is exposed in any convenient way in an 
atmosphere of steam, above boiling water, in a loosely closed vessel, for 
3 hours. 

74,_To pass these tests satisfactorily, the pats should remain firm and 
hard, and show no signs of cracking, distortion or disintegration. 
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75— Should the pat leave the plate, distortion may be detected best 
with a straight-edge applied to the surface which was in contact with the 
plate. 

76. — In the present state of our knowledge it cannot be said that ce- 
ment should necessarily be condemned simply for failure to pass the ac- 
celerated tests; nor can a cement be considered entirely satisfactory, sim- 
ply because it has passed these tests. 
Submitted on behalf of the Committee, 

GEORGE S. WEBSTER. 

Chairman. 
RICHARD L. HUMPHREY, 

SecretJtfT. 
Committee. 
George S, Webster. 
Richard L. Humphrey, S. B. Newberry, 
George F. Swain, Clifford Richardson, 

Alfred Noble. W, B. W. Howe, 

Louis C. Sabin. F. H. Lewis. 
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Standard Method foi' the Chemical Analysis of Cement. 

Adopted by the New York Section of the Society for Chemical Industry, 

January, igcw. 

Solution. 

One-half gram of the (inely-powdered substance is to be weighed out 
and, if a limestone or unburned mixture, strongly ignited in a covered 
platinum crucible over a strong blast for 15 minutes, or longer if the blast 
is not powerful enough to elTect complete conversion to a cement in this 
time. It is then transferred to an evaporating dish, preferably of platinum 
for the sake of celerity in evaporation, moistened with enough water to 
prevent lumping, and 5 to 10 c. c of strong HQ added and digested with 
the aid of gentle heat and agitation until solution is complete. Solution 
may- be aided by light pressure with the flattened end of a glass rod.* 
The solution is then evaporated to dryness, as far as this may be possible 
on the bath. 

Silica ( SiO,). 

The residue without further heating is treated at first with 5 to 10 c. c. 
of strong HO, which is then diluted to half strength or less, or upon the 

*It BDrtbIng rtmalns unaecompoeed It should be Bfpinted. [ui«d vlCh > IIUl* 
N*iCOi, dlasolved and added to Ibe orlgliiHl tnluttoD. 0( course a email amoant 
of separated DOD-gelaUDOUs gIIIcb Is not id be mlaukeD (or undecompDaod ntattar. 
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residue may be poured at once a larger volume of acid of half strength. 
The dish is then covered and digestion allowed to go on for 10 minuies on 
ihe bath, after which the solution is filtered and the separated silica washed 
thoroughly with water. The Ritrate is again evaporated to dryness, the 
residue without further heating, taken up with acid and water and the 
small amount of silica it contains separated on another fitter paper. The 
papers containing the residue are transferred wet lo a weighed platinum 
criKible, dried, ignited, first over a Bunsen burner until the carbon of the 
filter is completely consumed, and finally over the blast for 15 minutes and 
checked by a further blasting for 10 minutes or to consiant weight. The 
silica, if great accuracy is desired, is treated in the crucible with about 
10 c. c. of HFl and four drops of H^SO^ and evaporated over a low flame 
to complete dryness. The small residue is finally blasted, for a minute or 
two, cooled and weighed. The difference between this weight and the 
weight previously obtained gives the amount of silica.* 

Alumina and Iron (AL,Ot and Pe,0.). 

The filtrate, about 250 c. c., from the second evaporation for SiOj, is 
made alkaline with NH,OH after adding H CI, if need be, to insure a 
total of 10 to 15 c. c strong acid, and boiled to expel excess of NH,, or 
until there is but a faint odor of it, and the precipitale iron and aluminum 
hydrates, after settling, are washed once by decantation and sliehtly on the 
filter. Setting aside the filtrate, the precipitate is dissolved in hot dilute 
HCl, the solution passing into the beaker in which the precipitalion was 
made. The aluminum and iron are then reprecipitated by NH,OH, boiled 
and the second precipitale collected and washed on the same filler used in 
the first instance. The filter paper, with the precipitate, is then placed in a 
weighed platinum crucible, the paper burned off and the precipibte ignited 
and finally blasted 5 minutes, with care to prevent reduction, cooled and 
weighed as Al^O, -f Fe^jO^.t 

Iron (Pe.O,). 

The combined iron and aluminum oxides are fused in a platinum cruci- 
ble at a very low temperature with about 3 to 4 gram^i KHSO,. or 
belter NaHSO,, the melt taken up with so much dilute H^SO,, that there 
shall be no less than 5 grams absolute acid and enough water 10 effect sol- 
ution on healing. The solution is then evaporated and eventually heated 
till acid fumes come off copiously. After cooling and redissolving in water 
the small amount of silica is filtered out, weighed and corrected by HFl and 
HjSOj.J The filtrate is reduced by zinc, or preferably by hydrogen sul- 
phide, boiling out the excess of the latter afterward while passing CO, 
through the flask, and titrated with permanganate.§ The strength of the 
permanganate solution should not be greater than .0040 gr. Fe.,0, per c. c. 
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Lime (CaO). 

To the combined filtrate from the AI^O^ +FejO,precipitalea fewdrops 
of NH^OH are added, and the solution brought to boiling. To the boil- 
ing solution 20 c. c. of a saturated solution of ammonium oxalate are added, 
and the boiHng continued until the precipitated CaCjO, assumes a well- 
delined granular form. It is then allowed to stand for 20 minutes, or until 
the precipitate has settled, and then filtered and washed. The precipitate 
and filter are placed wet in a platinum crucible, and the paper burned off 
over a small flame of a Bunsen burner. It is then ignited, redissoived in 
HCl, and the solulion made up to lOO c, c. with water. Ammonia is added 
in slight excess, and the liquid is boiled. If a small amount of AljO, 
separates this is filtered out, weighed, and the amount added to that found 
in the first determination, when greater accuracy .is desired. The lime is 
then reprecipitated by ammonium oxalate, allowed to stand until settled, 
filtered, and washed,* weighed as oxide by ignition and blasting in a 
covered crucible to constant weight, or determined with dilute standard 
pennanganate.t 

Magnesia ( MgO ). 

The combined filtrates from the calcium precipitates are acidified with 
HCi and concentrated on the steam bath to about iSO c. c, 10 c. c. of 
saturated solution of Na (NH^)HPO^ are added and the solution boiled 
for several minutes. It is then removed from the flame and cooled by 
placing the beaker in ice water. After cooling. NH^OH is added drop by 
drop with constant stirring until the crystalline ammonium- magnesium 
ortho-phosphate begins to form, and then in moderate excess, the stirring 
being continued for several minutes. It is then set aside for several hours 
in a cool atmosphere and filtered. The precipitate is redissoived in hot 
dilute HCl. the solution made up to about loo c. c, i c. c. of a saturated 
solution of Na(NHj)HPO^ added ,and ammonia drop by drop, with con- 
stant stirring until the precipitate is again formed as described and the 
ammonia is in moderate excess. It is then allowed to stand for about 2 
hours, when it is filtered on a paper or a Gooch crucible, ignited, cooled 
and weighed as Mg.PjO,. 

Alkalies (K.O and Na.O). 

For the determination of the alkalies, the well known method of Prof. 
J. Lawrence Smith is to be followed, either with or without the addition 
of CaCO, with NH,CI. 

Anhydrous Sulphuric Acid (SO,). 
One gram of the substance is dissolved in 15 c. e. of HCl. filtered and 
residue washed thoroughly .t 
The solution is made up to 250 c. c. in a beaker and boiled. To the 

■The volume at wa&ti-«at«r ibould not be too large; vide Hlllebrand. 
frhe Bccunc]' ot IhlB metbod mdmlts of criticism, but Ita coDvenleiice ■nd ra- 
pid! tT demand Jts Insertion. 
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boiling solution 10 c. e. of a saturated solution of BaCl^ is added slowly 
drop by drop from a pipette and the boiling continued until the precipitate 
is well formed, or digestion on the steam bath. ' may be substituted for 
(he boiling. It is then set aside over night, or for a few hours, filtered. iR- 
nited and weighed as BaSO,. 

Total Sulphur. 

One gram of the material is weighed out in a large platinum crucible and 
fused with NaCO, and a little KNO^, being careful to avoid contamina- 
tion from sulphur in the gases from source of heat. This may be dot-.e 
by fitting the crucible in a hole in an asbestos board. The melt is treated 
in the crucible with boiling water and the liquid poured into a tail narrow 
beaker and more hot water added until the mass is disintegrated. The 
solution is then filtered. The filtrate contained in a No. 4 beaker is to be 
acidulated with HC! and made up to 250 c, c, with distilled water, boiled, 
the sulphur precipitated as BaSO,. and allowed to stand over night or for 
a few hours. 

Loss on Ignition.' 

Half a gram of cement is to he weighed out in a platinum crucible, 
placed in a hole in an asbestos board so that about 3-5 of the crucible pro- 
jects below, and blasted 15 minutes, preferably with an inclined dame. 
The loss by weight, which is checked by a second blasting of ^ minutes, is 
the loss on ignition. 

May, 1903: Recent investigations have shown that large errors in re- 
sults are often due to the use of impure distilled water and reagents. 
The analyst should, therefore, test his distilled water by evaporation and 
his reagents by appropriate tests before proceeding with his work. 
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Standard Cement Specifications of the American Society lor 

Testing Materials. 

Adopted November 14th, 1904. 

General Observations. 

I. — These remarks have been prepared with a view of pointing out the 

pertinent features of the various requirements and the precautions to be 

observed in the interpretation of the results of the tests. 

2. — The Committee would suggest that the acceptance or rejection under 
these specifications be based on tests made by an experienced person hav- 
ing the proper means for making the tests. 
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Specific Gravity. 

3.— Specific gravity is useful in detecting adulteration or under-burning. 

The results of tests of specific gravity are not necessarily conclusive as dn 

indication of the quality of a cement, but when in combination with the 

results of other tests may afford valuable indications. 

Fineness. 

4. — The sieves should be kept thoroughly dry. 
Time of SetUng. 

S.— Great care should be exercised to maintain the test pieces under as 
uniform conditions as possible. A sudden change or wide range of tempera- 
ture in the room in which the tests are made, a very dry or humid atmos- 
phere, and other irregularities vitally affect the rate of setting. 
Tensile Strength. 

6. — Each consumer must fix the minimum requiremer)ts for tensile 
strength to suit his own conditions. They shall, however, be within the 
limits stated. 

Constancy of Volume. 

7. — The tests for constancy of volume are divided into two classes, the 
first normal, the second accelerated. The latter should be regarded as a 
precautionary test only, and not infallible. So many conditions enter into 
the making and interpreting of it that it should be used with extreme care. 

8. — In making the p?ts the greatest care should be exercised to avoid 
initial strains due to moulding or to too rapid drying-out during the first 
twenly-four hours. The pals should be preserved under the most uniform 
conditions possible, and rapid changes of temperature should be avoided. 

g. — The failure 10 meet the requirements of the accelerated tests need not 
be sufficient cause for rejection. The cement may, however, be held for 
twenty-eight days, and a retest made at the end of that period. Failure to 
meet the requirements at this time should be considered sufficient cause 
for rejection, although in the present state of our knowledge it cannot be 
said that such failure necessarily indicates unsoundness, nor can the cetnent 
be considered entirely satisfactory simply because it passes the tests. 

General Conditions. 

I. — Alt cement shall be inspected. 

2. — Cement may be inspected either at the place of manufacture or on the 
work. 

,i. — In order to allow ample time for inspecting and testing, the cement 
should be stored in a suitable weather-light building having the floor prop- 
erly blocked or raised from the ground, 

4. — The cement shall be stored in svich a manner as to permit easy access 
for proper inspection and identification of each shipment, 

5. — Every faciliiv shall be provided by the contractor and a period of at 
least twelve days allowed for the inspection and necessary tests. 

6.— Cement shall be delivered in suitable packages with the brand and 
name of mar.i'facturer plainly marked thereon. 
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7. A ban of cement shall contain 94 pounds of cement net. Each barrel 
of Port1aii<l cement shall contain 4 bags, and each barrel of natural cement 
shall contain 3 bags of the above net weight. 

8.— Cement failing to meet the seven-day requirements may be held 
awaiting the results of the twenty-eight day tests before rejection. 

9.— All tests shall be made in accordance with the methods proposed by 
the Committee on Uniform Tests of Cement of the American Society of 
Civil Engineers, presented to the Society January 21, 1903, and amended 
January 20. 1904, with all subsequent amendments thereto. 

10. The acceptance or rejection shall be based on the following re- 
quirements : ■ 

Natural Cement. 

11. Definitiok. This term shall be applied to the finely pulverized pro- 
duct resulting from the calcination of an argillaceous limostone at a tem- 
perature only suflicient to drive off the carbonic acid gas. 

SpecUlc Gravity. 

13. — The specific gravity of the cement thoroughly dried at too* Cent, 
shall be not less than 3.8. 

Fineness. 
13. — It shall leave by weight a residue of not more than 10% on the No. 
100, and 30^ on the No. 200 sieve. 

Time of Settiog. 
14. — It shall develop initial set in not less than ten minutes, and hard 
set in not less than thirty minutes, nor more than three hours. 
Tensile Strength. 
15, — The minimum requirements for tensile strength for briquettes one 
inch square in cross section shall be within the following limits, and shall 
show no retrogression in strength within the periods specified:* 
Age. Neat Cement. Strength. 

24 hours in moist air. 50- too lbs. 

7 days (i day in moist air. 6 days in water) 100-200 " 

38 days (i day in moist air, 27 days in water) aoo-300 " 

One Part Cement. Three Parts Standard Sand. 

7 days (i day^in moist air, 6 days in water) 25- 75 " 

28 days { I day in moist air, 27 days in water) 75-150 " 

Constancy of Volume, 
16. — Pats of neat eement about three inches in diameter, one-half inch 
thick at center, tapering to a thin edge, shall be kept in moist air for a 
period of twenty-four hours. 

(a) A pat is then kept in air at normal temperature. 

(b) Another is kept in water maintained as near 70° Fahr. as practi- 
cable. 

17.— These pats are observed at intervals for at least 28 days, and, to 

■For Fiamiile the mlnlrnrim requirement for Ibo Iwentr-tour bour neat c»- 
loent tent gbould be »me speclfled lalue within the llmlti ot SO and 100 
pouodi, B,ad to on tor each period elated. 
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satisfactorily pas3 the tests, should remain firm and hard and show no 
signs of distortion, checking, cracking or disintegrating. 
Portland Cement. 
18. — Depihition. — This term is applied to the finely pulverized prod- 
uct resulting from the calcination to incipient fusion of an intimate mix- 
ture of properly proportioned argillaceous and calcareous materials, and 
to which no addition greater than 3% has been made subsequent to 
calcination. 

Specific Gravity. 
[9. — The specific gravity of the cement, thoroughly dried at 100° Cent- 
shall be not less than 3.10. 

Fineness. 
20.— It shall leave by weight a residue of not more than 8% on the 
No. 100, and not more than 25% on the No. aoo sieve. 
Time ol Setting. 
21. — It shall develop initial set in not less than thirty minutes, but must 
develop hard set in not less than one hour, nor more than ten hours. 
Tensile Strength. 
22. — The minimum requirements tor tensile strength for briquettes one 
inch square in section shall be within the following limits, and shall show 
no retrogression in strength within the periods specified.* 
Age. Neat Cement. Strength. 

24 hours in moist air 150-200 lbs. 

7 days (I day in moist air. 6 days in water) 45O-SS0 " 

28 days (i day in moist air. 27 days in water) 550-650 " 

One Pari Cement, Three Parts Sand. 

7 days (1 day in moist air. 6 days in water) 150-200 " 

28 days (I day in moist air, 27 days in water) 200-300 " 

Constancy of Volume. 
23'— Pats of neat cement about three inches in diameter, one-half inch 
thick at the centre, and tapering to a thin edge, shall be kept in moist air 
for a period of twenty^fouf hours. 

(a) A pat is then kept in air at normal temperature and observed at 
intervals for at least 28 days. 

(b) Another pat is kept in water maintained as near 70° Fahr. as prac- 
ticable, and observed at intervals for at lea.st 28 days. 

(cj A third pat is exposed in any convenient way in an atmosphere 
of steam, above boiling water, in a loosely closed vessel for five hours. 

24, — These pats, to satisfactorily pass the requirements, shall remain 
firm and hard and show no signs of distortion, checking, crackintt or 
disintegrating. 

Sulphuric Acid and Magnesia. 

25.— The cement shall not contain more than 1.75% ot anhydrous sul- 
phuric acid (SO^), nor more than 4% of magnesia (MgO). 

•For fliampla the minimum requirement tor tbe twentr-four bour neat cemant 
lest abould be lome iiMcIfled tbIuc wltblD tbe llmlU ot ISO Md 300 poqdOi, ud 
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U. S. Army Standard Specilicatlons.* 

It«commerid«1 by th« Bmrd oC Gnglneer Omcere on Teatlog H^dnullc Co- 
U«Dls. for use In tbe EngiDMr DepBrtmoDt, U. S. Arm:r. Uojor Wlllltim L. 
Mantiall, Ms]or Smith S. Iie>cb. Captain Spencer CoabT. Corps of Engtneers. 
Usmbers o[ Board. 

S[>ectflcationa tor American Portland Cement. 

(1) The cement shall be an American Portland, dry, and free from 
lumps. By a Portland cement is meant the product obtained (rom the 
heating or calcining- up to incipient fusion of intimate mixtures, either 
natural or artificial, of argillaceous with calcareous substances, the calcined 
product to contain at least 17 times as much of lime, by weight, as of 
the materials which give the lime its hydraulic properties, and to be finely, 
pulverized after said calcination, and thereafter additions or substitutions 
for the purpose only of regulating certain properties of technical import- 
ance to be allowable to not exceeding 2 per cent, of the calcined product. 

(2) The cement shall be put up in strong, sound barrels well lined 
with paper, so as to be reasonably protected against moisture, or in stout 
cloth or canvas sacks. Each package shall be plainly labeled with the 
name of the brand and of the manufacturer. Any package broken or 
containing danlaged cement may be rejected or accepted as a fractional 
package, at the option of the United States agent in local charge, 

(3) Bidders will state the brand of cement which they propose to fur- 
nish. The right is reserved to reject a tender for any brand which has 
not established itself as a high-grade Portland cement and has not for 
three years or more given satisfaction in use under climatic or other 
conditions of exposure of at least equal severity to those of the work 
proposed. 

C4> Tenders will be received only from manufaclurers or their author- 
ized agents. 

(The following paragraph will be substituted for paragraphs 3 and 4 
above when cement is to be furnished and placed by the contractor : 

No cement will be allowed to be used except established brands of high- 
grade Portland cement which have becri made by the same mill and in 
successful use under similar climatic conditions to those of the proposed 
work for al least three years.) 

(5) The average weight per barrel shall not be less than 375 pounds 
net. Four sacks shall contain one barrel of cement. If the weight. 35 
determined by test weighings, is found to be below 37S pounds per barrel, 
the cement may be rejected, or, at the option of the engineer officer in 
charge, the contractor may be required to supply, free of cost to the 
United States, an additional amount of cement equal to the shortage. 

(6) Tests may be made of the fineness, specific gravity, soundness, time 
of setting, and tensile strength of the cement, 

*Prot«BiDnBl Papers No. 38. Corps of Engln^era, U. 3 Armr. 
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(7) Fineness.— Ninety-t wo per cent, of the cement mun pass through 
a sieve made of No. 40 wire, Stubb's gauge, having 10,000 openings per 
square inch. 

(8) Specific GitAViTy.— The specific gravity of the cement as deter- 
mined from a sample which has been carefully dried, shall be between 
3.10 and 3.25. 

(9) Soundness, — To test the soundness of the cement, at least two pats 
of neat cement mixed for five minutes with 20 per cent, of water by 
weight shall be made on glass, each pat about 3 inches in diameter and 
one-half inch thick at the center, tapering thence to a ihin edge. The pats 
are to be kept under a wet cloth until finally set. when one is to be 
placed in fresh water for twenty-eight days. The second pat will be 
placed in water which will be raised to the boiling point for six hours, 
then allowed to cool. Neither should show distortion or cracks. The 
boiling test may or may not reject at the option of the engineer oflicer 

( id) Time of Setting. — The cement shall not acquire its initial set in 
less than forty-five minutes and must have acquired its final set in ten 
hours. 

(The following paragraph will be substituted for the above in case a 
quick-setting cement is desired: 

The cement shall not acouire its initial set in less than twenty nor more 
than thirty minutes, and must have acquired its final set in not less than 
forty-five minutes nor more than two and one-half hours.) 

The pats made to test the soundness may be used in determining the 
time of setting. The cement is considered to have acquired its initial set 
when the pal will bear, without being appreciably indented, a wire one- 
twelfth inch in diameter loaded to weigh one-fourth pound. The final set 
has been acquired when the pat will bear, without being appreciably in- 
dented, a wire one- twenty- fourth inch in diameter loaded to weigh I 

(11) Tensile Strength. — Briquettes made of neat cement, after being 
kept in air for Iwenty-four hours under a wet cloth and the balance of 
the time in water, shall develop tensile strength per square inch as follows: 

After seven days, 450 pounds ; after twenty-eight days, S40 pounds. 

Briquettes made of i part cement and 3 parts standard sand, by weight, 
shall develop tensile strength per square inch as follows : 

After seven days. 140 pounds; after twenty-eight days, aao pounds, 

(In cnse quick-setting cement is desired, the following tensile stret^hi 
shall be substituted for the above: 

Neat briquettes : After seven days, 400 pounds ; after twenty-eight days, 
480 pounds. 

Briquettes of 1 part cement to 3 parts standard sand : After seven 
days, lio pounds; after twenty-eight days, 180 pounds.) 

(la) The highest result from each set of briquettes made at any one 
time is to be considered the governing test. Any cement not showing 
an increase of strength in the twenty-eight day tests over the seven-day 
ti'sts will t* rejected. 
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(13) When making briquettes neat cement will be mixed with 20 per 
cent, of water by weight, and sand and cement with i2'/i per cent, of water 
by weight. After being thoroughly mixed and worked for five minutes, 
the cement or mortar will be placed in the briquette mold in four egual 
layers, and each layer rammed, and compressed by thirty blows of a soft 
brass or copper rammer three-quarters of an inch in diameter (or seven- 
tenths of an inch square, with rounded corners), weijhinK i pound. It 
is to be allowed to drop on the mixture from a height of about half an 
inch. When the ramming has been completed the surplus cement shall be 
struck off and the final layer smoothed with a trowel held almost hori- 
zontal and drawn b:ick with sufficient pressure Co make its edge follow 
the surface of the mold. 

(14) The above are to be considered the nMnimum requirements. Un- 
less a cement has been recently used on work under this office, bidders 
will deliver a sample barrel for test before the opening of bids. If this 
sample shows higher tests than those given above, the average of tests 
made on subsequent shipments must come up to those found with the 

(is) a cement may be rejected in case it fails to meet any of the above 
requirements. An agent of the contractor may be present at the mak- 
ing of the tests, or, in case of the failure of any of them, they may be re- 
peated in his presence. If the contractor so desires, the engineer officer in 
charge may, if he deem it to the interest of the United States, have any 
laboratory in the manner herein specified. All expenses of such tests to be 
or all of the tests made or repeated at some recognized standard testing 
paid by the contractor. All such tests shall be made on samples furnished 
■ by the engineer officer from cement actually delivered to him. 

Specifications for Natural Cement. 

(i) The cement shall be a freshly packed natural or Rosendale. dry. 
and free from lumps. By Natural cement is meant one made by calcin- 
ing natural rock at a heat below incipient fusion, and grinding the product 
to powder. 

(2) Same as Portland (2). 

(3) Bidders will state Uie brand of cement which they propose to fur- 
nish. The right is reserved to reject a tender for any brand which has 
not given satisfaction in use under climatic or other conditions of expo- 
sure of at least equal severity to those of the work proposed. 

(4) Tenders wilt be received only from manufacturers or their author- 
ized agents. 

(The following paragraph will be substituted for paragraphs 3 and 4 
above when cement is to be furnished and placed by the contractor: 

No cement will be allowed to be used except established brands of 
high-grade natural cement which have been in successful use under simi- 
lar climatic conditions to those of the proposed work.) 

(5) The average net weight per barret shall not be less than 300 pounds. 
(West of the Allegheny Mountains this may be 365 pounds.) . . . 
sacks of cement shall have the same weight as 1 barrel. If the average 
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net weight, as determined by test weighings, is found to be below 300 
pounds (265 pounds) per barrel, the cement may be rejected, or, at the 
option of the engineer officer in charge, the contractor may be required 
to supply free of cost to the United States an additicmal amount of cement 
equal to the short^e. 

(6) Tests may be made of the fineness, time of setting, and tensile 
strength of Hie cement 

(7) Fineness. — At least 80 per cent, of the cement must pass through 
a sieve made of No. 40 wire, Stubb's gauge, having 10,000 openings per 
square inch. 

(8) Time op Setting.— The cement shall not acquire its initial set in 
less than twenty minutes and must have acquired its final set in tour 

(9) The time of setting is to be determined from a pat of neat cement 
mixed for five minutes with 30 per cent, of water by weight and kept un- 
der a wet cloth until finally set. The cement is considered to have 
acquired its initial set when the pat will bear, without being appreciably 
indented, a wire one-twelfth inch in diameter loaded to weigh one-fourth 
pound. The final set has been acquired when the pat will bear, without 
being appreciably indented, a wire one- twenty- fourth inch in diameter 
loaded to weigh i pound. 

(10) Tensile Strength.— Briquettes made of neat cement shall de- 
velop the following Jensile strengths per square inch after having been 
kept in air for twenty-four hours under a wet cloth and the balance 
of the time in water : 

At the end of seven days, 90 pounds; at the end of twenty-eight days, 
aoo pounds. 

Briquettes made of one part cement and one part standard sand by 
weight sliall develop the following tensile strengths per square inch: 

After seven days, 60 pounds; after twenty-eight days, 150 pounds. 

(11) Same as Portland (12). 

(12) Same as Portland (13) except that 30 and 17 per cent of water arc 
used for neat and sand mixtures respectively. 

(13) Same as Portland (14). 

(14) Same as Portland (is)- 

Speciilcatlons ior Puzzolan Cement. 

(i> The cement shall be a Puizolan of uniform quality, finely and freshly 
ground, dry, and free from lumps, made by grinding together without 
subsequent calcination granulated blast-furnace slag with slaked lime. 

(2) Same as Portland (2). 

(3) Bidders will state the brand of cement which they propose to fur- 
nish. The right is reserved to reject a tender for any brand which has 
not given satisfaction in use under climatic or other conditions of expo- 
sure of at least equal severity to those of the work proposed, and for 
any brand from cemenl works that do not make and test the slag used in 
the cement 
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(4) Tenders will be received only from manufacturers or their author- 
ized agents. 

(The following paragraph will be substituted for paragraphs 3 and 4 
above when cement is to be furnished and placed by the contractor: 

No cement will be allowed to be used except established brands of hiRh- 
grade Puzzolan cement which have b:en in successful use under similar 
climatic conditions to those of the proposed work and which come from 
cement works that make the slag used in the cement) 

(5) The average weight per barrel shall not be less than 330 pounds net. 
Four sacks shall contain i barrel of cement. If the weight as determined 
by (est weighings is found to be below 330 pounds per barrel, the cement 
may be rejected or, at the option of the engineer officer in charge, the con- 
tractor may be required to supply, free of cost to the United States, an 
additional amount of cement equal to the shortage. 

(6) Tests may be jnade of the fineness, specific gravity, soundness, time 
of setting, and tensile strength of the cement. 

(7) Fi.vENESs.— Ninety-seven per cent, of the cement must pass ihrougli 
a sieve made of No. 40 wire, Stubb's gauge, having 10,030 openings per 
square inch. 

(8) Specific Gbavity,— The specific gravity of the cement as determined 
from a sample which has been carefully dried, shall be between 2.7 and 2& 

(9) Soundness. — To test the soundness of cement, pats of neat cement 
mixed for live minutes with 18 per cent, of water by weight shall be made 
on glass, each pat about 3 inches in diameter and one-half inch thick at the 
center, tapering thence to a thin edge. The pats are to be kept under wet 
cloths until finally set, when they are to be placed in fresh water. They 
should not show distortion or cracks at the end of twenty-eight days. 

(10) Time of SEnriNC. — The cement shall not acquire its initial set in 
less than forty-five minutes and shall acquire its final set in ten hours. 
The pats made to test the soundness may be used in determining the time 
of setting. The cement is considered to have acquired its initial set when 
the pat will bear, without being appreciably indented, a wire one-twelfth 
inch in diameter loaded lo one-fourth pound weight. The final set has 
been acquired when the pat will bear, without being appreciably indented, 
a wire one twenty-fourth inch in diameter loaded to 1 pound weight. 

(11) Tensile Stbengtb.— Briquettes made of neat cement, after being 
kept in air under a wet cloth tor twenty-four hours and the balance of the 
time in water, shall develop tensile strength per square inch as follows: 

After seven days. 350 pounds; after twenty-eight days, 500 pounds. 
Briquettes made of one part cement and three parts standard sand by 
weight shall develop tensile strength per square inch as follows: 
After seven days, 140 pounds; after twenty-eight days, 220 pounds, 

(12) Same as Portland (12). 

(13) Same as Porlland (13) except that 18 and 10 per cent, of water are 
used for neat and sand mixtures respertively. 

(14) Same as Portland (14). 

(15) Same as Pordard (i.s). 
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British Standard SpecWcations for Portland Cement. 

luued bj- the BoslmerliiK StandmrdB Caaimlttee. Bupported br the IniUtatlon 
«t ClTll EDglDeen, The Institution of Mecbuolcal EnBlneen, (be iDitltutloh at 
N»tbI Archltacta, the Iroa and Steel loiUtute and the InatltuCioD of Blectrlul 
Snilnesn. 

Quality and Preparation. 

I. — The cement is to be prepared by intimately mixinR together calcare- 
ous and argillaceous materials, burning them at a clinkering temperature 
and grinding the resulting clinker. No additi6n of any material is to be 
made after burning, except when desired by the manufacturer, and if not 
prohibited in writing by the consumer, in which case calcium sulphate or 
water may be used. The cement, if watered, shall contain not more than 2 
per cent, of water, whether that water has been added or has been natur- 
ally absorbed from the air. If calcium sulphate is used, not more than 2 
per cent, calculated as anhydrous calcium sulphate of the weight of the ce- 
ment shall be added. 

SampllnB and Preparation for Testing and Analysis. 

3. — As soon as the cement has been bulked at the makers' works.* or on 
the works in connection with which the material is to be used, at the con- 
sumer's option, samples for testing are to be taken from each parcel, each 
sample consisting of cement from at least twelve different positions in the 
same heap, so distributed as to ensure, as far as is practicable, a fair aver- 
age sample of the whole parcel, all to be mixed together and jhe sample for 
testing to be taken therefrom. 

3. — Before gauging the tests, the sample 90 obtained is to be spread out 
for a depth of 3 ins. for 24 hours, in a temperature of 58 to 64 degrees 
Fahrenheit. 

4. — In all cases where consignments are of loo tons and upwards, sam- 
ples selected as above from each consignment, either at the makers' works 
or after delivery at the works where the cement is to be used, are to be 
sent for expert testing and for chemical analysis. In no case is cement 
so tested and analyzed to be accepted, or used, unless previously certified 
in writing: by the consumer to be of satisfactory quality. Payment for 
such tests and analysis to be made by the consumer, the manufacturer sup- 
plying the cement r quired for the same, free of charge. 

When consignments of less than loo tons have to be supplied, the makers 
shall, if required, give certificates for each delivery, to the effect that such 
cement complies with the terms of this standard specification, with regard 
to quality, tests, and chemical analysis, no payment being made by the 
consumer for such certificate, nor for the making of such tests and ana- 
lyses. 

S.— Should it he deemed more convenient by the consumers, that the 
ilate for anr apeclal quuitltr, th« alas ol 
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samples for ttsting should be taken at the maker's works before delivery, 
the latter are. in that event, to afford full facilities to the inspector, who 
may be appointed by the consumers to sample the cement as he may desire 
at the maker's works, and subsequently to identify each parcel as it may be 
despatched, with that sampled by him. No parcel is to be sent away, unless 
a written order has been previously received by the makers from the 
said consumer to the effect that the material in question has been ap- 
proved. 

Fineness and Sieves. 

6. — The cement shall be ground to comply with the foUowitiR degrees of 
fineness, viz ; 

The residue on a sieve 76 X 76 ^ S.776 meshes per square inch is not to 
exceed 5 per cent 

The residue on a sieve tSo X 180 ^ 32^400 meshes per square inch is 
not to exceed 22j^ per cent. 

The sieves are to be prepared from standard wire, the size of the wire 
for the 5,776 mesh is to be xn44 itich, and for the 32,400 mesh, .0018 inch. 
The wire shall be woven (not twilled), the doth being carefully mounted 
on the frames without distortion. 

Specific Gravity. 

7. — The specific gravity of the cement shall be not less than 3.15 when 
sampled and hermetically sealed at the maker's works, nor less than 3.1a 
if sampled after delivery to the consumer. 

Chemical Composition. i 

8.— The cement is to comply with the following conditions as to its 
chemical composition. There shall be no excess of lime, that is to say, the 
proportion of lime shall be not greater than is necessary (o saturate the 
silica and alumina present. The percentage of insoluble residue shall not 
e^tceed 1,5 per cent.; that of magnesia shall not exceed 3 per cent., and 
that of sulphuric anhydride shall nol exceed 2.5 per cent. 

Tensile Tests. 

9. — The quantity of water used in gauging shall be appropriate to tbe 
quality of the cement, and shall be so proportioned that when the cement 
is gauged it shall form 3 smooth, easily worked paste, that will leave the 
trowel cleanly in a compact mass. Fresh water is to be used for gauging, 
the temperature thereof, and of the test room at the time the said opera- 
tions are performed, being from 58 to 64 degrees Fahrenheit 

The cement gauged as above is to be filled, without mechanical ramming, 
into moulds of the form shown in Fig. 140 on the annexed sketch, each 
mould resting upon an iron plate until the cement has set. When the 
cement has set sufficiently to enable the mould to be removed without in- 
jury to the briquette, such removal is to be effected. The said briquette 
shall be kept in a damp atmosphere and placed in fresh water 34 hours 
after gauging, and kept there until broken, the water in which the test 
briquettes are submerged being renewed every seven days, and the tem- 
perature thereof maintained between 58 and 64 degrees Fahrenheit. 
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Neat Teats. 
10. — Briquettes of neat cement of tlie shape shown in Fig. 140 and an- 
nexed thereto are to be gauged for breaking at 7 and 28 days, respec- 
tively, six briquettes for each period. The average tensile strength of the 
six briquettes shall be taken as the accepted tensile strength for each 
--/■* H 





period. For breaking, the briquette is to be held in strong metal jaws, of 
the shape shown in Fig. 141 on the annexed sketch, the briquettes being 
slightly greased where gripped by the jaws. The load must then be 
steadily and uniformly applied, starting from zero, increasing at the rate . 
of 100 pounds. in 12 seconds. The briquettes are to bear on the average 
not less than the following tensile stresses before breaking: 

7 days from gauging 400 lbs. per sq. inch of section. 

28 days from gauging goo lbs. per sq. inch of section. 

The increase from 7 to 28 days shall not be less than: 

25% when the 7-day test falls between 400 lbs. to 450 lbs. per sq. in. 

ao% when the 7-day test falls between 450 lbs. to Soo lbs. per sq. in. 

l$% when the 7-day test frlls between S«> lbs. to 5SO lbs. per sq. in. 

10% when the 7-day test falls between 550 lbs. per sq. in. or upwards. 

Sand Testa. 
II. — The cement shall also be tested by means of briquettes prepared 
from one part of cement to three parts of weight of dry standard sand, 
the said briquettes being nf the shape described for the neat cement tests, 
the mode of gauging, filling the moulds, and breaking the briquettes is 
a\io to be siniilar. The proportion of water used shall be such that the 
mixture is thoroughly welted, and there shall be no superfluous water 
when the briquettes are formed. The cement and sand briquettes are to 
bear the following tensile, stresses : 

7 days from gauging 120 lbs. per sq. inch of section. 
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The standard sand referred to above is to be obtained from LeiRhton 
Bvzzard. It must be thoroughly washed, dried and passed through a sieve 
of 20 X ao meshes per square inch, and must be retained on a sieve of 
30 X 30 meshes per square inch, the wires of the sieve beirR .0164 and 
.0108 inch, respectively. 

Setting Time. 

13. — There shall be three distinct gradations of setting time, which shall 
be designated as "quick," "medium," and "slow."* 

Quick — The setting time shall be not less than ten minutes, or more 
than 30 minutes. 

Medium — The setting time shall be not less than half an hour, or more 
than two hours. 

Slow — The setting time shall be not less than two hours, or more than 
five hours.* 

The temperature of the air in the test room at the time of Rauging 
and of the water used is to be between 58 and 64 degrees Fahrenheit 

The cement shall be considered as "set" when a needle having a flat 



end 1-16 inch square, weighing in all xYi lbs., fails to make an impression 
when its point is applied gently to the surface. 

Soundness. 

13.— 'The cement shall be tested by the I.e Chatelier method, and is in 
no case to show a greater expansion than 12 millimetres after 24 hours' 
aeration and 6 millimetres after seven days' aeration. 

NOTE. — The apparatus for conducting the Le Oiatelier test (Fig. 14a) 
consists of a small split cylinder of spring brass or other suitable metal 
of 0,5 millimetre (0.197 inch) in thickness, 30 millimetres (1.1875 inches) 
internal diameter, and 30 mitlimetres high, forming the mould, to which 
on either side of the split are attached two indicators 165 millimetres (6,5 
inches) long from the center of the cylinder, with pointed ends A A, as 
shown upon the sketch. 

In conducting the test, the mould is to be placed upon a small piece 
of glass and filled with cement gauged in the usual way, care being taken 
to keep the edges of the moulds gently together while this operation is 
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b«mg perfonned. The mould is tiien covered with another f\^Sf. plate, 
a small weight is placed on this and the mould is immediately placed in 
water at 58 to 64 degrees Fahrenheit, and left there for 24 hours. 

The distance separating the indicator points is then measured, and the 
mould placed in cold water, which is brought to a boiling point in IS to 
30 minutes, and kept boiling for six hours. After cooling, the distance 
between the points is again measured ; the difference between the two 
measurements represents the expansion of the cement, which must not 
exceed the limits laid down in this specification. 

14. — The tests and analyses hereinbefore referred to shall in no case 
relate to a larger quantity of cement than 250 tons sampled at one time. 

Acceptance. 

15. — No cement is to be approved or acc^Ied unless it fully complies 
with the foregoing conditions. 
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Standard Specifications for Portland Cement. 

Adopted by the Canadian Society of Civil Engineers. 
Report submitted, January 27th, igoj. 
Commlttes:— Dr. H. T. Bovej' (chairman). Meun, H. J. Butler, C. B. Sadtk, 
T. UDnra, P. A. Paterson, C. H. Rust. Q. A, Mountain aad J. A. Duff 

The whole of the cement is to be well-burned, pure Portland cement, of 
the best quality, free from free-lime, slag, dust, or other foreign material. 

(1) Fineness, — The cement shall be ground so fine that the residue on 
a sieve of 10,000 meshes to the square inch shall not exceed ten per cent. 
of the whole by weight, and the whole of the cement shall pass a sieve of 
2,500 meshes to the square inch. 

(2) Specific Gravity. — The specific gravity of the cement shall be at 
least 3,0Q and shall not exceed 3-25 for fresh cement; the term "fresh" 
being understood to apply to such cements as are not more than two 
months old. 

, (3) Tests.— The cement shall he subjected to the following tests: 
(a) Blowing Test.— Mortar pats of neat cement thoroughly worked, 
shall be trowelled upon, carefully cleaned, 5 in, by 2^i-in. ground glass 
plates. The pats shall be about Yi in. thick in the center and worked off 
t3 the sharp edges at the tour sides. They shall be covered, 1,^'* " ''^'"P 
cloth and allowed to remain in the air until set, after which they shall be 
placed in vapor in a tank, in which the water is heated to a temperature 
of 130° Fahr. After remaining in the vapor six hours, including the time 
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of setting in air, they shall be immersed in the hot water and allowed to 
remain there for eighteen hours. After removal from the water the sam- 
ples Shalt not be curled up, shall not have tine hair cracks, nor large 
expansion cracks, nor shall they be distorted. If separated from the K\asi, 
the samples shall break with a sharp, crisp ring. 

(b) TE-nsile Test. (Neat Cement.)— Briquettes made of neat cement, 
mixed with about twenty per cent, of water, by weight, after remaining 
one day in air, in a moist atmosphere, shall be immersed in water, and 
shall be capable of sustaining a tensile stress of 250 lbs, per square inch 
after submersion for two days ; 400 lbs, per square inch after submersion 
for six days; 500 lbs. per square inch after submersion for twenty-seven 
days. The tensile test shall be considered as the average of the strength 
of five briquettes, and any cement showing a decrease in tensile strength 
on or before the twenty-eighth day shall be rejected. 

(Sand AND Cement),— The sand for standard tests shall be clean quartz, 
crushed so that the whole shall pass through a sieve of 400 meshes to the 
square inch, but shall be retained on a sieve of 900 meshes per square inch. 
The sand and cement shall be thoroughly mixed dry, and then about ten 
per cent, of their weight of water shall be added, when the briquettes are 
to be formed in suitable moulds. After remaining in a damp chamber 
for twenty-four hours the briquettes shall be immersed in water, and 
briquettes made in the proportion of one of cement to three of sand, by 
weight, shall bear a tensile stress of 125 lbs. per square inch after sub- 
mersion for six days, and aoo lbs, per square inch after submersion for 
twenty-eight days. Sand and cement briquettes shall not show a decrease 
in tensile strength at the end of twenty-eight days, or subsequently, 

(4) The manufacturer shall, if required, supply chemical analyses of 
the cement. 

(5) Packing.— The cement shall be packed either in stout air and water- 
tight casks, carefully lined with strong brown paper, or in strong air and 
water-light bags, 

(6) The manufacturer shall give a certificate with each shipment of ce- 
ment stating (1) the date of manufacture; (2) the tests and analyses 
which have been obtained for the cement in question at the manufacturer's 
laboratory ; (3) that the cement does not contain any adulterations, 

(Note: This specification is followed by a standard method of testing.) 
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A brief list of the books, in the English language, on cement and con- 
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Bleninger,, A. V., The Manufacture of Hydraulic Cements. Fourth Series, 
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Bulletin No. 3, State Geological Survey of Ohio, 1904. 
(Chemistry of cements and cement materials, and methods of nianu< 
facture.) 
Brown, Charles C. Directory of American Cement Industries and Hand 
Book for Cement Users. Municipal Elngineering Co., Indianapolis, 
Ind. — Published yearly. 

(Directory of brands, manufacturers, agents, users, with other data on 
the industry.) 
Buel, A, W. and C. S. Hill. Reinforced Concrete. EngineerinK News 
Publishing Co., New York, 1904, 

(Mathematical discussion, and practical consideration of constructions 
of reinforced concrete.) 
Burr, William H. The Elasticity and Resistance of the Materials of En- 
gineering. John iWilev & Sons, New York, 1903. 
(Chiefly mathematical, little practical data.) 
Butler, David B. Portland Cement, Its Manufacture, Testing and Use. 
Spon, London, 1899. 
(English practice in manufacture and testing.) 
Cement Industry, The. The EnRineering Record, New York, 190a 

(Descriptions of plants and processes.) 
Considere, A. Experimental Researches on Reinforced Concrete, trans- 
lated and arranged by Leon S. MoisseifF. McGraw Publishing Co., 
New York, 1903. 
(Experiments and data on reinforced concrete.) 
Cummings, Uriah. American Cements. Rogers and Manson, Boston, 1898. 

(Historical data, and discussion of natural cements.) 
Eckel, Edwin C. Cements, Limes, and Plasters. John Wiley & Sons, 
New York, igo5- 

(Cement materials and processes of manufacture.) 
Falk, Myron S. Cements, Mortars and Concretes. Myron C. Clark, New 
York, 1904. 
(Data on investigations of physical properties.) 
Gillette, Halbert-P. Hand-book of Cost Data. Myron C. Clark, New 

York, 1905. (Costs of Concrete and Concrete-Steel Structures.) 
Grant, John. Portland Cement; Its Nature, Tests, and Uses. Spon, Lon- 
don, 1875. 
(Data on strength of cement— chiefly of historic interest.) 
Johnson, J. B. The Materials of Constriction. John Wiley & Sons, New 
York. 1898. 
(Mathematical discussion, general description, and much valuable dsta.) 
Le Chatelier, H. Experimental Researches on the Constitution of Hy- 
draulic Mortars, translated by Joseph L. Mack. McGraw Publishing 
Co., New York, 1905, 
(Chemical and mineralogical study of cement composition.) 
Marsh, Charles F. Reinforced Concrete. D. Van Nostrand Co., New 
York, 1904. 
(Theoretical and practical discussion of concrete structures.) 
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Meade. Richard K. The Examination of Portland Cements. The Chemi- 
cal Fublishinft Co., Easton, Pa., igoi. 
(Methods of chemical analysis.) 
Redgrave, Gilbert R. and C. Spackman, Calcareous Cements; Their 
Nature and Use. Chas. Griffin & Co., London, 1905. 
(Historical data, and English methods of manufacture and testing.) 
Sabin. Louis C. Cement and Concrete. McGraw PubUshing Co., New 
York, 1905, 
(Valuable data on the properties of cement, and their application to 
practical construction.) 
Spalding, Frederick P. Hydraulic Cement ; Its Properties, Testir^t and 
Use. John Wiley & Sons, New York, i8g7- 
(The nature and testing of cement — no data.) 
Taylor. Frederick W. and Sanford E. Thompson. A Treatise on Concrete, 
Plain and Reinforced. John Wiley & Sons, New York, 1904. 
(Data on cements and concretes, and practical application t 
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Tests. (See particular test In ques- 

Time of setting. (3ee Betting.) 
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accuracy of test 217.2! 

apparatus tor testing 2; 

methods ot testing 21 

moulda for specimens 21S, 2! 

ratio to tenalle strength. .217. 2; 

rough method ot testing 2! 

Underbu ruing: 

effect of, on soundDess i; 
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ot natural cement 21 
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Wire cloth for cement sieves I 
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Yield teste ot cement and mortar.. 21 
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